

	
		
	
        

        	        

		PDF4PRO ⚡AMP

	
	
Modern search engine that looking for books and documents around the web

	



    
    	

	Example: bankruptcy

    	
				Search	


930E-4 AESS743 00.qxd (Page 2) - Komatsu Ltd.



MAXIMUM GVW. 501974 kg 1,106,670 lb GROSS HORSEPOWER. 2014 kW 2,700 HP. 930E-4 . 930E. ELECTRIC DRIVE TRUCK. Photos may include optional equipment 930E-4 ELECTRIC DRIVE TRUCK. SPECIFICATIONS. ENGINE FRAME. Make and model .. Komatsu SSDA16V160* Advanced technology, full butt-welded box sectional ladder-type Fuel .. Diesel frame with integral ROPS supports, integral front bumper, rear Number of cylinders .. 16 tubular cross members, steel castings at all critical stress transition Operating cycle .. 4 cycle zones, rugged continuous horsecollar. Rated brake power** .. 2014 kW 2,700 HP @ 1900 rpm Plate material .. mPa 70,000 psi Flywheel power** .. 1902 kW 2,550 HP @ 1900 rpm tensile strength steel Weight (wet) .. 9608 kg 21,182 lb Casting material .. mPa 90,000 psi * Tier 2 emissions compliant. Tier 1 emissions engine is optional outside of North America. tensile strength steel ** Rated brake power is the output of the engine as installed in this machine, at governed Rail width.

930E-4 ELECTRIC DRIVE TRUCK ELECTRICAL SYSTEM 4 x 8D 1450 CCA, 12 volt, in series/parallel, 220-ampere-hour batteries, bumper-mounted with …
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			GROSS HORSEPOWER 254 kW NET HORSEPOWER …

			www.komatsu.com
			GROSS HORSEPOWER 254 kW 340 HP NET HORSEPOWER 246 kW329 HP MAXIMUM GVW 51420 kg 113,360 lb Photo may include optional equipment. HM300-2 A RT ICULATED D UMP

			   Horsepower 254 kw net horsepower, Horsepower

		

	

	
				
					

		
			D275AX - Komatsu Ltd.

			www.komatsu.com
			5 Power Train Electronic Control System Smooth and soft operation D275AX-5E0 utilizes a newly designed power train electronic control system.The controller registers the amount of operator

			   D275ax

		

	

	
				
					

		
			930E 4SE Spec Sheet

			www.komatsu.com
			930E-4SE MAXIMUM GVW 505755 kg 1,115,000 lb GROSS HORSEPOWER 2611 kW 3,500 HP E LECTRIC D RIVE T R UCK Photo may include optional equipment. 930E

			   Sheet, Spec, 930e 4se spec sheet, 930e

		

	

	
				
					

		
			3 WA430-5 - Komatsu Ltd.

			www.komatsu.com
			Photo may include optional equipment. WA430-5 HORSEPOWER Gross: 174 kW234 HP / 2000 rpm Net: 162 kW217 HP / 2000 rpm OPERATING WEIGHT 18340 – 18555 kg

			   Wa430 5, Wa430

		

	

	
				
					

		
			D65EX-16 D65PX-16 D65WX 65 - Komatsu Ltd.

			www.komatsu.com
			HORSEPOWER Gross: 155 kW207 HP @ 1950 rpm Net: 153 kW205 HP @ 1950 rpm OPERATING WEIGHT D65EX-16 19510 kg43,010 lb D65PX-16 20990 kg46,270 lb D65WX-16 20360 kg44,880 lb

			   D65wx, D65ex 16 d65px 16 d65wx 65, D65ex, D65px

		

	

	
				
					

		
			OTHER EQUIPMENT: 220 PC220-8M0 …

			www.komatsu.com
			WALK-AROUND Low Fuel Consumption by Total Control of the Engine, Hydraulic and Electronic System 2 3 HYDRAULIC EXCAVATOR PC220/220LC-8M0 Low Emission Engine Low Operation Noise

			

		

	

	
				
					

		
			PC78US - Komatsu Ltd.

			www.komatsu.com
			6 7 WORKING ENVIRONMENT PC78US-8 Safety Features Automatic Air Conditioner Automatic air conditioner is utilized. The bi-level control function keeps …

			   Pc78us

		

	

	
				
					

		
			WA430 mm - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WA430-6 WHEEL LOADER WA430-6 W HEEL L OADER 3 2 Increased Reliability Reliable Komatsu designed …

			   Wa430, Wa430 mm

		

	

	
				
					

		
			WA600 - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WHEEL LOADER WA600-6 3 2 Increased Reliability Reliable Komatsu designed and manufactured components Sturdy …

			   Wa600

		

	

	
				
					

		
			PC450 PC450LC-8 - Komatsu Ltd.

			www.komatsu.com
			6 WORKING ENVIRONMENT PC450-8 H YDRAULIC E XCAVATOR Low Cab Noise The newly-designed cab is highly rigid and has excellent sound absorption ability. Thorough improvement of noise

			   Noise, Pc450lc 8, Pc450lc
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			2200-2400 D SERIES - Load-Lifter

			load-liftermfg.com
			2200-2400 d series • 15–18,000 lbs capacity • heavy duty c-thru roller masts • oil immersed disc brakes • turbo charged engine • full powershift transmission

			   Series, Heavy, Duty, 2004, 2200, Heavy duty, 2200 2400 d series

		

	

	
				
					

		
			Technical Guide - Hyster

			www.hyster.com
			R30XM 3 SPECIFICATIONS Manufacturer HYSTER HYSTER Model Designation R30XM3 R30XM3 Power / Voltage Electric / 24 Volts Electric / …

			   Power

		

	

	
				
					

		
			Engine-related - Komatsu Ltd.

			www.komatsu.com
			• Six-step reclining backrest • 170 mm slide distance backward and forward • Seat cushion adjustment dial • The retractable seat belt A double action

			   Related, Engine, Retractable, Engine related

		

	

	
				
					

		
			Sundancer - Sea Ray

			www.searay.com
			Sundancer 40 2007 HIGHLIGHTS • Standard MerCruiser 8.1 S Horizon engines with 4-year Mercury limited warranty • Standard SmartCraft™ Instrumentation and System View • Optional fiberglass hardtop with full encolsure

			   Sundancer, Sea ray

		

	

	
				
					

		
			SP 3000 Series stockpicker - Tailift; World-Lift

			www.worldwideforklifts.com
			SP 3000 Series Specifications Standard Equipment 1. 24-volt electrical system 2 GE EVT-100 FL transistor control 3. Start up and run time diagnostics

			   Series, Electrical, 3000, Sp 3000 series stockpicker, Stockpicker

		

	

	
				
					

		
			SPECIFICATION - Hanse Yachts

			www.windcrafthanse.com
			All measurements are approximate. Specification and material can be changed without notice. HanseYachts AG I Ladebower Chaussee 11 I D-17493 Greifswald

			   Specification
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