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AVA AF400-Imron TDS - Blue Ridge Paint



Imron af400 Topcoat DuPontDuPont Aviation Aviation Finishes Finishes Imron af400 Topcoat Imron af400 . Polyurethane Topcoat Type Imron AF400TM is a high-performance single stage polyurethane topcoat. Description Imron AF400TM is an acrylic/polyester-based polyurethane coating designed to deliver excellent appearance and durability. This high-solids topcoat has a ready-to-spray VOC of less than lbs/gal and is available in factory-packaged whites and mixed colors. Recommended Uses Imron AF400TM is recommended for riveted aircraft and similar general aviation applications where excellent appearance, durability, sag resistance, and ease of use are required. Imron AF400TM is ideal for air dry applications where forced drying (bake) is not available, and offers activator options for optimum performance in both accent stripe and overall body color applications.

DuPont Aviation Finishes Imron® AF400 Topcoat 2 ® are registered trademarks and ™ are trademarks of E. I. du Pont de Nemours and Company. Copyright © 2004 E. I. du Pont de Nemours and Company.
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			DuPont ChromaClear® HC-7776S™ Multi-Mix Snap …

			www.blueridgepaint.com
			ChromaSystem™ Technical Manual Polishing Optimum Times Air Dry: 2 - 72 hours. Express Dry: 30 minutes to 72 hours. Sanding Use 1500 grit or …

			   Multi, Span, Multi mix snap

		

	

	
				
					

		
			DuPont MasterTint Vinyl Color System

			www.blueridgepaint.com
			ChromaSystem™ Technical Manual Flash/Dry Times Flash between Coats: 5 minutes. Dry Time: 30 minutes. Force Dry: Not Recommended. Miscellaneous DuPont 304S™ Low Gloss: Used for low gloss interior parts and matted exterior trim colors.

			   System, Dupont, Color, Vinyl, Dupont mastertint vinyl color system, Mastertint

		

	

	
				
					

		
			DuPont ChromaOne Acrylic Urethane Single Stage

			www.blueridgepaint.com
			ChromaSystem™ Technical Manual Surface Preparation n Prepare all surfaces to be repainted using the recommended undercoat systems, …

			   Dupont, Single, Stage, Acrylic, Urethane, Anochrome, Dupont chromaone acrylic urethane single stage

		

	


    


	
    	Related documents

    	
	
				
					

		
			DuPont OEM/Fleet Finishes TECHNICAL MANUAL

			www.mstewart.net
			IMRON® POLYURETHANE ENAMEL ACTIVATION Shake Imron ® for at least 90 seconds on a Cyclone Paint Shaker before mixing. Add 3 parts Imron Enamel with 1 …

			   Manual, Technical, Dupont, Fleet, Finishes, Minor, Dupont oem fleet finishes technical manual

		

	

	
				
					

		
			DuPont Imron Elite - DuPont USA | Global …

			www2.dupont.com
			Specially engineered to help grow your business When you choose DuPont™ Imron® Elite, you get more than paint—you get the industry benchmark in color, appearance and productivity.

			   Dupont, Minor, Dupont imron

		

	

	
				
					

		
			Corlar® 2.1 ST™ Satin High Solids Epoxy Mastic

			www.axaltacs.com
			Page 1 of 6 General Industrial Technical Data Sheet AXALTA CORLAR® 2.1 ST™ Corlar® 2.1 ST™ Satin High Solids Epoxy Mastic resistance. GENERAL

			   High, Saint, Solid, Epoxy, Satin high solids epoxy mastic, Mastic

		

	

	
				
					

		
			BOAT and YACHT APPRAISAL FORM - BUCValu Pro

			www.bucvalupro.com
			BOAT and YACHT APPRAISAL FORM BUC's Boat and Yacht Appraisal Form has been designed to assist banks, credit unions, dealers, brokers, surveyors, and others interested in performing a thorough

			   Form, Appraisal, Boat, Boat and yacht appraisal form, Yacht

		

	

	
				
					

		
			CLUB TOUR Mk 4 - sjscycles.com

			www.sjscycles.com
			3 Thorn Club Tour Mk4 Colour and finish The Club Tour Mk4 frames and all 3 fork options, are available in a choice of 3 finishes; Gunmetal, R&B or

			   Club, Tour, Club tour mk 4, Club tour mk4

		

	

	
				
					

		
			Tiara 3100 OPEN SPECIFICATIONS & OPTIONS

			www.yachtworks.net
			3100OPEN$STANDARD$EQUIPMENT$! •Fiberglass$coveringboards$ •Cockpit$coamingbolsters$ •Four$(4)$Lee®$rodholders$incovering$boards,$2$port$&$2starboard$

			   Open, Specification, Options, Tiara 3100 open specifications amp options, Tiara, 3100

		

	

	
				
					

		
			Ottawa 4X2 DOT/EPA Certified Standard …

			www.yardtruck.com
			HYDRAULIC SYSTEM • 16 gallon tank with sight glass • 10 GPM pump • 5” hydraulic lift cylinders • Hydraulic system fittings with “O” Ring • Boom lift 17” BRAKES

			   Standards, Certified, Dot epa certified standard

		

	

	
				
					

		
			Ottawa 4x2 Off Road Standard Specifications - Yard …

			www.yardtruck.com
			4X2 YARD TRACTOR STANDARD FEATURES • Cummins Tier 3 QSB6.7-160 HP @2200 RPM, 540-lb/ft torque @1500 RPM Electronic-CAC with primary fuel filter • Allison 3000RDS Transmission (3 speed)

			   Standards, Road, Specification, 4x2 off road standard specifications
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