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D275AX - Komatsu Ltd.



STANDARD EQUIPMENTROPS:*Weight .. 605 kg1,330 lbDimensionsWidth .. 1980 mm6'6"Height from compartment floor .. 1835 mm6'0"*Meets ISO 3471 and SAE J/ISO 3471 cab:*Weight .. 455 kg1,000 lbDimensions:Length.. 1790 mm5'10"Width .. 1455 mm4'9"Height from compartment floor to ceiling .. 1530 mm5'0"*Meets ISO 3449 FOPS giant ripper:Variable, parallelogram single-shank ripperideal for ripping up tough material. Rippingangle is infinitely adjustable. Ripping depth isadjustable in three stages by a hydraulicallycontrolled pin (including hydraulic control unit) .. 3600 kg7,940 lbBeam length .. 1252 mm4'1"Maximum lift above ground .. 870 mm2'10"Maximum digging depth .. 1300 mm4'3"Multi-shank ripper:Hydraulically controlled parallelogram ripperwith three shanks. Ripping angle (including hydraulic control unit) .. 4462 kg9,840 lbBeam length .. 2495 mm8'2"Maximum lift above ground .. 955 mm3'2"Maximum digging depth .. 900 mm2'11"OPTIONAL EQUIPMENT Alternator 75 ampere/24V Backup alarm Batteries 170 Ah/2 x 12V Blower fan Decelerator pedal Dry-type air cleaner with dust evacuator and dust indicator Final drive case wear guard Hinged front mask Hinged underguard with front pull hook Hydraulic track adjusters Hydrostatic Steering System (HSS) Lighting system (including four front and two rear lights) Lockup torque converter Muffler with rain cap Palm lever steering control Radiator reserve tank ROPS brackets Segmented sprockets Seven-roller track frames Shoes, 610 mm24" extreme s

5 Power Train Electronic Control System Smooth and soft operation D275AX-5E0 utilizes a newly designed power train electronic control system.The controller registers the amount of operator
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			WA600 - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WHEEL LOADER WA600-6 3 2 Increased Reliability Reliable Komatsu designed and manufactured components Sturdy …

			   Wa600

		

	

	
				
					

		
			OTHER EQUIPMENT: 220 PC220-8M0 …

			www.komatsu.com
			WALK-AROUND Low Fuel Consumption by Total Control of the Engine, Hydraulic and Electronic System 2 3 HYDRAULIC EXCAVATOR PC220/220LC-8M0 Low Emission Engine Low Operation Noise

			

		

	

	
				
					

		
			930E 4SE Spec Sheet

			www.komatsu.com
			930E-4SE MAXIMUM GVW 505755 kg 1,115,000 lb GROSS HORSEPOWER 2611 kW 3,500 HP E LECTRIC D RIVE T R UCK Photo may include optional equipment. 930E

			   Sheet, Spec, 930e 4se spec sheet, 930e

		

	

	
				
					

		
			930E-4 AESS743 00.qxd (Page 2) - Komatsu Ltd.

			www.komatsu.com
			STANDARD EQUIPMENT • Air cleaners, Donaldson SRG • Alternator (24 volt/140A) • Auto lubrication system w/ground level fill & level indicator • Batteries–4 x 8D (1450 CCA’s)

			   Pages, Page 2, 4 aess743 00, Aess743

		

	

	
				
					

		
			PC78US - Komatsu Ltd.

			www.komatsu.com
			6 7 WORKING ENVIRONMENT PC78US-8 Safety Features Automatic Air Conditioner Automatic air conditioner is utilized. The bi-level control function keeps …

			   Pc78us

		

	

	
				
					

		
			GROSS HORSEPOWER 254 kW NET HORSEPOWER …

			www.komatsu.com
			GROSS HORSEPOWER 254 kW 340 HP NET HORSEPOWER 246 kW329 HP MAXIMUM GVW 51420 kg 113,360 lb Photo may include optional equipment. HM300-2 A RT ICULATED D UMP

			   Horsepower 254 kw net horsepower, Horsepower

		

	

	
				
					

		
			3 WA430-5 - Komatsu Ltd.

			www.komatsu.com
			Photo may include optional equipment. WA430-5 HORSEPOWER Gross: 174 kW234 HP / 2000 rpm Net: 162 kW217 HP / 2000 rpm OPERATING WEIGHT 18340 – 18555 kg

			   Wa430 5, Wa430

		

	

	
				
					

		
			WA430 mm - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WA430-6 WHEEL LOADER WA430-6 W HEEL L OADER 3 2 Increased Reliability Reliable Komatsu designed …

			   Wa430, Wa430 mm

		

	

	
				
					

		
			D65EX-16 D65PX-16 D65WX 65 - Komatsu Ltd.

			www.komatsu.com
			HORSEPOWER Gross: 155 kW207 HP @ 1950 rpm Net: 153 kW205 HP @ 1950 rpm OPERATING WEIGHT D65EX-16 19510 kg43,010 lb D65PX-16 20990 kg46,270 lb D65WX-16 20360 kg44,880 lb

			   D65wx, D65ex 16 d65px 16 d65wx 65, D65ex, D65px

		

	

	
				
					

		
			PC450 PC450LC-8 - Komatsu Ltd.

			www.komatsu.com
			6 WORKING ENVIRONMENT PC450-8 H YDRAULIC E XCAVATOR Low Cab Noise The newly-designed cab is highly rigid and has excellent sound absorption ability. Thorough improvement of noise

			   Noise, Pc450lc 8, Pc450lc
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			Berco Products Line GB 2 4-06-2008 14:28 Page 1 …

			www.msttracks.com
			3 THE WIDEST CHOICE OF UNDERCARRIAGE COMPONENTS AND SYSTEMS FOR TRACK TYPE MACHINES TRACK SHOES • More than 70 different profiles • Hot rolled, cast and hot forged shoes

			   Component, Undercarriage, Undercarriage components

		

	

	
				
					

		
			UNDERCARRIAGE COMPONENTS FOR …

			www.group-itm.com
			A Titan International Inc. Brand ITM is a worldwide leader specialising in the design, development and manufacture of undercarriage components and systems for earthmoving, construction,

			   Component, Undercarriage, Undercarriage components for, Undercarriage components

		

	

	
				
					

		
			UNDERCARRIAGE - ITM

			www.group-itm.com
			5 Through the extensive expertise in the design and manufacture of undercarriage components and complete undercarriages, and the usage of the most advanced technologies, ITM develops innovative, reliable and

			   Component, Undercarriage, Undercarriage components

		

	

	
				
					

		
			DKB765 7/12/06 2:24 PM Page 1 UNDERCARRIAGE

			www.deere.com
			Approximately 20 percent of your crawler’s purchase price is for undercarriage. More importantly, nearly 50 percent of your mainte-nance costs will go into maintaining it.

			   Pages, 24 pm page 1 undercarriage, Undercarriage

		

	

	
				
					

		
			UNDERCARRIAGE HANDBOOK - West-Trak New …

			www.west-trak.co.nz
			Helping You get the Most from Your Undercarriage UNDERCARRIAGE HANDBOOK 0800 654 323 www.west-trak.co.nz

			   Handbook, Undercarriage, Undercarriage handbook, Undercarriage undercarriage handbook

		

	

	
				
					

		
			TH E I N N OVATO R - focusonaggregates.com

			www.focusonaggregates.com
			Technical Specifications Thor Global Enterprises Ltd. 839 Westport Crescent Mississauga, Ontario Canada L5T 1E7 TEL: 905-564-0440 FAX: 905-564-9602

			

		

	

	
				
					

		
			Build It Right! Build It With Parts! - HeavyQuip - …

			www.heavyquip.com
			HEAVY EQUIPMENT PARTS & SERVICE WWW. .COM Toll Free 877-871-8787 Featuring ITR Quality Products Build It Right! Build It With Parts!

			   With, Part, Rights, Build, Build it right, Build it with parts

		

	

	
				
					

		
			Specalog for 330C L Hydraulic Excavator, …

			www.macallisterrentals.com
			2 330C L Hydraulic Excavator Increased work tool options, improved cycle times, and ease of operation lead to increased productivity and lower operating costs.

			   Hydraulic, Excavator, 330c l hydraulic excavator, 330c
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