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Tiny 16-/14-/12-Bit SPI nanoDAC+, with 2 (16-Bit) LSB INL and 2 ppm/ C Reference Data Sheet AD5683R/AD5682R/AD5681R/AD5683 . FEATURES FUNCTIONAL BLOCK DIAGRAM. VLOGIC* VREF VDD. Ultrasmall package: 2 mm 2 mm, 8-lead LFCSP. High relative accuracy (INL): 2 LSB maximum at 16 bits POWER-ON AD5683R/. AD5683R/AD5682R/AD5681R LDAC. RESET REF AD5682R/. Low drift, V reference: 2 ppm/ C typical AD5681R. REF. Selectable span output: V or 5 V DAC OUTPUT. VOUT. REGISTER 16-/14-/12-BIT BUFFER. AD5683 RESET DAC. External reference only Selectable span output: VREF or 2 VREF INPUT POWER-DOWN. CONTROL logic CONTROL logic RESISTOR. Total unadjusted error (TUE): of FSR maximum NETWORK. Offset error: mV maximum *NOT AVAILABLE IN ALL THE MODELS. Gain error: of FSR maximum 11955-001. Low glitch: nV-sec SYNC SCLK SDI SDO* GND.

Robust 4 kV HBM ESD protection . APPLICATIONS Process controls . Data acquisition systems . Digital gain and offset adjustment . Programmable voltage sources . FUNCTIONAL BLOCK DIAGRAM AD5683R/ AD5682R/ AD5681R V REF GND LDAC REF V LOGIC * V DD POWER-DOWN CONTROL LOGIC DAC REGISTER POWER-ON RESET 2.5V REF OUTPUT 16-/14 …
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			AD743 Ultralow Noise BiFET Op Amp Data Sheet …
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			REV. E Information furnished by Analog Devices is believed to be accurate and reliable. However, no responsibility is assumed by Analog Devices for its

			   Devices, Noise, Ad743 ultralow noise bifet op amp, Ad743, Ultralow, Bifet, Analog devices, Analog

		

	

	
				
					

		
			1.8 V Low Power CMOS Rail-to-Rail Input/Output …
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			1.8 V Low Power CMOS Rail-to-Rail Input/Output Operational Amplifier Data Sheet AD8515 Rev. E Document Feedback Information furnished by Analog Devices is believed to be accurate and reliable.

			   Devices, Operational, Data, Input, Analog devices, Analog, Output, Cmos rail, Cmos, Rail, To rail, To rail input output operational amplifier data, Amplifier

		

	

	
				
					

		
			Low Cost Micropower, Low Noise CMOS Rail-to …
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			Low Cost Micropower, Low Noise CMOS Rail-to-Rail, Input/Output Operational Amplifiers Data Sheet AD8613/AD8617/AD8619 Rev. H Document Feedback Information furnished by Analog Devices is believed to be accurate and reliable.
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			Low Cost CMOS, High Speed, Rail-to-Rail Amplifiers Data Sheet ADA4891-1/ADA4891-2/ADA4891-3/ADA4891-4 Rev. F Document Feedback Information furnished by Analog Devices ...
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			Rev.0, 10/08, WK Page 1 of 6 MT-070 TUTORIAL In-Amp Input RFI Protection . PROTECTING IN-AMPS AGAINST RFI . Real-world applications must deal with an ever increasing amount of radio frequency
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			LTC3108 3108fc For more information www.linear.com/LTC3108 LDO

			

		

	

	
				
					

		
			Zero-Drift, Single-Supply, Rail-to-Rail Input/Output ...

			www.analog.com
			Zero-Drift, Single-Supply, Rail-to-Rail Input/Output Operational Amplifier Data Sheet AD8628/AD8629/AD8630 FEATURES Lowest auto-zero amplifier noise Low offset voltage: 1 µV AD8628
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			1 LT1025 1025fb DESCRIPTIO U APPLICATIO S U 80µA Supply Current 4V to 36V Operation 0.5°C Initial Accuracy (A Version) Compatible with Standard Thermocouples (E, J, K, R, S, T) Auxiliary 10mV/°C Output Available in 8-Lead PDIP and SO Packages Thermocouple Cold Junction Compensator Centigrade Thermometer Temperature …

			   Analog

		

	

	
				
					

		
			LT1173 - Micropower DC/DC Converter Adjustable …

			www.analog.com
			LT1173 1 Micropower DC/DC Converter Adjustable and Fixed 5V, 12V VOUT 5V/DIV 0V PROGRAM 5V/DIV 5ms/DIV 1173 TA02 L1* 100µH LT1173 • TA01 + GND SW2 FB SW1 ILIM VIN 10 F LT1173
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			AD9850 CMOS, 125 MHz Complete DDS …
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			rev. h a cmos, 125 mhz complete dds synthesizer ad9850 functional block diagram clock out clock out analog in analog out dac rset …
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			4 Combinational Logic 125 4.1 Introduction 125 4.2 Combinational ... 7 Memory and Programmable Logic 299 7.1 Introduction 299 7.2 Random ... 312 7.5 Read‐Only Memory 315 7.6 Programmable Logic Array 321 7.7 Programmable Array Logic 325 7.8 Sequential Programmable Devices 329 8 Design at the Register Transfer Level 351 8.1 ...
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			semiconductor technology. Spartan-II devices provide system clock rates up to 200 MHz. In addition to the conventional benefits of high-volume programmable logic solutions, Spartan-II FPGAs also offer on-chip synchronous single-port and dual-port RAM (block and distributed form), DLL clock drivers, programmable set and reset on all
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			1.4 Programmable logic controllers 1 17 30 39 41 Input devices Output devices Examples of applications Problems 2.1 2.2 2.3 2 Input-output devices 44 45 47 51 52 The binary system Octal and hexadecimal Binary arithmetic PLC data Problems 3.1 3.2 3.3 3.4
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			28 V, 56 mΩ, Load Switch with Programmable Current Limit ...
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			These devices also include a power good flag. SiP32419 and SiP32429 are available in a space efficient DFN10 3 mm x 3 mm package. FEATURES • 6 V to 28 V operation voltage • 56 mΩ typical on resistance • Programmable soft start • Programmable current limit • Programmable soft start control • Over temperature protection

			   Devices, Programmable
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