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Introduction to roadbase products and testing



Technical Note 76. Introduction to roadbase products and testing Background to AS 2758. Australian Standards are prepared by committees of It is noted that the Australian Standard series AS 2758, industry representatives who contribute their expert Aggregates and rock for engineering purposes, does not have a knowledge to ensure the information contained in a section for roadbase . Part 3 of the Standard series was originally Standard reflects the best technical, scientific and allocated for the roadbase specification but due to the wide system knowledge available.

plasticity (plastic fines) may also be incorporated to assist in the binding nature of the sub-base material required during placement. This is dependent on the pavement design as inundation from a rising water table is always possible and some designs use permeable sub-bases to control this rising water deep within the pavement.
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			Joints in Concrete Buildings - CCAA

			www.ccaa.com.au
			Unplanned construction joints These are joints that are forced upon the concrete-placing crew because of an interruption in supply of a duration long enough for the concrete to take its initial set.
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			DEFINITION The word ‘joint’ is used in building parlance to cover elements which have to perform quite different functions, eg beam-column joints and isolation

			   Joint, Beam, Columns

		

	

	
				
					

		
			CCAA T57 Guide

			www.ccaa.com.au
			4 Guide to off-form ConCrete finishes 2.3 INSITU v PRECAST While the more-appropriate approach will vary from project to project, precast has some advantages over insitu work in terms of the range and quality
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			Durability of Masonry Mortar - CCAA
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			Durability of Masonry Mortar Page 3 Typical cement:lime:sand mortar compositions were chosen with one exception of an M3 mix of cement and sand without lime.
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			CCAA T57 Guide

			www.ccaa.com.au
			Concrete is the most commonly used construction material for loadbearing and non-loadbearing elements. its ability to be shaped and reflect the

			

		

	

	
				
					

		
			RESIDENTIAL Concrete Driveways and Paths

			www.ccaa.com.au
			by weight of cement to be used will need to be specified. Aggregates. Any information necessary to identify the coarse aggregate required – size, type, texture, colour (e.g. nominal 10-mm aggregate consisting of 90% brown rounded river gravel and 10% crushed white quartz). Cement colour. Normal grey, off-white or white.

			   Cement, Of cement

		

	

	
				
					

		
			Guide
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			Concrete Basics provides a clear, concise explanation of all aspects of making quality concrete; from the Materials and Properties involved through Planning, Preparation, Finishing and Curing. Concrete Basics addresses the needs of unskilled and semi-skilled persons undertaking general concreting projects including home and handyman projects.

			   Concrete, Curing

		

	

	
				
					

		
			Curing of Concrete
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			Page of 7 > curing of ncreteco n Curing by preventing excessive loss of moisture from the concrete: either by > leaving formwork in place > 20covering the concrete with an impermeable membrane after the formwork has been removed > by the application of a suitable chemical curing agent (wax etc) > or by a combination of such methods n Curing by continuously …
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			Guide to Residential Floors Guide
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			floors suitable for residential buildings ranging from single, detached houses to medium density buildings of apartments and flats. For slab-on-ground floors it provides an understanding of the footing/slab selection, design, detailing and construction requirements contained in AS 2870 and the Housing Provisions of the BCA. The requirements of

			   Design, Residential, Footings
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			5.3 Assessment of Cracks 10 6 SPECIFICATION CHECKLIST 10 7 REFERENCES 12 july 2006 Data sheet > > ResidentiAl Concrete driveways and Paths the bAsiC funCtion of residential pavements such as driveways, paths and patios is to provide safe, easy access onto or around a property. > 1 INTRODUCTION 2 2 PLANNING otpath2.1 fo Area 2 2.2 Pavement Grades 2
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			Standard Test Method for Tensile Properties of Plastics1

			www.dept.aoe.vt.edu
			testing machine speed. 1.2 This test method is applicable for testing materials of any thickness up to 14 mm (0.55 in.). However, for testing specimens in the form of thin sheeting, including ﬁlm less than 1.0 mm (0.04 in.) in thickness, ASTM standard D882 is the preferred test method. Materials with a thickness greater than

			   Testing, Thin, Tensile, Sheeting, Of thin sheeting
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