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OTHER EQUIPMENT: 220 PC220-8M0 …



PC. STANDARD EQUIPMENT. ENGINE: GUARDS AND COVERS: OTHER EQUIPMENT: Automatic engine warm-up system Dry type air cleaner, double element Engine, Komatsu SAA6D107E-1. Fan guard structure Track guiding guard, center section Counterweight Electric horn Rear reflector 220. PC220-8M0 . Engine overheat prevention system UNDERCARRIAGE: Slip-resistant plates Radiator and oil cooler dust proof net Hydraulic track adjusters (Each side) Travel alarm Suction fan Track roller HORSEPOWER. PC220-8M0 , 8 each side PC220LC-8M0. ELECTRICAL SYSTEM: PC220LC-8M0, 10 each side Gross: 129 kW 173 HP / 2000 min-1. Alternator, 24 V/35 A Track shoe Net: 123 kW 164 HP / 2000 min-1. Auto-decelerator PC220-8M0 , 600 mm triple grouser Batteries, 2 X 12 V/110 Ah PC220LC-8M0, 700 mm triple grouser OPERATING WEIGHT. Starting motor, 24 kW PC220-8M0 : 23200 23700 kg Working light, 2 (Boom and RH) OPERATOR ENVIRONMENT: PC220LC-8M0: 24300 24900 kg Equipment management monitoring HYDRAULIC SYSTEM: system BUCKET CAPACITY.
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			930E 4SE Spec Sheet

			www.komatsu.com
			930E-4SE MAXIMUM GVW 505755 kg 1,115,000 lb GROSS HORSEPOWER 2611 kW 3,500 HP E LECTRIC D RIVE T R UCK Photo may include optional equipment. 930E

			   Sheet, Spec, 930e 4se spec sheet, 930e

		

	

	
				
					

		
			930E-4 AESS743 00.qxd (Page 2) - Komatsu Ltd.

			www.komatsu.com
			STANDARD EQUIPMENT • Air cleaners, Donaldson SRG • Alternator (24 volt/140A) • Auto lubrication system w/ground level fill & level indicator • Batteries–4 x 8D (1450 CCA’s)

			   Pages, Page 2, 4 aess743 00, Aess743

		

	

	
				
					

		
			PC78US - Komatsu Ltd.

			www.komatsu.com
			6 7 WORKING ENVIRONMENT PC78US-8 Safety Features Automatic Air Conditioner Automatic air conditioner is utilized. The bi-level control function keeps …

			   Pc78us

		

	

	
				
					

		
			GROSS HORSEPOWER 254 kW NET HORSEPOWER …

			www.komatsu.com
			GROSS HORSEPOWER 254 kW 340 HP NET HORSEPOWER 246 kW329 HP MAXIMUM GVW 51420 kg 113,360 lb Photo may include optional equipment. HM300-2 A RT ICULATED D UMP

			   Horsepower 254 kw net horsepower, Horsepower

		

	

	
				
					

		
			3 WA430-5 - Komatsu Ltd.

			www.komatsu.com
			Photo may include optional equipment. WA430-5 HORSEPOWER Gross: 174 kW234 HP / 2000 rpm Net: 162 kW217 HP / 2000 rpm OPERATING WEIGHT 18340 – 18555 kg

			   Wa430 5, Wa430

		

	

	
				
					

		
			WA430 mm - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WA430-6 WHEEL LOADER WA430-6 W HEEL L OADER 3 2 Increased Reliability Reliable Komatsu designed …

			   Wa430, Wa430 mm

		

	

	
				
					

		
			D275AX - Komatsu Ltd.

			www.komatsu.com
			5 Power Train Electronic Control System Smooth and soft operation D275AX-5E0 utilizes a newly designed power train electronic control system.The controller registers the amount of operator

			   D275ax

		

	

	
				
					

		
			D65EX-16 D65PX-16 D65WX 65 - Komatsu Ltd.

			www.komatsu.com
			HORSEPOWER Gross: 155 kW207 HP @ 1950 rpm Net: 153 kW205 HP @ 1950 rpm OPERATING WEIGHT D65EX-16 19510 kg43,010 lb D65PX-16 20990 kg46,270 lb D65WX-16 20360 kg44,880 lb

			   D65wx, D65ex 16 d65px 16 d65wx 65, D65ex, D65px

		

	

	
				
					

		
			WA600 - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WHEEL LOADER WA600-6 3 2 Increased Reliability Reliable Komatsu designed and manufactured components Sturdy …

			   Wa600

		

	

	
				
					

		
			PC450 PC450LC-8 - Komatsu Ltd.

			www.komatsu.com
			6 WORKING ENVIRONMENT PC450-8 H YDRAULIC E XCAVATOR Low Cab Noise The newly-designed cab is highly rigid and has excellent sound absorption ability. Thorough improvement of noise

			   Noise, Pc450lc 8, Pc450lc
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			建設機械への ICT 応用 - komatsu.co.jp

			www.komatsu.co.jp
			2010 vol. 56 no.163 建設機械へのict応用 ― 3 ― 2．遠隔機械稼動管理システム「komtrax®」 komtrax®は，すでに様々な場所・メディアで紹介さ

			   Komtrax

		

	

	
				
					

		
			44 D37PX D61PXI - komatsu-rental.co.jp

			www.komatsu-rental.co.jp
			d37pxi・ d61pxi ブルドーザ 仕様 単位は国際単位系によるsi単位表示。[ ]内の非si単位は参考値です。 仕様 単位
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