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SPECIFICATION - Hanse Yachts



SPECIFICATION . LOA 12,40 m | 40 8 . Hull length 11,99 m | 39 4 . LWL 11,40 m | 37 5 . Beam 4,17 m | 13 8 . Draft 2,10 m | 6 11 (standard). 1,72 m | 5 8 (option). Displacement approx. 8,90 t | approx. lb approx. 9,36 t | approx. lb Ballast approx. kg | approx. lb Engine Diesel approx. 27,9 kW / 38 HP. Fresh water approx. 520 l Fuel tank approx. 160 l CE Certificate A (ocean). Mast length above WL Approx. m | approx. 64'4''. Total sail area approx. 87,00 m | approx. 936 sq ft Main sail approx. 52,50 m | approx. 565 sq ft Self-tacking jib approx. 34,50 m | approx. 372 sq ft Genoa 105% approx. 40,00 m | approx. 431 sq ft Gennaker approx. 120,00 m | approx. 1292 sq ft Rig I: 16,47 m | 54 0 . J: 4,68 m | 15 4 . P: 16,17 m | 53 1 . E: 5,57 m | 18 3 . Design judel / vrolijk & co Interior HanseYachts Design Modell year 2016/2017 valid All specifications and prices are preliminary and can be changed without prior warning.

All measurements are approximate. Specification and material can be changed without notice. HanseYachts AG I Ladebower Chaussee 11 I D-17493 Greifswald
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			2200-2400 D SERIES - Load-Lifter

			load-liftermfg.com
			2200-2400 d series • 15–18,000 lbs capacity • heavy duty c-thru roller masts • oil immersed disc brakes • turbo charged engine • full powershift transmission

			   Series, Heavy, Duty, 2004, 2200, Heavy duty, 2200 2400 d series

		

	

	
				
					

		
			Technical Guide - Hyster

			www.hyster.com
			R30XM 3 SPECIFICATIONS Manufacturer HYSTER HYSTER Model Designation R30XM3 R30XM3 Power / Voltage Electric / 24 Volts Electric / …

			   Power

		

	

	
				
					

		
			Engine-related - Komatsu Ltd.

			www.komatsu.com
			• Six-step reclining backrest • 170 mm slide distance backward and forward • Seat cushion adjustment dial • The retractable seat belt A double action

			   Related, Engine, Retractable, Engine related

		

	

	
				
					

		
			930E-4 AESS743 00.qxd (Page 2) - Komatsu Ltd.

			www.komatsu.com
			930E-4 ELECTRIC DRIVE TRUCK ELECTRICAL SYSTEM 4 x 8D 1450 CCA, 12 volt, in series/parallel, 220-ampere-hour batteries, bumper-mounted with …

			   Electrical, Pages, Page 2, 4 aess743 00, Aess743

		

	

	
				
					

		
			Sundancer - Sea Ray

			www.searay.com
			Sundancer 40 2007 HIGHLIGHTS • Standard MerCruiser 8.1 S Horizon engines with 4-year Mercury limited warranty • Standard SmartCraft™ Instrumentation and System View • Optional fiberglass hardtop with full encolsure

			   Sundancer, Sea ray

		

	

	
				
					

		
			SP 3000 Series stockpicker - Tailift; World-Lift

			www.worldwideforklifts.com
			SP 3000 Series Specifications Standard Equipment 1. 24-volt electrical system 2 GE EVT-100 FL transistor control 3. Start up and run time diagnostics

			   Series, Electrical, 3000, Sp 3000 series stockpicker, Stockpicker

		

	


    


    Related search queries
2200-2400 d series, Heavy duty, Power, Engine-related, Retractable, 4 AESS743 00.qxd Page 2, Electrical, Sundancer, Sea Ray, SP 3000 Series stockpicker



    



	
		
    	About us
	Trends
	Terms of usage
	DMCA
	Contact
	Not AMP version
	© PDF4PRO.com, 2017






	


