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WA430 mm - Komatsu Ltd.



In Japan 201309 and specifications are subject to change without noticeis a trademark of Komatsu Ltd. JapanHORSEPOWERG ross: 173 kW232 HP @ 2100 rpmNet: 172 kW231 HP @ 2100 rpmBUCKET yd3 WHEEL LOADERP hoto may include optional loadTipping loadWidthGroundin verticalTires or attachmentsweightstraightfull turnover tiresclearancedimensionskglbkglbkglbmmft inmmft inmmft (L-3)00000028209'3"4551'6" (L-3)+420+925+330+730+290+64029409'8"620 2'0"+65+3"Install additionalcounterweight+340+750+860+1,90 0+720+1,590 STANDARD EQUIPMENTOPTIONAL EQUIPMENT 2-spool valve for boom and bucketcontrols Alternator, 60 A Auto shift transmission with mode select system Back-up alarm Back-up lamp Batteries, 136 Ah/2 x 12 V Boom kick-out Bucket positioner Counterweight Directional signal Engine, Komatsu SAA6D114E-3 diesel Engine shut-off system, electric Floor mat Front fender Fuel prefilter with water separator Hydraulic-driven fan with reverse rotation Lift cylinders and bucket cylinder Loader linkage with standard lift arm Main monitor panel with EMMS (Equipment ManagementMonitoring System) PPC fingertip control, two levers Radiator mask, lattice type Rear

W ALK-A ROUND WA430-6 WHEEL LOADER WA430-6 W HEEL L OADER 3 2 Increased Reliability Reliable Komatsu designed …
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			3 WA430-5 - Komatsu Ltd.

			www.komatsu.com
			Photo may include optional equipment. WA430-5 HORSEPOWER Gross: 174 kW234 HP / 2000 rpm Net: 162 kW217 HP / 2000 rpm OPERATING WEIGHT 18340 – 18555 kg

			   Wa430 5, Wa430

		

	

	
				
					

		
			OTHER EQUIPMENT: 220 PC220-8M0 …

			www.komatsu.com
			WALK-AROUND Low Fuel Consumption by Total Control of the Engine, Hydraulic and Electronic System 2 3 HYDRAULIC EXCAVATOR PC220/220LC-8M0 Low Emission Engine Low Operation Noise

			

		

	

	
				
					

		
			930E 4SE Spec Sheet

			www.komatsu.com
			930E-4SE MAXIMUM GVW 505755 kg 1,115,000 lb GROSS HORSEPOWER 2611 kW 3,500 HP E LECTRIC D RIVE T R UCK Photo may include optional equipment. 930E

			   Sheet, Spec, 930e 4se spec sheet, 930e

		

	

	
				
					

		
			930E-4 AESS743 00.qxd (Page 2) - Komatsu Ltd.

			www.komatsu.com
			STANDARD EQUIPMENT • Air cleaners, Donaldson SRG • Alternator (24 volt/140A) • Auto lubrication system w/ground level fill & level indicator • Batteries–4 x 8D (1450 CCA’s)

			   Pages, Page 2, 4 aess743 00, Aess743

		

	

	
				
					

		
			PC78US - Komatsu Ltd.

			www.komatsu.com
			6 7 WORKING ENVIRONMENT PC78US-8 Safety Features Automatic Air Conditioner Automatic air conditioner is utilized. The bi-level control function keeps …

			   Pc78us

		

	

	
				
					

		
			GROSS HORSEPOWER 254 kW NET HORSEPOWER …

			www.komatsu.com
			GROSS HORSEPOWER 254 kW 340 HP NET HORSEPOWER 246 kW329 HP MAXIMUM GVW 51420 kg 113,360 lb Photo may include optional equipment. HM300-2 A RT ICULATED D UMP

			   Horsepower 254 kw net horsepower, Horsepower

		

	

	
				
					

		
			D275AX - Komatsu Ltd.

			www.komatsu.com
			5 Power Train Electronic Control System Smooth and soft operation D275AX-5E0 utilizes a newly designed power train electronic control system.The controller registers the amount of operator

			   D275ax

		

	

	
				
					

		
			D65EX-16 D65PX-16 D65WX 65 - Komatsu Ltd.

			www.komatsu.com
			HORSEPOWER Gross: 155 kW207 HP @ 1950 rpm Net: 153 kW205 HP @ 1950 rpm OPERATING WEIGHT D65EX-16 19510 kg43,010 lb D65PX-16 20990 kg46,270 lb D65WX-16 20360 kg44,880 lb

			   D65wx, D65ex 16 d65px 16 d65wx 65, D65ex, D65px

		

	

	
				
					

		
			WA600 - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WHEEL LOADER WA600-6 3 2 Increased Reliability Reliable Komatsu designed and manufactured components Sturdy …

			   Wa600

		

	

	
				
					

		
			PC450 PC450LC-8 - Komatsu Ltd.

			www.komatsu.com
			6 WORKING ENVIRONMENT PC450-8 H YDRAULIC E XCAVATOR Low Cab Noise The newly-designed cab is highly rigid and has excellent sound absorption ability. Thorough improvement of noise

			   Noise, Pc450lc 8, Pc450lc
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			3 WA430-5 - Komatsu Ltd.

			www.komatsu.com
			Photo may include optional equipment. WA430-5 HORSEPOWER Gross: 174 kW234 HP / 2000 rpm Net: 162 kW217 HP / 2000 rpm OPERATING WEIGHT 18340 – 18555 kg

			   Wa430 5, Wa430

		

	

	
				
					

		
			型式届出特定特殊自動車一覧 呼称 届出事業者の氏 …

			www.env.go.jp
			型式届出特定特殊自動車一覧 型式届 出番号 特定特殊自動車の 車名及び型式 呼称 （カタログ名） 届出事業者の氏名

			

		

	

	
				
					

		
			型式届出特定特殊自動車一覧 環境省 特定原動機の …

			www.env.go.jp
			型式届出特定特殊自動車一覧 （2006年基準適合車） 環境省 型式届出 番号 特定特殊自動車の 車名及び型式 呼称

			

		

	

	
				
					

		
			みなし指定建設機械<第3次基準値> - mlit.go.jp

			www.mlit.go.jp
			みなし指定建設機械<第3次基準値> 指定番号 機 械 名 会 社 名 分 類 型 式 使用区分 原動機型式諸 元
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