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			±15kV ESD-Protected, Slew-Rate-Limited, Low-Power, RS …

			datasheets.maximintegrated.com
			ESD-Protected, 12Mbps, Slew-Rate-Limited, True RS-485/RS-422 Transceivers ±15kV ESD-Protected, Slew-Rate-Limited, Low-Power, RS-485/RS-422 Transceivers Ordering Information PART TEMP RANGE PIN-PACKAGE MAX481ECPA 0°C to +70°C 8 Plastic DIP MAX481ECSA 0°C to +70°C 8 SO MAX481EEPA -40°C to +85°C 8 Plastic DIP MAX481EESA -40°C to +85°C …

			   Limited, Rates, Slew, Slew rate limited

		

	

	
				
					

		
			AD797 (Rev. K) - Analog Devices

			www.analog.com
			Slew Rate R LOAD Settling Time to 0.0015% 10 V step ±15 V 800 1200 800 1200 ns COMMON-MODE REJECTION V CM = CMVR ±5 V, ±15 V 114 130 120 130 dB T MIN to T MAX 110 120 ... current should be limited to less than 25 mA by series protection resistors. Note, however, that this degrades the low noise performance of the device. ...

			   Devices, Limited, Rates, Analog devices, Analog, Slew, Slew rate

		

	

	
				
					

		
			MCP6001/1R/1U/2/4 - 1 MHz, Low-Power Op Amp

			ww1.microchip.com
			May 14, 2019 · Slew Rate SR — 0.6 — V/µs Noise Input Noise Voltage Eni — 6.1 — µVp-p f = 0.1 Hz to 10 Hz ... Note: The graphs and tables provided following this note are a statistical summary based on a limited number of samples and are provided for informational purposes only. The performance characteristics listed herein

			   Limited, Power, Rates, Slew, Slew rate, 1 mhz, Mcp6001 1r 1u 2 4, Mcp6001, Low power op amp

		

	


                
                
	
				
					

		
			Serially Interfaced, 8-Digit LED Display Drivers

			www.sparkfun.com
			with SPI™, QSPI™, and MICROWIRE™, and has slew-rate-limited segment drivers to reduce EMI. A convenient 4-wire serial interface connects to all common µPs. Individual digits may be addressed and updated without rewriting the entire display. The MAX7219/MAX7221 also allow the user to select code-B decoding or no-decode for each digit.

			   Limited, Rates, Slew, Slew rate limited

		

	

	
				
					

		
			Data Sheet ADM3061E /ADM3062E /ADM3063E /ADM3064E ...

			www.analog.com
			Jan 18, 2022 · High speed 50 Mbps data rate (ADM3065E/ADM3066E/ ADM3067E/ADM3068E) Low speed 500 kbps data rate for long cables (ADM3061E/ ADM3062E/ADM3063E/ADM3064E) Full receiver short-circuit, open circuit, and bus idle fail-safe Extended temperature range up to 125°C PROFIBUS compliant at VCC ≥ 4.5 V Half-duplex and full duplex models available
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			NI 6003 Device Specifications - National Instruments

			www.ni.com
			SPECIFICATIONS NI USB-6003 Low-Cost DAQ USB Device The following specifications are typical at 25 °C, unless otherwise noted. For more information about the NI USB-6003 , refer to the NI USB-6001/6002/6003 User Guide
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