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			Shotcrete Wet Process - QUIKRETE

			www.quikrete.com
			SHOTCRETE WET PROCESS PPRRROOODDDUUUCCCTTT NNOOO.. 1112222288--5566,, ---5577,, --55888,, --5599 PRODUCT NAMES 50# QUIKRETE® Shotcrete Wet Process Coarse 1228-56 50# QUIKRETE® Shotcrete Wet Process MS Coarse 1228-57 50# QUIKRETE® Shotcrete Wet Process Fine 1228-58 50# QUIKRETE® Shotcrete Wet Process MS Fine 1228-59 PRODUCT USE QUIKRETE Shotcrete …

			   Quikrete, Shotcrete, Quikrete shotcrete

		

	

	
				
					

		
			Masonry Cement (Type S) - QUIKRETE

			www.quikrete.com
			For masonry mortars: Mix 1 part QUIKRETE® Masonry Cement with 2.25 to 3 parts masonry sand in compliance with ASTM C 270. For stuccos: Mix 1 part QUIKRETE® Masonry cement, Type S with 2.25 to 5 parts of plaster sand in accordance with ASTM C 926 Yield: Yield will vary with design. For example one bag of masonry cement mixed with 240

			   Design, Masonry, Quikrete

		

	

	
				
					

		
			RIP RAP 31 2 RODUCT O - QUIKRETE

			www.quikrete.com
			QUIKRETE Rip Rap is a properly proportioned mixture of portland cement, graded sand, and other approved ingredients that can be packaged in various bags. Examples of the types of bags include biodegradable paper, a fiberglass scrim-reinforced paper, or burlap bags for erosion control applications. 31 37 00 Riprap DIVISION 2

			   Riprap, Quikrete, Rip rap, Quikrete rip rap

		

	


                
                
	
				
					

		
			Mason & Mortar Mix Selector Guide - QUIKRETE

			www.quikrete.com
			• Waterproofing additives • White color • 1800 psi (12.4 For SPEC DATA and Guide Specification documents on all our Commercial Grade products, please visit our “On the Job” section at www.quikrete.com ASTM ASTM C 270 Type ‘S’ ASTM C 270 Type ‘N’ ASTM C 270 Type ‘N’ ASTM C 270 Type ‘S’ Type ‘S’ Strengths

			   Guide, Mortars, Selector, Waterproofing, Masons, Quikrete, Mason amp mortar mix selector guide

		

	

	
				
					

		
			Concrete Mix Selector Guide - QUIKRETE

			www.quikrete.com
			Concrete Mix Selector Guide Concrete Mix (No. 1101) QUIKRETE 5000 (No. 1007-80) Crack Resistant (No. 1006) Fast-Setting (No. 1004) ... Cold Weather Use Setting Posts Set Posts w/o Mixing Steps Columns Walls Curbs Air Conditioner Pads Floors ... Structural Concrete ASTM C 387 ASTM C 387 ASTM C 387. CONCRETE WOUR 3 HOUR 6500 PSI Fast-Setting High ...

			   Guide, Concrete, Weather, Cold, Quikrete, Cold weather, Guide concrete

		

	

	
				
					

		
			BBAACCCKKKEEERRR D RRROOODD 3 NN 2 - QUIKRETE

			www.quikrete.com
			BBAACCCKKKEEERRR D RRROOODD 3 PPRROODDDUUUCCCTTT NNOOO 6699111777 PRODUCT USE QUIKRETE Backer Rod can be used as a temporary seal, or inserted into a joint to control sealant depth to create a backstop Allow proper sealant tooling

			   Backer, Quikrete, Quikrete backer

		

	


                
                
	
				
					

		
			Material Safety Data Sheet [OSHA 29 CFR 1910.1200]

			www.quikrete.com
			QUIKRETE® MATERIAL SAFETY DATA SHEET page # 2 Product Types: QUIKRETE® DRY PACKAGED PORTLAND CEMENT BASED PRODUCTS (SERIES 4) MSDS E Other Limits: National Institute for Occupational Safety and Health (NIOSH).Recommended standard maximum permissible concentration=0.05 mg/M3 (respirable free silica) as determined by a full-shift …

			   Sheet, Data, Safety, Material, Material safety data sheet, Osha, Cement, Quikrete

		

	

	
				
					

		
			ALLKK MAKKEERR FFOORRM 3 P UUC - QUIKRETE

			www.quikrete.com
			W. WA. AL. LK. K . M. MA. AK. KE. ER. R ® ® F. FO. OR. RM. MS. S . P. PR. R O. OOD. DDU. UUC. CCT. TT N. NO. O... 6. 6. 699. 92. 22111 . PRODUCT USE . QUIKRETE ...

			   Quikrete

		

	

	
				
					

		
			Minor Cracks and Fractures - QUIKRETE: Cement and …

			quikrete.com
			Seal and QUIKRETE® Concrete Repair Caulk solve this problem. Gray Concrete Crack Seal is a thick liquid that can be poured directly into cracks in walks, slabs and other horizontal surfaces. Concrete Repair Caulk is a textured sealant that can be applied to cracks in

			   Concrete, Quikrete, 174 concrete

		

	


                
                
	
				
					

		
			Concrete Patching Compound 8650-35 - QUIKRETE

			www.quikrete.com
			CONCRETE PATCHING COMPOUND PPRRROOODDDUUUCCCTTT NNOOOSSS.. 88665500--3355 PRODUCT USE QUIKRETE Concrete Patching Compound repairs and fills spalls (surface imperfections) and cracks up to ¼” (6 mm) deep in concrete,

			   Compound, Concrete, Patching, 8560, Quikrete, Concrete patching compound 8650 35, Quikrete concrete

		

	

	
				
					

		
			Project Setting Posts - QUIKRETE

			quikrete.com
			Concrete firmly sets wood or metal posts in the ground quickly and easily. It is ideal for fence and mailbox posts, flag posts, playground equip-ment, and lamp and sign posts. QUIKRETE® Fast-Setting Concrete sets in approximately 20 to 40 minutes. Heavy objects, such as basketball backboards, may be hung from the post in 4 hours.

			   Woods, Quikrete

		

	

	
				
					

		
			FastSet™ Products Selector Guide - QUIKRETE

			www.quikrete.com
			FastSet Repair Mortar (No. 1241) FastSet Non-Shrink Grout (No. 1585) FastSet DOT Mix (No. 1244) ™ ™ For SPEC DATA and Guide Specification documents on all our Commercial Grade products, please visit our “On the Job” section at www.quikrete.com ASTM C 928 R-3 ASTM C 928 R-2 ASTM C 928 R-3 ASTM C 1107 ASTM C 928 R-3 Strengths

			   Guide, Product, Repair, Mortars, Selector, Quikrete, Fastest, Repair mortar, Fastset products selector guide

		

	

	
				
					

		
			CORREE FFIILLLL GGRROOUUTT - QUIKRETE: …

			www.quikrete.com
			CCOORREE FFIILLLL GGRROOUUTT -- FFIINNEE PPPRRROOODDDUUUCCCTTT NNNOOO... 111555888555---000888 PRODUCT USE QUIKRETE® Fine Core Fill Masonry Grout is a blended, properly proportioned mixture of Portland cement, graded sand and other proprietary additives designed to provide a flowable grout.

			   Product, Cement, Quikrete, Ffiillll ggrroouutt ffiinnee ppprrroooddduuucccttt nnnooo, Ffiillll, Ggrroouutt, Ffiinnee, Ppprrroooddduuucccttt, Nnnooo

		

	

	
				
					

		
			NON-SHRINK GROUTING 03 62 00 - QUIKRETE

			www.quikrete.com
			QUIKRETE Non-Shrink Precision Grout should be mechanically mixed for a minimum of 5 minutes. PRECAUTIONS Add the minimum amount of water necessary to produce the desired flow characteristics as indicated in Table 2. Do not exceed a flow of 20 seconds per ASTM C939. METHODS Surfaces to receive the grout must be clean NON-SHRINK GROUTING 03 62 00

			   Flows, Precision, Shrink, Quikrete, Non shrink, Quikrete non shrink precision

		

	

	
				
					

		
			KRREETTEE® 50000 CO TE 3 MIIX PR O UC - QUIKRETE

			www.quikrete.com
			ASTM International - ASTM C387 Standard Specification for Packaged, Dry, Combined Materials for Mortar and Concrete . PHYSICAL/CHEMICAL PROPERTIES . QUIKRETE ® 5000 High Early Strength Concrete Mix exceeds the compressive strength requirements of ASTM C387, as shown in Table 1. TABLE 1 TYPICAL PHYSICAL PROPERTIES. 1. Compressive strength, …

			   Astm, Concrete, Quikrete

		

	


                
                
	
				
					

		
			Common Work Results ONCRETE XPANSION J for Concrete …

			www.quikrete.com
			CONCRETE EXPANSION JOINT PPRRROOODDDUUUCCCTTT NNNOOO.. 66991177--0055 PRODUCT USE QUIKRETE Concrete Expansion Joint can be used in all standard concrete construction, such as highways, runways, parking garages, driveways, sidewalks, and floor slabs. Concrete Expansion Joint can

			   Work, Common, Results, Quikrete, Renotec, Common work results oncrete xpansion j, Xpansion

		

	

	
				
					

		
			PRODUCT GUIDE - QUIKRETE

			www.quikrete.com
			flowable grout, requiring only the addition of water. Available in Fine and Coarse. Use For: • Filling masonry block cores • Pumped or poured applications • Use Fine Core-Fill Grout when grout space is less than 4 inches in either direction • Use Coarse Core-Fill Grout when grout space it greater than 4 inches in either direction

			   Fill, Quikrete, Flowable

		

	

	
				
					

		
			CONCRETE DIVISION 3 -50, -60, -80, -90 2 RODUCT O

			www.quikrete.com
			Concrete • ASTM C387 Standard Specification for Packaged, Dry, Combined Materials for Concrete and High Strength Mortar PHYSICAL/CHEMICAL Typical results obtained for QUIKRETE Concrete Mix, when tested in accordance with the referenced ASTM test methods, is shown in Table 1. TABLE 1 TYPICAL PHYSICAL PROPERTIES Slump, ASTM C143

			   Concrete, Strength, Quikrete, Quikrete concrete

		

	

	
				
					

		
			Basic Brick Construction - QUIKRETE

			www.quikrete.com
			sure to trim off any excess mortar for the sides of the bricks. 3. Throw another mortar line alongside the first course, then begin laying the second, or backup, course. Use the level to make sure that the two courses are equal height, but do not mortar them together. 4. Before beginning to lay the second, or header, course, cut two bricks to ...

			   Quikrete

		

	

	
				
					

		
			SDS C6 Fast Setting Products - QUIKRETE: Cement and ...

			quikrete.com
			6'6 & 48,.5(7( &rpsdqlhv //& 3djh ri 0l[ )dvw6hw70 '27 30 2yhuod\ 15 5dslg 5rdg 5hsdlu ± &$ 5dslg 5rdg 5hsdlu ± &$ ([whqghg

			   Cement, Quikrete

		

	


                
                
	
				
					

		
			ASSTT SSEETTTTIINNGG CCOONNCCRREETTEE MMIIXX …

			www.quikrete.com
			QUIKRETE®Fast Setting Concrete Mix is used for setting posts, sleeves and anchors, for pouring slabs 2” (51 mm) or thicker, and for other applications where a fast-setting general purpose concrete is desirable. Structural Concrete 03 31 00 DIVISION 3

			   Division, Concrete, Quikrete, Concrete 03

		

	

	
				
					

		
			C1: Portland Cement Based Concrete Products - QUIKRETE

			www.quikrete.com
			This product contains crystalline silica. Prolonged or repeated inhalation of respirable silica from this product can cause silicosis. Skin contact: Skin burns and irritation may be caused by brief exposure, though often are caused by extended exposure of 15 minutes, an hour, or longer.

			   Based, Product, Concrete, Cement, Crystalline, Portland, Quikrete, Respirable, Portland cement based concrete products

		

	

	
				
					

		
			NON-SHRINK PRECISION GROUT 3 -02 2 RODUCT O

			www.quikrete.com
			QUIKRETE Non-Shrink Precision Grout is a high-strength, non-metallic, non-shrink grout designed for precision grouting and general construction applications. It can be mixed to a fluid, flowable, or plastic consistency requiring only the addition of clean water. 03 62 00 Non-Shrink Grouting DIVISION 3 2

			   Shrink, Quikrete

		

	

	
				
					

		
			SANNDD//TOPPPPIINNGG MMIIXX 3 P UUC - QUIKRETE: …

			www.quikrete.com
			CURING . General Curing is one of the most important steps in the use of Sand/ Topping Mix. Proper curing increases the strength and durability of the repair, and a poor curing job can ruin an otherwise well-done project. Proper water content and temperature are essential for good curing. In near freezing temperatures, the hydration process slows

			   Curing, Quikrete

		

	

	
				
					

		
			RODUCT NO 1249-50, 51 - QUIKRETE

			www.quikrete.com
			Self-Leveling Floor Resurfacer (No. 1249-51) produce a smooth surface ... Acid etching, solvents, and sanding are not acceptable means for preparing the substrate. If installing over wood floors, reinforce to prevent flexing of the floor. Seal all perimeter openings to retain leakage. ...

			   Self, Etching, Quikrete

		

	


                
                
	
				
					

		
			QUIK-Tubes - QUIKRETE

			www.quikrete.com
			braces) if tube extends two feet or more above the ground line. Fill the tube to the desired level with concrete. Rod the concrete to eliminate air pockets (Note: DO NOT use a mechanical vibrator when placing concrete.) Place beams or post anchors in wet concrete. Tube must remain stationary until concrete sets to avoid uneven placement.

			   Tubes, Post, Quik, Quikrete, Braces, Quik tubes

		

	

	
				
					

		
			Project QUIK-TUBE® Pillar Foundations - QUIKRETE

			www.quikrete.com
			1. Apply concrete release agent if the smoothest possible concrete surface is desired. 2. Mix and place the concrete in the form. Work it down and around any post or pillar set in the form, but do not use a mechanical vibrator to settle the concrete. 3. Carefully embed any anchor plates or bolts needed in the top of the form.

			   Agent, Quikrete

		

	

	
				
					

		
			Material Safety Data Sheet [OSHA 29 CFR 1910.1200]

			csiconcrete.com
			Material Safety Data Sheet [OSHA 29 CFR 1910.1200] The QUIKRETE® Companies Emergency Telephone Number Information Telephone Number One Securities Centre (770) 216-9580 (770) 216-9580 3490 Piedmont Road, Suite 1300

			   Sheet, Data, Safety, Material, Material safety data sheet, Osha, Quikrete
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