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			Peek 1000 Technical Properties Data Sheet - theplasticshop

			www.theplasticshop.co.uk
			Peek 1000 Technical Properties Data Sheet Author: www.theplasticshop.co.uk Subject: Provides technical data and properties for Peek 1000 rod, sheet and tube Keywords: peek, 450G, 1000, technical, data, sheet, properties, information Created Date: 4/28/2011 11:04:24 AM

			   Data, Technical, Technical data

		

	

	
				
					

		
			STANDARD RESPONSE TECHNICAL DATA ELO UPRIGHT …

			www.vikinggroupinc.com
			TECHNICAL DATA The Viking Corporation, 210 N Industrial Park Drive, Hastings MI 49058 Telephone: 269-945-9501 Technical Services: 877-384-5464 Fax: 269-818-1680 Email: techsvcsvikingcorp.com Visit the Viking website for the latest edition of this technical data page. For No. F162 1.1.14 Rev 1.1 Page 2 of 5

			   Data, Technical, Technical data

		

	

	
				
					

		
			MasterSeal NP 2 - Master Builders Solutions

			assets.master-builders-solutions.com
			Technical Data Guide A brand of. Technical Data Composition ... Refer to product data sheet on MasterSeal P 173 and MasterSeal P 176, and consult Technical Service for additional ... polysulfides or fillers impregnated with oil, asphalt or tar. • …

			   Sheet, Data, Technical, Data sheet, Technical data, Sealmaster, Fillers

		

	


                
                
	
				
					

		
			UL 325 STANDARD - TECHNICAL DATA SHEET

			antech.com
			UL 325 STANDARD - TECHNICAL DATA SHEET 1 REV MARCH 2017 UL 325 is the standard that addresses the automatic operation of garage doors that contains provisions related to the automatic operation of gates. In this Technical Data Sheet, we will provide you with some background information about UL and UL standards and will notify you of the ...

			   Standards, Data, Technical, Technical data, Standard technical data

		

	

	
				
					

		
			Ethernet Media Specifications Technical Data

			literature.rockwellautomation.com
			Technical Data Original Instructions Ethernet Media Specifications Bulletin Number 1585 Summary of Changes This publication contains the following new or updated information. This list includes substantive upda tes only and is not intended to reflect all changes. Topic Page Summary of Changes 1 Introduction 2 Cable Spools 3

			   Data, Technical, Cable, Technical data, Ethernet

		

	

	
				
					

		
			46. Design drawings and technical specifications

			www.mla.com.au
			Technical data The design drawings and technical specifications should include • Design drawings – these set out design information and ... 1,000 3m of bulk earthworks) or the number of tests per 1,000 m2 ... – placing fill Joint fillers – borrow Joint sealers

			   Data, Technical, Bulk, Fill, Technical data

		

	


                
                
	
				
					

		
			MICROFAST QUICK TECHNICAL DATA RESPONSE UPRIGHT …

			www.vikinggroupinc.com
			TECHNICAL DATA Page 1 of 4 Form No. F_052114 19.10.14 Rev 19.1 Te Vii Corportio, 21 N Idustri Pr Drive, Hstis MI 458 Teepoe: 264551 Tecic Services: 8773845464 F: 26818168 Ei: tecsvcsviicorp.co Visit te Vii esite or te test editio o tis tecic dt pe: .viiroupic.co 1. DESCRIPTION

			   Data, Technical, Technical data

		

	

	
				
					

		
			STAINLESS STEEL GRAB B-6806 Technical Data BARS WITH …

			www.bobrick.com
			SERIES Satin-finish ... The illustrations an escriptions herein are applicale to prouction as of the ate of this Technical Data Sheet. B-6806 Rev. 11/11/19 S/B Printe in U.S.A. The manufacturer reserves the right to, an oes from time to time, mae changes an improvements in …

			   Series, Data, Technical, Technical data

		

	

	
				
					

		
			Commercial Vehicle Tyres Technical Data Book

			blobs.continental-tires.com
			Technical Data Book General hints 8 9 A = Outer diameter of the tyre r = static radius f = deflection under load 1) “R” = radial design “C” = light truck (van) tyre with LI for single tyres = 121 and below, see also page 5 2) Service description = load index for single/dual tyres plus speed symbol (see also tables on following pages)

			   Data, Technical, Index, Technical data

		

	


                
                
	
				
					

		
			MIRAGE STANDARD AND TECHNICAL DATA QR …

			www.vikinggroupinc.com
			MIRAGE ® STANDARD AND QR CONCEALED PENDENT SPRINKLER VK462 AND HP SPRINKLER VK463 (K5.6) TECHNICAL DATA Form No. F_103005 21.08.14 Rev 21.1 Page 2 of 7 The Viking Corporation, 210 N Industrial Park Drive, Hastings MI 49058

			   Standards, Data, Technical, Concealed, Technical data, Pendent, Imager, Mirage standard and technical data qr, 174 standard and qr concealed pendent

		

	

	
				
					

		
			SURFACE-MOUNTED SANITARY NAPKIN B-254 Technical …

			www.bobrick.com
			The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet. Revised 8/6/14 Printed in U.S.A. The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions. ... B-254. Created Date:

			   Data, Technical, Technical data, B 254 technical

		

	

	
				
					

		
			Product Data Sheet KGD Knife Gate Valves - Emerson

			www.emerson.com
			TECHNICAL DATA Size range: NPS 2 to 24 (DN 50 to 600) Temperatures: Standard sleeve rated to 180°F (80°C), up to 300°F (150°C) with optional elastomer selection Standard ... The KGD valve incorporates a built-in clean-out area at the base of the valve body. The clean-out

			   Data, Technical, Valves, Technical data

		

	

	
				
					

		
			Chemetal Technical Information Guide

			www.chemetal.com
			our technical data. More complete info is 236 Metawave Bronze viewable and downloadable at chemetal.com. USE: ... metal sheets and sheets with a low pressure laminate ... with arrows pointing in same direction, otherwise sheets

			   Data, Technical, Pressure, Technical data, Pointing

		

	

	
				
					

		
			Certification Training Manual - Mobile Air Climate Systems ...

			macsmobileairclimate.org
			vehicle air conditioners. The basic goal of the technician training and certification program is to teach technicians how ... on technical data and tests, and is intended for use by persons with technical skill at their own discretion and risk. While the author(s) and publisher have made every ...

			   Training, Manual, Data, Technical, Certifications, Conditioners, Technical data, Air conditioners, Certification training manual

		

	

	
				
					

		
			TECCAL DATA ALARM CECK VALVE MDEL J-1 - Viking …

			www.vikinggroupinc.com
			Refer to the water motor alarm technical data. c. Alarm Pressure Switch: The J-1 Alarm Check Valve trim allows installation of pressure switches to operate local electric alarms and/or remote electric alarms during a sustained flow of water (such as the flow required by an open sprinkler).

			   Data, Technical, Valves, Technical data, Lamar, Ccek, Meld, Teccal data alarm ceck valve mdel, Teccal

		

	


                
                
	
				
					

		
			Feeder Protection and Control REF620 Application Manual …

			library.e.abb.com
			technical data sorted per function. The manual can be used as a technical reference ... 1.4.1 Symbols The electrical warning icon indicates the presence of a hazard ... • Abbreviations and acronyms in this manual are spelled out in the glossary. The

			   Manual, Applications, Data, Protection, Electrical, Control, Technical, Technical data, Abbreviations, Symbols, Feeder, Feeder protection and control ref620 application manual, Ref620

		

	

	
				
					

		
			Surge and Filter Specifications - Rockwell Automation

			literature.rockwellautomation.com
			Technical Data Original Instructions Surge Protector and Filter Specifications Bulletin Numbers 4983-DC, 4983-DD, 4983-DH, 4983-DS, 4983-PF Topic Page Summary of Changes 2 DIN Rail Heavy Duty AC Surge Protectors, 4983-DH 2 DIN Rail AC Power Surge Protective Device, 4983-DS 5 DIN Rail Dataline Surge Protective Device, 4983-DD 8 Panel Mount ...

			   Data, Automation, Technical, Technical data, Rockwell automation, Rockwell, 3894

		

	

	
				
					

		
			NXP Semiconductors ADC conversions with a timer event …

			www.nxp.com
			Data Sheet: Technical Data Rev. 6, 11/2018 NXP reserves the right to change the production detail specifications as may be required to permit improvements in the design of its products. • Timer – 16 Periodic Interrupt Timers (PITs) – Two System Timer Modules (STM)

			   Sheet, Data, Technical, Data sheet, Technical data

		

	

	
				
					

		
			HIGH VELOCITY WATER SPRAY NOZZLE - HD Fire

			www.hdfire.com
			TECHNICAL DATA HIGH VELOCITY WATER SPRAY NOZZLE MODELS HV-AS & HV-BS MODEL HV-AS & HV-BS ... water spray or deluge system for the fire protection application. ... damages or charges sustained in the adaptation or use of its engineering data & services. In no event shall HD Fire s product liability exceed an amount equal to the sale price.

			   System, Data, Technical, Technical data, Deluge, Deluge system

		

	

	
				
					

		
			Hytork XL Series - Emerson Electric

			www.emerson.com
			Technical Data Pneumatic Rack and Pinion Actuators. Notes Hytork XL June 2021 This page is intentionally left blank. Product Data Sheet D67 Rev. 0 Page 1 of 2 Hytork XL ... Additionally, the valve manufacturer must identify at which position(s) and direction(s) of rotation (Counterclockwise or Clockwise) these

			   Data, Technical, Valves, Technical data

		

	


                
                
	
				
					

		
			22C-TD001F-EN-P PowerFlex 400 Adjustable Frequency AC ...

			literature.rockwellautomation.com
			Technical Data Original Instructions PowerFlex 400 Adjustable Frequency AC Drives for Fan & Pump Applications Catalog Number 22C Topic Page Summary of Changes 2 Product Overview 3 Application Features 5 Product Selection Guide 8 Installation Considerations 14 Specifications 23 Configured Drives Programs 39 Human Interface Module (HIM) Dimensions 40

			   Data, Technical, Technical data, Powerflex, Powerflex 400

		

	

	
				
					

		
			USG DUROCK BRAND GLASS-MAT TILE BACKERBOARD

			www.usg.com
			TECHNICAL DATA FLOOR SYSTEM SERVICE RATING TESTED AT THE TILE COUNCIL OF NORTH AMERICA PER ASTM C627 PRODUCT INFORMATION See usg.com for the most up-to-date product information. CAUTION Dust may cause irritation to eyes, skin, nose, throat and upper respiratory tract. Cut and trim with a utility knife or hand saw to minimize dust levels.

			   Data, Glass, Technical, Ielts, Technical data, Brand, Backerboard, Brand glass mat tile backerboard

		

	

	
				
					

		
			RMD Kwikform Technical Data Sheets - Kitformwork

			kitformwork.co.za
			S/Slim Soldiers: Vertical Struts – Buckling About the X Axis D - Aug 10 12 ... Aug 10 12 1.1.8. S/Slim Soldiers: Horizontal Shores – Buckling About the Y Axis D - Aug 10 13 1.1.9. S/Slim Soldiers: Horizontal Shores – Bucking About the X Axis D - Aug 10 14 ... BTX10004 Heavy Duty Water Plate – 90kN 1.76 kg 26 BTX10005 Rapid Tie 20mm ...

			   Data, Technical, Duty, Technical data, Vertical, Horses

		

	

	
				
					

		
			DELUGE VALVE MODEL-H3 - HD Fire

			www.hdfire.com
			TECHNICAL DATA MODEL H3-Ductile Iron ASTM A 536-77 GRADE 65-45-12 NOMINAL SIZE 200, 150, 100, 80 and 50NB SERVICE PRESSURE 1.4 to 17.5 Bar (20 to 250 PSI) ... Deluge Valve is known as a system control valve in a deluge system, used for fast application of water in a spray system. Deluge valve protects areas such

			   System, Data, Technical, Technical data, Deluge, Deluge system

		

	

	
				
					

		
			CRE-121 White Epoxy Primer CRE-X21 SeesirP meir sr CRE-321 ...

			images.oreillyauto.com
			Non-Exempt Solvents*: Q50 - Aromatic 100, Q60 - MEK, Q70 - MAK, Q80 - Xylene, Q160 - Aromatic 150 * Addition results in VOC greater than 2.1 lbs/gal CRE-121 White Epoxy Primer CRE-321 Gray Epoxy Primer CRE-921 Black Epoxy Primer CRE-2xx Tintable* Product Information Effective 7/2013 CPCPB418 Technical Data Sheet CRE-X21

			   Data, Technical, Aromatic, Technical data, Aromatic 100

		

	


                
                
	
				
					

		
			FLEXTRAY™ Wire Basket - Eaton

			www.eaton.com
			May 20, 2020 · 2. Run an appropriately sized ground wire alongside the tray and attach it to each tray section and on both sides of a cut in the tray. (This method is recommended by NEMA VE-2 Installation Manual.) FLEXTRAY™ Wire Basket - Technical Data B-Line series Cable Tray Systems D-4 Eaton

			   Data, Technical, Eaton, Wire, Cable, Technical data

		

	

	
				
					

		
			Bulletin 157 December 2021 Model F3QR56 Dry K5.6 (80 ...

			www.reliablesprinkler.com
			Technical Data Nominal K-Factor: 5.6 gpm/psi 1/2 (80 L/min/bar ) Sprinkler Listing or Approval Deflector to Ceiling Distance Maximum Working Pressure F3QR56 Dry Pendent cULus, NYC See note below 250 psi (17.2 bar) FM See note below 175 psi (12 bar) F3QR56 Dry Horizontal Sidewall cULus, NYC 4” to 6 “ 250 psi (17.2 bar) 4” to 12” 175 psi ...

			   Data, Technical, Horizontal, Technical data, Sidewall, Sprinkler, Dry horizontal sidewall

		

	

	
				
					

		
			PowerFlex 4 and PowerFlex AC Drives

			isurplus.com.au
			PowerFlex ® 4 and PowerFlex® 40 AC Drives Technical Data Providing users with powerful motor speed control in a compact, space saving design, the Allen-Bradley PowerFlex 4 and 40 AC drives are the smallest and most cost-effective members of the PowerFlex family of drives. Available in power ratings from 0.2 to 11 kW (0.25 to 15 HP) and in voltage

			   Data, Technical, Technical data, Powerflex

		

	

	
				
					

		
			ALARM VALVE - NAFFCO FZCO

			www.naffco.com
			TECHNICAL DATA : DESCRIPTION Alarm Valve is a double seated clapper check valve with grooved seat design, which ensures positive water flow for alarm operation and is designed for installation in wet pipe sprinkler system. External bypass prevents false …

			   Data, Technical, Valves, Technical data, Lamar, Alarm valve

		

	

	
				
					

		
			EC-11 Water-Based Epoxy - Westcoat Specialty Coating Systems

			www.westcoat.com
			Sheet for more information on preparation. Moisture ... spread a strip of material onto the surface along the edges, where it will be “cut in” using a brush. Pour ... Technical Data Chemical Resistance Clear & Pigmented Muriatic Acid (31.5% HCL) 2 Sulfuric Acid (50% H2SO4) 4

			   Sheet, Data, Technical, Strips, Technical data

		

	


                
                
	
				
					

		
			ESFR PENDENT TECHNICAL DATA SPRINKLER VK500 (K14.0)

			www.vikinggroupinc.com
			FM Approved as a quick response pendent Non-Storage sprinkler and also FM Approved as a quick response pendent Storage sprinkler. Refer to Design Criteria below. 5. Approved according to China GB Standard. Approval Chart 1 - (UL) ESFR Pendent Sprinkler VK500 Maximum 175 PSI (12 bar) WWP Base Part Number1 SIN Thread Size Nominal K-Factor Overall ...

			   Data, Technical, Quick, Technical data

		

	

	
				
					

		
			SHIMRIN2 BASECOAT SYSTEM - House of Kolor

			www.houseofkolor.com
			TECHNICAL DATA National Rule California Rule Coatings Category Color Coating Color Coating Packaged Density VARIES VARIES Packaged VOC 2.34 lbs./gal. (280 g/L) Max 2.34 lbs./gal. (280 g/L) Max Actual VOC Ready to Spray 3.05 lbs./gal. (366 g/L) Max 0.89 lbs./gal. (107 g/L) Max Regulatory VOC Ready to Spray less exempt solvents 5.69 lbs./gal.

			   Data, Technical, Technical data, Coating

		

	

	
				
					

		
			Cryogenic Standard Tanks - Linde Engineering

			www.linde-engineering.com
			Technical data - tanks for carbon dioxide. Size 30 60 110 200 300 490 610 Max. allowable CO 2 : 22 bar working pressure Gross capacity approx. litre …

			   Data, Technical, Pressure, Technical data

		

	

	
				
					

		
			UL 98 Fusible - MERSEN

			ep-us.mersen.com
			• Double break, isolating live and load side of fuse • Interlocked fuse doors APPROVALS: • All UL Fusible Disconnect Switches meet UL & CSA requirements • UL listed guide WHTY, File E191605 for UL 98 (ratings from 30A to 1200A) ... TECHNICAL DATA ACCORDING TO …

			   Data, Technical, Interlocked, Technical data, Double, Fusibles, Ul 98 fusible

		

	

	
				
					

		
			Technical Data Sheet - Jotun

			www.jotun.com
			To secure lasting adhesion to the subsequent product all surfaces shall be clean, dry and free from any contamination. Date of issue:16 July 2021 Page: 2/5 This Technical Data Sheet supersedes those previously issued. The Technical Data Sheet (TDS) is recommended to be read in conjunction with the Safety Data Sheet (SDS) and the

			   Product, Data, Technical, Technical data

		

	


                
                
	
				
					

		
			TECHNICAL DATA DesignMax DM6C in-ceiling loudspeaker

			assets.bose.com
			TECHNICAL DATA PRO.BOSE.COM 1 OF 4 DesignMax DM6C in-ceiling loudspeaker Technical Specifications SINGLE LOUDSPEAKER PERFORMANCE ... Specifications subject to change without notice. 09/2020 On-Axis Frequency Response Impedance Beamwidth 6 20 1001 000 100002 0000 Frequency (Hz) 1 10 100 Ohms 20 100 1000 10000 20000 Frequency (Hz) 50 …

			   Data, Technical, Technical data, 2200

		

	

	
				
					

		
			TECHNICAL DATA FreeSpace FS2SE surface-mount …

			assets.bose.com
			TECHNICAL DATA Technical Specifications SINGLE LOUDSPEAKER PERFORMANCE Frequency Response (-3 dB) (1) 95 – 16,000 Hz Frequency Range (-10 dB) (1) 83 – 19,000 Hz ... Specifications subject to change without notice. 07/2020 Dimensions PRO.BOSE.COM 4 OF 4 FreeSpace FS2SE surface-mount loudspeaker.

			   Data, Technical, Technical data, 2200, Technical data technical

		

	

	
				
					

		
			TECHNICAL DATA ESFR PENDENT SPRINKLER VK503 (K16.8)

			www.vikinggroupinc.com
			ESFR PENDENT SPRINKLER VK503 (K16.8) TECHNICAL DATA Page 2 of 6 Form No. F_120106 19.11.15 Rev 19.1 The Viking Corporation, 210 N Industrial Park Drive, Hastings MI 49058 Telephone: 269-945-9501 Technical Services: 877-384-5464 Fax: 269-818-1680 Email: techsvcsvikingcorp.com

			   Data, Technical, Technical data, Sprinkler, Pendent, Sfer, Esfr pendent sprinkler, Technical data esfr pendent sprinkler

		

	

	
				
					

		
			Technical Data Sheet - Jotun

			www.jotun.com
			STANDARD GRADE Jotamastic 87 Comp A 6part(s) 1part(s) WINTER GRADE Jotamastic 87 Comp A 4part(s) Jotamastic 87 Wintergrade Comp B 1part(s) ... The Technical Data Sheet (TDS) is recommended to be read in conjunction with the Safety Data Sheet (SDS) and the Application Guide (AG) for this product. For your nearest local Jotun office, please visit ...

			   Standards, Data, Technical, Technical data

		

	

	
				
					

		
			Technical Data - Upmold

			upmold.com
			Self-Tapping Screws Manufacturing Standards for Thread, Length Tolerances and Mechanical Properties TECHNICAL DATA 1 Dimensions in Millimetres Self Tapping Screws Gimlet Point Gimlet point self-tapping

			   Data, Technical, Technical data

		

	


                
                
	
				
					

		
			Technical Data Bulletin EPON™ Resin 828

			www.spacematdb.com
			Technical Data Bulletin EPON™ Resin 828 RP: 3075 Re-issued: September 2005 Introduction EPON™ Resin 828 is an undiluted clear difunctional bisphenol A/epichlorohydrin derived liquid epoxy resin. When cross-linked or hardened with appropriate curing agents, very good

			   Data, Technical, Technical data

		

	

	
				
					

		
			Technical DaTa SheeT Delrin® (acetal homopolymer) (POM)

			laminatedplastics.com
			Technical DaTa SheeT Delrin® (acetal homopolymer) (POM) (polyoxymethylene) Is an acetal homopolymer with an outstanding balance of properties that bridge the gap between metal and plastic. The key attributes of Delrin are low moisture absorption, high tensile strength, creep resistance, and durability. Because of its extreme

			   Data, Technical, Technical data, Delrin

		

	

	
				
					

		
			TECHNICAL MANUAL - ICS Cool Energy

			www.icscoolenergy.com
			Performance and technical data 14 Pressure drops and available head pressure 26 ... of highly variable thermal loads from the user and simplifies ... control, alarms and external interface. The i-Chiller units are available in standard version with power supply 400V/3/50Hz, and in the dual-frequency version (mod.

			   Thermal, Data, Technical, Interface, Technical data

		

	

	
				
					

		
			TECHNICAL DATA FreeSpace FS4CE in-ceiling loudspeaker

			assets.bose.com
			AWG (2.5 mm2) size wire. Includes input cover. Wire/Conduit Entry Top and side wire entry-point 12.7 mm (1/2 in) knockouts allow for 9.5 mm (3/8 in) conduit and fittings Suspension/Mounting Three (3) standard mounting arms plus one (1) safety cable …

			   Data, Technical, Wire, Cable, Technical data

		

	

	
				
					

		
			TECHNICAL DATA RELEASE CONTROL PANEL MODEL VFR400

			www.vikinggroupinc.com
			G. Output/Releasing Circuits: (All values nominal) • The indicating circuits of the VFR-400 are Non-coded. This allows the use of visual and audible appliances on the same circuit. • Notification Appliance Circuits (Class B), reverses polarity on alarm (optional Class A Module is …

			   Data, Technical, Circuit, Technical data
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