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	Search results with tag "Specification"

		
	
				
					

		
			National Structural Steelwork Specification for Building …

			bhc.ltd.uk
			National Structural Steelwork Specification - 5th Edition 7 CONTENTS SCOPE 10 DEFINITIONS 11 SECTION 1 INFORMATION REQUIRED BY THE STEELWORK CONTRACTOR 13 1.1 Project Specification for Structural Steelwork: 13 Table 1.1 Proposed Works - Checklist 13 Table 1.2A Design - Checklist (Steelwork Contractor designing …

			   Specification, National, Structural, Steelwork, Structural steelwork, National structural steelwork specification

		

	

	
				
					

		
			ZD620™ Printer Specifications - Zebra Technologies

			www.zebra.com
			ZD620™ Printer Specifications Specifications are provided for reference and are based on printer tests using Zebra brand supplies. Results may vary in actual application settings or when using other than recommended Zebra supplies. Zebra recommends always qualifying any application with thorough testing.

			   Specification, Technologies, Printer, Zebra, Zebra technologies, Printer specifications, Printer specifications specifications

		

	

	
				
					

		
			NI PXIe-7820R Specifications - National Instruments

			www.ni.com
			This document contains the specifications for the NI PXIe-7820R. Specifications are typical at 25 °C unless otherwise noted. Caution Using the NI PXIe-7820R in a manner not described in this document may impair the protection the NI PXIe-7820R provides. Digital I/O

			   Specification, National, Instruments, National instruments, Ipex, 7820r, Ni pxie, 7820r specifications

		

	


                
                
	
				
					

		
			INTERNATIONAL STANDARD 1302

			cdn.standards.iteh.ai
			ISO 14253-1:1998, Geometrical Product Specifications (GPS) — Inspection by measurement of workpieces and measuring equipment — Part 1: Decision rules for proving conformance or non-conformance with specification ISO 14660-1:1999, Geometrical Product Specifications (GPS) — Geometrical features — Part 1: General terms and definitions

			   Product, Specification, Geometrical, Geometrical product specifications

		

	

	
				
					

		
			ZZ502 Engine (19201332 Deluxe) Specifications - Chevrolet

			www.chevrolet.com
			ZZ502 Engine (19201332 Deluxe) Specifications Specifications Part Number 19171884 This ZZ502 Deluxe Crate Engine documentation should be used in conjunction with the ZZ502 short block, part number 19171883, and ZZ502 long block, part number 12487523. The documentation included within this information packet builds

			   Specification, Engine, Deluxe, Specifications specifications, Chevrolet, 19201332 deluxe, 19201332

		

	

	
				
					

		
			Welding Procedure Specification (WPS) - Nickel Alloys

			www.nickelalloys.com.br
			Welding Procedure Specification (WPS) Welding Procedure No: SAW-P91-01 Consumables Base Material Welding process (root): TIG (GTAW) Parent Material: A335 P91 ASME IX P-No. 5B - Consumable:9CrMoV-N Thickness: 25-75mm - Specification: BS EN, W CrMo 91 Outside diameter: Welding process (hot pass): MMA (SMAW) Joint Details

			   Specification, Welding

		

	


                
                
	
				
					

		
			Inspiron 660 Specifications

			dl.dell.com
			Bluetooth® is a registered trademark owned by Bluetooth SIG, Inc. and is used by Dell under license. 2013 - 10 Regulatory Model: D11M | Type: D11M002 Computer Model: Inspiron 660 Specifications 660. Dimensions Height (front and back) 367.74 mm (14.5 inches) Width 175 mm (6.9 inches) Depth 439.5 mm (17.3 inches) Average Weight 7.9 kg (17.41 lb)

			   Specification, Used

		

	

	
				
					

		
			XPS 8700 Specifications - Dell

			dl.dell.com
			Bluetooth® is a registered trademark owned by Bluetooth SIG, Inc. and is used by Dell under license. 2013 ‑ 10 Rev. A00 Regulatory model: D14M | Type: D14M001 Computer model: XPS 8700 Specifications 8700. Dimensions Height (front and back) 406.80 mm (16.0 inches) Width 185.34 mm (7.3 inches) Depth 444.26 mm (17.5 inches) Average Weight 13.8 ...

			   Specification, Used

		

	

	
				
					

		
			FortiGate/FortiWiFi 90D Series Data Sheet

			www.openskytech.com
			FortiGate/FortiWiFi ® 4 www.fortinet.com SPECIFICATIONS FORTIGATE 90D FORTIWIFI 90D FORTIGATE 90D-POE FORTIWIFI 90D-POE Hardware Specifications GE RJ45 WAN Ports 2 2 2 2 GE RJ45 Switch Ports 14 14 10 10 GE RJ45 PoE Ports – – 4 4 FE RJ45 PoE Ports – – – – GE SFP DMZ Slots – – – – Wireless Interface – 802.11 a/b/g/n – 802 ...

			   Series, Specification, Fortigate, Specifications fortigate

		

	


                
                
	
				
					

		
			11. CABLE SPECIFICATIONS 5kV, 15kV, AND 35kV RUBBER …

			www.peco.com
			Tyco/Raychem Corp. HVT352 (Indoor), HVT352S (Outdoor) 750 kcmil, 35 kV CONCENTRIC NEUTRAL CABLE Manufacturer Trade Name 3-M Manufacturing Co. Quick Term III, 7655-S-4 Quick Term III, 7656-S-4 Tyco/Raychem Corp HVT353 (Indoor), HVT353S (Outdoor) Cable Specifications Rev-5 August 2008 Page 8 of 10

			   Specification, Cable, Raychem, 15kv, Cable specifications 5kv

		

	

	
				
					

		
			K-99CSV 2020 Information Returns Specifications for …

			ksrevenue.gov
			In instances when a filer cannot format 1099 returns ac cording to IRS guidelines but can put required data in a spreadsheet format, Kansas Department of Revenue will accept data for the following Informational Returns in CSV format. ELECTRONIC RECORDS THAT DO NOT CONFORM TO THE SPECIFICATIONS DEFINED BY THE Kansas Department of Revenue …

			   Information, Specification, Electronic, Spreadsheets, Return, 2200, 2020 information returns specifications for

		

	

	
				
					

		
			Intel® NUC Products NUC7CJY/NUC7PJY

			www.intel.com
			Technical Product Specification . Regulatory Models: NUC7JY (Kit/Mini PC) NUC7JYB (Board) April 2021 Order Number: J96982-005 . The Intel NUC Products NUC7CJY/NUC7PJY may contain design defects or errors known as errata that may cause the product to deviate from published specifications.

			   Intel, Specification

		

	

	
				
					

		
			SMART Board GX series interactive display specifications

			downloads.smarttech.com
			Touch features Object Awareness ... Models and specifications may vary by region. Please contact your local representative for details. Contents are subject to change without notice. March 10, 2022. ... Includes advanced hardware replacement and access to onsite support. Terms and conditions vary by region. Contact your local

			   Feature, Hardware, Specification

		

	

	
				
					

		
			PART 1 - GENERAL 1.1 SUMMARY - Charlotte, North Carolina

			charlottenc.gov
			8. ASTM F 714 Standard Specification for Polyethylene (PE) Plastic Pipe (SDR- PR) Based on Outside Diameter 9. ASTM F 905 Standard Practice for Qualification of Polyethylene Saddle-Fused Joints 10. ASTM F 1055 Standard Specification for Electrofusion Type Polyethylene Fittings for Outside Diameter Controlled Polyethylene Pipe and Tubing 11.

			   Specification, Qualification

		

	

	
				
					

		
			COMMODORE TECHNICAL SPECIFICATIONS

			media.production.apnarm.net.au
			UTE TECHNICAL SPECIFICATIONS 210kW,# 3.6 litre SIDI Direct Injection V6 engine 260/270kW, #* 6.0 litre Generation IV Alloy V8 engine Engine 3.6L 60-degree Double Overhead Cam V6 with 4 valves per cylinder. Twin knock control sensors with …

			   Specification, Technical, Commodore, Commodore technical specifications

		

	


                
                
	
				
					

		
			JACK & BORE SECTION 02310 - hnws-fl.com

			cms9files1.revize.com
			GUIDELINES, STANDARDS, AND SPECIFICATIONS TECHNICAL SPECIFICATIONS SECTION 02310 – JACK & BORE Page | 3 Revised 10-5-2018 2.3.2. For Carrier Pipes less than 16” Nominal Diameter ‐ High density polyethylene (HDPE) casing spacer shall be

			   High, Specification, Technical, Hedp, Density, Polyethylene, High density polyethylene, Specifications technical specifications

		

	

	
				
					

		
			J111, J112 - JFET Chopper Transistors - ON Semiconductor

			www.onsemi.com
			J112RL1G TO−92 2000 Units / Tape & Reel (Pb−Free) J112RLRA TO−92 J112RLRAG TO−92 2000 Units / Tape & Reel (Pb−Free) †For information on tape and reel specifications, including part orientation and tape sizes, please refer to our Tape and Reel Packaging Specifications Brochure, BRD8011/D.

			   Specification, Packaging, Tape, Reel, Tape and reel specifications, Tape and reel packaging specifications

		

	

	
				
					

		
			Data/ FM-200 Specification Sheet - PYRO-CHEM

			www.pyrochem.com
			2. Agent – FM-200 (HFC-227ea) is a clean, gaseous agent containing no particles or oily residues. It is produced under ISO 9002 guidelines to strict manufacturing specifications ensuring product purity. FM-200 leaves no residue or oily deposits on delicate electronic equipment, and can be removed from the protected space by ventilation.

			   Sheet, Specification, Specification sheet, 227ea, Hfc 227ea

		

	

	
				
					

		
			Grant codes for Short Duration standards - CITB

			www.citb.co.uk
			Bricklaying Non standard and special brick 1 - £30 GET2072 ... Concrete Cold weather concreting 1 - £30 GET2038 Concrete Concrete aggregates awareness 1 - £30 GET2037 ... Built-up Wall Cladding Construction and Specification 1 - £30 GET0390 Construction (common) Built-up Walls Construction and Specification 1 - £30 GET1901

			   Standards, Specification, Short, Weather, Cold, Duration, Concreting, Cold weather concreting, Short duration

		

	

	
				
					

		
			SOME/IP Service Discovery Protocol Specification - AUTOSAR

			www.autosar.org
			SOME/IP Service Discovery Protocol Specification AUTOSAR FO Release 1.2.0 2 Protocol Requirements 2.1Requirements Traceability Feature Description Satisfied by [RS_SOMEIPSD_00001] SOME/IP Service Discovery Protocol shall be used on top of SOME/IP Protocol [PRS_SOMEIPSD_00151] [PRS_SOMEIPSD_00152] …

			   Services, Specification, Protocol, Discovery, Ip protocol, Ip service discovery protocol specification, Ip service discovery protocol

		

	


                
                
	
				
					

		
			Good PaintinG Practice, SSPc PaintinG Manual, VoluMe 1

			cym.com.ar
			• SSPC-PS 12.01 – One-Coat Zinc Rich Painting System • SSPC-CS 23.00/ AWS C2.23M/ NACE No. 12 – Specification for the Application of Thermal Spray Coatings (Metallizing) of Aluminum,Zinc, and Their Alloys and Composites for the Corrosion Protection of Steel • SSPC-PS 28.01 – Two-Coat Zinc-Rich Polyurethane Primer/

			   System, Protection, Specification

		

	

	
				
					

		
			Pearson BTEC Workskills Units for Entry Level 3, Level 1 ...

			qualifications.pearson.com
			Level 1 and Level 2 qualifications can be found in the respective specification on our website. ... Using a CV and Covering Letter to Apply for a Job 134 Unit 27: Applying for Jobs 139 Unit 28: Preparing for Work Placement 145 ... to record facts about a person’s skills, qualifications and experience; demonstrate suitability to a potential ...

			   Specification, Unit, Levels, Entry, Pearson, Persons, Btec, Pearson btec workskills units for entry level, Workskills

		

	

	
				
					

		
			The Electromagnetic Compatibility Regulations 2016

			www.legislation.gov.uk
			electromagnetic disturbance and to apparatus the performance of which could be affected by such disturbance. ... “technical specification” means a document that prescribes technical requirements to be fulfilled by the equipment; (a) OJ L 316, 14.11.2012, p. 12.

			   Compatibility, 2016, Specification, Regulations, Technical, Electromagnetic, Technical specifications, The electromagnetic compatibility regulations 2016

		

	

	
				
					

		
			A level specification template - Brighton Hove & Sussex ...

			www.bhasvic.ac.uk
			(d) alpha and beta structural isomerism in glucose and its polymerisation into storage and structural carbohydrates, illustrated by starch, cellulose and chitin (e) the chemical and physical properties which enable the use of starch and glycogen for storage and cellulose and chitin as structural compounds

			   Specification, Polymerisation

		

	

	
				
					

		
			Concrete Standard Engineering Specification, Concrete ...

			www.nrc.gov
			surface similar to a “sidewalk” finish. Finishing shall he passes over the surface, and when no .’fat” will cling to done after the concrete is hard enough to retain the the trowel. The final troweling shall produce a veq hard. shiny surface. scoring. Brooming shall be done transversely to the direction of main traffic.

			   Standards, Specification, Engineering, Concrete, Sidewalk, Concrete standard engineering specification

		

	


                
                
	
				
					

		
			Wall-Mounted Flushometer Toilet, 1.28GPF when used with …

			www.totousa.com
			PRODUCT SPECIFICATION The wall-mounted, low consumption siphon jet flushing system toilet shall be 1.28GPF/4.8LPF when paired with a 1.28GPF flushometer valve and 1.6GPF/6.0LPF when paired with 1.6GPF/6.0LPF flushometer valve. Toilet shall have optional CeFiONtect ceramic glaze. Toilet can be mounted at ADA height. Toilet shall be elongated ...

			   Specification

		

	

	
				
					

		
			Mark Scheme (Results) January 2013 - Edexcel

			qualifications.pearson.com
			Mar 07, 2013 · Chemistry (4CH0) Paper 2C Edexcel Level 1/Level 2 Certificate Chemistry (KCH0) Paper 2C . ... If you have any subject specific questions about this specification that require the help of a subject specialist, you can speak directly to the subject team at Pearson.

			   Specification, Chemistry

		

	

	
				
					

		
			Xerox VersaLink C505 Color Multifunction Printer

			www.office.xerox.com
			C505 Color Multifunction Printer VersaLink®C505 ®Color Multifunction Printers are built on XeroxConnectKey®Technology. For more information, go to www.ConnectKey.com. SYSTEM SPECIFICATIONS VERSALINK®C505 One-sided Speed1 8.5 x 11 in. A4/210 x 297 mm 8.5 x 14 in./216 x 356 mm Up to 45 ppm color and black-and-white

			   Specification, Xerox, Printer

		

	

	
				
					

		
			HP Z38c 37.5-inch Curved Display

			h20195.www2.hp.com
			Technical Specifications c05591685—DA 16029— Worldwide — Version 5 — March 15, 2021 Page 1 HP Z38c 37.5-inch Curved Display 1. Press to open the OSD menu, select a menu item from the OSD, or close the OSD menu.Menu button ... PLASTIC/Polyethylene high density - …

			   High, Display, Specification, Technical, Inch, Density, Polyethylene, High density polyethylene, Technical specifications, Curved, Z38c 37, Z38c, 5 inch curved display, 5 inch curved display 1

		

	

	
				
					

		
			PVC-Nylon/PVC

			objects.eanixter.com
			392 "Cable Trays" and Art 336 "Power and Control Tray Cable." Specification <if applicable> CONDUCTORS: Class B stranded bare copper per UL 83 and 62 INSULATION: Polyvinyl Chloride (PVC) per UL 62 for Type TFFN (18-16 AWG) or UL 83 for Type THWN or THHN wire, nominal thickness is 15 mils for sizes 18-12 AWG and 20 mils for 10 AWG

			   Specification, Cable, Chloride, Polyvinyl, Polyvinyl chloride

		

	


                
                
	
				
					

		
			Light Gage Steel Framing Specifications - AWCI

			www.awci.org
			ALABAMA METAL INDUSTRIES CORPORATION Birmingham, Alabama 35208 THE BOSTWICK STEEL LATH COMPANY Niles, Ohio 44446 THE CECO CORPORATION Chicago, Illinois 60153 INRYCO, INC. Milwaukee, Wisconsin 53201 KEENE CORPORATION—BUILDING PRODUCTS DIVISION Vienna, West Virginia 26105 WESTERN METAL LATH COMPANY La …

			   Specification, Industreis, Steel, Light, Farming, Gage, Light gage steel framing specifications

		

	

	
				
					

		
			Validity of the SAT® for Predicting First-Year Grades and ...

			satsuite.collegeboard.org
			Test Specifications for the Redesigned SAT® (College Board, 2015) and SAT® Suite of Assessments Technical Manual: Characteristics of the SAT (College Board, 2017). ... grades in matching college course domains, suggesting that the redesigned SAT is sensitive to instruction in English language arts, math, science, and history/social studies. ...

			   Specification, Grade

		

	

	
				
					

		
			The OpenCL C 2.0 Specification - Khronos Group

			www.khronos.org
			[1] When any scalar value is converted to bool, the result is 0 if the value compares equal to 0; otherwise, the result is 1. [2] The double scalar type is an optional type that is supported if …

			   Specification, 0 specification

		

	

	
				
					

		
			PCI Code and ID Assignment Specification - PCI-SIG

			pcisig.com
			reference to NVMHCI, update UFS entries, and address other minor editorial issues. Updated Section 3, Extended Capability ID descriptions 19h, 1Ch, 1Fh. 3/6/2014 1.6 Updated Section 1.3, Class 02h, to add Sub-Class 08h. Updated Section 1.14, Base Class 0Dh, to add Sub-Classes 40h and 41h. Updated Section 2 to add Capability ID 14h. 12/9/2014 1.7

			   Code, Specification, Reference, Assignment, Code and id assignment specification

		

	

	
				
					

		
			Inspiron 3881 Setup and Specifications - Dell

			dl.dell.com
			SATA One SATA slot for optical-disk drive One SATA slot for 3.5-inch hard-disk drive M.2 One M.2 2230 slot for WiFi and Bluetooth combo card One M.2 slot for 2280 solid-state drive/Intel Optane or 2230 solid-state drive. NOTE: To learn more about the features of different

			   Specification, Drive, 1838, Hard, Disk, Inspiron, Disk drive, Inspiron 3881

		

	


                
                
	
				
					

		
			1. NIT HEADER LUCKNOW-NER-DIVISION …

			www.ireps.gov.in
			Description:- Supply of PVC insulated multi stranded copper conductor single core HRFR cable 10.0 Sq. mm conforming to IS: 694 (latest version), and drawing in laid (recessed /surface) PVC conduit pipe for wiring of point wiring/ circuit wiring/sub main/ Main as required as per technical specification including connections, testing and ...

			   Specification, Technical, Cable, Insulated, Technical specifications, Pvc insulated

		

	

	
				
					

		
			Storm Water Quality Measures: Construction & Land …

			www.in.gov
			Clearing & Grubbing (to be released later) ... the manufacturer’s specifications, perform well and are designed to reduce vehicle tracking. ... Reduce Damage from Grading 1. When clearing, use equipment such as a brush cutter or rotary axe, or cut by hand. 2. Where root areas must be graded, cut large roots instead of tearing them with

			   Land, Specification, Quality, Construction, Water, Measure, Clearing, Grading, Storm, Storm water quality measures, Construction amp land

		

	

	
				
					

		
			New Jersey Department of Transportation

			www.state.nj.us
			standard specifications for road and bridge construction 2007 . sussex passaic bergen morris essex hudson union warren hunterdon somerset mercer middlesex monmouth ocean burlington camden atlantic gloucester salem cumberland cape may north south central. i table of contents

			   Department, Bridge, Road, Specification, Jersey, Transportation, New jersey department of transportation, Specifications for road and bridge

		

	

	
				
					

		
			NACHA/ACH FILE UPLOAD SPECIFICATIONS - Peoples Bank

			www.peoplesbank-wa.com
			10 Reserved Inserted by ACH Operator Numeric 3 76-78 Leave this field blank 11 Originator Status Code M '1' 1 79-79 12 Originating DFI Identification M '12510442' 8 80-87 Peoples Bank transit routing number first 8-digits only 13 Batch Number M Numeric 7 88-94 This number is assigned in ascending sequence to each batch. 1/16/2014 Page 2 of 6

			   Specification, Life, Upload, Nacha, Nacha ach file upload specifications

		

	

	
				
					

		
			NI 6289 Device Specifications - National Instruments

			www.ni.com
			Maximum output level ±11 V Output coupling DC Output impedance 0.2 Ω Output current drive ±5 mA Overdrive protection ±25 V Overdrive current 20 mA 1 An AO channel cannot be a reference or offset to itself. 2 When the USB Screw Terminal device is powered on, the analog output signal is not defined until after the USB configuration is complete.

			   Devices, Specification, Maximum, Overdrive, Device specifications

		

	


                
                
	
				
					

		
			DIVISION III MATERIALS - Florida Department of Transportation

			www.fdot.gov
			was produced and placed in accordance with applicable Department Specifications. Materials substantially retained on the No. 4 sieve, shall be classified as coarse aggregate. Approval of mineral aggregate sources shall be in accordance with 6-2.3. 901-1.2 Deleterious Substances: All coarse aggregates shall be reasonably free of clay

			   Specification

		

	

	
				
					

		
			Plastic Pipe and Fittings Drainage Systems Suggested …

			www.charlottepipe.com
			Plastic Pipe and Fittings Drainage Systems Suggested Short Form Specifications ABS Plus Pipe and ABS DWV Fitting System: Inside and outside layers of pipe shall be manufactured from ABS compound with a minimum cell class of 42222 per ASTM D 3965. Center layer of pipe shall be manufactured from PVC compound

			   Form, System, Specification, Short, Fitting, Plastics, Pipe, Suggested, Drainage, Plastic pipe and fittings drainage systems suggested, Plastic pipe and fittings drainage systems suggested short form specifications

		

	

	
				
					

		
			PSSA Grade 5 Mathematics Item Sampler 2016

			www.education.pa.gov
			All PSSA items are aligned to statements and specifications included in the Assessment Anchors and Eligible Content Aligned to the Pennsylvania Core Standards. The mathematics content, process skills, directives, and ... PSSA Grade 5 Mathematics Item and Scoring Sampler—September 2016 6 INFORMATION ABOUT MATHEMATICS Grade 5 Formula …

			   Specification, Time, Grade, Grade 5

		

	

	
				
					

		
			Sapa Extrusions - Construction

			sweets.construction.com
			Information and specifications herein subject to change without notice ©2010 Sapa Extrusions. ... comprehensive understanding of our customer’s business in order to establish ... Thin Wall Superior Quality Construction Tube, Square and Rectangular Tube

			   Specification, Understanding, Construction

		

	

	
				
					

		
			SPECIFICATION FOR PIPEWORK WELDING, INSPECTION, …

			www.city.ac.uk
			This specification for pipework welding complies with American and European pipework design codes. All pipework will be welded according to its design code and City University London Specification. All pipework systems will be classified to define weld inspection procedures.

			   Specification, Inspection, Welding, Pipework, Specification for pipework welding

		

	


                
                
	
				
					

		
			Specification 302 Earthworks 18 November 2020 - Main …

			www.mainroads.wa.gov.au
			1. Earthwork operations shall be undertaken to meet the requirements for weed control as specified in Specification 204 ENVIRONMENTAL MANAGEMENT and in accordance with Specification 301 VEGETATION CLEARING AND DEMOLITION. Properties 302.04.04 EROSION CONTROL 1. Earthwork operations shall be undertaken to meet the requirements for

			   Specification, Earthwork, Specification 302 earthworks
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