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			UPLIFT 2-Leg Height Adjustable Standing Desk

			www.thehumansolution.com
			UPLIFT 2-Leg Height Adjustable Standing Desk ... This height adjustable desk has an electric motor and is designed for use in dry work areas only. The desk height is adjustable so that it can be positioned at the most ergonomically suitable height. These desks are

			   Standing, Adjustable, Height, Desk, Uplift, Uplift 2 leg height adjustable standing desk, Height adjustable desk, Desk height

		

	

	
				
					

		
			1A Adjustable/Fixed Low Dropout Linear Regulator

			ams-semitech.com
			1A Adjustable/Fixed Low Dropout Linear Regulator 1 - Low dropout voltage - Load regulation: 0.2% typical - Optimized for Low Voltage - On-chip thermal limiting - Standard SOT-223 and TO-252 packages - Three-terminal adjustable or fixed low dropout 1.2V,1.5V,1.8V, 2.5V, 2.85V, 3.3V, 5V. Regulators - Active SCSI terminators

			   Linear, Dropout, Voltage, Fixed, Regulators, Adjustable, Low voltage, Low dropout, Low dropout voltage, 1a adjustable fixed low dropout linear regulator

		

	

	
				
					

		
			Positive Regulators Adjustable - Analog Devices

			www.analog.com
			Positive Regulators Adjustable and Fixed 2.85V, 3.3V, 5V The LT ®1117 is a positive low dropout regulator designed to provide up to 800mA of output current. The device is available in an adjustable version and fixed output voltages of 2.85V, 3.3V and 5V. The 2.85V version is designed specifically to be used in Active Terminators for the SCSI bus.

			   Devices, Analog devices, Analog, Positive, Adjustable

		

	


                
                
	
				
					

		
			LM317L - Voltage Regulator Adjustable Output, Positive 100 …

			www.onsemi.com
			Adjustable Output, Positive 100 mA LM317L, NCV317L The LM317L is an adjustable 3−terminal positive voltage regulator capable of supplying in excess of 100 mA over an output voltage range of 1.2 V to 37 V. This voltage regulator is exceptionally easy to use and requires only two external resistors to set the output voltage.

			   Positive, Adjustable

		

	

	
				
					

		
			Low drop fixed and adjustable positive voltage regulators

			www.st.com
			May 28, 2007 · Low drop fixed and adjustable positive voltage regulators Datasheet -production data Features • Low dropout voltage: – 1.15 V typ. @ IOUT = 1 A, 25 °C • Very low quiescent current: – 5 mA typ. @ 25 °C • Output current up to 1 A • Fixed output voltage of: – 1.2 V, 1.8 V, 3.3 V • Adjustable version availability (VREF = 1.25 V)

			   Positive, Adjustable, Positive adjustable

		

	

	
				
					

		
			LM317, NCV317 1.5 A Adjustable Output, Positive Voltage ...

			www.farnell.com
			1.5 A Adjustable Output, Positive Voltage Regulator The LM317 is an adjustable 3−terminal positive voltage regulator capable of supplying in excess of 1.5 A over an output voltage range of 1.2 V to 37 V. This voltage regulator is exceptionally easy to use and requires only two external resistors to set the output voltage. Further, it

			   Output, Adjustable, Adjustable output

		

	


                
                
	
				
					

		
			Owner’s Manual - Serta

			www.serta.com
			Adjustable Foundation itself. For best performance, you should enter and exit the adjustable bed while it is in the flat or fully lowered position. DO NOT SIT ON THE HEAD OR FOOT SECTIONS WHILE IN THE RAISED POSITION. INTENDED USAGE: The electric adjustable foundation should be installed with the head board brackets and/or the

			   Manual, Stare, Adjustable

		

	

	
				
					

		
			RC300

			downloads.hearthnhome.com
			frequency energy and, if not installed and used in ac-cordance with the instructions, may cause harmful in- ... ADJUSTABLE AUXILIARY ADJUSTABLE OUTPUT (ON/OFF) TIMER DISPLAY/FUNCTION CONSTANT PILOT ROOM TEMP DISPLAY ... Ac-tive functions will be displayed Menu Select V V Display Screen Figure 9. RC300 Display Screen

			   Frequency, Adjustable

		

	

	
				
					

		
			7 Button Remote Control user guide - LP Adjustable Beds

			lpadjustablebeds.com
			the adjustable base constitutes a medical device or is suitable for medical or therapeutic use. LIFTING/LOWERING MECHANISMS The lift/lower feature will emit a minimal humming sound during operation. This is normal. If excessive noise or vibration is experienced, reverse the movement action (up or down) of the base with the remote control. This

			   Guide, User, Control, Remote, Adjustable, Button, Beds, Lp adjustable beds, 7 button remote control user guide

		

	


                
                
	
				
					

		
			LT1083/LT1084/LT1085 - 7.5A, 5A, 3A Low Dropout Positive ...

			www.analog.com
			Positive Adjustable Regulators The LT®1083 series of positive adjustable regulators are designed to provide 7.5A, 5A and 3A with higher efficiency than currently available devices. All internal circuitry is designed to operate down to 1 V input-to-output differential and the dropout voltage is fully specified as a function of load current.

			   Regulators, Adjustable, Adjustable regulators

		

	

	
				
					

		
			Model 300 Adjustable Base User's Manual - Sapphire Sleep

			sapphiresleep.com
			Model 300 Adjustable Base User's Manual . P/N: SS300-XX THIS MANUAL CONTAINS IMPORTANT SAFETY INFORMATION. PLEASE READ AND KEEP FOR FUTURE REFERENCE . Serial Number: REV:03/19

			   Manual, User, Model, Base, Adjustable, Model 300 adjustable base user s manual

		

	

	
				
					

		
			Rockwell Automation Library of Process Objects: PowerFlex ...

			literature.rockwellautomation.com
			PowerFlex® 520-series AC Drives Specification, publication 520-TD001 Shows the specifications and certifications for the PowerFlex 520-series AC drives. PowerFlex 520-Series Adjustable Frequency AC Drive User Manual, publication 520-UM001 Provides information on using the PowerFlex 520-Series Adjustable Frequency AC Drives.

			   Drive, Automation, Rockwell automation, Rockwell, Adjustable

		

	

	
				
					

		
			CLASSIC SERIES SINGLE HEAD ADJUSTABLE SPECIFICATIONS

			stenner.com
			Approximate Output @ 60Hz Approximate Output @ 50Hz 4 5 S E R I ES Single Head Adjustable 100 psi (6.9 bar) maximum Approximate 20:1 turndown, 2.5% increments Model Item Number Pump Tube Gallons Gallons Ounces Liters Liters Milliliters Liters Liters Milliliters Prefix per Day per Hour per Minute per Day per Hour per Minute per Day per Hour per ...

			   Output, Adjustable

		

	

	
				
					

		
			NCP1117 - 1.0 A Low-Dropout Positive Fixed and Adjustable ...

			www.onsemi.com
			Fixed and Adjustable Voltage Regulators NCP1117, NCP1117I, NCV1117 The NCP1117 series are low dropout positive voltage regulators that are capable of providing an output current that is in excess of 1.0 A with a maximum dropout voltage of 1.2 V at 800 mA over temperature. This series contains nine fixed output voltages of 1.5 V,

			   Regulators, Adjustable

		

	

	
				
					

		
			Fixed and Adjustable Current Limiting Power Distribution ...

			ww1.microchip.com
			FET is self-contained, with a fixed- or user-adjustable current limit. The MIC20XX family is ideal for any system where current limiting and power control are desired. The MIC201X (3 x ≤≤ 9) and MIC2019A switches offer a unique new patented feature: Kickstart™, which allows momentary high-current surges up to the secondary current limit ...

			   Distribution, Power, Current, Adjustable, Limiting, Current limiting, Adjustable current, Adjustable current limiting power distribution

		

	


                
                
	
				
					

		
			1336 PLUS Adjustable FrequencyACDrive

			literature.rockwellautomation.com
			1336 PLUS Adjustable Frequency AC Drive and associated machinery should plan or implement the installation, start-up and subsequent maintenance of the system. Failure to comply may result in personal injury and/or equipment damage.! ATTENTION: To avoid a hazard of electric shock, verify that the voltage on the bus capacitors has

			   Plus, Frequency, Adjustable, 3136, 1336 plus adjustable frequency, 1336 plus adjustable

		

	

	
				
					

		
			LM2575 - 1.0 A, Adjustable Output Voltage, Step-Down ...

			www.onsemi.com
			1.0 A, Adjustable Output Voltage, Step-Down Switching Regulator The LM2575 series of regulators are monolithic integrated circuits ideally suited for easy and convenient design of a step−down switching regulator (buck converter). All circuits of this series are capable of driving a 1.0 A load with excellent line and load regulation.

			   Integrated, Voltage, Regulators, Adjustable

		

	

	
				
					

		
			GSS-3000 Universal Gear Shift Sender Your new GSS-3000 ...

			www.dakotadigital.com
			If a Kugel or Lokar adjustable shifter is being used, you will need a Kugel nut to attach the sensor to the shift linkage. KN-3 (standard thread) and KN-4 (metric) Kugel nuts are available from Dakota Digital, Inc. When properly adjusted, the sensor arm will use most of its range of motion. If the sweep is too short,

			   Shifts, Adjustable

		

	

	
				
					

		
			AZ1084C - Diodes Incorporated

			www.diodes.com
			5A LOW DROPOUT LINEAR REGULATOR Description ... The fixed versions integrate the adjust resistors. It is also available in an adjustable version which can set the output voltage with two external resistors. The AZ1084C series is available in standard packages of TO263, TO263-2, TO252-2 (3), TO252-2 (4) and TO252-2 (5). ...

			   Linear, Dropout, Fixed, Regulators, Adjustable, Low dropout linear regulator, Az1084c

		

	

	
				
					

		
			Installation Instructions - Painless Performance

			www.painlessperformance.com
			Installation Instructions . PERFECT TORC . GM 4L60/65E and 4L80/85E . Part #66501 . 2 . ... G. Light Blue – “Upshift” H. Dark Blue – “Downshift” 13 b. If this step is overlooked there is a good possibility the Throttle ... This signal is fully adjustable to synchronize a speedometers indicated speed to the actual vehicle‟s speed ...

			   Installation, Instructions, Light, Installation instructions, Adjustable

		

	


                
                
	
				
					

		
			Description Pin Assignments - Diodes Incorporated

			www.diodes.com
			cell, and other standard power sources. The output voltage is adjustable from 0.6V to the input voltage. The AP3428/A employs internal power switch and synchronous rectifier to minimize external part count and realize high efficiency. During shutdown, the input is disconnected from the output and the shutdown current is less than 1μA.

			   High, Switch, Power, Current, Descriptions, Adjustable, Power switch

		

	

	
				
					

		
			The Work of Art in the Age of Mechanical Reproduction

			web.mit.edu
			techniques, the adaptability and precision they have attained, the ideas and habits they are creating, make it a certainty that profound changes are ... which is adjustable and chooses its . 4 angle at will. And photographic reproduction, with the aid of certain processes,

			   Mechanical, Precision, Adjustable, Reproduction, The age of mechanical reproduction

		

	

	
				
					

		
			LM2931 - LDO Voltage Regulator - Adjustable Output, …

			www.onsemi.com
			LM2931, NCV2931 Series www.onsemi.com 5 ELECTRICAL CHARACTERISTICS (Vin = 14 V, IO = 10 mA, CO = 100 F, CO(ESR) = 0.3 , TA = 25°C [Note 7]) LM2931C/NCV2931C LM2931AC/NCV2931AC Characteristic Symbol Min Typ Max Min Typ Max Unit

			   Voltage, Output, Regulators, Adjustable, Ldo voltage regulator adjustable output

		

	

	
				
					

		
			Mortgage rules - Consumer Financial Protection Bureau

			files.consumerfinance.gov
			have an Adjustable Rate Mortgage and your interest rate is about to change. This should give you more time to shop for a new mortgage or get help if you have trouble with the new payment. Borrowers who fall behind now have more options to take control § Mortgage servicers will now have to call or contact most borrowers by the time they are 36 ...

			   Protection, Rates, Financial, Consumer, Bureau, Mortgage, Adjustable, Consumer financial protection bureau, Adjustable rate mortgages

		

	

	
				
					

		
			LM2675 SIMPLE SWITCHER® Power Converter High Efficiency …

			www.ti.com
			regulator, capable of driving a 1-A load current with excellent line and load regulation. These devices are available in fixed output voltages of 3.3 V, 5 V, 12 V, and an adjustable output version. Requiring a minimum number of external components, these regulators are simple to use and include patented internal frequency compensation

			   Regulators, Adjustable

		

	


                
                
	
				
					

		
			DIY GUIDE - Pope Irrigation

			www.popeirrigation.com.au
			INSTALLATION OF LAWN POP-UP SYSTEMS INSTALLATION OF LAWN POP-UP SYSTEMS 5 6 Selecting the Most Suitable Pop-up Sprinkler FEATURES • Fixed spray pattern. • Available in ¼, ½, ¾ or full circle patterns. • Suitable for small lawn areas. • 50mm pop-up height. • Adjustable spray radius. PROFESSIONAL SUITABLE FOR SMALL TO MEDIUM LAWNS 1 ...

			   Guide, Installation, Adjustable

		

	

	
				
					

		
			LM1117 - 800 mA Low-Dropout Linear Regulator

			www.onsemi.com
			Regulator LM1117, LM1117I The LM1117 is a low dropout voltage regulator with a dropout of 1.2 V at 800 mA of load current. The LM1117 is available in an adjustable version, which can set the output voltage from 1.25 to 13.8 V with only two external resistors. In addition, it is available in five fixed voltages, 1.8 V, 2.5 V, 3.3 V, and 5 V.

			   Voltage, Regulators, Adjustable, Voltage regulator

		

	

	
				
					

		
			Section 3: Friction Belt Drives

			www.fptgroup.com
			Centre Distances Wedge Belt Drives 40 Power Ratings Ultra PLUS 150 wedge Belts 52 Power Ratings Quattro PLUS wedge Belts 54 Power Ratings CRE Wedge Belts 56 Power Ratings, SPZ, SPB, SPA, SPC 58 Additional Power Ratings 60 Taper Lock Pulleys 62 PowerTwist® PLUS 72 Adjustable Pitch Pulleys & Bi-Loc Pulleys 74 Urethane Belting 75

			   Section, Drive, Belt, Adjustable, Friction, Section 3, Friction belt drives

		

	

	
				
					

		
			Variable Volume Vane Pumps Models SV-20 & SV-25 Flange ...

			dc-us.resource.bosch.com
			adjustable stop which is used to reduce the maximum pump flow and is optional. Turning clockwise will reduce the flow in direct proportion to the displacement of the adjusting screw. During initial start-up, the flow setting should be at least 50% of the maximum pump flow. SV-20 – 1/4 turn (90°) clockwise will reduce the flow

			   Pumps, Adjustable

		

	

	
				
					

		
			REF ANODECATHODE - Diodes Incorporated

			www.diodes.com
			The AZ431-A is a three-terminal adjustable shunt regulator with guaranteed thermal stability over a full operation range. It features sharp turn-on characteristics, low temperature coefficient and low output impedance, which make it ideal substitute for Zener diode in applications such as switching power supply, charger and other ...

			   Terminal, Adjustable, Terminal adjustable

		

	


                
                
	
				
					

		
			Schneider Electric Altivar 32 Programming Manual

			stevenengineering.com
			for Selection, Installation and Operation of Adjustable-Speed Drive Systems.” DANGER HAZARD OF ELECTRIC SHOCK, EXPLOSION OR ARC FLASH • Read and understand this manual before installing or operating the Altivar 32 drive. Installation, adjustment, repair, and maintenance must be performed by qualified personnel.

			   Electric, Drive, Speed, Adjustable, Schneider, Travail, Speed drive, Schneider electric altivar 32

		

	

	
				
					

		
			UNIT 3 PRESS AND PRESS TOOLS Press and Press Tools

			www.ignou.ac.in
			Adjustable Bed Type Press It is also called column and knee type press because it has a knee type bed supported on its column shaped frame. Its bed (knee) can be adjusted at any desirable height by moving it vertically up or down with the help of power screws. In this structure there is slight lack of rigidity as compared to other structures.

			   Srep, Adjustable, Adjustable bed

		

	

	
				
					

		
			Voltage Regulators (Design and Building)

			eecs.oregonstate.edu
			, two-transistor voltage regulator, variable voltage supply, Darlington pair usage, positive adjustable voltage regulator, negative voltage regulator, and over-current protection . Finally, the circuit design is tested after Part Eight is

			   Regulators, Adjustable

		

	

	
				
					

		
			How to Prevent Musculoskeletal Disorders

			www.cdc.gov
			– Equipment such as adjustable beds, raised toilet seats, shower chairs, and grab bars are also helpful for reducing risk factors for musculoskeletal injuries. These types of equipment can allow the client to help during transfer. How to Prevent Musculoskeletal Disorders

			   Disorders, Prevent, Adjustable, Musculoskeletal, How to prevent musculoskeletal disorders

		

	

	
				
					

		
			LM2576 - 3.0 A, 15 V, Step-Down Switching Regulator

			www.onsemi.com
			• On−Card Switching Regulators • Positive to Negative Converter ... (shown as terminal 6 in case outline drawing) is connected to Pin 3 1 5 ... Vin = 12 V for the 3.3 V, 5.0 V, and Adjustable version, Vin = 25 V for the 12 V version, and Vin = 30 V for the 15 V version. ILoad = 500 mA.

			   Terminal, Regulators, Adjustable, Negative

		

	


                
                
	
				
					

		
			FITTINGSTUBE High-Flow, Manual Gas Pressure Regulators

			www.swagelok.com
			Gas Pressure Regulators HF Series Compact size with flow rates up to 200 std L/min Maximum inlet pressures up to 500 psig (34.4 bar) Manually adjustable outlet pressure up to 150 psig (10.3 bar) 316L VIM-VAR stainless steel body for ultrahigh-purity applications

			   Manual, Pressure, Flows, Regulators, Adjustable, Manual gas pressure regulators

		

	

	
				
					

		
			1A LOW DROPOUT ADJUSTABLE AND FIXED ... - Diodes …

			www.diodes.com
			PSRR Power Supply Rejection Ratio (Note 8) f = 1KHz, I OUT = 100mA 60 65 dB f = 10KHz, I OUT = 100mA 45 t ST Start-Up Time V OUT = 3V, C OUT 200= 1µF, R L = 30Ω µs û7 A VOUT û9287 Output Voltage Temperature Coefficient I OUT = 100mA, -40 °C≤ T A ≤ +85 ±130 ppm/°C T SHDN Thermal Shutdown Threshold 150 °C T

			   Power, Supply, Dropout, Ratios, Fixed, Adjustable, Rejection, Rsrp, Power supply rejection ratio psrr, Low dropout adjustable and fixed

		

	

	
				
					

		
			Technical catalog ABB SACE molded case circuit breakers

			library.e.abb.com
			range which covers continuous current ratings between 15 A and 2500 A and interrupting ratings, at 480 V AC, which can reach 100 kA. The ranges available are as follows: – circuit breakers for power distribution (fitted with thermomag-netic or electronic trip units starting from 100 A) – circuit breakers with adjustable magnetic only trip ...

			   Distribution, Power, Current, Adjustable, Power distribution

		

	

	
				
					

		
			The new generation Scania

			www.scania.com
			There is also an adjustable version, where the angle can be adapted either by manual or electrical operation. Side air deflector Fitted at the rear of the cab, the side air deflectors are available in 12, 45 or 53 cm. Side skirts The side skirts improve both aerodyna-mics and fuel consumption. They also function as a complement to the under-

			   Adjustable

		

	

	
				
					

		
			SX 3000 SERIES - Crown Equipment Corporation

			www.crown.com
			3 Power Electric 4 Operator Type Walkie 5 Load Capacity Max lb kg 3000 1361 6 Load Center in mm 24 600 ... 30 Width Across Forks Adjustable Min/Max in mm 10-30.93 253.6-785.6 31 Headlength* in mm 34.02* 869* ... 40 Travel Speed w/wo Load mph km/h 3.42/3.73 5.5/6.0

			   Electric, Speed, Corporation, Equipment, Adjustable, Crown, Crown equipment corporation

		

	


                
                
	
				
					

		
			Distance Sensors, 8018546 - SICK

			cdn.sick.com
			Adjustable analog output (mA/V) and push-pull switching output with IO-Link • Precise measurement regardless of color or surface • Versatile mounting possibilities • • Stand-alone use or in combination with the OD Mini evalu-ation unit • status • Different interfaces available • Simple teach-in using display or external teaching input

			   Adjustable

		

	

	
				
					

		
			DATASHEET SEARCH SITE | WWW.ALLDATASHEET

			atta.szlcsc.com
			The series of regulators are monolithic integrated circuits that provide all the active functions for a step-down (buck) switching regulator, capable of driving 3A load with excellent line and load regulation. These devices are available in fixed output voltages of 3.3V, 5V, 12V, 15V, and an adjustable output versions.

			   Integrated, Regulators, Adjustable

		

	

	
				
					

		
			ADJUSTABLE BED FRAME OWNER’S MANUAL

			www.logicdata.net
			The Adjustable Bed Frame is an electrically controlled Bed Frame. Its sole intended use is de-scribed in this documentation. The Adjustable Bed Frame is designed for indoor use and house - hold use only. Outdoor use is forbidden. The Bed Frame is operated by a Remote Control. HOSPITAL / MEDICAL DISCLAIMER

			   Adjustable, Adjustable bed

		

	

	
				
					

		
			Adjustable Speed Drive Part-Load Efficiency - Energy

			www.energy.gov
			torque loads include cranes, hoists, conveyors, extruders, mixers, positive displacement pumps, reciprocating air compressors, and rotary screw air compressors. Determining Energy Savings To establish the energy savings that are possible when a VFD is applied to a variable or

			   Drive, Compressor, Efficiency, Part, Speed, Load, Positive, Displacement, Adjustable, Positive displacement, Adjustable speed drive part load efficiency
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