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			TECHNICAL DATA SHEET ISSUED BY TIMBER QUEENSLAND ...

			www.qbcc.qld.gov.au
			For lower decks or those on the ground, framing timber should be In-ground Durability Class 1 (sapwood treated to H5) or H5 preservative treated softwood. Decking boards should be Above Ground Durability Class 1 (sapwood treated to H3), or H3 preservative treated softwood. Commonly available timber suitable for this purpose include -

			   Timber, Treated

		

	

	
				
					

		
			DISINFECTION OF TREATED WASTEWATER

			www.epa.vic.gov.au
			iii Reclaimed water Water that has been derived from sewerage systems or industry processes and treated to a standard that is appropriate for its intended use. Residual A chemical used or produced during the disinfection process , which is present at the completion of that process. Reuse The utilisation of appropriately treated reclaimed water for some further

			   Wastewater, Disinfection, Treated, Disinfection of treated wastewater

		

	

	
				
					

		
			METHOD OF TEST FOR RELATIVE COMPACTION OF …

			dot.ca.gov
			1. For all treated and untreated soils and aggregates, except Class A Cement Treated Base (CTB), obtain equal representative portions of material from each nuclear test site within the tested area and thoroughly mix together to form a composite sample …

			   Base, Treated, Cement, Cement treated base

		

	


                
                
	
				
					

		
			TABLE #2 JOIST LENGTH TREATED LUMBER T A C N G

			www.franklinwi.gov
			table #2 joist length treated lumber 6' 7' 8' 9' 10' 11' 12' 13' 14' 15' 16' 4' joist size 2x6 24"oc 2x6 16"oc 2x8 24"oc 2x6 16"oc 2x8 24"oc 2x8 16"oc 2x10 24"oc

			   Table, Treated, Rumble, Length, Joists, 2 joist length treated lumber

		

	

	
				
					

		
			Standard Speciﬁcation for Carbon Structural Steel1

			dickeysteel.com
			A 307 Speciﬁcation for Carbon Steel Bolts and Studs, 60 000 psi Tensile Strength A 325 Speciﬁcation for Structural Bolts, Steel, Heat Treated, 120/105 ksi Minimum Tensile Strength A 325M Speciﬁcation for Structural Bolts, Steel, Heat Treated 830 MPa Minimum Tensile Strength [Metric] A 500 Speciﬁcation for Cold-Formed Welded and Seamless

			   Standards, Heat, Structural, Bolt, Carbon, Dust, Treated, Speciﬁcation, Heat treated, Standard speciﬁcation for carbon structural steel1, Steel1

		

	

	
				
					

		
			Timber Roof Trusses - TAFE NSW

			nsfsakai.nthsydney.tafensw.edu.au
			provided suitable Class 1 or 2 timbers, or treated timbers, are used where the trusses are exposed to moist conditions. Fig. 12 Ground floor system Cantilevers may also be built into the main length of the truss for balconies, however unless the timber is treated it may not be used in an externally exposed position.

			   Timber, Treated

		

	


                
                
	
				
					

		
			Residential Deck Construction Guide

			www.collingwood.ca
			1. Lumber shall be preservative-treated, southern pine fir, grade #2 or better. 2. Lumber in contact with the ground shall be rated as “ground-contact.” Not all treated lumber is rated for ground contact. 3. Concrete in footings shall have a minimum compressive strength of 3,000 PSI. 4. Nails shall be threaded, ring-shanked or annular grooved.

			   Treated, Rumble, Treated lumber

		

	

	
				
					

		
			Consent and consultation form for patients treated with ...

			www.cosmetech.co.uk
			Consent and consultation form for patients treated with BOTOX® (Botulinum Toxin Type A) Name: Address: ... can occur despite previous injections being well tolerated. Caution should be ... sometimes resulting in death. BOTOX should only be used with extreme caution and under close supervision in patients with subclinical or clinical evidence ...

			   Patients, Under, Consent, Begin, Treated, For patients treated

		

	

	
				
					

		
			Staining and Sealing Treated Lumber

			images.thdstatic.com
			Maintenance Although ProWood pressure-treated lumber is protected against rot (fungal decay) and termites, periodic maintenance must be performed to …

			   Treated, Rumble, Treated lumber

		

	


                
                
	
				
					

		
			Energy Data Management Manual for the Wastewater …

			www.energy.gov
			wastewater treatment sector, energy intensity metrics are often represented as energy consumed per pound of biological oxygen demand removed or energy consumed per volume of water treated. Energy management system: An integrated set of policies and procedures that allows facilities to systematically track, analyze, and improve energy efficiency.

			   Wastewater, Treated

		

	

	
				
					

		
			9. Consent for patients being treated under the Mental ...

			www.health.nsw.gov.au
			treatment require additional consent processes, such as surgical treatment and electro-convulsive therapy (ECT). Where a patient is a voluntary mental health patient, the patient’s consent must be obtained for any treatment. If the patient lacks capacity, consent can be given in accordance with the Guardianship Act. This

			   Patients, Under, Consent, Begin, Electro, Treated, Electro convulsive, Convulsive, Consent for patients being treated under the

		

	

	
				
					

		
			Instructions for Form 1120-IC-DISC (Rev. December 2021)

			www.irs.gov
			The IC-DISC election is made by filing Form 4876-A, Election To Be Treated as an Interest Charge DISC. Generally, an IC-DISC is not taxed on its income. Shareholders of an IC-DISC are taxed on its income when the income is actually (or deemed) distributed. In addition, section 995(f) imposes an interest charge on shareholders for their

			   Form, 2011, Instructions, Interest, Charges, Disc, Treated, Interest charges, Treated as an interest charge disc, Instructions for form 1120 ic

		

	

	
				
					

		
			Lime Treated Soil Construction Manual | Lime Stabilization ...

			www.graymont.com
			construction; and to condition the soil (make it workable) for further stabilization with Portland cement or asphalt. Generally, between 1 and 4 percent lime will dry a wet site sufficiently to allow construction activities to proceed. Second, lime treatment can significantly improve soil workability and short-term strength to

			   Treated, Cement, Portland, Portland cement

		

	

	
				
					

		
			INCONEL alloy 601 - Web - June 2008

			www.specialmetals.com
			values, the strength level exhibited by the alloy varies with the form and condition of the material. The optimum condition for alloy 601 depends on the type of application and the service temperature involved. In general, the solution-treated condition is used for rupture-limited applications (temperatures of about 1000°F (540°C) and higher).

			   Treated, Alloys, Inconel, Inconel alloy 601

		

	

	
				
					

		
			CHAPTER 4. HOSPITAL HELIPORTS

			www.faa.gov
			illustrated in Figure 4-3. The landing position should have a minimum length of 1.0 times the RD of the design helicopter ... area (Paragraph 806b). Portland Cement Concrete (PCC) is recommended for ground-level facilities. ... the FATO should be treated to prevent loose stones and any other flying debris caused by rotorwash.

			   Chapter, Hospital, Chapter 4, Treated, Cement, Hospital heliports, Heliports, Portland, Portland cement

		

	


                
                
	
				
					

		
			CICA & CANZ Guidance Note Crane Stability and Ground …

			www.cranes.org.nz
			professional advice, and should not be treated as an exhaustive statement on the subject. The Crane Industry Council of Australia (CICA) and the Crane Association of New Zealand (CANZ) accept no responsibility for the accuracy, completeness or ... = smallest pressure imposed on this outrigger for this lifting configuration ...

			   Pressure, Treated

		

	

	
				
					

		
			Fairfax County Typical Deck Details

			www.fairfaxcounty.gov
			Not all treated lumber is rated for ground contact. 3. Concrete in footings shall have a minimum ... joist span length does not include overhangs. • The joists’ design is based on spacing, size and span length. Use TABLE 2 to determine joist size and the corresponding maximum allowable overhang. Note: the overhang dimension shall never ...

			   Table, Treated, Rumble, Length, Table 2, Joists, Treated lumber

		

	

	
				
					

		
			INTERIM PAVEMENT DESIGN PROCEDURE - NCDOT

			connect.ncdot.gov
			Cement Treated Base Course (CTBC) 0.23 Cracked and Seated Concrete 0.28* Rubblized Concrete 0.28* Full Depth Reclaimed Asphalt 0.20* (for layer) 200 mm (8") Lime Stabilized Subgrade 1.0 -or- 175 mm (7") Cement Stabilized Subgrade 1.0

			   Treated, Cement, Cement treated

		

	

	
				
					

		
			CONNECTIONS IN TIMBER STRUCTURES - FIT

			staff.fit.ac.cy
			horizontal timber member is connected to a vertical timber or steel member. If the connectors prevent shrinkage, splitting of the timber may occur. This type of splitting often occurs when treated timber, which generally still has a high moisture content, is bolted to uprights. Figure 1 shows how the timber may split when movement is prevented.

			   Timber, Treated, Treated timber

		

	

	
				
					

		
			New York State Conﬁdentiality Law and HIV: Public …

			www.health.ny.gov
			•Been treated for HIV/AIDS-related illness. Public Health Law, Article 27-F: •Requires that every individual age thirteen and older be oﬀered an HIV test at least once as part of routine health care; •Requires that, with some exceptions, information about a person’s HIV status can only be disclosed (shared with others) if the person

			   York, States, Public, Treated, New york state conﬁdentiality law and hiv, Conﬁdentiality

		

	


                
                
	
				
					

		
			ELECTRONIC FEDERAL TAX PAYMENT SYSTEM PAYMENT …

			fiscal.treasury.gov
			Nonexempt Charitable Trust Treated as a Private Foundation Exempt Organization Business Income Tax Return ... Interest Charge Domestic International Sales Corporation Return ... 1120-DISC 2290 2438 60691 60697 80381 80387 82881 82887 84041 84047 86121 86127 86122 86971 86977 87257 87252 87521 87527 88041

			   International, Seal, Domestic, Interest, Charges, Corporation, Disc, Treated, Interest charge domestic international sales corporation

		

	

	
				
					

		
			Owner's Manual & Assembly Instructions - Lowe's

			pdf.lowes.com
			If you decide to build your own base, be sure to select the appropriate materials. These are the recommended materials for your base: 2 x 4's (38 mm x 89 mm) Pressure Treated Lumber 5/8" (15,5 mm) 4 x 8 (1220 mm x 2440 mm) Plywood-exterior grade 10 & 4 penny Galvanized Nails Concrete Blocks (optional)

			   Base, Instructions, Treated

		

	

	
				
					

		
			Mailing address ( ) - Government of New York

			www.tax.ny.gov
			to be Treated As a New York S Corporation Employer identification number This election is to be effective for the tax year beginning (retroactive elections: see instr.) The federal election to treat the corporation as an S corporation is effective for the tax year beginning

			   York, Government, Treated, Government of new york

		

	

	
				
					

		
			WASTEWATER TREATMENT TECHNOLOGIES – A BASIC …

			www.pseau.org
			treated sewage flows into? 9 9 WASTEWATER TREATMENT TECHNOLOGIES – A BASIC GUIDE 3. Preliminary Treatment 3.1 Screening Materials such as rags, plastic and foreign materials can significantly interfere with the treatment processes or damage the plant equipment if not removed. These

			   Guide, Basics, Wastewater, Treatment, Technologies, Treated, Wastewater treatment technologies a basic guide, Wastewater treatment technologies a basic

		

	

	
				
					

		
			C1: Portland Cement Based Concrete Products

			www.quikrete.com
			Interaction of Portland cement with water or sweat releases a caustic solution which produces the burns or irritation. Any extended exposure should be treated as though a burn has occurred until determined otherwise. Skin contact with Portland cement can also cause inflammation of the skin, referred to as dermatitis.

			   Based, Product, Concrete, Treated, Cement, Portland, Portland cement, Portland cement based concrete products

		

	


                
                
	
				
					

		
			PUBLICATIONS LIST

			www.lfpdc.lsu.edu
			Dec 07, 2011 · #26 Interaction of Shear and Tension-Perpendicular to Grain in Southern Pine Dimension Lumber. Zheng, Gopu ... #68 Attitudes and Awareness about Treated Wood Products: The U.S. South Homeowner Perspective. Gaston, Vlosky, Shupe, ... Effects of Elevated and High-Temperature Schedules on Warp in Southern Yellow Pine Lumber. Wu, Smith ...

			   Southern, Yellow, Treated, Pine, Southern pine, Southern yellow pine

		

	

	
				
					

		
			A Mathematical Theory of Communication

			people.math.harvard.edu
			pickup tube plate; (d) Two or more functions of time, say f (t), g t , h t — this is the case in “three- ... signal are both treated as continuous functions, e.g., radio or television. A mixed system is one in which both discrete and continuous variables appear, e.g., PCM transmission of speech. ...

			   Plate, Treated

		

	

	
				
					

		
			Briefing: Mental Health Act 2007 - Simon Lawton-Smith ...

			www.kingsfund.org.uk
			The chief purpose of SCT is to allow non-compliant patients living in the community to be treated without their consent at an early stage of relapse, rather than to wait until they become severely ill again and have to be readmitted to hospital under the Act (the ‘revolving door’ syndrome). SCT replaces the power of aftercare under supervision.

			   Patients, Under, Consent, Treated

		

	

	
				
					

		
			2020 PRODUCT CATALOG - American Timber and Steel

			www.americantimberandsteel.com
			and treated with an environmentally friendly preservative. Made to appear rustic, our 5 Star Split Rail Fencing is the simplest to install. Just set the posts at approximately 10’ 4” spacing and the tapered ends on the rails makes it easy to slip the rails …

			   Timber, Treated

		

	

	
				
					

		
			Concrete Pavement Construction Basics - Iowa

			publications.iowa.gov
			cement- or asphalt-treated, that is placed on the sub-base to provide a stable platform for the concrete pavement slab. Grading First the site is graded to cut high points and fill low areas to the desired roadway profile elevations. Generally, cut material can be …

			   Treated, Cement

		

	


                
                
	
				
					

		
			A HOMEOWNER’S GUIDE TO ON-SITE SEWAGE …

			dph.georgia.gov
			The wastewater effluent coming out of the septic tank may contain disease causing microorganisms and pollutants. The soil acts as a natural filter and treats the wastewater effluent through physical, biological and chemical processes. Harmful bacteria, viruses, and pollutants are treated as the wastewater effluent

			   Wastewater, Treated

		

	

	
				
					

		
			Ladder Safety Rules - OSHA.

			www.msdssafety.com
			• Wood ladders, which are to be used outside, should be treated to prevent weather damage. A clear finish or transparent penetrating preservative should be used. Linseed oil is a good treatment for a wood ladder, although it does add some ... chemicals, it should be discarded.

			   Woods, Treated, Discarded

		

	

	
				
					

		
			The Essential Guide to Timber Cladding

			www.brookridgetimber.co.uk
			Treated Timber Use Classes Our cladding timbers offer a choice of softwood, hardwood and modified wood 23 Timber Treatment Process 23 Timber is a natural material - warm and comforting. The only truly renewable construction material it is strong, lightweight and easy to handle. It also has

			   Timber, Treated, Treated timber

		

	

	
				
					

		
			Timber decks - BRANZ Build

			www.buildmagazine.org.nz
			2 — Build — Timber decks Sizes available: 100 x 25mm 100 x 40mm 150 x 40mm Griptread or smooth planer finish Available at your nearest Carters store www.claymark.com Claymark Premium decking is manufactured using the specifically milled Radiata Pine timber that is treated to H3.2. Our decking is of an extremely high grade and has a superb ...

			   Timber, Treated

		

	

	
				
					

		
			Soil Cement Stabilization - Institute for Transportation

			intrans.iastate.edu
			• Cement Treated Base (CTB) : Fully bound engineered mixture of soil/aggregate, water and sufficient Portland cement to meet the project specified minimum durability and strength requirements. CTB can be mixed-in-place using on -site soils or mixed in a central plant

			   Treated, Cement, Portland, Portland cement, Cement treated

		

	


                
                
	
				
					

		
			Schluter -Shower System Installation Handbook 2021

			images.thdstatic.com
			Portland cement mortar bed • Base can be built for custom shower, fits any shape • Especially suited for off-set drain placement ... All penetrations must be treated with KERDI-SEAL-PS/-MV seals, KERDI-FIX or suitable sealant. When using the stainless steel KERDI-DRAIN bonding flange, use KERDI-FIX to bond KERDI to the drain.

			   System, Installation, Handbook, 2012, Shower, Treated, Cement, Portland, Portland cement, Shower system installation handbook 2021

		

	

	
				
					

		
			API Specification 20E

			mycommittees.api.org
			Alloy and Carbon Steel Bolting for Use in the Petroleum and Natural Gas Industries ... machined studs; machined bolts, screws and nuts; ... to be done to confirm quality of heat treated condition and insure freedom from heavily banded microstructure. Banding has been implicated in …

			   Heat, Bolt, Dust, Treated, Alloys, Nuts, Heat treated

		

	

	
				
					

		
			WOOD PRODUCT MARKINGS - USDA

			www.nrcs.usda.gov
			Southern Pine Inspection Bureau has both. grade and treatment criteria, and ... or other markings to indicate southern yellow pine. It is the only species graded by this association. EFH Notice 210-WI-106 May 2004 ; 17-WI-55 Exhibit 2 . EXAMPLE TREATMENT MARKINGS . Pressure Treated Lumber . ACQ-D .40 . Ground Contact . PP or SYP . 1984-1986 ...

			   Product, Pressure, Grade, Woods, Southern, Marking, Yellow, Usda, Treated, Pine, Southern pine, Southern yellow pine, Pressure treated, Wood product markings

		

	

	
				
					

		
			Girls versus Boys in the Juvenile Justice System

			www.njjn.org
			the fact that offending girls once treated with kid gloves by the justice system are now ... may impact boys and girls differently. Although exposure to the same types of risk ... female offenders on a pathway to continued justice system involvement and long-term

			   System, Justice, Offender, Juvenile, Treated, Boys, Female, Differently, Boys in the juvenile justice system, Female offenders

		

	

	
				
					

		
			Techincal Note: Fire-Retardant-Treated (FRT) Plywood

			inspectapedia.com
			index, and reduces its fire-hazard classification. When it is identified as such by a code-recognized testing agency ... The required treating standards and locations within the building codes where the standards are referenced, as well ... Commodity Specification H, as published by American Wood Protection Association (AWPA).

			   Standards, Classification, Fire, Commodity, Plywood, Treated, Retardant, Fire retardant treated

		

	


                
                
	
				
					

		
			Part 3 Examples of Food Processing Wastewater Treatment

			www.env.go.jp
			wastewater fluctuates in characteristics and volume. Starch making factories in Hokkaido and sake breweries produce for a specified period of the year and only generate wastewater then. Almost all the wastewater in food processing factories is treated using a …

			   Wastewater, Treated

		

	

	
				
					

		
			Home Probation and Parole Officers and Discretionary ...

			www.uscourts.gov
			Infractions or perceived infractions may be perceived differently among various prison staff and disciplinary measures for similar infractions may be treated differently, even within the same institution (Poole & Regoli, 1980; Tischler & Marquart, 1989). Once released from jails or prisons, most offenders report to probation or parole officers ...

			   Offender, Treated, Differently, Treated differently

		

	

	
				
					

		
			Good manufacturing practices: water for pharmaceutical use

			www.who.int
			28 recommended by the World Health Organization in preference to others of a similar nature that are not mentioned. Errors ... storage and distribution of treated water used 105 in pharmaceutical applications. It excludes the production, storage and usage of water in ... high specific heat, cohesion, adhesion and density.

			   Health, Applications, Good, Practices, Pharmaceutical, World health organization, World, Organization, Manufacturing, Water, Heat, Recommended, Treated, Good manufacturing practice, Water for pharmaceutical use

		

	

	
				
					

		
			FACT SHEET - dot.state.pa.us

			www.dot.state.pa.us
			the surviving spouse will be treated as a tenant in common - unless the divorce decree provided otherwise). ... A transfer fee is required to transfer the decedent’s valid registration plate. A registration plate is transferable only to the spouse, parents, children, children-in-law, parents-in-law, step-children, or

			   States, Plate, Treated

		

	

	
				
					

		
			TREATED LAMINATED VENEER LUMBER

			pacificwoodtech.com
			Feb 17, 2021 · PWT Treated LVL 2.0 850 2.0 650 LP SolidGuard LSL 1.35 750 1.35 685 TJ StrandGuard / TimberStrand LSL 1.3 710 1.3 670 #2 DF (treated-incised) 1.5 625 1.5 625 #2 SYP (treated) 1.4 565 1.4 565 #2 Hem-Fir (treated incised) 1.2 405 1.2 405 SIZES AVAILABLE 1½ x 3½ 1½ x 5½ 1½ x 7¼ 1½ x 9¼ 1½ x 11¼ PWT Treated LVL Stair Stringers

			   Treated, Rumble
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