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	Example: tourism industry
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	Search results with tag "Crushed stone"

		
	
				
					

		
			Department of Transportation Weighted Average Unit Prices ...

			www.nh.gov
			304.35 crushed gravel for drives cy 2885 $39.07 a 4 $95.00 $34.00 50 $38.50 b 2 $45.00 $32.00 304.399 temporary crushed gravel cy 150 $84.75 a 2 $107.00 $62.50 304.4 crushed stone (fine gradation) (f) cy 7506 $42.00 a 1 $42.00 $42.00 304.401 crushed stone (fine gradation) cy 620 $55.00 b 2 $65.00 $45.00

			   Stones, Crushed, Gravel, Crushed stone, Crushed gravel

		

	

	
				
					

		
			§501 Section 500 PORTLAND CEMENT CONCRETE

			www.dot.ny.gov
			a. Concrete Sand. Use only sand meeting the requirements of §703-07, Concrete Sand. b. Coarse Aggregate. Use only crushed stone, crushed gravel, or crushed slag meeting the requirements of §703-02, Coarse Aggregates in either one or a combination of size designations specified in Table 703-4, Sizes of Stone, Gravel, and Slag and graded according

			   Section, Concrete, Sand, Cement, Stones, Crushed, Gravel, Portland, Crushed stone, Section 500 portland cement concrete, Crushed gravel

		

	

	
				
					

		
			Table 3602/1 CRUSHED STONE BASE AND SUBBASE: …

			steynwilson.co.za
			Table 3602/1 CRUSHED STONE BASE AND SUBBASE: MATERIAL REQUIREMENTS Material TYPE OF MATERIAL Characteristic G1 G2 G3 Parent Sound rock from an approved Sound rock, boulders Sound rock, boulders or Material quarry, or clean, sound mine or coarse gravel coarse gravel rock from mine dumps, or clean sound boulders

			   Requirements, Base, Material, Stones, Crushed, Crushed stone, Material requirement, Subbase, Crushed stone base and subbase

		

	


                
                
	
				
					

		
			mcs2020.pdf - Mineral Commodity Summaries 2020

			pubs.usgs.gov
			production (construction sand and gravel and crushed stone). Crushed stone was the leading nonfuel mineral commodity in 2019 accounting for 22% of the total value of U.S. nonfuel mineral production. Increased construction activity resulted in increased prices and production of some industrial minerals.

			   Commodity, Stones, Crushed, Crushed stone

		

	

	
				
					

		
			32 11 23 - Aggregate Base Course - Bay Area Rapid Transit

			webapps.bart.gov
			a. Class 1 aggregate base shall consist of crushed stone or gravel, free from vegetable matter and other deleterious substances. Aggregate shall consist of material of which 90 percent by weight shall be crushed particles. Composition of aggregate base, in percentages by weight, shall conform to one of the following gradings,

			   Stones, Crushed, Crushed stone

		

	

	
				
					

		
			Status of AASHTO Materials Standards and Test Methods ...

			downloads.transportation.org
			Crushed Stone for Waterbound Base Course 1924 Discontinued 1938 M 3 Broken Slag for Waterbound ... M 6a Mortar Sand Mortar Sand 1924 Renumbered 1935 Renumbered as M 45 M 7 Broken Stone for Portland ... Gravel for Portland Cement Concrete Pavements or Bases, Highway Bridges and

			   Sand, Stones, Crushed, Gravel, Crushed stone

		

	


                
                
	
				
					

		
			SCHEDULE OF MINIMUM TEST REQUIREMENTS GOVERNING …

			www.gppb.gov.ph
			For crushed Gravel or Crushed Stone, 1500 cu.m. or fraction thereof: 1-F, Fractured face Item 301 - Bituminous Prime Coat Quantity: 1 to 2 L/sq.m. 1-Q, quality Test for every 40 t or 200 dru ms Item 302 - Bituminous Tack Coat Quantity: 0.2 to 0.7 …

			   Stones, Crushed, Crushed stone

		

	

	
				
					

		
			Natural Resources - SCDHEC

			scdhec.gov
			crushed stone used in construction or dimension stone used in monuments – including the World War II Memorial in Washington, D.C. South Carolina is the nation’s leading producer of vermiculite, which is used for insulation and as a medium for planting. In addition, there is a limited amount of gold mining in the state.

			   Resource, Natural, Stones, Crushed, Natural resources, Crushed stone

		

	

	
				
					

		
			Gravity Sewer Minimum Design Criteria

			files.nc.gov
			a. Bedding Classes A, B, C or crushed stone as described in ASTM C 12 shall be used and carefully compacted for all rigid pipe provided the proper strength pipe is used with the specified bedding to support the anticipated load, based on the type soil encountered and potential ground water conditions. b.

			   Stones, Crushed, Crushed stone

		

	


                
                
	
				
					

		
			HOT MIX ASPHALT PAVEMENT DESIGN GUIDE

			mdasphalt.org
			principal types being crushed stone,sand,gravel,bank run gravel,roofing shingles and recycled asphalt pavement. Economics require the use of locally available aggregates. The most widely used hot mix asphalt specifications in Maryland are those contained in the State Highway Administration Standard Specifications for Construction

			   Guide, Design, Pavement, Asphalt, Stones, Crushed, Crushed stone, Hot mix asphalt pavement design guide

		

	

	
				
					

		
			STANDARD SEWER AND WATER MAIN SPECIFICATIONS

			www.nyc.gov
			40.12 Crushed Stone Bedding For Sewers IV-33 40.13 Prices To Cover IV-34 DIVISION V CLASSIFIED SECTIONS OF SEWER WORK Section 50.11 Reinforced Concrete Sewers V-3 50.21 Precast Reinforced Concrete Pipe Sewers V-9 50.31 Vitrified Pipe Sewers V-13 50.41 Ductile Iron Pipe Sewers V-17 50.51 Cast Iron Pipe Sewers V-22

			   Cover, Stones, Crushed, Crushed stone

		

	

	
				
					

		
			Aggregates for Concrete

			www.ce.memphis.edu
			aggregates—sand, gravel, crushed stone, and air-cooled blast-furnace slag—produce freshly mixed normal-weight concrete with a density (unit weight) of 2200 to 2400 kg/m. 3 (140 to 150 lb/ft. 3). Aggregates of expanded shale, clay, slate, and slag (Fig. 5-3) are used to produce struc-tural lightweight concrete with a freshly mixed density

			   Sand, Stones, Crushed, Gravel, Crushed stone

		

	

	
				
					

		
			Crushed Stone & Gravel Description & Uses (New York …

			www.nesl.com
			Crushed Stone & Gravel Description & Uses (New York locations) size size 2" crushed concrete x dust 2" Subbase for concrete & asphalt driveways, etc. Gravel, 1-1/2" crusher run x dust 1-1/2" Use for unpaved driveways, walkways, etc. Gravel, 2" screened gravel x dust 2" Screened gravel subbase for concrete & asphalt driveways, etc.

			   Stones, Crushed, Crushed stone

		

	

	
				
					

		
			crushed stone, cover with a - QUIKRETE

			quikrete.com
			Desert Slab Construction This type of foundation is constructed the same ... crushed stone, cover with a 3. ... for small structures built with a crawl space design.

			   With, Foundations, Design, Construction, Cover, Stones, Crushed, Crushed stone, Cover with a
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Crushed gravel, Crushed Stone, Section 500 PORTLAND CEMENT CONCRETE, Sand, Crushed, Stone, Gravel, CRUSHED STONE BASE AND SUBBASE: MATERIAL REQUIREMENTS, Commodity, Natural Resources, HOT MIX ASPHALT PAVEMENT DESIGN GUIDE, Cover, Crushed stone, cover with a, Construction, Foundation, Design
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