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			IRFL4315 SMPS MOSFET - Infineon Technologies

			www.irf.com
			www.irf.com 1 06/14/02 IRFL4315 SMPS MOSFET HEXFET® Power MOSFET High frequency DC-DC converters Benefits Applications Low Gate to Drain Charge to Reduce Switching Losses

			   Mosfets, Smps, Irfl4315 smps mosfet, Irfl4315

		

	

	
				
					

		
			FS6500-FS4500SDS-ASILB, Safety power system basis chip ...

			www.nxp.com
			• Highly flexible SMPS pre-regulator, allowing two topologies: non-inverting buck-boost and standard buck • Family of devices to supply MCU core from 1.0 V to 5.0 V, with SMPS (0.8 A, 1.5 A or 2.2 A) or LDO (0.5 A) • Linear voltage regulator dedicated to auxiliary functions, or to sensor supply (VCCA tracker or independent), 5.0 V, or 3.3 V

			   Power, Supply, Smps, Topologies

		

	

	
				
					

		
			Totem-pole PFC reference design with SiC technology

			www.st.com
			• PFC - SMPS for Industrial, Telecom & Class-D Audio Amplifiers • Traction inverters in HEV and BEV • Motor drives • DC-DC converters Key Features Typical Applications Part Number V DS [V] R DS(on) Typ @ 25 ºC [Ω] Id [A] Package HiP247 HiP247-LL HiP247-4LL H2PAK-7L Tj max= 200°C Tj max= 175°C 650 Gen2 (Vgs=18V) series SCTW90N65G2V ...

			   Part, Smps

		

	


                
                
	
				
					

		
			AN149 Modeling and Loop Compensation Design of …

			www.analog.com
			PoWer StAge A switching mode power supply (SMPS), such as the buck step-down converter in Figure 4, usually has two operating modes, depending on the on/off state of its main control switch. Therefore, the supply is a time-variant, nonlinear system. To analyze and design the compensation with conventional linear control methods, an averaged, small

			   Dome, Power, Supply, Smps, Mode power supply

		

	

	
				
					

		
			NCP4306 - Secondary Side Synchronous Rectification Driver ...

			www.onsemi.com
			SMPS Topologies NCP4306 The NCP4306 is high performance driver tailored to control a synchronous rectification MOSFET in switch mode power supplies. Thanks to its high performance drivers and versatility, it can be used in various topologies such as DCM or CCM flyback, quasi resonant flyback, forward and half bridge resonant LLC.

			   Supplies, Switch, Dome, Power, Smps, Topologies, Switch mode power supplies, Smps topologies

		

	

	
				
					

		
			AN-2162Simple Success With Conducted EMI From DC- DC ...

			www.ti.com
			the application of switch-mode power supplies (SMPS). In switching power supplies, EMI noise is unavoidable due to the switching actions of the semiconductor devices and resulting discontinuous ... Note that the fundamental switching frequency and …

			   Notes, Supplies, Applications, Switch, Dome, Power, Smps, Switch mode power supplies

		

	


                
                
	
				
					

		
			Switch Mode Power Supply (SMPS) Topologies

			ww1.microchip.com
			AN1114 DS01114A -page 4 © 2007 Microchip Technology Inc. CURRENT MODE CONTROL While designing a buck converter, there is always a trade-off between the inductor and ...

			   Switch, Dome, Power, Supply, Current, Smps, Topologies, Switch mode power supply

		

	

	
				
					

		
			Module 3.0 Introduction to Switched Mode Power Supplies.

			www.learnabout-electronics.org
			Introduction to Switched Mode Power Supplies. SMPS circuits are considerably more complex than the linear stabilised power supplies described in Power Supplies Module 2. The main advantage of this added complexity is that switched mode operation gives stabilised designs that can deliver more power for a given size, cost and weight of power unit.

			   Supplies, Dome, Power, Switched, Smps, Switched mode power supplies

		

	

	
				
					

		
			High Voltage Power MOS Introduction - …

			www.unisonic.com.tw
			UTC Semiconductor Professional Design Support. Service. Solution. Page 4. A/D SMPS Design High Voltage Power MOS FET Application Single-End Fly …

			   Introduction, Smps

		

	


                
                
	
				
					

		
			NCV7471 - System Basis Chip with a High-Speed CAN

			www.onsemi.com
			NCV7471, NCV7471A www.onsemi.com 2 Pin Connections V_MID BOOST CFG FSO1 FSO2 FSO3 GND_SMPS WU VS VS_VOUT2 GND CANH CANL TEST/GND LIN1 GND LIN2 SWDM 1 …

			   Smps

		

	

	
				
					

		
			SMPS MOSFET IRFP460A - irf.com

			www.irf.com
			www.irf.com 1 TO-247AC 6/23/99 SMPS MOSFET IRFP460A HEXFET® Power MOSFET l Switch Mode Power Supply ( SMPS ) l Uninterruptable Power Supply l High speed power switching Benefits Applications l Low Gate Charge Qg results in Simple Drive Requirement l Improved Gate, Avalanche and dynamic dv/dt Ruggedness l Fully Characterized Capacitance …

			   Dome, Power, Supply, Power supply, Smps, Mode power supply

		

	

	
				
					

		
			RRH (Remote Radio Head) 基地局などのアプリケーションに …

			www.tij.co.jp
			5 製品名 分解能 最大速度 （msps） 電源電圧 （v） 消費電力 （mw） sfdr （ db） パッケージ 14ビットadc adc14l040 14ビット 40 3.3 236 90 lqfp-32 adc14155 14ビット 155 3.3 980 84 llp-48

			   Smps

		

	

	
				
					

		
			Ultra-low-power ARM® Cortex®-M4 32-bit MCU+FPU, …

			atta.szlcsc.com
			– 1× 12-bit ADC 5 Msps, up to 16-bit with hardware oversampling, 200 µA/Msps – 2x 12-bit DAC, low-power sample and hold – 1x operational amplifier with built-in PGA – 2x ultra-low-power comparators • 15x communication interfaces – 1x SAI (serial audio interface) i bM1(+ FMC2 I–3x t/s), SMBus/PMBus

			   Smps

		

	

	
				
					

		
			MT-008: Converting Oscillator Phase Noise to Time Jitter

			www.analog.com
			AD9445 14-bits @ 125 MSPS and AD9446 16-bits @ 100 MSPS). Extremely low jitter sampling clocks must therefore be utilized so that the ADC performance is not degraded, because the total jitter is the root-sum-square of the internal converter aperture jitter and the external sampling clock jitter. However, oscillators used for

			   Smps

		

	

	
				
					

		
			Datasheet - STM32L432KB STM32L432KC - Ultra-low-power …

			www.st.com
			– 1x 12-bit ADC 5 Msps, up to 16-bit with hardware oversampling, 200 µA/Msps – 2x 12-bit DAC output channels, low-power sample and hold – 1x operational amplifier with built-in PGA – 2x ultra-low-power comparators • 14x communication interfaces – USB 2.0 full-speed crystal less solution with LPM and BCD – 1x SAI (serial audio ...

			   Smps

		

	


                
                
	
				
					

		
			DUAL-CHANNEL,16-BIT,800 MSPS, 2x– 8x …

			www.ti.com
			dac5688 www.ti.com slls880c – december 2007– revised august 2010 dual-channel,16-bit,800 msps, 2x– 8x interpolating digital-to-analogconverter (dac)

			   Digital, Dual, Smps, Analogconverter, 800 msps, Dac5688 www, Dac5688, Digital to analogconverter

		

	

	
				
					

		
			18-Bit, 1 MSPS PulSAR 7 mW ADC in MSOP/LFCSP Data …

			www.analog.com
			18-Bit, 1 MSPS PulSAR 7 mW ADC in MSOP/LFCSP Data Sheet AD7982 FEATURES 18-bit resolution with no missing codes Throughput: 1 MSPS Low power dissipation

			   Sheet, Data, Pulsar, Msop, Smps, 1 msps, 18 bit, Lfcsp, Ad7982, 1 msps pulsar 7 mw adc in msop lfcsp data, 1 msps pulsar 7 mw adc in msop lfcsp data sheet ad7982

		

	

	
				
					

		
			7 Series FPGAs and Zynq-7000 SoC XADC Dual 12-Bit 1 MSPS ...

			www.xilinx.com
			7 Series FPGAs and Zynq-7000 SoC XADC Dual 12-Bit 1 MSPS Analog-to-Digital Converter User Guide UG480 (v1.10.1) July 23, 2018

			   Smps

		

	

	
				
					

		
			a Complete 12-Bit, 65 MSPS ADC Converter ... - Analog Devices

			www.analog.com
			SAMPLE = 65 MSPS, VREF = 2.0 V, T MIN to T MAX, Differential Input unless otherwise noted.) Parameter Temp Test Level Min Typ Max Unit SIGNAL-TO-NOISE RATIO f IN = 2.5 MHz Full V 68.9 dBc 25°C I 68 dBc f IN = 15 MHz Full V 68.4 dBc 25°C I 67.4 dBc f IN = 31 MHz Full V 68 dBc f IN = 60 MHz Full V 68 dBc f IN = 200 MHz 1 Full V 65 dBc SIGNAL-TO ...

			   Devices, Analog devices, Analog, Smps, 65 msps

		

	

	
				
					

		
			Quad, 14-Bit, 80 MSPS/105 MSPS/125 MSPS Serial LVDS 1.8 …

			www.analog.com
			The AD9253 is a quad, 14-bit, 80 MSPS/105 MSPS/125 MSPS analog-to-digital converter (ADC) with an on-chip sample- and-hold circuit designed for low cost, low power, small size, and ease of use. The product operates at a conversion rate of up to 125 MSPS and is optimized for outstanding dynamic

			   Smps, 105 msps

		

	


                
                
	
				
					

		
			16-Bit, 200 MSPS/250 MSPS Analog-to-Digital Converter …

			www.analog.com
			The ADC requires 1.8 V and 3.3 V power supplies and a low voltage differential input clock for full performance operation. No external reference or driver components are required for many applications. Data outputs are LVDS compatible (ANSI-644 compatible) and include the means to reduce the overall current needed for short trace distances.

			   Converter, Differential, Analog, Voltage, Digital, Smps, Lvds, Msps analog to digital converter, Low voltage differential

		

	

	
				
					

		
			Mail date Sender Mailing/color Main message Consumer action

			www.cms.gov
			Medicare Savings Programs (MSPs) about MSPs and the Extra Help available for Medicare prescription drug coverage. • If you think you qualify for Extra ... (1-800-633-4227), check “Medicare & You,” visit Medicare.gov, or contact the SHIP for free, personalized help. TTY users can call 1-877-486-2048.

			   Smps

		

	

	
				
					

		
			14-Bit, 170 MSPS/210 MSPS/250 MSPS, 1.8 V Dual Analog …

			www.analog.com
			14-Bit, 170 MSPS/210 MSPS/250 MSPS, 1.8 V Dual Analog-to-Digital Converter (ADC) Data Sheet AD9643 Rev. F Document Feedback Information furnished by Analog Devices is believed to be accurate and reliable.

			   Devices, Converter, Analog devices, Analog, Digital, Smps, To digital converter

		

	

	
				
					

		
			14-Bit, 500 MSPS, JESD204B, Quad Analog ... - Analog Devices

			www.analog.com
			SPIVDD = 1.8 V, 500 MSPS, clock divider = 4, 1.80 V p-p full-scale differential input, 0.5 V internal reference, A IN = −1.0 dBFS, default SPI settings, unless otherwise noted. Minimum and maximum specifications are guaranteed for the full operating junction tempe rature (T J) range of −40°C to +105°C.

			   Devices, Analog devices, Analog, Smps

		

	

	
				
					

		
			16 Channel, 14-Bit, 65 MSPS, Serial LVDS, 1.8 V ADC

			www.analog.com
			16 Channel, 14-Bit, 65 MSPS, Serial LVDS, 1.8 V ADC Data Sheet AD9249 Rev. 0 Document Feedback Information furnished by Analog Devices is believed to be accurate and reliable.

			   Devices, Serial, Analog devices, Analog, Smps, Lvds, 65 msps, Serial lvds

		

	


                
                
	
				
					

		
			12-Bit, 41 MSPS Monolithic ADC AD9042 - Analog Devices

			www.analog.com
			12-Bit, 41 MSPS Monolithic ADC AD9042 Rev. B Information furnished by Analog Devices is believed to be accurate and reliable. However, no responsibility is assumed by Analog Devices for its use, nor for any infringements of patents or other rights of third parties that may result from its use. Specifications subject to change without notice. No

			   Devices, Analog devices, Analog, Smps

		

	

	
				
					

		
			PROTOCOLOS PARA LA ATENCIÓN DE ENFERMERÍA A LA …

			www.minsalud.gov.co
			MSPS/UNFPA MARY LUZ MEJÍA GÓMEZ Asesora en salud sexual y reproductiva, UNFPA ELSA VICTORIA HENAO LONDOÑO Consultora de la línea de salud materna, ... OBJETIVOS 105 3. METODOLOGÍA 107 4. CUIDADO DE ENFERMERÍA A LA MUJER EN LA CONSEJERÍA EN SALUD SEXUAL Y REPRODUCTIVA 111 5. CUIDADO DE ENFERMERÍA PARA LA

			   Smps

		

	

	
				
					

		
			Datasheet - STM32F722xx STM32F723xx - Arm® Cortex®-M7 …

			www.st.com
			• 3×12-bit, 2.4 MSPS ADC: up to 24 channels and 7.2 MSPS in triple interleaved mode • 2×12-bit D/A converters • Up to 18 timers: up to thirteen 16-bit (1x low- power 16-bit timer available in Stop mode) and two 32-bit timers, each with up to 4 IC/OC/PWMs or pulse counter and quadrature (incremental) encoder inputs. All 15 timers

			   Smps

		

	

	
				
					

		
			EFR32MG12 Gecko Multi-Protocol Wireless SoC Family Data …

			www.silabs.com
			• 12-bit 1 Msps SAR Analog to Digital Converter (ADC) • 2 × Analog Comparator (ACMP) • 2 × Digital to Analog Converter (VDAC) • 3 × Operational Amplifier (Opamp) • Digital to Analog Current Converter (IDAC) • Low-Energy Sensor Interface (LESENSE) • Multi-channel Capacitive Sense Interface (CSEN) • Up to 54 pins connected to ...

			   Converter, Analog, Digital, Smps, Digital to analog converter, Analog converter

		

	

	
				
					

		
			Space Qualified Parts List - Analog Devices

			www.analog.com
			AD670S 8-Bit Signal Conditioning Single Supply ADC C, D-20 AD670-703D D 2 AD670-000C C 2 AD1671S 12-Bit 1.25 MSPS ADC D-28, F-28 AD1671-703D D 2 AD1671-703F F 2 AD1671-713F F 2 AD1672S 12-Bit 3 MSPS ADC D-28, F-28 AD1672-703F F AD1672-713D D AD6645S 14-Bit 80 MSPS ADC QS-52 5962R0423002VXC QS-52 5962L0423003VXC QS-52

			   Devices, Analog devices, Analog, Smps, Msps adc

		

	


                
                
	
				
					

		
			14-Bit, 1300 MSPS/625 MSPS, JESD204B, Dual Analog-to ...

			www.analog.com
			1.6 W total power at 1300 MSPS . 800 mW per ADC channel . SNR = 65.6 dBFS at 172 MHz (1.59 V p-p input range) SFDR= 78 dBFS at 172.3 MHz (1.59 V p-p input range) Noise density . −153.9 dBFS/Hz (1.59 V p-p input range) −155.6 dBFS/Hz (2.04 V p-p input range) 0.95 V, 1.8 V, and 2.5 V supply operation . No missing codes . Internal ADC voltage ...

			   Smps

		

	

	
				
					

		
			16-Bit, 20 MSPS/40 MSPS/65 MSPS/80 MSPS, 1.8 V Analog …

			www.analog.com
			16-Bit, 20 MSPS/40 MSPS/65 MSPS/80 MSPS, 1.8 V Analog-to-Digital Converter Data Sheet AD9266 Rev. B Document Feedback Information furnished by Analog Devices is believed to be accurate and reliable.

			   Devices, Analog devices, Analog, Smps, 40 msps

		

	

	
				
					

		
			Dual 12-/14-/16-Bit, LVDS Interface, 500 MSPS DACs Data ...

			www.analog.com
			serial peripheral interface deinterleaving logic clkp clkn lvds interface d[15:0] v. ia, v. ib. sdo sdio sclk csb refio reset aux2n aux2p aux1n aux1p iout2n iout2p iout1n iout1p. ad9783 dual lvds dac. 06936-001. figure 1.

			   Serial, Smps, Lvds

		

	

	
				
					

		
			16-Bit, 80 MSPS/105 MSPS/125 MSPS, 1.8 V Dual Analog-to ...

			www.analog.com
			The AD9268 is a dual, 16-bit, 80 MSPS/105 MSPS/125 MSPS analog-to-digital converter (ADC). The AD9268 is designed to support communications applications where high performance, combined with low cost, small size, and versatility, is desired. The dual ADC core features a multistage, differential pipelined

			   Converter, Analog, Digital, Smps, 105 msps, Msps analog to digital converter

		

	

	
				
					

		
			Getting started with the STM32H7 Series MCU 16-bit ADC ...

			www.st.com
			ADC sampling rate is 3.6 Msps in 16-bit mode. When 3 ADCs are sampling simultaneously, the system throughput can reach up to 10.5 Msps. Higher data rates per channel can be obtained when a single channel is converted by two ADCs in dual-interleaved mode. The data rate can reach up to 7 Msps in 16-bit mode and 10 Msps in 14-bit mode.

			   Smps, 5 msps

		

	


                
                
	
				
					

		
			DS STM32F42x 43x step2 - STMicroelectronics

			www.st.com
			• 3×12-bit, 2.4 MSPS ADC: up to 24 channels and 7.2 MSPS in triple interleaved mode • 2×12-bit D/A converters • General-purpose DMA: 16-stream DMA controller with FIFOs and burst support • Up to 17 timers: up to twelve 16-bit and two 32-bit timers up to 180 MHz, each with up to 4 IC/OC/PWM or pulse counter and quadrature

			   Smps

		

	

	
				
					

		
			AD9288 8-Bit, 40/80/100 MSPS Dual A/D Converter Data …

			www.analog.com
			Dual 8-bit, 40 MSPS, 80 MSPS, and 100 MSPS ADC Low power: 90 mW at 100 MSPS per channel On-chip reference and track-and-hold 475 MHz analog bandwidth each channel SNR = 47 dB @ 41 MHz 1 V p-p analog input range each channel Single 3.0 V supply operation (2.7 V to 3.6 V) Standby mode for single-channel operation

			   Smps, 40 msps

		

	

	
				
					

		
			STM32L4R5xx STM32L4R7xx STM32L4R9xx - STMicroelectronics

			www.st.com
			– 12-bit ADC 5 Msps, up to 16-bit with hardware oversampling, 200 µA/Msps – 2x 12-bit DAC, low-power sample and hold – 2x operational amplifiers with built-in PGA – 2x ultra-low-power comparators • 20x communication interfaces – USB OTG 2.0 full-speed, LPM and BCD – 2x SAIs (serial audio interface) – 4x I2C FM+(1 Mbit/s), SMBus ...

			   Smps

		

	

	
				
					

		
			NXP Semiconductors Data Sheet: Technical Data ΣΔ S32R264K ...

			www.nxp.com
			XOSC 40 MHz FMPLL dual system PLL, 1x FM modulated DAC 1x 12-bit 10 MSps – 1– 1x 12-bit 2 MSps SIUL2 1x BAM 1x INTC 1x SSCM 1x FCCU/FOSU 1x MEMU 1x STCU2 1x CSE 1x - PASS/TDM 1x - MC_ME 1x MC_CGM 1x MC_RGM 1x TSENS 2x Debug JTAGC, JTAGM, CJTAG, with class3+ Nexus, Aurora only Safety level ISO26262 SEooC ASIL-B to ASIL-D …

			   Smps

		

	

	
				
					

		
			DUAL-CHANNEL, 10-/12-BIT, 500 MSPS DIGITAL …

			www.ti.com
			8 7 6 5 4 3 2 1 0 9 8 7 1 2 3 4 5 6 7 8 9 10 11 12 3 4 5 6 7 8 9 0 1 2 3 4 35 34 33 32 31 30 29 28 27 26 25 DAC3152 RGZ Package 48-QFN 7x7mm (Top View) 36 …

			   Digital, Smps, Msps digital
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