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3 WA430-5 - Komatsu Ltd.



Photo may include optional : 174 kW234 HP / 2000 rpmNet: 162 kW217 HP / 2000 rpmOPERATING WEIGHT18340 18555 kg 40,430 40,900 lbBUCKET yd3 WHEEL LOADERWA4302WA430-5 Wheel LoaderWALK-AROUNDWALK-AROUNDHigh Productivity & Low Fuel Consumption Powerful engine Ultra-low fuel consumption Dual-mode engine power select system Transmission mode select system Dual speed hydraulic system Superior dumping clearance and reach Long wheelbase and 40 degree articulationSee pages 4 and Operator Environment Automatic transmission with selectable modes Electrically controlled transmission lever Fingertip control levers Pillar-less large ROPS/FOPS (ISO 3471/ISO 3449) cab Easy entry/exit, rear-hinged doors Telescopic/tilt steering columnSee pages 8 and with Environment EPA Tier 2 and EU Stage 2 emissions certified Low fuel consumptionSee page : 174 kW234 HP / 2000 rpmNet: 162 kW217 HP / 2000 rpmOPERATING WEIGHT18340 18555 kg 40,430 40,900 lbBUCKET yd3WA430-5 WHEEL LOADERI ncreased Reliability Reliable Komatsu designed andmanufactured components Sturdy main frame Maintenance-free, fully hydraulic,wet multiple-disc service andparking brakes All hydraulic hoses use flat face O-ring sealsSee page 6.

Photo may include optional equipment. WA430-5 HORSEPOWER Gross: 174 kW234 HP / 2000 rpm Net: 162 kW217 HP / 2000 rpm OPERATING WEIGHT 18340 – 18555 kg
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    	Transcription of 3 WA430-5 - Komatsu Ltd.


        
    	1 Photo may include optional : 174 kW234 HP / 2000 rpmNet: 162 kW217 HP / 2000 rpmOPERATING WEIGHT18340 18555 kg 40,430 40,900 lbBUCKET yd3 WHEEL LOADERWA4302WA430-5 Wheel LoaderWALK-AROUNDWALK-AROUNDHigh Productivity & Low Fuel Consumption Powerful engine Ultra-low fuel consumption Dual-mode engine power select system Transmission mode select system Dual speed hydraulic system Superior dumping clearance and reach Long wheelbase and 40 degree articulationSee pages 4 and Operator Environment Automatic transmission with selectable modes Electrically controlled transmission lever Fingertip control levers Pillar-less large ROPS/FOPS (ISO 3471/ISO 3449) cab Easy entry/exit, rear-hinged doors Telescopic/tilt steering columnSee pages 8 and with Environment EPA Tier 2 and EU Stage 2 emissions certified Low fuel consumptionSee page : 174 kW234 HP / 2000 rpmNet: 162 kW217 HP / 2000 rpmOPERATING WEIGHT18340 18555 kg 40,430 40,900 lbBUCKET yd3WA430-5 WHEEL LOADERI ncreased Reliability Reliable Komatsu designed andmanufactured components Sturdy main frame Maintenance-free, fully hydraulic,wet multiple-disc service andparking brakes All hydraulic hoses use flat face O-ring sealsSee page 6.
2 Cathion electrodeposition processis used to apply primer paint Powder coating process is used toapply on main structure Sealed connectors for electricalconnectionsEasy Maintenance Equipment management monitoringsystem Reversible radiator fan (Optional) Swing-out aftercooler and oil coolersSee page 7. Prolonged engine oil change interval Ground check for windshield washertank and coolant tank Easy access, gull-wing type engineside doorsPhoto may include optional EngineThe high pressure fuel injection in the SAA6D125E-3engine provides optimum combustion of fuel at both low and high speed/power applications. This enginealso provides fast throttle response to match the machine spowerful rim pull and fast hydraulic kW 217 HPThis engine is EPA Tier 2 and EU Stage 2 Fuel ConsumptionThe fuel consumption is reduced greatly because of thelow-noise, high-torque engine and the large-capacity torqueconverter with maximum efficiency in the low-speed of Fuel Consumption: 15% (Compared withDash 3 technology).
3 Dual-mode Select SystemThis wheel loader offers two selectable operating modes Normal and Power. The operator can adjust the machine sperformance by flipping a switch. Normal Mode: This mode provides maximum fuel efficiency for most of general loading. Power Mode: This mode provides maximum power output for hard digging operation or hill Mode Select SystemThis operator controlled system allows the operator to select manual shifting or three levels of automatic shifting(Low, medium, and high). Manual:Transmission isfixed to gear speed selectedwith gear shift lever. Auto. L: This mode provides smooth gear change and low fuel consumption since gear shifting is performed at relatively low engine speeds, suitable for general excavating and loading. Auto. M: Gear is shifted at medium engine speedsbetween those of L and H modes. Auto. H: This mode provides large rim pull and short cycle time since gear shifting is performed at relatively high engine speeds, suitable for load and carry operationon Hydraulic SystemKomatsu s dual-speed hydraulic system increasesoperational efficiency by matching the hydraulic demands to work from the switch pump is completely returned to the tankwhen digging and breaking out, therefore, hydraulic flow to the loader is reduced and pressure is increased.
4 Thisreduces horsepower demand from the engine and makesthe operation more efficient. Kick-down switch signal alsocontrols the oil flow. This technology is greater productivityat the lowest operating pumpSwitching pumpCut-off valveTankCut-off valveTankLoader pumpSwitching pumpWhen digging / scoopingAll the oil from the switching pump returns to the load is reduced and large power flows to the the oil from the switching pump flows to the work raising speed of the lift arm is raising lift armHigh Productivity and Low Fuel Consumption5WA430-5 WHEEL LOADERM aximum Dumping Clearance and ReachThe long lift arms providehigh dumping clearancesand maximum dumpingreach. The operator caneven level loads on thebody of a dump truck easily and Clearance: 3125 mm10'3"Dumping Reach: 1110 mm3'8" yd3bucket with Bolt-On Cutting edge ( )Long Wheelbase/Articulation Angle of 40 The widest tread in class and the long wheelbase provideimproved machine stability in both longitudinal and lateraldirections.
5 Since the articulation angle is 40 , the operatorcan work efficiently even in the tightest job Tread2200 mm7'3"Wheelbase3350 mm11'0"Minimum Turning Radius (Center of Outside Tire)5700 mm18'8" Komatsu ComponentsKomatsu manufactures the engine, torque converter,transmission, hydraulic units, electric parts, and even each bolt on this wheel loader. Komatsu loaders are manufactured with an integrated production system under a strict quality control Multiple-disc Brakes and Fully HydraulicBraking System mean lower maintenance costs andhigher reliability. Wet multiple-disc brakes are fully are kept out, reducing wear and resultingmaintenance. Brakes require no adjustments for wear,meaning even lower maintenance. The parking brake is alsoan adjustment-free, wet multiple-disc for high reliability and long reliability is designed into the braking system by theuse of two independent hydraulic circuits. Provides hydraulicbackup should one of the circuits hydraulic brakes mean no air system to bleed, or the condensation of water in the system that can lead tocontamination, corrosion, and FramesThe front and rear frames have high rigidity to bear twistingand bending loads applied repeatedly to the loader upper and lower center pivot bearings are taperedroller bearings having high durability.
6 The structure is similarto those of large-sized loaders and the reinforced loaderlinkage also ensures high Face-to-face O-ring SealsFlat face-to-face O-ring seals are used to securely seal all hydraulic hose connections and to prevent oil leakage. In addition, buffer rings are installed to the head side of the all-hydraulic cylinders to lower the load on the rod seals and maximize the Electrodeposition Primer Paint/Powder Coating Final PaintCathion electrodeposition paint is applied as a primer paint and powder coating is applied as topcoat to the exterior metal sheet parts. This process results in a beautiful rust-free machine, even in the most severeenvironments. Some external parts are made of plasticproviding long life and high impact ConnectorsMain harnesses and controller connectors are equipped with sealed connectors providing high reliability, waterresistance and dust axleTransmissionRear axleEngineTorque converterKomatsu ComponentsBuffer ringsDust sealRod packingNippleHoseO-ringEquipment Management Monitoring SystemMonitor is mounted in front of the operator for easy view, allowing the operator to easily check gauges and warning specially designed two-spoke steering wheel allows theoperator to easily see the instrument control and troubleshooting functions Action code display function.
7 If the loader has anytroubles, the monitor displays action details on thecharacter display at the center bottom of the monitor. Monitor function. Controller monitors engine oil level,pressure, coolant temperature, air cleaner clogging, etc. If controller finds abnormalities, all of these are displayedon Liquid Crystal Display (LCD). Replacement time notice function. Monitor informsreplacement time of oil and filters on LCD when it reachesreplacement intervals. Trouble data memory function. Monitor storesabnormalities for effective Cooling Fan (Optional)and Swing-out Cooler ElementsIf the machine isoperating in adverseconditions, theoperator can reverse the hydraulic coolingfan from inside thecab by turning on aswitch on the controlpanel. The coolers canalso swing out for easy LOADEREASYMAINTENANCEEASYMAINTENANCEL engthened Maintenance IntervalLengthened engine oil replacement interval: 250 H 500 HLengthened drive shaft greasing interval: 1,000 H 4,000 HGull-wing Type Engine Side Doors Open WideThe operator can open and close each gull-wing type engineside door easily with the assistance of a gas spring toperform daily service checks from the Transmission with ElectronicallyControlled Modulation ValveAutomatic transmission with electronically controlledmodulation valve automatically selects the proper gear speedbased on travel speed, engine speed, and other travelconditions.
8 The electronically controlled modulation valvesystem engages the clutch smoothly to prevent lags andshocks when shifting. This system provides efficient machineoperation and a comfortable ride. Kick-downswitch: Considerthis valuablefeature for addedproductivity. Withthe touch of a finger, the kick-down switchautomatically downshifts from second to first whenbeginning the digging cycle. It automatically upshiftsfrom first to second when the direction control lever isplaced in reverse. This results in increased rim pull forbetter bucket penetration and reduced cycle times forhigher productivity. Hold switch:Auto shift is selected and if the operatorturns on this switch when the lever is at the 3rd or 4thgear speed position, the transmission is fixed to that gear Controlled Transmission LeverEasy shifting anddirectional changeswith Komatsu two-leverelectronic shifting. Change direction or shift gears with a touch of the fingers withoutremoving the shifting hand from the steeringwheel.
9 Solid state electronics and conveniently locateddirection and gear shift controls make this shifts in ranges two through four keep production high and manual shifting at a Transmission Cut-offThe operator can adjust the transmission cut-off connected tothe left brake pedal with the switch near the operator s seatto set the brake/cut-off point for easier operation and higheroperating performance in variable operating conditions. High cut-off pressure for digging operations. Low cut-off pressure for truck-loading ColumnThe operator can tilt and telescope the steering column to provide a comfortable Work Equipment Control LeverPressure Proportional Control (PPC) levers are used for thework equipment. The operator can easily operate the workequipment with fingertip control, reducing operator fatigueand increasing controllability. 1st2nd3rd4th 2nd 4th 3rd1stholdholdkick-down switchauto changeauto changeEasy Operation9WA430-5 WHEEL LOADERLow-noise DesignThe large cab is mounted withKomatsu s unique ROPS/FOPS(ISO 3471/ISO 3449) viscousmounts.
10 The low-noise engine,hydraulically driven fan, and hydraulic pumps are mountedwith rubber cushions,and the cab sealing is improved toprovide a quiet, low-vibration, dustproof with pressurizing,and comfortable operating environment. Pillar-less Large CabA wide pillar-less flat glass provides excellent front wiper arm covers alarge area to providegreat visibility even onrainy days. The cab area is thelargest in its classproviding maximumspace for the Full Open Cab DoorThe cab door hinges areinstalled to the rear sideof the cab providing a large opening angle for the operator to enterand exit. The steps are designed like astaircase, so that theoperator can get on and off the cab BrakeIf the brake oil pressure drops, the warning lamp flashes and the warning buzzer sounds intermittently. If the brakepressure drops lower, the parking brake is applied providing a double safety Operation10 SPECIFICATIONSSPECIFICATIONSAXLES AND FINAL DRIVESD rive system.
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			www.komatsu.com
			W ALK-A ROUND WA430-6 WHEEL LOADER WA430-6 W HEEL L OADER 3 2 Increased Reliability Reliable Komatsu designed …
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			OTHER EQUIPMENT: 220 PC220-8M0 …

			www.komatsu.com
			WALK-AROUND Low Fuel Consumption by Total Control of the Engine, Hydraulic and Electronic System 2 3 HYDRAULIC EXCAVATOR PC220/220LC-8M0 Low Emission Engine Low Operation Noise

			

		

	

	
				
					

		
			930E 4SE Spec Sheet

			www.komatsu.com
			930E-4SE MAXIMUM GVW 505755 kg 1,115,000 lb GROSS HORSEPOWER 2611 kW 3,500 HP E LECTRIC D RIVE T R UCK Photo may include optional equipment. 930E

			   Sheet, Spec, 930e 4se spec sheet, 930e

		

	


                
                
	
				
					

		
			930E-4 AESS743 00.qxd (Page 2) - Komatsu Ltd.

			www.komatsu.com
			STANDARD EQUIPMENT • Air cleaners, Donaldson SRG • Alternator (24 volt/140A) • Auto lubrication system w/ground level fill & level indicator • Batteries–4 x 8D (1450 CCA’s)

			   Pages, Page 2, 4 aess743 00, Aess743

		

	

	
				
					

		
			PC78US - Komatsu Ltd.

			www.komatsu.com
			6 7 WORKING ENVIRONMENT PC78US-8 Safety Features Automatic Air Conditioner Automatic air conditioner is utilized. The bi-level control function keeps …

			   Pc78us

		

	

	
				
					

		
			GROSS HORSEPOWER 254 kW NET HORSEPOWER …

			www.komatsu.com
			GROSS HORSEPOWER 254 kW 340 HP NET HORSEPOWER 246 kW329 HP MAXIMUM GVW 51420 kg 113,360 lb Photo may include optional equipment. HM300-2 A RT ICULATED D UMP

			   Horsepower 254 kw net horsepower, Horsepower

		

	


                
                
	
				
					

		
			D275AX - Komatsu Ltd.

			www.komatsu.com
			5 Power Train Electronic Control System Smooth and soft operation D275AX-5E0 utilizes a newly designed power train electronic control system.The controller registers the amount of operator

			   D275ax

		

	

	
				
					

		
			D65EX-16 D65PX-16 D65WX 65 - Komatsu Ltd.

			www.komatsu.com
			HORSEPOWER Gross: 155 kW207 HP @ 1950 rpm Net: 153 kW205 HP @ 1950 rpm OPERATING WEIGHT D65EX-16 19510 kg43,010 lb D65PX-16 20990 kg46,270 lb D65WX-16 20360 kg44,880 lb

			   D65wx, D65ex 16 d65px 16 d65wx 65, D65ex, D65px

		

	

	
				
					

		
			WA600 - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WHEEL LOADER WA600-6 3 2 Increased Reliability Reliable Komatsu designed and manufactured components Sturdy …
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			PC450 PC450LC-8 - Komatsu Ltd.

			www.komatsu.com
			6 WORKING ENVIRONMENT PC450-8 H YDRAULIC E XCAVATOR Low Cab Noise The newly-designed cab is highly rigid and has excellent sound absorption ability. Thorough improvement of noise

			   Noise, Pc450lc 8, Pc450lc
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			型式届出特定特殊自動車一覧 呼称 届出事業者の氏 …

			www.env.go.jp
			型式届出特定特殊自動車一覧 型式届 出番号 特定特殊自動車の 車名及び型式 呼称 （カタログ名） 届出事業者の氏名

			

		

	

	
				
					

		
			型式届出特定特殊自動車一覧 環境省 特定原動機の …

			www.env.go.jp
			型式届出特定特殊自動車一覧 （2006年基準適合車） 環境省 型式届出 番号 特定特殊自動車の 車名及び型式 呼称

			

		

	

	
				
					

		
			みなし指定建設機械<第3次基準値> - mlit.go.jp

			www.mlit.go.jp
			みなし指定建設機械<第3次基準値> 指定番号 機 械 名 会 社 名 分 類 型 式 使用区分 原動機型式諸 元
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