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3M Mini D Ribbon (MDR) Connectors



3M mini D Ribbon (MDR) Connectors .050" Solder Plug Connector - Shielded 101 Series Wiper-on-wiper contact for reliable repetitive plugging Solder cup termination requires no special tooling Accepts a wide variety of discrete wire (24 to 30. AWG) cable construction Contacts: 14, 20, 26, 36, 40 and 50. See Regulatory Information Appendix (RIA) for chemical compliance information Date Modified: June 1, 2008 TS-0669-C. Sheet 1 of 2. Physical Insulation Material: Glass Reinforced Polyester Flammability: UL 94V-0. Color: Black Contact Material: Copper Alloy Plating: Underplating: 80 " [ m ] Nickel Wiping Area: Gold (see ordering information). Solder Tail Plating: Gold Flash over Nickel (RIA E1 & C1 apply). Shroud Material: Steel Plating: Nickel Wire Accomodation: 24, 26, 28 & 30 AWG. Marking: 3M Logo and Part Number Electrical Current Rating: 1 A.

Jun 01, 2008 · 3M™ Mini D Ribbon (MDR) Connectors.050" Solder Plug Connector - Shielded 101 Series • Wiper-on-wiper contact for reliable repetitive plugging • Solder cup termination requires no special tooling • Accepts a wide variety of discrete wire (24 to 30 AWG) cable construction • Contacts: 14, 20, 26, 36, 40 and 50
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    	Transcription of 3M Mini D Ribbon (MDR) Connectors


        
    	1 3M mini D Ribbon (MDR) Connectors .050" Solder Plug Connector - Shielded 101 Series Wiper-on-wiper contact for reliable repetitive plugging Solder cup termination requires no special tooling Accepts a wide variety of discrete wire (24 to 30. AWG) cable construction Contacts: 14, 20, 26, 36, 40 and 50. See Regulatory Information Appendix (RIA) for chemical compliance information Date Modified: June 1, 2008 TS-0669-C. Sheet 1 of 2. Physical Insulation Material: Glass Reinforced Polyester Flammability: UL 94V-0. Color: Black Contact Material: Copper Alloy Plating: Underplating: 80 " [ m ] Nickel Wiping Area: Gold (see ordering information). Solder Tail Plating: Gold Flash over Nickel (RIA E1 & C1 apply). Shroud Material: Steel Plating: Nickel Wire Accomodation: 24, 26, 28 & 30 AWG. Marking: 3M Logo and Part Number Electrical Current Rating: 1 A.
2 Insulation Resistance: >1 x 108 at 500 VDC. Withstanding Voltage: 500 VRMS for 1 minute Environmental Temperature Rating: -55 C to +105 C. Solder Process: 360 C max for 10 sec. max UL File No.: E68080. 3 3M is a trademark of 3M Company. Electronic Solutions Division For technical, sales or ordering information call Interconnect Solutions 800-225-5373. 3M mini D Ribbon (MDR) Connectors .050" Solder Plug Connector - Shielded 101 Series Contact Dimensions Quantity C. A B C. 14 .300 [ ] .54 [ ] .72 [ ]. 20 .450 [ ] .69 [ ] .87 [ ]. 26 .600 [ ] .85 [ ] [ ]. 36 .850 [ ] [ ] [ ]. 40 .950 [ ] [ ] [ ]. 50 [ ] [ ] [ ]. 20, 36 & 40 Position 14, 26 & 50 Position .100 .09. [ ] Last Position [ ]..050 Last Position .09. [ ]. [ ]. Position .20. [ ]..20. Position 1 [ ]. Position 3..11. Position 2. [ ]..76.
3 50 [ ]. [ ] .26. [ ]. C. Position 1 Position 2. Position 3 Inch [Imm]. Tolerance Unless Noted .0 .00 .000..30 .36. [ ] [ ] Inch .1 .01 .005. [ ] Dimensions for Reference Only .050 [ ]. A. Last Position Position B. Ordering Information 101XX - 3000PX. Wiping Interface: Contact Quantity (See Table) C = 30 " [.76 m] Min. gold E = 20 " [.5 m] Min. gold TS-0669-C. Note: This solder plug connector must be used with only 3M Non-Shielded Shell Kits 103XX-52FO-008 Series and 103XX-52A0-008 Series. Sheet 2 of 2. 3 3M is a trademark of 3M Company. Electronic Solutions Division For technical, sales or ordering information call Interconnect Solutions 800-225-5373. Regulatory Information Appendix 3M Electronic Solutions Division/Interconnect EUROPE. Appendix E1: European Union RoHS. Directive 2002/95/EC, Restriction of the Use of Certain Hazardous Substances in Electrical & Electronic Equipment, as amended by EU Commission Decision 2005/618/EC.
4 This product is RoHS Compliant 2005/95/EC. RoHS Compliant 2005/95/EC means that the product or part ( Product ) does not contain any of the substances in excess of the maximum concentration values in EU Directive 2002/95/EC, as amended by Commission Decision 2005/618/EC, unless the substance is in an application that is exempt under EU RoHS. Unless otherwise stated by 3M in writing, this information represents 3M's best knowledge and belief based upon information provided by third party suppliers to 3M. In the event any product is proven not to conform with 3M's Regulatory Information Appendix, then 3M's entire liability and Buyer's exclusive remedy will be in accordance with the Warranty stated below. Appendix E2: European Union RoHS. Directive 2002/95/EC, Restriction of the Use of Certain Hazardous Substances in Electrical & Electronic Equipment, as amended by EU Commission Decision 2005/618/EC.
5 This product contains lead in the compliant pin area in excess of the maximum concentration value allowed but is compliant by exemption under EU Commission Decision 2005/747/EC. RoHS Compliant 2005/95/EC means that the product or part ( Product ) does not contain any of the substances in excess of the maximum concentration values in EU Directive 2002/95/EC, as amended by Commission Decision 2005/618/EC, unless the substance is in an application that is exempt under EU RoHS. Unless otherwise stated by 3M in writing, this information represents 3M's best knowledge and belief based upon information provided by third party suppliers to 3M. In the event any product is proven not to conform with 3M's Regulatory Information Appendix, then 3M's entire liability and Buyer's exclusive remedy will be in accordance with the Warranty stated below.
6 Appendix E3: European Union RoHS. Directive 2002/95/EC, Restriction of the Use of Certain Hazardous Substances in Electrical & Electronic Equipment as amended by Commission Decision 2005/618/EC. This product contains lead in the solder tail area in excess of the maximum concentration value allowed. Unless otherwise stated by 3M in writing, this information represents 3M's best knowledge and belief based upon information provided by third party suppliers to 3M. In the event any product is proven not to conform with 3M's Regulatory Information Appendix, then 3M's entire liability and Buyer's exclusive remedy will be in accordance with the Warranty stated below. Appendix E4: European Union RoHS. Directive 2002/95/EC, Restriction of the Use of Certain Hazardous Substances in Electrical & Electronic Equipment, as amended by EU Commission Decision 2005/618/EC.
7 This product contains decaBDE in the insulating material in excess of the maximum concentration value allowed but is compliant by exemption under EU Commission Decision 2005/717/EC. RoHS Compliant 2005/95/EC means that the product or part ( Product ) does not contain any of the substances in excess of the maximum concentration values in EU Directive 2002/95/EC, as amended by Commission Decision 2005/618/EC, unless the substance is in an application that is exempt under EU RoHS. Unless otherwise stated by 3M in writing, this information represents 3M's best knowledge and belief based upon information provided by third party suppliers to 3M. In the event any product is proven not to conform with 3M's Regulatory Information Appendix, then 3M's entire liability and Buyer's exclusive remedy will be in accordance with the Warranty stated below.
8 RIA-2217B-D. Appendix E5: European Union RoHS. Directive 2002/95/EC, Restriction of the Use of Certain Hazardous Substances in Electrical and Electronic Equipment, as amended by EU Commission Decision 2005/618/EC. This product contains lead in excess of the maximum concentration value allowed but is compliant by exemption under Item 6 of the Annex to the Directive. RoHS Compliant 2005/95/EC means that the product or part ( Product ) does not contain any of the substances in excess of the maximum concentration values in EU Directive 2002/95/EC, as amended by Commission Decision 2005/618/EC, unless the substance is in an application that is exempt under EU RoHS. Unless otherwise stated by 3M in writing, this information represents 3M's best knowledge and belief based upon information provided by third party suppliers to 3M.
9 In the event any product is proven not to conform with 3M's Regulatory Information Appendix, then 3M's entire liability and Buyer's exclusive remedy will be in accordance with the Warranty stated below. CHINA. Appendix C1: China RoHS. Electronic Industry Standard of the People's Republic of China, SJ/T11363-2006, Requirements for Concentration Limits for Certain Hazardous Substances in Electronic Information Products. This symbol, per Marking for the Control of Pollution Caused by Electronic Information Products, SJ/T11364-2006, means that the product or part does not contain any of the following substances in excess of the following maximum concentration values in any homogeneous material: (a) (by weight) for lead, mercury, hexavalent chromium, polybrominated biphenyls or polybrominated diphenyl ethers; or (b) (by weight) for cadmium.
10 Unless otherwise stated by 3M in writing, this information represents 3M's best knowledge and belief based upon information provided by third party suppliers to 3M. In the event any product is proven not to conform with 3M's Regulatory Information Appendix, then 3M's entire liability and Buyer's exclusive remedy will be in accordance with the Warranty stated below. Appendix C2: China RoHS. Electronic Industry Standard of the People's Republic of China, SJ/T11363-2006, Requirements for Concentration Limits for Certain Hazardous Substances in Electronic Information Products. This symbol, per Marking for the Control of Pollution Caused by Electronic Information Products, SJ/T11364-2006, means that the product or part does contain a substance, as detailed in the chart below, in excess of the following maximum concentration values in any homogeneous material: (a) (by weight) for lead, mercury, hexavalent chromium, polybrominated biphenyls or polybrominated diphenyl ethers; or (b) (by weight) for cadmium.
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			3M Fire Barrier Water Tight Sealant 3000WT L

			multimedia.3m.com
			7. Maintenance No maintenance is expected to be required when installed in accordance with the applicable UL, Intertek or other third-party listed system. Once installed, if any section of the 3M
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			3M Fire Barrier Sealant CP 25WB+

			multimedia.3m.com
			3M™ Fire Barrier Sealant CP 25WB+ Product Data Sheet 1. Product Description 3M™ Fire Barrier Sealant CP 25WB+ is a high-performance, ready-to-use, gun-grade, latex-based, intumescent sealant

			   Sheet, Data, Data sheet

		

	

	
				
					

		
			3M Fire Barrier Sealant FD 150+

			multimedia.3m.com
			3M™ Fire Barrier Sealant FD 150+ Product Data Sheet 1. Product Description 3M ™ Fire Barrier Sealant FD 150+ is an economical, …

			   Sheet, Data, Data sheet

		

	


                
                
	
				
					

		
			with Pressure-Sensitive Rubber Thermosetting

			multimedia.3m.com
			1 of 3 3M™ Glass Cloth Electrical Tape 27 with Pressure-Sensitive Rubber Thermosetting Description 3M™ Glass Cloth Electrical Tape 27 is a 7-mil woven insulating glass cloth tape with

			   With, Pressure, Rubber, Sensitive, With pressure sensitive rubber thermosetting, Thermosetting, 27 with pressure sensitive rubber thermosetting

		

	

	
				
					

		
			3M™ AT9000 Full Page Reader

			multimedia.3m.com
			3M SECURITY SYSTEMS 2 3M™ AT9000 Full Page Reader © 3M 2011. All rights reserved. Reading Capability The 3M™ AT9000 Full Page Reader reads the following: • ICAO compliant documents in near infrared (IR) per ICAO 9303 specification Parts 1-4

			   Pages, Full, 3m at9000 full page reader, At9000, Reader

		

	

	
				
					

		
			Protection

			multimedia.3m.com
			3M Infrastructure Protection Division www.3M.com/Corrosion 7 Multi-layer Polyolefin Coating Systems Multilayer polyolefin systems consist of a base corrosion protection layer of fusion

			   Protection, Fusion

		

	


                
                
	
				
					

		
			Education

			multimedia.3m.com
			United States Canada Technical Service 1 800 243-4630 Technical Service 1 800 267-4414 Sales Assistance 1 800 896-4223 Sales Assistance 1 800 265-1840 ext. 6137G12 2000 Resource Guide

			

		

	

	
				
					

		
			Selection Guide for 3M Reusable Respirators

			multimedia.3m.com
			Multi-Gas/Vapor Certain Organic Vapors, Chlorine, Hydrogen Chloride, Chlorine Dioxide, Sulfur Dioxide,

			   Selection, Hydrogen, Respirator

		

	

	
				
					

		
			Document Library TS Data Sheet 08609

			multimedia.3m.com
			1 Document Library TS Data Sheet 08609 Public Rev:3 Status: Active Effective: 09/14/2007 3M™ Windo-Weld™ Super Fast Urethane Data Sheet 3M Part No.(s) 3M …

			   Sheet, Data, Document, Library, Document library ts data sheet 08609, 08609

		

	


                
                
	
				
					

		
			3M Fire Barrier Duct Wrap 615+

			multimedia.3m.com
			3M™ Fire Barrier Duct Wrap 615+ Product Data Sheet 1. Product Description 3M™ Fire Barrier Duct Wrap 615+ is a flexible fire-resistant wrap consisting of an inorganic fiber blanket encapsulated with a scrim-reinforced foil. The product is 1-1/2 in. thick,
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