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9100 Instructions and Wiring Diagram 12/36 volt …



9100 Instructions and Wiring Diagram 12/36 volt External 1 2. MOUNT RECEIVER IDENTIFY POWER. CONNECTION POINT. AND ISOLATE SUPPLY. ! CAUTION Remove fuse TAKE TIME TO LOCATE THE BEST POSITION. Model No. 9100 . Serial No. 91000. Fuse If necessary power the Receiver and move it around the vehicle until the required performance is achieved Operate the Transmitter and observe the Receiver internal LED's. or Disconnect Battery Mount as HIGH as possible AVOID surfaces with HEAVY VIBRATION. AVOID DIRECT SPRAY from wheels Cable ! WARNING. In a HOT CLIMATE fit in a SHADED position Gland Vehicle batteries contain gasses Cable gland should face DOWN or BACK which are flammable and explosive. Secure using 5mm (3/16") bolts(not supplied) Wear eye protection and do not lean through the 4 mounting feet over battery while disconnecting. Do not wear metal jewellery. Receiver Part Number 9100 - Waterproof to IP67 complete with 3 metres (10 feet) 7 core cable 3.

We, Skidmore 4wd Ltd., 60 Sandwell St., Walsall. WS1 3EB England. Declare under our sole responsibility that the product: Product DetailsName - Lodar
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    	Transcription of 9100 Instructions and Wiring Diagram 12/36 volt …


        
    	1 9100 Instructions and Wiring Diagram 12/36 volt External 1 2. MOUNT RECEIVER IDENTIFY POWER. CONNECTION POINT. AND ISOLATE SUPPLY. ! CAUTION Remove fuse TAKE TIME TO LOCATE THE BEST POSITION. Model No. 9100 . Serial No. 91000. Fuse If necessary power the Receiver and move it around the vehicle until the required performance is achieved Operate the Transmitter and observe the Receiver internal LED's. or Disconnect Battery Mount as HIGH as possible AVOID surfaces with HEAVY VIBRATION. AVOID DIRECT SPRAY from wheels Cable ! WARNING. In a HOT CLIMATE fit in a SHADED position Gland Vehicle batteries contain gasses Cable gland should face DOWN or BACK which are flammable and explosive. Secure using 5mm (3/16") bolts(not supplied) Wear eye protection and do not lean through the 4 mounting feet over battery while disconnecting. Do not wear metal jewellery. Receiver Part Number 9100 - Waterproof to IP67 complete with 3 metres (10 feet) 7 core cable 3.
2 CONNECT WIRES. ! REMEMBER ! SAFETY FEATURE. Press the Transmitter RESET The Receiver switches itself off button to activate the system after 30 minutes of inactivity. ! IMPORTANT. RED. STOP 12/24 VOLTS POSITIVE. BLACK. NEGATIVE. Lodar 9100 Series Receivers FUNCTION 1 GREEN. MUST have an isolation switch, YELLOW. to allow for registering a FUNCTION 2. replacement Transmitter. Model No. Serial No. 9100 91000. ! CAUTION ! CAUTION. If Receiver outputs are connected in Outputs of all functions are parallel with an external switching device rated at 5 Amps maximum each. DO NOT operate the Transmitter and the The system is rated to a 15 Amps external switches at the same time total output. Transmitter Part Number 9102TX - Effective working range up to a distance of 60 metres (200 feet). 4. ACTIVATE SUPPLY. Front Rear Replace fuse STOP Button switches off RESET Button Fuse the Receiver and the keypad activates the function buttons Receiver and Blinks when Transmitter !
3 The keypad function buttons Model No. 9102TX. Serial No. 91000. or Reconnect Battery and Receiver are active. FCC ID: M2H LODAR 8522. This devise complies with Part 15 of the FCC. Function 2 Button Rules. Operation is subject to the following ON when a Transmitter two conditions, (1) This devise may not cause harmful interference and, (2) this devise must accept any interference Button is pressed. received, including interference that may cause undesired operation. YOUR LODAR SHOULD ! SAFETY FEATURE. NOW BE WORKING Release Catch The Transmitter automatically CONTACT INFORMATION transmits a STOP signal after Battery 30 minutes; this de-activates Compartment Lodar the Receiver and the Transmitter 9000. 60 Sandwell Street keypad. Walsall WS1 3EB. England BRAKING THE TRANSMITTER SECURITY SEALS WILL AUTOMATICALLY VOID WARRANTY. Tel: +44 (0)1922 613633. Fax: +44 (0)1922 626991 Lodar 9100 Series is guaranteed for a period of 24 months from the date of purchase, as long as it is wired in accordance email: with our Instructions , and that the equipment is fitted with an isolation system to shut off all power in event of an emergency.
4 To comply with Directive 95/54/EC the equipment should be inoperable when the vehicle is moving. LED marked SET MASTER OUTPUT VOLTAGE. Working Range Indicates system Configuration of Master Output 12 Volts to 36 Volts DC. is active (not 9100 ) is by jumper pins. Absolute Limit 8 Volts to 40 Volts DC. either Continuous LED marked FAULT activated by Transmitter RESET Note 42 Volt System de-activated by Transmitter STOP 48 Volt Max Limit is Indicates an overload is Connect jumper across A-B currently Special Order present; the System cannot be RESET until or Parallel overload is removed. Activated by any Transmitter FUNCTION. but not STOP or RESET. This LED blinks for 20 Connect jumper across A-C. seconds when the Receiver is initially powered. A replacement Transmitter has be R54. SET. X1 S+ 0V LODAR. R50. ST R10. SAFETY. D19. R55 R56. R1. X2. registered during this 20 FAULT R. R53. S. T1. R9. 1 Rx 91xx second period.
5 +5V 10 +. IC2. C4 R57 B. R12. R11. IC4. S. O - Iss. 1 LED's marked 1 A LK1 R19 F1. R52 R21. D16 C T3. 1. C. K. E. F1. D7. F1 - F2 . SKT1. S. R3 D14 1 16. D15. R20 IC6 T F2. F3. C6. R38. R24 C8. IC7 F2. D1. +. R44. S. T4 R23 C9. S. F3 When ON they indicate LED marked 5V C1 + R48 R26. R25. C9. R28. 1. O. C. K F4 an output to that function R29. R2. C10 E. 1. F4. T5. L2. L1 T M. D3 +5V S. R30. Master D5. Indicates power D2. + R34. R31. R33. IC8. C11. 1. supply for control C2 +. IC1 S T6. R36. 1. R35. R17. M. circuits is OK C5. +. 1. R7 +5V. + C3. R14. IC9. R13. R15. R16. R6 R4 R5 E. T7. S. T2 Cd R8. X3. 0V. ANT. LID. FAULT CHECK. TRANSMITTER Fit new battery RECEIVER Check power Supply is ON Check LED marked 5V. Press the SET Button 5V LED is ON 5V LED is OFF. Check the LED marked FAULT Check power supply at Lodar input. LED ON LED OFF. Release the Transmitter FAULT LED is ON Power IS present SET Button FAULT. Lodar has detected an overload Lodar has a FAULT.
6 Switch OFF Receiver speak to your supplier disconnect ALL output wires from LED BLINKS LED OFF. sockets. Switch ON Receiver Power NOT present make the power supply good Press all Function Transmitter Buttons in turn FAULT. Check LED marked FAULT FAULT LED is OFF Switch OFF Receiver Switch ON Receiver FAULT LED FLASHES LED ON LED OFF. FAULT LED FLASHES FAULT LED is ON when each when one or then immediately PRESS and HOLD SET Button is more buttons Lodar has a FAULT for 5 seconds. The Pressed are pressed Press SET speak to your supplier Transmitter should now have been re-registered Press STOP Transmitter to the Receiver FAULT. Check LED marked SET. SET LED is OFF Check LED marked SET. LED ON LED OFF. SET LED is ON. Operate Transmitter Buttons All LED's LIGHT SET LED is OFF. one at a time and check that Re-connect output wires Release the Transmitter the corresponding output one at a time into sockets STOP Button FAULT.
7 LED switches ON checking each time that Lodar has a FAULT. they still operate? speak to your supplier LED OFF LED BLINKS. and does not One or more LED's BLINK. If FAULT LED is activated and Transmitter FAIL to light FAULT LED is not FAULT. the SET LED is OFF then the activated relevant output has a fault Keypad is OK. Lodar has a FAULT. speak to your supplier Repair fault Lodar OK Re-register Transmitter with Receiver Skidmore 4WD Limited Warranty for LODAR Valid Worldwide Limited Warranty. Skidmore 4wd Ltd ( Seller ) warrants to the original buyer ( You ) all parts and components to be free of faults in materials workmanship for a period of two (2) years from provable date of purchase. Any Lodar product that is faulty will be repaired or replaced without charge to you, upon compliance with these procedures. The Warranties set forth herein are exclusive and in lieu of all other Warranties, whether oral or written, express or implied.
8 Limited Warranty Performance Procedure Upon discovery of a faulty Lodar product, you shall notify the Seller in writing, at his factory or at any authorised distributor, details of the said fault and mail, or otherwise ship the faulty Lodar product, postage or other carriage prepaid. Repairs or replacements by the Seller under this Limited Warranty will normally be accomplished within fifteen (15) working days after the receipt of the faulty Lodar product. The Seller, or its authorised distributor, may make reasonable charges for repairs that are not covered by this Limited Warranty Warranty and Remedy Limitations and Exclusions The following exclusions or limitations of Warranties and limitations of remedies shall be expressly applicable: Express Warranties. Seller warrants that the Lodar is as described in the Lodar Owners Manual provided herewith: no other express Warranty is made in respect to the Lodar.
9 If any model or sample was shown to you, such model or sample was used for illustrative purposes only, and shall not be construed as a Warranty that the Lodar will conform to the sample or model. Implied Warranties. The implied Warranty of merchantability and all other implied Warranties shall only extend from the provable date of purchase for two(2) years. Some States within the USA do not allow limitations on how long an implied Warranty lasts, so the above limitation may not apply to you. Incidental and Consequential Damage. Subject to the Sellers Limited Warranty obligations set forth herein, the Seller shall not be responsible for incidental damages of any kind, or for consequential damages to property, loss of profits and loss of use which may be caused by any fault in, or malfunction, or failure of the enclosed Lodar. Some States within the USA do not allow the exclusion or limitation of incidental or consequential damages, so the above limitation may not apply to you.
10 Condition of Warranty. The Seller shall not be required to comply with its Warranty duties provided herein if the fault, malfunction or failure of the Lodar was caused by damage (not resulting from faulty or malfunctioning components) or unreasonable use by you. Unreasonable use shall include, but not be limited to, the failure to provide reasonable and necessary maintenance or installation or use of the Lodar without compliance with the Instructions contained in the Lodar Owners manual. Sellers liability under this Warranty or for any loss or damage to the Lodar product shall not exceed the cost of correcting the defects in or replacing the Lodar product, and upon expiration of the Warranty period, all such liability shall terminate. The agents, distributors and employees of the Seller are not authorised to make modifications to this Warranty, or additional Warranties binding on the Seller. Accordingly, additional statements, whether oral or written, do not constitute Warranties and should not be relied upon.
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			Wiring Instructions for 10, 16 & 20 Function, 92 & …

			www.lodar.com
			GROUND 12 / 24 VOLT COMMON FUNCTION 5 FUNCTION 6 FUNCTION 7 FUNCTION 8 MASTER FUNCTION 1 FUNCTION 2 LK1 FUNCTION 3 FUNCTION 4 6 Make connections as detailed below

			   Instructions
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			AS 9100 - Eaton

			www.eaton.com
			Sight Gauges and Sight Plugs Eaton's Tedeco ® product line Sight Gauges are available in many configu-rations to meet specialized level viewing needs. In addition to the conven-

			   Eaton, 9100, As 9100

		

	

	
				
					

		
			9100 - Lead in Surface Wipe Samples

			www.cdc.gov
			NIOSH Manual of Analytical Methods (NMAM), Fourth Edition LEAD in Surface Wipe Samples: METHOD 9100, Issue 2, dated 15 May 1996 - Page 2 of 2 Include appropriate media and reagent blanks.

			   Surfaces, Samples, Deal, 9100, Lead in surface wipe samples, Wipe

		

	

	
				
					

		
			9100 Series pages - tycorelay.com

			www.tycorelay.com
			816 PRODUCTS UNLIMITED Dimensions are shown for reference purposes only. Dimensions are in inches over (millimeters) unless otherwise specified. Catalog 1308242

			   9100

		

	


                
                
	
				
					

		
			AUTOMATIC & MANUAL WINDING MOVEMENT …

			www.citizen.co.jp
			Basic specification Function Automatic & manual winding Display by means of hands: hour, minute, second. Date calendar Day / Month / 24Hours display by means of hands

			   Manual, Automatic, Automatic amp manual winding movement, Winding, Movement

		

	

	
				
					

		
			CLASSIC STEEL - Wayne Dalton Garage Doors

			www.wayne-dalton.com
			White Almond Desert Tan Taupe Gray Brown Actual colors may vary from brochure due to fluctuations in the printing process. Always request a color sample
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