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Contact the Tesla Technical Support Team: Questions ...



Questions ? Contact the Tesla Technical Support Team: | (Monday - Friday) | (24/7). The recommended home charging installation option for Tesla vehicles is a 240 volt NEMA 14-50 outlet. This outlet is commonly used for electric stoves and recreational vehicles. Installed with a 50 amp circuit breaker, this outlet enables a recharge rate of about 37 kilometers per hour. Consult a licensed electrician to review the electrical load of your home prior to installation . Once the installation plan has been confirmed, the electrician can source a permit from your local building department to begin work. This guide provides reference for specifications to install this outlet. Since each installation is custom to the home, all hardware for the NEMA 14-50 outlet will be provided by your electrician. Voltage: Single phase, 208-250 Volt AC supply, 60 Hertz Circuit Breaker: 50 Amp recommended Operating Current: 32 Amp (maximum continuous current).
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    	Transcription of Contact the Tesla Technical Support Team: Questions ...


        
    	1 Questions ? Contact the Tesla Technical Support Team: | (Monday - Friday) | (24/7). The recommended home charging installation option for Tesla vehicles is a 240 volt NEMA 14-50 outlet. This outlet is commonly used for electric stoves and recreational vehicles. Installed with a 50 amp circuit breaker, this outlet enables a recharge rate of about 37 kilometers per hour. Consult a licensed electrician to review the electrical load of your home prior to installation . Once the installation plan has been confirmed, the electrician can source a permit from your local building department to begin work. This guide provides reference for specifications to install this outlet. Since each installation is custom to the home, all hardware for the NEMA 14-50 outlet will be provided by your electrician. Voltage: Single phase, 208-250 Volt AC supply, 60 Hertz Circuit Breaker: 50 Amp recommended Operating Current: 32 Amp (maximum continuous current).
2 Conductors: 6 AWG recommended, Copper Wire Only. Upsize wiring for installations over 150 feet Ground Fault Circuit Interrupter: Not required Service Disconnect: Not required Receptacle Recommendation: High quality, industrial grade receptacle Ventilation: Not required Outdoors: Install with NEMA 3R rainproof enclosure Compliance: Mobile Connector cable is cUL listed Install near vehicle charge port, maximum 15' away, minimum 18 above ground 3500 Deer Creek, Palo Alto, CA 94304 | July, 2015 | Versio
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			Gen 3 Wall Connector Manual - Tesla, Inc.

			www.tesla.com
			Jan 15, 2020 · CAUTION: Incorrect installation and testing of the Wall Connector could potentially damage the vehicle's battery, components, and/or the Wall Connector itself. Any resulting damage is excluded from the New Vehicle Limited Warranty and the Charging Equipment Limited Warranty.

			   Installation, Walls, Connectors, Gen 3 wall connector

		

	

	
				
					

		
			MODEL Y MUD FLAP KIT INSTALLATION TROUSSE …

			www.tesla.com
			The Mud Flap Kit is designed to provide added protection against rocks and small road debris that can accelerate elemental wear and tear on your vehicle’s body and paint. If you drive on roads where heavy salt, sand, or gravel are commonly used to improve winter road conditions, installing this kit is the recommended way to protect your vehicle.

			   Installation, Flap, Trousse, Flap kit installation trousse

		

	

	
				
					

		
			Model S Owner's Manual - Tesla

			www.tesla.com
			1. This area on the top of the touchscreen displays the time and provides shortcut to lock/ unlock the vehicle, access vehicle information (the Tesla "T"), choose to set up a driver profile

			   Manual

		

	


                
                
	
				
					

		
			Hyperloop Alpha - Tesla

			www.tesla.com
			900 miles apart. Around that inflection point, I suspect that supersonic air travel ends up being faster and cheaper. With a high enough altitude and the right geometry, the sonic boom noise on the ground would be no louder than current airliners, so that isn’t a showstopper. Also, a quiet supersonic plane

			   Hyperloop

		

	

	
				
					

		
			New Vehicle Limited Warranty - Tesla

			www.tesla.com
			described in the Warranty Coverage section of this New Vehicle Limited Warranty. Parts repaired or replaced, including replacement of the vehicle, under this New Vehicle Limited Warranty are covered only until the applicable warranty period of this New Vehicle Limited Warranty ends, or as otherwise provided by applicable law.

			   Limited, Warranty, Limited warranty

		

	

	
				
					

		
			PERFORMANCE SPECIFICATIONS MECHANICAL SPECIFICATIONS

			www.tesla.com
			Tesla Powerwall is a fully-integrated AC battery system for residential or light commercial use. Its rechargeable lithium-ion battery pack provides energy storage for solar self-consumption, time-based control, and backup. Powerwall’s electrical interface provides a simple connection to any home or building.

			

		

	


                
                
	
				
					

		
			SPECIFICATIONS AND FEATURES - Tesla

			www.tesla.com
			Variable frequency drive with regenerative braking 2692.9 L (95.1 cu ft) Large 1397.4 mm (55.0 in) / 1390.4 (54.7 in) ... Braking system Front brakes Rear brakes Electronic stability control • • • • ... Anti-lock disc brakes (ABS) with electronic brake force distribution and secondary caliper electronically actuated parking brake ...

			   System, Regenerative, Anti, Locks, Braking, Braking system, Regenerative braking

		

	

	
				
					

		
			Planned 2020 Gigafactory Production Exceeds 2013 Global ...

			www.tesla.com
			Gigafactory Projected Figures 2020 Tesla Vehicle Volume 㲔500,000/yr 2020 Gigafactory Cell Output 35 GWh/yr! 2020 Gigafactory Pack Output 50 GWh/yr!

			   Gigafactory

		

	

	
				
					

		
			MODEL S OWNER’S MANUAL

			www.tesla.com
			software version and market region, the information displayed on the touchscreen in your Model S may appear ... available keys with you for reprogramming. Using Exterior Door Handles A light press on a door handle extends it, provided Model S detects a valid key nearby.

			   Software, Reprogramming

		

	


                
                
	
				
					

		
			Model S - Electric Cars, Solar & Clean Energy | Tesla

			www.tesla.com
			All-wheel drive is standard on Model S 70D and available as an option on Model S 85. Model S Performance comes standard with All-Wheel Drive Dual Motor, pairing the high performance rear motor with a high efficiency front motor to achieve supercar acceleration, from zero to 60 miles per hour in 3.1 seconds. Rear Wheel Drive All-Wheel Drive Dual ...

			   Electric, Wheel
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			COLEMAN®-MACH® AIR CONDITIONERS

			old.rvcomfort.com
			INSTALLATION INSTRUCTIONS FOR ... Installation and service personnel are required by some states to be licensed. PERSONS NOT QUALIFIED SHALL NOT SERVICE THIS EQUIPMENT. ... control circuit of 1 amp or less (continuous current). All infrared control boxes are equipped with a 3.7 amp fuse

			   Services, Installation, Coleman, Mach, 174 mach

		

	

	
				
					

		
			Customer Guide for Electric Service for Ohio - FirstEnergy

			www.firstenergycorp.com
			Multiple Metering Installation Self-Contained Metering 400 Amp or Less ..... Exhibit 16 . Metering Installation Self-Contained Single-Phase 120/208Y V Network 400 Amp or Less ..... Exhibit 17 . Metering Installation Three-Phase Self-Contained Metering 400 Amp or Less.....

			   Services, Installation, Firstenergy

		

	

	
				
					

		
			Customer Guide for Electric Service for WV - FirstEnergy

			www.firstenergycorp.com
			• Customer: The party using the Company's service, or in applicable cases, the property owner or developer or any party working on behalf of the customer such as an engineer, builder, contractor, or developer. • Customer's Installation: All wiring, conduit, meter socket, service disconnecting devices, appliances,

			   Services, Installation, Firstenergy

		

	


                
                
	
				
					

		
			TYPICAL WIRING OF METER SOCKET FOR SINGLE PHASE, …

			www.mississippipower.com
			SINGLE PHASE, THREE WIRE 400 AMP SERVICE A. GENERAL NOTES: • Service entrance line and load conductors, conduit straps, weatherhead, lock nuts, bushings, connectors, and miscellaneous mounting hardware furnished and installed by customer. • Installation available for services greater than 200 amperes but less than 320 amperes continuous.

			   Services, Installation, Amp service

		

	

	
				
					

		
			UTILITY SERVICE ENTRANCE STANDARDS - NB Power

			www.nbpower.com
			Fig. 7 Self-Contained May Pole, 120/240V to 200 Amp Fig. 8 Customer Owned Pole for Non-Fixed Premise Fig. 9 Temporary Service Entrance, Tripod Mounted Fig. 10 Outdoor Metering Fig. 11 Utility Metering Equipment - Summary Fig. 12 Installation of Metering Current Transformers Fig. 13 Municipal Festive Lighting

			   Services, Utility, Installation, Standards, Entrance, Utility service entrance standards

		

	

	
				
					

		
			ELECTRIC DRYER INSTALLATION INSTRUCTIONS 29 WIDE …

			pdf.lowes.com
			“Assistance or Service” section of the “Use and Care Guide”. If using a power supply cord: Use a UL listed power supply cord kit marked for use with clothes dryers. The kit should contain: A UL listed 30-amp power supply cord, rated 120/240 volt minimum. The cord should be type SRD or SRDT and be at least 4 ft. (1.22 m) long.

			   Services, Installation

		

	


                
                
	
				
					

		
			SERVICE ENTRANCE SPECIFICATIONS FOR RESIDENTIAL AND …

			saca-az.org
			4.1 Service Disconnect 0-200 Amps . 4.2 Meter Socket and Metering 0-200 Amps. 4.3 Residential and Commercial Services 201 TO 400 Amps . Main Service Disconnect . Metering for Services 201 – 400 Amps . 4.4 Single-phase 320 AMP Meter/main for Underground Installations . 4.5 Commercial and Residential Services 401 - 800 Amps Main Service Disconnect

			   Services

		

	

	
				
					

		
			HOW TO INSTALL A 200 AMP ELECTRICAL SERVICE

			groverelectric.com
			7. Push the service wires up the conduit mast and leave 24" out of the top end. 8. Cut the two main conductor wires and connect them to the top terminals of the meter socket. NOTE: Apply a liberal coating of corrosion inhibitor to all aluminum wire once the insulation has been removed. Also use on the lugs and their threads as the

			   Services

		

	

	
				
					

		
			MVH-300EX MVH-200EX - Pioneer Electronics

			www.pioneerelectronics.com
			• For connecting a power amp or other devices to this product, refer to the manual for the product to be connected. • The graphical symbol placed on the product means direct current. • When the ignition switch is turned on (ACC ON), a control signal is output through the blue/white lead. Connect to an external power amp’s system remote

			   Electronic, Pioneer, 200ex, Pioneer electronics, Mvh 300ex mvh 200ex, 300ex
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