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D275AX - Komatsu Ltd.



STANDARD EQUIPMENTROPS:*Weight .. 605 kg1,330 lbDimensionsWidth .. 1980 mm6'6"Height from compartment floor .. 1835 mm6'0"*Meets ISO 3471 and SAE J/ISO 3471 cab:*Weight .. 455 kg1,000 lbDimensions:Length.. 1790 mm5'10"Width .. 1455 mm4'9"Height from compartment floor to ceiling .. 1530 mm5'0"*Meets ISO 3449 FOPS giant ripper:Variable, parallelogram single-shank ripperideal for ripping up tough material. Rippingangle is infinitely adjustable. Ripping depth isadjustable in three stages by a hydraulicallycontrolled pin (including hydraulic control unit) .. 3600 kg7,940 lbBeam length .. 1252 mm4'1"Maximum lift above ground .. 870 mm2'10"Maximum digging depth .. 1300 mm4'3"Multi-shank ripper:Hydraulically controlled parallelogram ripperwith three shanks. Ripping angle (including hydraulic control unit) .. 4462 kg9,840 lbBeam length .. 2495 mm8'2"Maximum lift above ground .. 955 mm3'2"Maximum digging depth .. 900 mm2'11"OPTIONAL EQUIPMENT Alternator 75 ampere/24V Backup alarm Batteries 170 Ah/2 x 12V Blower fan Decelerator pedal Dry-type air cleaner with dust evacuator and dust indicator Final drive case wear guard Hinged front mask Hinged underguard with front pull hook Hydraulic track adjusters Hydrostatic Steering System (HSS) Lighting system (including four front and two rear lights) Lockup torque converter Muffler with rain cap Palm lever steering control Radiator reserve tank ROPS brackets Segmented sprockets Seven-roller track frames Shoes, 610 mm24" extreme s

5 Power Train Electronic Control System Smooth and soft operation D275AX-5E0 utilizes a newly designed power train electronic control system.The controller registers the amount of operator
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    	Transcription of D275AX - Komatsu Ltd.


        
    	1 STANDARD EQUIPMENTROPS:*Weight .. 605 kg1,330 lbDimensionsWidth .. 1980 mm6'6"Height from compartment floor .. 1835 mm6'0"*Meets ISO 3471 and SAE J/ISO 3471 cab:*Weight .. 455 kg1,000 lbDimensions:Length.. 1790 mm5'10"Width .. 1455 mm4'9"Height from compartment floor to ceiling .. 1530 mm5'0"*Meets ISO 3449 FOPS giant ripper:Variable, parallelogram single-shank ripperideal for ripping up tough material. Rippingangle is infinitely adjustable. Ripping depth isadjustable in three stages by a hydraulicallycontrolled pin (including hydraulic control unit) .. 3600 kg7,940 lbBeam length .. 1252 mm4'1"Maximum lift above ground .. 870 mm2'10"Maximum digging depth .. 1300 mm4'3"Multi-shank ripper:Hydraulically controlled parallelogram ripperwith three shanks. Ripping angle (including hydraulic control unit) .. 4462 kg9,840 lbBeam length .. 2495 mm8'2"Maximum lift above ground .. 955 mm3'2"Maximum digging depth .. 900 mm2'11"OPTIONAL EQUIPMENT Alternator 75 ampere/24V Backup alarm Batteries 170 Ah/2 x 12V Blower fan Decelerator pedal Dry-type air cleaner with dust evacuator and dust indicator Final drive case wear guard Hinged front mask Hinged underguard with front pull hook Hydraulic track adjusters Hydrostatic Steering System (HSS) Lighting system (including four front and two rear lights)
2 Lockup torque converter Muffler with rain cap Palm lever steering control Radiator reserve tank ROPS brackets Segmented sprockets Seven-roller track frames Shoes, 610 mm24" extreme service,single-grouser Starting motors 11 kW/24 V Suspension seat TORQFLOW transmission Track roller guards Warning horn Air conditioner with heater and defroster Alternator 90 ampere/24 V Batteries 200 Ah/2 x 12V Counterweight Cushion dozer Cushion push block Fire extinguisher Hitch Hydraulics for ripper Light for ripper point Mirror, rearview Panel cover Perforated engine side covers Perforated single door radiator mask Pusher plate Radio, stereo SeatAir suspension seatSuspension seat Fabric seat Fabric seat, high backrest Seat belt Shoes: 710 mm28" 760 mm30" Spill guard for Semi-U dozer Spill guard for Full-U dozer Sun visor Track shoe slip control system Vandalism protection in Japan 200712 (10)CEN00098-01 Materials and specifications are subject to change without a trademark of Komatsu Ltd. : 337 kW452 HP @ 2000 rpmNet: 335 kW449 HP @ 2000 rpmOPERATING WEIGHT51,530 kg113,600 lbD275AX-5E0 CRAWLER DOZERP hoto may include optional hull frameand monocoque track frame with pivot shaft for design for the best value, reliability, and , power train, frame, and all othermajor components are engineered by get a machine whose components aredesigned to work together for higher production,greater reliability, and more maintenance Centralized service station Enclosed hydraulic piping Modular power train design Oil pressure checking portsSee page lockup torque convertersaves fuel and increases speed andpower transmission efficiency on long page track link designreduces maintenance cost bymaking turning pins easier, withimproved pin reuse.
3 See page undercarriage systemimproves traction, component durability,and operator page DOZERNew hexagonal designed cab includes: Spacious interior Comfortable ride with new cab damper mounting and K-Bogie undercarriage Excellent visibility High capacity air conditioning system (optional) PCCS (Palm Command Control System) lever controls Pressurized cab (optional) Adjustable armrest Travel control console integrated with operator seatSee page , long-track, seven roller undercarriage ensures outstanding grading ability and shoe slip control system (option)reduces operator fatigue. See page (Hydrostatic Steering System)provides smooth, quick and powerful controlin varying ground page may include optional drive radiator cooling fancontrolled automatically, reduces fuelconsumption and operating noise page 6 WALK-AROUNDD275AX-5E0 CRAWLER DOZERD275AX-5E0 CRAWLERDOZERHORSEPOWERG ross: 337 kW452 HP @ 2000 rpmNet: 335 kW449 HP @ 2000 rpmOPERATING WEIGHT51,530 kg 113,600 lbBLADE yd3 Semi- yd3 SAA6D140E-5 turbocharged after-cooleddiesel engine provides an output of 335 kW449 HPwith excellent productivity.
4 This machine is EPA Tier 3and EU stage 3A emission certified. See page PRODUCTIVITYI nnovative SIGMADOZER reduces diggingresistance and demonstrates smooth material roll upto increase blade load. Blade capacity yd3. See page machine profile provides excellentmachine balance and low center of Train Electronic Control SystemSmooth and soft operationD275AX-5E0 utilizes a newly designed power train electronic control system. The controller registers the amount of operatorcontrol (movements of lever and operation of switches) along with machine condition signals from each sensor, to calculateaccurately the control of the torque converter, transmission, HSS (Hydrostatic Steering System) and brakes for optimalmachine operation. The ease of operation and productivity of the new D275AX -5E0 is greatly improved through these new (Electronic Controlled Modulation Valve) controlled transmissionController automatically adjusts each clutch engagement depending on travel conditionssuch as gear speed, revolution and shifting pattern.
5 This provides smooth shockless clutchengagement, improved component reliability, improved component life and operator Steering System smooth, powerful turningThe Hydrostatic Steering System (HSS) is powered by an independent hydraulic pumpwith engine power transmitted to both tracks without power interruption on the insidetrack. When the machine turns, the outside track moves faster and the inside slower, forsmooth, powerful turns. Counter-rotation is available for minimum turning radiusproviding excellent maneuverability. Shock-free steering reduces machine vibration andminimizes operator HSS system is equipped with a pivot turn mode switch on the the pivot turn mode is selected or the machine reaches the limit of HSS during a turn,the turning side brake is engaged. This results in a pivot turn with a short turning downshift functionController monitors engine speed, travel gear and travel load is applied and machine travel speed is reduced, thecontroller automatically downshifts to optimum gear speed toprovide high fuel efficiency.
6 This function provides comfortableoperation and high productivity without manual function can be cancelled with cancel Controlled Modulation Valve (ECMV)Conventional modulation valveTimeClutch pressureF1-R1 MODEF1-R2 MODEF2-R2 MODEP ress DOWN switchPress DOWN switchPress UP switchPress UP switchUPDOWNH eavy loadLight loadActuated on heavyload or steep slope4 Turning while dozing the machine turns by driving theleft and right tracks under power at different speedsallowing the machine to travel at the same speed as instraight dozing. Side cutting when side-loading the blade, straight travelcan be maintained utilizing HSS. On downhill slopes the machine doesn t require counter-steering. The joystick provides the same steering responseon downhill slopes as on flat ground. Grading can be done efficiently without damaging theground, because the inside track is not locked during planetarygear unitsHydraulic motorBrakesPalm command electronic controlled travel control joystickPalm command travel joystickprovides the operator with arelaxed posture and superbfine control without operatorfatigue.
7 Transmission gearshifting is simplified with thumb push adjustable suspension seat and travelcontrol consoleFor improved rear visibility during reverse operations, theoperator can adjust seat 15 to the right. The transmissionand steering controls move with the seat for optimumoperator comfort. The travel control console also hasadjustment fore and aft, and height. The armrest isindependently adjustable up and down, providing optimumoperation posture for all command PPC controlled blade controljoystickBlade control joystick uses thePPC (Proportional PressureControl) valve and palmcommand joystick similar to thetravel control joystick. PPCcontrol combined with thehighly reliable Komatsu hydraulic system enables superbfine control. (Dual tilt and pitch operation are enabled bydepressing switch with a thumb. This is available whenoptional dual tilt dozer is installed.) Fuel control dialEngine revolution is controlled by electric signals, providingease of operation, eliminating maintenance of linkage adjustable blade control armrestBlade control armrest is height adjustable without any toolsin three stages, providing the operator with firm armsupport in an ideal adjustable ripper control leverRipper control lever position is adjustable.
8 Providing optimumoperator posture during all types of ripping SYSTEMTr a v e lcontrol leverSteering controllerFuelcontrol dialRippercontrol leverMonitor panelDecelerationpedalTransmissioncontro llerEnginecontrollerLock upElectronic controlledtransmissionHSSE ngineFuel controlvalve unitECMVECMVECMVECMVECMVECMVPump servo valveHSS pumpHSS motorBrake pedalpotentiometerAccelerationsensorPitc hanglesensorTrans-missionoutputspeedsens orAuto down-shift switchServiceswitchTransmission controlTorque converter controlImplement controlTransmissioncontrol converterBlade control leverKomatsu s new ergonomically designed control system PCCS creates an operating environmentwith complete operator control .Left-hand joystickBlade and rippercontrol joystickOutline of electronic control systemHuman-Machine InterfacePCCS(PALM COMMAND CONTROL SYSTEM) D275AX -5E0 CRAWLER DOZERD275AX-5E0 CRAWLERDOZERP reset travel speed functionPreset travel speed selection function is standard equipment, enabling the operator to select fore and aft travel speed fromthree preset patterns; F1-R1, F1-R2 and F2-R2 by using the UP/DOWN switch.
9 When the F1-R2 or F2-R2 preset pattern isselected and the travel control is moved into forward or reverse, the machine travels in the preset gear range function reduces manual gear shifting frequency during machine operation, enabling the operator to focus on directionaland hydraulic control. Preset travel speed selection is especially helpful when used in combination with the auto-downshiftfunction and reduces cycle times during repeated round trip frontWhen turned 15 Dual tilt dozer The dual tilt dozer increases productivity while reducing operator effort. Optimum blade cutting angle for all types of materials and grades can be selected on-the-go for increased load andproduction. Digging, dozing (carry), and dumping (spreading) are easy and smooth with less operator fatigue. Dozer tilt angle and tilt speed are twice that of a conventional single tilt The variable giant ripper features a long sprocket center-to-ripper point distance,making ripping operation easy and effective while maintaining high penetration force.
10 The variable giant ripper is a parallelogram single shank ripper ideal for ripping intough material. The ripping angle is variable, and the depth is adjustable in threestages by a hydraulically controlled pin puller. The multi-shank ripper is a hydraulically controlled parallelogram ripper with shoe slip control system (option) Eliminates the need for the operator to constantly control engine power output with the deceleratorwhile ripping. Operator fatigue is substantially reduced. Maneuverability is improved because the operator is free to focus on the ripping application withouthaving to monitor the track shoe slippage. Repair costs are significantly lowered and undercarriage life is prolonged with the reduction in trackshoe slippage. The track shoe slip control system will contribute to lower fuel costs, because the engine output isautomatically controlled to optimum levels for shoe slipcontrol panelEngineTorque converterEngineTransmissionLockup "ON"Lockup "OFF"67 UndercarriagePRODUCTIVITYFEATURESD275AX- 5E0 CRAWLER DOZERD275AX-5E0 CRAWLERDOZERThe Komatsu SAA6D140E-5 engine delivers 335 kW449 HPat 2000 rpm.
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			WA600 - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WHEEL LOADER WA600-6 3 2 Increased Reliability Reliable Komatsu designed and manufactured components Sturdy …

			   Wa600

		

	

	
				
					

		
			OTHER EQUIPMENT: 220 PC220-8M0 …

			www.komatsu.com
			WALK-AROUND Low Fuel Consumption by Total Control of the Engine, Hydraulic and Electronic System 2 3 HYDRAULIC EXCAVATOR PC220/220LC-8M0 Low Emission Engine Low Operation Noise

			

		

	

	
				
					

		
			930E 4SE Spec Sheet

			www.komatsu.com
			930E-4SE MAXIMUM GVW 505755 kg 1,115,000 lb GROSS HORSEPOWER 2611 kW 3,500 HP E LECTRIC D RIVE T R UCK Photo may include optional equipment. 930E

			   Sheet, Spec, 930e 4se spec sheet, 930e

		

	


                
                
	
				
					

		
			930E-4 AESS743 00.qxd (Page 2) - Komatsu Ltd.

			www.komatsu.com
			STANDARD EQUIPMENT • Air cleaners, Donaldson SRG • Alternator (24 volt/140A) • Auto lubrication system w/ground level fill & level indicator • Batteries–4 x 8D (1450 CCA’s)

			   Pages, Page 2, 4 aess743 00, Aess743

		

	

	
				
					

		
			PC78US - Komatsu Ltd.

			www.komatsu.com
			6 7 WORKING ENVIRONMENT PC78US-8 Safety Features Automatic Air Conditioner Automatic air conditioner is utilized. The bi-level control function keeps …

			   Pc78us

		

	

	
				
					

		
			GROSS HORSEPOWER 254 kW NET HORSEPOWER …

			www.komatsu.com
			GROSS HORSEPOWER 254 kW 340 HP NET HORSEPOWER 246 kW329 HP MAXIMUM GVW 51420 kg 113,360 lb Photo may include optional equipment. HM300-2 A RT ICULATED D UMP

			   Horsepower 254 kw net horsepower, Horsepower

		

	


                
                
	
				
					

		
			3 WA430-5 - Komatsu Ltd.

			www.komatsu.com
			Photo may include optional equipment. WA430-5 HORSEPOWER Gross: 174 kW234 HP / 2000 rpm Net: 162 kW217 HP / 2000 rpm OPERATING WEIGHT 18340 – 18555 kg

			   Wa430 5, Wa430

		

	

	
				
					

		
			WA430 mm - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WA430-6 WHEEL LOADER WA430-6 W HEEL L OADER 3 2 Increased Reliability Reliable Komatsu designed …

			   Wa430, Wa430 mm

		

	

	
				
					

		
			D65EX-16 D65PX-16 D65WX 65 - Komatsu Ltd.

			www.komatsu.com
			HORSEPOWER Gross: 155 kW207 HP @ 1950 rpm Net: 153 kW205 HP @ 1950 rpm OPERATING WEIGHT D65EX-16 19510 kg43,010 lb D65PX-16 20990 kg46,270 lb D65WX-16 20360 kg44,880 lb

			   D65wx, D65ex 16 d65px 16 d65wx 65, D65ex, D65px

		

	


                
                
	
				
					

		
			PC450 PC450LC-8 - Komatsu Ltd.

			www.komatsu.com
			6 WORKING ENVIRONMENT PC450-8 H YDRAULIC E XCAVATOR Low Cab Noise The newly-designed cab is highly rigid and has excellent sound absorption ability. Thorough improvement of noise

			   Noise, Pc450lc 8, Pc450lc
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			Berco Products Line GB 2 4-06-2008 14:28 Page 1 …

			www.msttracks.com
			3 THE WIDEST CHOICE OF UNDERCARRIAGE COMPONENTS AND SYSTEMS FOR TRACK TYPE MACHINES TRACK SHOES • More than 70 different profiles • Hot rolled, cast and hot forged shoes

			   Component, Undercarriage, Undercarriage components

		

	

	
				
					

		
			UNDERCARRIAGE COMPONENTS FOR …

			www.group-itm.com
			A Titan International Inc. Brand ITM is a worldwide leader specialising in the design, development and manufacture of undercarriage components and systems for earthmoving, construction,

			   Component, Undercarriage, Undercarriage components for, Undercarriage components

		

	

	
				
					

		
			UNDERCARRIAGE - ITM

			www.group-itm.com
			5 Through the extensive expertise in the design and manufacture of undercarriage components and complete undercarriages, and the usage of the most advanced technologies, ITM develops innovative, reliable and

			   Component, Undercarriage, Undercarriage components

		

	


                
                
	
				
					

		
			DKB765 7/12/06 2:24 PM Page 1 UNDERCARRIAGE

			www.deere.com
			Approximately 20 percent of your crawler’s purchase price is for undercarriage. More importantly, nearly 50 percent of your mainte-nance costs will go into maintaining it.

			   Pages, 24 pm page 1 undercarriage, Undercarriage

		

	

	
				
					

		
			UNDERCARRIAGE HANDBOOK - West-Trak New …

			www.west-trak.co.nz
			Helping You get the Most from Your Undercarriage UNDERCARRIAGE HANDBOOK 0800 654 323 www.west-trak.co.nz

			   Handbook, Undercarriage, Undercarriage handbook, Undercarriage undercarriage handbook

		

	

	
				
					

		
			TH E I N N OVATO R - focusonaggregates.com

			www.focusonaggregates.com
			Technical Specifications Thor Global Enterprises Ltd. 839 Westport Crescent Mississauga, Ontario Canada L5T 1E7 TEL: 905-564-0440 FAX: 905-564-9602

			

		

	


                
                
	
				
					

		
			Build It Right! Build It With Parts! - HeavyQuip - …

			www.heavyquip.com
			HEAVY EQUIPMENT PARTS & SERVICE WWW. .COM Toll Free 877-871-8787 Featuring ITR Quality Products Build It Right! Build It With Parts!

			   With, Part, Rights, Build, Build it right, Build it with parts

		

	

	
				
					

		
			Specalog for 330C L Hydraulic Excavator, …

			www.macallisterrentals.com
			2 330C L Hydraulic Excavator Increased work tool options, improved cycle times, and ease of operation lead to increased productivity and lower operating costs.

			   Hydraulic, Excavator, 330c l hydraulic excavator, 330c
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