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D65EX-16 D65PX-16 D65WX 65 - Komatsu Ltd.



HORSEPOWERG ross: 155 kW207 HP @ 1950 rpm Net: 153 kW205 HP @ 1950 rpmOPERATING WEIGHTD65EX-16 19510 kg43,010 lbD65PX-16 20990 kg46,270 lbD65WX-16 20360 kg44,880 lbCRAWLERDOZERP hoto may include optional may include optional operator control with PCCS (Palm Command Control System) Electronic controlled PCCS travel control Hydraulic controlled PCCS blade/ripper control Fuel control dial Automatic/manual gearshift selectable mode Gearshift pattern preset function ECMV controlled transmissionSee page engine side covers for easy and efficient engine servicing See page drive radiator coolingfancontrolled automatically, reducesfuel consumption and operating page tilt lines completely protectedPAT (Power Angle and Tilt Dozer)

HORSEPOWER Gross: 155 kW207 HP @ 1950 rpm Net: 153 kW205 HP @ 1950 rpm OPERATING WEIGHT D65EX-16 19510 kg43,010 lb D65PX-16 20990 kg46,270 lb D65WX-16 20360 kg44,880 lb
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    	Transcription of D65EX-16 D65PX-16 D65WX 65 - Komatsu Ltd.


        
    	1 HORSEPOWERG ross: 155 kW207 HP @ 1950 rpm Net: 153 kW205 HP @ 1950 rpmOPERATING WEIGHTD65EX-16 19510 kg43,010 lbD65PX-16 20990 kg46,270 lbD65WX-16 20360 kg44,880 lbCRAWLERDOZERP hoto may include optional may include optional operator control with PCCS (Palm Command Control System) Electronic controlled PCCS travel control Hydraulic controlled PCCS blade/ripper control Fuel control dial Automatic/manual gearshift selectable mode Gearshift pattern preset function ECMV controlled transmissionSee page engine side covers for easy and efficient engine servicing See page drive radiator coolingfancontrolled automatically, reducesfuel consumption and operating page tilt lines completely protectedPAT (Power Angle and Tilt Dozer)
2 Expandsproductivity in a variety of applications. Themanually adjustable blade pitch further expandsversatility and page (Parallel LinkUndercarriage System) provideslonger wear life and lower repair &maintenance costs with new rotatingbushings and other key page machine profileprovides excellent machinebalance and low center of length for EX/WX ensures outstanding grading ability and turbocharged after-cooleddiesel engine provides an output of 155 kW207 HPwith excellent fuel economy. This engine is EPA Tier 3and EU stage 3A emissions certified. See page transmission with lockup torqueconverter improves fuel consumption. See page SIGMADOZER reduces diggingresistance and smoothly rolls material up forincreased blade loads.
3 Blade yd3(for EX) yd3(for WX) See page PRODUCTIVITY &FUEL ECONOMYD65-16 CRAWLER DOZER3 Photos may include optional integrated ROPS cab includes: Large quiet operator environment Comfortable ride with new cab damper Excellent visibility without ROPS post Automatic high capacity air conditioning Pressurized cab Adjustable armrest and suspension seatSee page adjustedidler support provides longlife of wear plate without gapand vibration. See page power train for increased serviceability and durability. Forward mounted pivot shafts isolate final drives from blade page , simplehull frameand monocoque track framewith pivot shaft for greaterreliability. See page , multiple-disc brakes adjustment freefor excellent service life.
4 See page (Hydrostatic Steering System) provides smooth, quick, and powerful control in various ground conditions. See page : 155 kW207 HP @ 1950 rpmNet: 153 kW205 HP @ 1950 rpmOPERATING WEIGHTD65EX-16:19510 kg43,010 lbD65PX-16:20990 kg46,270 lbD65WX-16:20360 kg44,880 lbBLADE CAPACITYSIGMADOZER: D65EX-16 yd3D65WX-16 yd3 Straight Tilt Dozer: D65EX-16 yd3D65PX-16 yd3 Power Angle and Tilt Dozer: D65EX-16 yd3D65PX-16 yd3D65 WX-16 yd3 Large TFT LCD monitor Easy-to-read and use 7" large multi-colormonitor Choice of 10 languages for global supportTFT : Thin Film TransistorLCD : Liquid Crystal DisplaySee page The next generation bladeBased on a completely new digging theory, SIGMADOZER dramatically improves dozing performance and increasesproductivity.
5 A new frontal design concept adopted fordigging and rolling up at the center of the blade increasessoil holding capacity while simultaneously reducing sidewayspillage. It also reduces digging resistance producing asmoother flow of earth, enabling the dozing of largerquantities of soil with less productivitySIGMADOZERA utomatic transmission with lockup torque converterKOMATSUSAA6D114 engineNew fuel efficient bulldozerThe new D65 has achieved both high levels ofproductivity and fuel economy through the usage ofSIGMADOZER and automatic transmission withlockup torque converter. SIGMADOZER developedbased on completely new digging theory dramaticallyincreases production. New transmission with highpower transmission efficiency greatly reduces fuelconsumption.
6 This bulldozer significantly improvesfuel efficiency compared with our conventional tilt bladeShape ofdozed materialShape ofdozed materialSIGMADOZER(D65-16)Straight tilt blade(D65-15E0)SIGMADOZERA utomatic transmission withlockup torque converter15%increase25%increase10%decrea se(Compared with our conventional model)FUEL CONSUMPTION:PRODUCTION:FUEL EFFICIENCY:Production increased by 15%(compared with our conventional model)PRODUCTIVITY &FUELECONOMYFEATURESD65EX/PX/WX-16 CRAWLERDOZER5 Torque converterEngineTransmissionLockup ON Lockup OFF F1F2F3 Travel performance curveAutomatic gearshift modeManual gearshift modeFuel economy through effective usage of engine power (Decreased by 10%)Increased power transmission efficiency by torque converter lockupAutomatic lockup ON in the speed range for travel and practical dozingDrawbar pull (tons)504030201000510 Travel speed (km/h)F3 LLockup mechanism of thetorque converter isautomatically actuated totransfer engine power directlyto the transmission intravelling and usual dozingspeed ranges.
7 Locking up thetorque converter eliminatesloss of power by 10%.Because the electronicallycontrolled engine is extremelyefficient, a decrease in fuelconsumption is realized whilealso maintaining transmission with lockup torqueconverterA sharp reduction in fuel consumption and greater powertrain efficiency is achieved by the new automatic gearshifttransmission and lockup torque converter. The automatictransmission selects the optimal gear range depending onthe working conditions and load placed on the means the machine is always operating at consumption decreased by 10%(compared with our conventional model)Outstanding fuel economyAutomatic/manual gearshift selectable modeAutomatic or manual gearshift modes can be selected with ease to suit the work at hand by simply pressing the switch onthe multi-monitor (selection at neutral).
8 Automatic gearshift modeSelect for all general dozing. When a load is applied, the transmission automatically shifts down, and when the load is off,it automatically shifts up to a set maximum gear speed. This mode economizes both fuel and production further where thetorque converter lockup mechanism is actuated according to load, providing a one to one drive. Manual gearshift modeSelect for dozing and ripping rough ground. When loaded, the transmission automatically shifts down, but does not shift upwhen the load is working modeWorking mode P is the mode aiming for powerful operation and maximum production and mode E for general dozingapplications with adequate speed and power while saving energy.
9 For CO2reduction and energy saving, the monitor panelallows for switching the working mode with ease, depending on the work at hand. P mode (Power mode)With P mode, the engine outputs its full power, allowing the machine to perform the work requiring large production,heavy-load work, and uphill work. E mode(Economy mode)With E mode, the engine outputs enough power for the work without delivering unnecessary power. This mode allows forenergy saving operation and is suitable for the work on a ground where the machine may cause shoe slip and the worknot requiring large power such as downhill dozing, leveling and light-load gearshiftmode screenManual gearshiftmode screenWA380-6D65-16 CRAWLER DOZER6 ECOLOGYFEATURESD65EX/PX/WX-16 CRAWLERDOZERFuel efficient electronic controlled engineThe Komatsu SAA6D114E engine delivers 155 kW207 HPat 1950 rpm.
10 The fuel-efficient, powerful Komatsu enginemakes the D65 superior in both ripping and dozingoperations. The engine is EPA Tier 3 and EU stage 3 Aemissions certified. The engine is turbocharged and featuresdirect fuel injection and air-to-air aftercooling to maximizepower, fuel efficiency and emission minimize noise and vibration, the engine is mounted tothe main frame with rubber drive radiator cooling fan The engine cooling fan rotation speed is electronicallycontrolled. The fan rotation speed depends on enginecoolant and hydraulic oil temperatures, the higher thetemperature the higher the fan speed. This system increasesfuel efficiency, reduces the operating noise levels andrequires less horsepower than belt driven develops and produces all major components,such as engines, electronics and hydraulic components all components can be matched, efficiencies areincreased achieving high levels of productivity and this " Komatsu Technology", and adding customerfeedback, Komatsu is achieving great advancements result is a new generation of high performance andenvironment friendly DOZERCONTROLFEATURESPalm command hydraulic controlled blade/ripperjoystickHydraulically-contro lled palm command joystick is equippedfor blade/ ripper control.
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			OTHER EQUIPMENT: 220 PC220-8M0 …

			www.komatsu.com
			WALK-AROUND Low Fuel Consumption by Total Control of the Engine, Hydraulic and Electronic System 2 3 HYDRAULIC EXCAVATOR PC220/220LC-8M0 Low Emission Engine Low Operation Noise

			

		

	

	
				
					

		
			930E 4SE Spec Sheet

			www.komatsu.com
			930E-4SE MAXIMUM GVW 505755 kg 1,115,000 lb GROSS HORSEPOWER 2611 kW 3,500 HP E LECTRIC D RIVE T R UCK Photo may include optional equipment. 930E

			   Sheet, Spec, 930e 4se spec sheet, 930e

		

	

	
				
					

		
			930E-4 AESS743 00.qxd (Page 2) - Komatsu Ltd.

			www.komatsu.com
			STANDARD EQUIPMENT • Air cleaners, Donaldson SRG • Alternator (24 volt/140A) • Auto lubrication system w/ground level fill & level indicator • Batteries–4 x 8D (1450 CCA’s)

			   Pages, Page 2, 4 aess743 00, Aess743

		

	


                
                
	
				
					

		
			PC78US - Komatsu Ltd.

			www.komatsu.com
			6 7 WORKING ENVIRONMENT PC78US-8 Safety Features Automatic Air Conditioner Automatic air conditioner is utilized. The bi-level control function keeps …

			   Pc78us

		

	

	
				
					

		
			GROSS HORSEPOWER 254 kW NET HORSEPOWER …

			www.komatsu.com
			GROSS HORSEPOWER 254 kW 340 HP NET HORSEPOWER 246 kW329 HP MAXIMUM GVW 51420 kg 113,360 lb Photo may include optional equipment. HM300-2 A RT ICULATED D UMP

			   Horsepower 254 kw net horsepower, Horsepower

		

	

	
				
					

		
			3 WA430-5 - Komatsu Ltd.

			www.komatsu.com
			Photo may include optional equipment. WA430-5 HORSEPOWER Gross: 174 kW234 HP / 2000 rpm Net: 162 kW217 HP / 2000 rpm OPERATING WEIGHT 18340 – 18555 kg

			   Wa430 5, Wa430

		

	


                
                
	
				
					

		
			WA430 mm - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WA430-6 WHEEL LOADER WA430-6 W HEEL L OADER 3 2 Increased Reliability Reliable Komatsu designed …

			   Wa430, Wa430 mm

		

	

	
				
					

		
			D275AX - Komatsu Ltd.

			www.komatsu.com
			5 Power Train Electronic Control System Smooth and soft operation D275AX-5E0 utilizes a newly designed power train electronic control system.The controller registers the amount of operator

			   D275ax

		

	

	
				
					

		
			WA600 - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WHEEL LOADER WA600-6 3 2 Increased Reliability Reliable Komatsu designed and manufactured components Sturdy …

			   Wa600

		

	


                
                
	
				
					

		
			PC450 PC450LC-8 - Komatsu Ltd.

			www.komatsu.com
			6 WORKING ENVIRONMENT PC450-8 H YDRAULIC E XCAVATOR Low Cab Noise The newly-designed cab is highly rigid and has excellent sound absorption ability. Thorough improvement of noise

			   Noise, Pc450lc 8, Pc450lc
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			Planierraupe D65EX/WX/PX-16 - bs-bauma.com

			www.bs-bauma.com
			3 D65-16 MOTORLEISTUNG 164 kW / 223 PS @ 1.950 U/min BETRIEBSGEWICHT D65EX-16: 22.890 kg D65WX-16: 23.660 kg D65PX-16: …

			   D65wx
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