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Delta Motor Parts and Repair Manual - Eaton



9/19/07 11:40 AM Page 1. Delta Motors Parts and Repair Manual 9/19/07 11:40 AM Page 2. Parts Table of Contents Parts 2. Parts List 3 13. Disassembly 4 11. 12. Reassembly 6. 11. 10. 9. 7. 8. 7. 6. 5. 4. 3. 2. 1. 23. 22. 4. 21. 4. 24. 20. 18. 17. 16. 15. 14. 2 Eaton Char-Lynn Delta Motors Parts and Repair Manual C-MOLO-TS003-E September 2007. 9/19/07 11:40 AM Page 3. Parts List REF part NO. QTY. DESCRIPTION Tools Required =, + 1 5987016-001 1 Grease Seal 1. Screw driver =, + 2 5986832-001 1 Bearing Shell 2. 9/16 Socket Wrench 3 4999949-001 1 Housing 3. Torque Wrench =, + 4 5986912-001 3 O-ring 4. Shell Bearing Tool no. 606253. =, + 5 6943-000 1 Back-up Washer 5. Grease Seal Tool no.

9901368-000 Seal Kit-Contains Parts Indicated by ‘+’ — 9900439-000 Seal Kit with Seal Guard-Contains Parts Indicated by ‘=’ 6041950-001 7-pad configuration for 18 to 46 CID motor * - For 6.9 to 15 CID 5- pad(6041950-002) Tools Required 1. Screw driver 2. 9/16 SocketWrench 3. Torque Wrench 4. Shell Bearing Tool no. 606253 5.
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    	Transcription of Delta Motor Parts and Repair Manual - Eaton


        
    	1 9/19/07 11:40 AM Page 1. Delta Motors Parts and Repair Manual 9/19/07 11:40 AM Page 2. Parts Table of Contents Parts 2. Parts List 3 13. Disassembly 4 11. 12. Reassembly 6. 11. 10. 9. 7. 8. 7. 6. 5. 4. 3. 2. 1. 23. 22. 4. 21. 4. 24. 20. 18. 17. 16. 15. 14. 2 Eaton Char-Lynn Delta Motors Parts and Repair Manual C-MOLO-TS003-E September 2007. 9/19/07 11:40 AM Page 3. Parts List REF part NO. QTY. DESCRIPTION Tools Required =, + 1 5987016-001 1 Grease Seal 1. Screw driver =, + 2 5986832-001 1 Bearing Shell 2. 9/16 Socket Wrench 3 4999949-001 1 Housing 3. Torque Wrench =, + 4 5986912-001 3 O-ring 4. Shell Bearing Tool no. 606253. =, + 5 6943-000 1 Back-up Washer 5. Grease Seal Tool no.
2 606254. =, + 6 9057-012 1 Shaft Seal 6. Main Seal Tool no. 600421-2. 7 4999849-001 2 Bearing Race 7. Press 8 5986825-001 1 Thrust Bearing 9 4999967-002 1 Output Shaft 8. Shaft Bullet no. 606256. 10 1 Drive 9. Loctite 277. =, + 11 5990003-001 2 Back-up Ring 10. Inside Bearing Tool =, + 12 112530-037 1 O-ring no. 606252. 13 5987176-001 1 Valve Spring 11. Hammer 14 14416-001 4 Dowel Pin 12. Modified Key 15 4999900-001 1 Balancing Ring 13. Modified Cotter Pin Puller 16 4999904-001 1 Valve 17 5990407-001 1 Bearing 18 4998396-001 1 Thrust Bearing 20 4999898-001 1 Valve Plate 21 1 Gerolor Assembly 22 5986586-001 1 End Cap 23 7 Hex Head Screw 14163-001 1 Nut, Slotted (Not Shown).
3 14392-006 1 Key (Not Shown). = 14628-012 Slinger Seal 9900436-000 Seal Kit-Contains Parts Indicated by +'. 9900437-000 Seal Kit with Seal Guard-Contains Parts Indicated by ='. DISPLACEMENT HEX HEAD LENGTH WIDTH LENGTH. cm3/r in3/r SCREW mm inch GEROLER mm inch DRIVE mm inch 113 14384-026 4999844-001 5986952-001 146 14384-026 4999844-002 5986952-002 198 14384-025 4999844-003 5986952-003 234 14384-025 4999844-004 5986952-004 252 14384-001 4999844-012 5986952-012 300 14384-025 4999844-005 5986952-005 347 14384-002 4999844-006 5986952-006 395 14384-002 4999844-007 5986952-007 470 14384-004 4999844-008 5986952-008 542 14384-007 4999844-009 5986952-009 649 14384-009 4999844-010 5986952-010 754 14384-012 4999844-011 5986952-011 Eaton Char-Lynn Delta Motors Parts and Repair Manual C-MOLO-TS003-E September 2007 3.
4 9/19/07 11:40 AM Page 4. Disassembly Step 1. Cleanliness is extremely important when repairing hydraulic motors. Work in a clean area. Before disconnecting the hydraulic Motor , thoroughly clean the exterior. Remove Motor from application and drain the oil from the Motor before disassembly. Important Note: All seals should be replaced when the Motor is disassembled. Front shell bearing should be replaced only when shaft is to be removed. Step 2. Remove the seven bolts and disassemble the Motor in a vertical position as shown. As the dowel pins are glued in dur- ing assembly, they may or may not come loose. Step 3. Examine condition of bearing in the valve plate.
5 Replace the bearing only if signs of wear and/or contamination are visible. If necessary remove the bearing from valve plate by tapping it with a hammer and a screwdriver. 4 Eaton Char-Lynn Delta Motors Parts and Repair Manual C-MOLO-TS003-E September 2007. 9/19/07 11:40 AM Page 5. Disassembly Step 4. Remove grease seal by wedg- ing it out with a screwdriver. Remove the shell bearing by prying the bearing cage open. Remove the rollers and insert key (.25 key stock, long, 45 recess) horizontally in between the races. Press the BEARING. key to remove the bearing from RACE. the housing. KEY. TOOL. Step 5. Insert flat point of a modified SHAFT. cotter pin puller (with tip ground SEAL.)
6 To a flat point) between housing and brass backup. Wiggle up and down to begin to dislodge the seal and work the point deeper in. Work all the way round the seal. Some locations work better than others, some seals come out easier than others. Step 6. Check all mating surfaces. To reduce the chance of leakage, replace any Parts that have scratches or burrs. Wash all metal Parts in clean solvent. Blow them dry with pressurized air. Do not wipe Parts dry with paper towels or cloth, as lint in a hydraulic system will cause damage. BRASS. BACKUP. Eaton Char-Lynn Delta Motors Parts and Repair Manual C-MOLO-TS003-E September 2007 5. 9/19/07 11:40 AM Page 6. Reassembly Step 1.
7 Position the housing in the vertical position on a clean smooth surface, use shell bearing tool No. 606253 and press the shell bearing into position in the housing. The lettering on the bearing race denotes the side to be contacted by the tool. Step 2. Lubricate the grease seal with Mobilux EP 111 and press it into position in the housing with tool No. 606254. Step 3. Flip housing. Install back-up washer into interior bore of the housing. Lubricate the shaft seal lip with Mobilux EP 111, place on assembly tool No. 600421-2 and press it into the interior bore of the housing. 6 Eaton Char-Lynn Delta Motors Parts and Repair Manual C-MOLO-TS003-E September 2007. 9/19/07 11:40 AM Page 7.
8 Reassembly Step 4. Place a bearing race, then a thrust bearing, and then the second bearing race into interior bore of the housing. Place shaft bullet No. 606256 over output end of shaft and install into the bearing housing. Step 5. Install four dowel pins into the blind holes on the balancing ring using sufficient Loctite 277. to hold the pins. Install one backup ring, then the o-ring onto the balance ring. Install the wave spring with sufficient petroleum jelly to keep it in place. Eaton Char-Lynn Delta Motors Parts and Repair Manual C-MOLO-TS003-E September 2007 7. 9/19/07 11:40 AM Page 8. Reassembly Step 6. Install the second backup ring into the housing. Invert the balance ring and place into the housing making sure to align the dowel pins with the holes in the housing.
9 Important Note: Press on the balance ring and verify that it springs back when released. This ensures that the ring has not been pinched. Step 7. Install the valve into the housing with the shaft notch lining up X. with the longest tang of the valve. Insert button end of the drive into the shaft and mark the spline tooth that lines up with the notch in the shaft. This marked tooth is critical in the Y. timing of the Motor . Z. Step 8. Insert the thrust bushing in the valve plate aligning its tabs. Press bearing into valve plate with Tool No. 606252 with the lettering on the bearing contacting the tool. Place valve plate assembly into the housing aligning the bolt holes.
10 8 Eaton Char-Lynn Delta Motors Parts and Repair Manual C-MOLO-TS003-E September 2007. 9/19/07 11:40 AM Page 9. Reassembly Timing Step 9 Mark Timing Mark Install two greased seals into the Geroler . Install the Geroler onto the drive with splined end away from the housing. Align star according to rotation preference as outlined in the timing procedure. Timing procedure is given below. Standard Timing Reverse Timing a. Standard Timing B B. Align the marked spline of the drive with star tip. This pro- A. A. duces CCW rotation when the A port is pressurized. b. Reverse Timing Align the marked spline of the drive with star valley. This pro- duces CW rotation when the A.
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			Eaton 5PX UPS user manual

			www.eaton.com
			614-03797-00_EN Page 3 ENGLISH Special Symbols The following are examples of symbols used on the UPS or accessories to alert you to important information:

			   Information, Important, Eaton, English, Important information

		

	

	
				
					

		
			MBP6K208 MBP11K208 Installation and user manual

			www.eaton.com
			Page 2 SK-90610-Y4_EN Special symbols The following are examples of symbols used on the Hotswap MBP to alert you to important information: RISK OF ELECTRIC SHOCK - Observe the warning associated with the risk of electric shock symbol.

			   Information, Important, Important information

		

	

	
				
					

		
			Parts and Repair Information - Eaton

			www.eaton.com
			Eaton® Medium Duty Piston Pump Model 70122, 0 -19 cm3/r [0-1.16 in3/r] Displacement Pressure or Pressure-Flow Compensated Piston Pumps Parts and Repair Information January 1998

			   Information, Model, Eaton, Part, Repair, Parts and repair information

		

	


                
                
	
				
					

		
			www.eaton.com

			www.eaton.com
			Created Date: 2/18/2004 3:01:56 PM

			   Eaton

		

	

	
				
					

		
			For Use with Solenoid Operated Valves Rated to …

			www.eaton.com
			Vickers® Switching Power Plug For Use with Solenoid Operated Valves Rated to 24V DC EHH-AMP-702-A-*-2* Series This switching power plug is essentially a remote con-trolled on/off switch.

			   With, Trade, Valves, Use with solenoid operated valves rated, Solenoid, Operated

		

	

	
				
					

		
			Effective October 2013 Technical Data TD150006EN ...

			www.eaton.com
			Effective October 2013 Technical Data TD150006EN Supersedes June 2013 Power Xpert Multi-Point Meter— high-density metering Introduction Eaton…

			   Data, Technical, 2013, June, Eaton, October, October 2013, October 2013 technical data td150006en supersedes june 2013, Td150006en, Supersedes

		

	


                
                
	
				
					

		
			Repair Information - Eaton

			www.eaton.com
			Eaton February, 1997 Hydrostatic Transaxle Repair Information Model 778 Right Angle Transaxle

			   Information, Eaton, Repair, Repair information

		

	

	
				
					

		
			Proportional Pressure Relief Valves - Eaton

			www.eaton.com
			Functional Symbols 4 EATON Vickers Proportional Pressure Relief Valves V-VLPO-MC003-E May 2003 P T X P T 7-pin plug P T 7-pin plug X …

			   Pressure, Eaton, Valves, Relief, Proportional pressure relief valves, Proportional

		

	

	
				
					

		
			Eaton

			www.eaton.com
			Eaton July, 1995 Heavy Duty Hydrostatic Transmissions Ready Mix Concrete Troubleshooting Guide for Eaton Hydrostatic Transmissions used on Concrete Mixers

			   Eaton, Hydrostatic, Eaton hydrostatic

		

	


                
                
	
				
					

		
			VICKERS Transmissions 19 Series Hydrostatic …

			www.eaton.com
			4 Features, Benefits and Specifications System Components The split-system configuration of Vickers 19 Series transmissions provides optimum application and …

			   Series, Transmissions, Hydrostatic, Vickers transmissions 19 series hydrostatic, Vickers
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			4.3L PARTS MANUAL - Marine Power USA

			marinepowerusa.com
			Aug 04, 2019 · manual is sorted in specific groups for easy reference. Please refer to the Table of Con-tents, Alphabetical or Numerical Index to locate a particular Marine Power part. This manual also contains many commonly used parts for the 262 CID Pre-Vortec en-gine. Most parts fit both the 4.3L Vortec and the 262 CID engine.

			   Manual, Part, 3l parts manual

		

	

	
				
					

		
			T5 Parts Manual - Tennant Co

			www.tennantco.com
			the parts list. 4. Identify the part number and quantity. Do not order by page or reference numbers. 5. Provide your name, company name, customer ID number, billing and shipping address, phone number and purchase order number. 6. Provide detail shipping instructions. (D) - identifies an assembly Y - identifies parts included in assembly

			   Manual, Part, Parts manual, Tennant, Tennant co

		

	

	
				
					

		
			i-mop XL Parts Manual (S/N 300000- ) - Tennant Co

			www.tennantco.com
			STANDARD PARTS Tennant i-mop XL (02-2018) 9 HANDLE ASSEMBLY - CONT’D Ref. Part No. Serial Number Description Qty. 1 1232694 (300000- ) Hinge Kit, Lever 1 Y 2 N/A (300000- ) Count Sunk Screw N3.5x13 Philips Head 2 Y 3 N/A (300000- ) Plastic Plate For Hinge Welding Assy 1 Y 41234974 (300000- ) Screw, Flt, Soc, M6 X 12 Nl [10x, Imop] Y 5 N/A (300000- ) …

			   Manual, Part, Parts manual, Tennant, Tennant co

		

	


                
                
	
				
					

		
			ZT ELITE MODELS ZERO-TURN MOWER OWNER’S, SERVICE & …

			www.badboymowers.com
			2.1 Read, understand, and follow all instructions on the machine and in the manual before starting. 2.2 Do not put hands or feet near rotating parts or under the machine. Keep clear of the discharge opening at all times. 2.3 Always remain seated while operating the machine. If the machine is equipped with Roll Over Protection (ROPs), always buckle

			   Manual, Part

		

	

	
				
					

		
			Continental Aircraft Engines O-200 Parts Catalog - Rob

			rob.com
			Section I1 are combined, and quantities of sub-parts are for one assembly. Application code letters in the last column indicate which models assemblies and sub-parts are used. Sub-parts have the same code letter as their parent assem- bly. 1-8. Oversize and Undersize parts are listed in Section 111.

			   Part

		

	

	
				
					

		
			Parts List 277/278 Series - Parts Manuals

			partsmanuals.org
			Parts List 277/278 Series Effective: February 15, 2002 Supersedes: HY25-2277-M1/US December, 2001. Parker Hannifin Corporation Chelsea Products Division Olive Branch, MS 38654 USA FAILURE OR IMPROPER SELECTION OR IMPROPER USE OF THE PRODUCTS AND/OR SYSTEMS DESCRIBED HEREIN OR RELATED ITEMS CAN CAUSE DEATH, ...

			   Series, Lists, Part, Parts list 277 278 series

		

	


                
                
	
				
					

		
			C0330, C0530, C0630, C0830, C1030 Service Parts

			www.scotsman-ice.com
			C0330, C0530, C0630, C0830, C1030 Service Parts December 2014 Page 1 This part list contains the service parts for the air cooled, water cooled and remote air cooled C0330, C0530, C0630, C0830, C1030 ice machines. Changes: • Panels and the C0530 air cooled condenser in late 2009. Those are designated as B series units.

			   Part
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