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DuPont™ Krytox Lubricants Product Selection Guide



dupont Krytox Lubricants Product Selection Guide Which dupont Krytox lubricant Product is right for your application? dupont Krytox perfluoropolyether oils and greases are available in a variety of grades, for many types of applications. This Product Selection Guide provides general properties and cites the technical data reference document where additional information can be found. The H-58505 General Overview gives basic information about all of the grades. Typical Krytox lubricant applications include: paint plant conveyor bearings, corrugator and paper machine bearings, robotics, welding machines, high temperature fans, textile equipment, tenter frames, high temperature ovens, conveyor systems in glass and aluminum plants, textile calendar roll bearings, brick kiln car bearings, valve lubrication, ventilation fan bearings, rod mills, valves, valve actuators, automobile alternators, viscous fan clutches, pumps, sealed-for-life bearings, critical equipment where failure cannot be tolerated, and severe service GE NER AL PRODUC T applications.

GENERAL PRODUCT SELECTION GUIDES Literature Description H-58505 General overview of all Krytox® lubricant grades K-15429 Krytox® lubricant grades for common applications in
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    	Transcription of DuPont™ Krytox Lubricants Product Selection Guide


        
    	1 dupont Krytox Lubricants Product Selection Guide Which dupont Krytox lubricant Product is right for your application? dupont Krytox perfluoropolyether oils and greases are available in a variety of grades, for many types of applications. This Product Selection Guide provides general properties and cites the technical data reference document where additional information can be found. The H-58505 General Overview gives basic information about all of the grades. Typical Krytox lubricant applications include: paint plant conveyor bearings, corrugator and paper machine bearings, robotics, welding machines, high temperature fans, textile equipment, tenter frames, high temperature ovens, conveyor systems in glass and aluminum plants, textile calendar roll bearings, brick kiln car bearings, valve lubrication, ventilation fan bearings, rod mills, valves, valve actuators, automobile alternators, viscous fan clutches, pumps, sealed-for-life bearings, critical equipment where failure cannot be tolerated, and severe service GE NER AL PRODUC T applications.
2 SELEC TI ON GU IDES. Lite rature Desc ription Krytox General Purpose Greases and Oils The Krytox GPL 10X oil /20X grease series contains no additives and can H-58 505 Gene ral overview o f all Krytox lub rica nt grade s be used on components that may come in contact with all chemicals including acids, bases, solvents and other reactive chemicals. Typical applications include valves, Krytox lu bricant grad es fo r commo n a pplication s in bearings, seal barrier fluids, instruments, and oxygen systems. K-154 29 th e chemical, corrugator, po wer and food processin g industries The Krytox GPL 21X series contains molybdenum disulfide for extreme pressure (EP) conditions and should be used for slow speed or heavily loaded Common competitive P FPE gre ase s and the equ ivale nt applications. K-154 30. grade of K rytox lubricant The Krytox GPL 22X series contains sodium nitrite corrosion / anti-wear Krytox lu bricants tha t are common for app lications in inhibitor and is ideal for corrosive environments.
3 Typical applications include K-160 51 automotive bearings, sealed pump bearings, electric motor bearings, and general th e pu lp an d p aper industr y purpose bearings. For more information about general purpose greases and oils, K-160 91 Krytox Lubricants for the power genera tion ind ustry refer to technical data document number H-58510. Krytox GPL 29X greases have EP and anti-corrosion additives and have K-173 93 Krytox lubricant app lications in the te xtile industry been formulated for applications that need both high load carrying capacity and anti- H-58 510. corrosion protection. For additional information, refer to technical data document H- Krytox General pur pose gre ase s and oils 58544. Krytox Lubricants for extreme pressure app lica tions, with Krytox GPL 2EX Lubricants are formulated using new anti-rust additives.
4 H-58 544 This grease is similar to Krytox GPL 22X series greases but contains a non-nitrite anti-co rrosion a dditives anticorrosion additive. For further information, refer to technical data document H- H-91 820 Krytox Lubricants with no n-nitr ite anti-rust addi tives 91820. Krytox oils a nd g reases develope d for use in th e H-58 519. aerospace industry Krytox Lubricants for Aerospace Applications Krytox 143 series oils are clear colorless fluorinated synthetic oils that are non- H-58 530 Vacuum p ump fluids reactive, nonflammable, safe in chemical and oxygen service, and are long lasting. Krytox 240 series greases are white, buttery greases with all of the same H-91 812 Extra High Temper atur e Pro ducts (K rytox XHT) overvie w properties as the 143 series oils that they are made from, but in a grease form. The H-91 818 Krytox XHT grea se Krytox 240 AZ, 240 AB and 240 AC meet MIL-PRF-27617 general specification.
5 Refer to H-58519 for additional information on Lubricants suitable for the H-91 814 Krytox XHT grea se with anti-corrosion/anti-wea r inh ibito rs aerospace industry. H-91 815 Krytox XHT grea se with special n on-meltin g thicke ner Krytox Vacuum Pump Fluids H-96 903 H-1 Food grad e lub rica nts Krytox vacuum pump fluids are used in vacuum pumps and vacuum systems when controlled vapor pressure, non flammability and non reactivity are needed. Krytox . K-173 96 Krytox NRT Lubricants for reactive gases vacuum pump fluids can be regenerated and reused. For more information about vacuum pump fluids, refer to technical data document H-58530. H-58 548 Krytox XP Lubricants with soluble additives H-97 589 Wide temp range, h igh vacuum linear PFPE products Krytox Extra High Temperature Products Krytox XHT- S and Krytox XHT-SX greases are high temperature greases.
6 These greases are designed to work best at temperatures over 400 F (204 C). but below 572 F (300 C). For more specific information, refer to technical literature document H-91818. Krytox XHT- AC and Krytox XHT-ACX (H-91814) greases are high temperature greases that contain anti-corrosion / anti-wear inhibitors. These greases are designed to work best at temperatures over 400 F (204 C), but under 572 F (300 C). Technical data literature H-91814 provides more details on this Product line. Krytox XHT- BD, Krytox XHT-BDX, and Krytox XHT-BDZ greases are designed for use where temperatures are in the 550 F to 750 F range and where there is a danger of melting the standard PTFE thickener. These greases use a special non-melting high temperature thickener that also provides extreme pressure properties and works as a solid lubricant if the base oil is depleted.
7 The grease is slightly tacky, and it will coat the surface and stay in place. For additional information, refer to technical literature document H-91815. Krytox Lubricant Specialty Products Specialty products include: H-1 rated food grade Lubricants (discussed in more detail in technical literature H-96903);. Krytox NRT Lubricants for oxygen systems and reactive gases (K-17396);. Krytox XP Lubricants with soluble additives (H-58548); and Wide temperature range, high vacuum linear PFPE products (H-97589). Other Considerations Many factors affect the performance of a grease and bearing, and those factors can affect grease and component life as well. Standard grease consistency is NLGI grade-2 penetration. Sometimes, a harder grade-3 grease or softer grade-1 grease is needed and can be ordered. For example, softer grade-00 or 0 greases are often used in gearboxes.
8 In bearing applications, different types of bearings place different stresses on grease; ball bearings cause little stress, whereas roller bearings will tend to grind and work the grease severely. This stress can shorten grease life and require more frequent relubrication, or result in the need for more viscous base oil in the grease. This Product Selection Guide is a starting point to help in the Selection of the Krytox lubricant suitable for your tough application. The information set forth herein is furnished free of charge and is based on technical data that dupont believes to be dupont Performance Lubricants reliable. It is intended for use by persons having technical Extreme Conditions. Extreme Performance. skill and at their own discretion and risk. Because conditions of use are outside our control, we make no warranties, express or implied, and assume no liability in connection For more information or for technical assistance, please call with any use of this information.
9 Nothing herein is to be 1-800-424-7502 or contact us at taken as a license to operate under or a recommendation to infringe any patents. For international sales and support contacts, visit us at Copyright 2009 dupont . All rights reserved. The dupont Oval Logo, dupont , The miracles of science and Krytox are registered trademarks or trademarks of E. I. du Pont de Nemours and Company or its affiliates. K-22119-1. (07/09).
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			DuPont Imron Elite - DuPont USA | Global …

			www2.dupont.com
			Specially engineered to help grow your business When you choose DuPont™ Imron® Elite, you get more than paint—you get the industry benchmark in color, appearance and productivity.
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			Du Pont Material Safety Data Sheet Page 1
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			CEF0MO99 Du Pont Material Safety Data Sheet Page 2 Printed on 03/09/2011 frostbite. Significant skin permeation, a nd systemic toxicity, after …
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			CEFSHP62 Du Pont Material Safety Data Sheet Page 2 Printed on 03/09/2011 without warning. Vapor reduces oxygen av ailable for breathing and is heavier than air.
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			"SUVA" 134a Refrigerant ... * AEL is DuPont's Acceptable Exposure Lim it. ... Du Pont Material Safety Data Sheet Page 9
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			Delrin® Design Information - DuPont USA

			www2.dupont.com
			1. General Introduction to DELRIN® acetal resins DELRIN® acetal resins have a combination of physi- cal properties not available with either metals or most other plastics. DELRIN® is a thermoplastic
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			CEF00123 Du Pont Material Safety Data Sheet Page 4 Printed on 03/09/2011 Ventilate spill area. DuPont Emergency Exposure Limits (EEL) ar e established to
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			DuPont(tm) Zonyl® MP 1100
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			DuPont Fluoroproducts P.O. Box 80713 Wilmington, DE 19880-0713 www.teflon.com DuPont de Nemours Int’l SA DuPont Fluoroproducts 2, chemin du Pavillon
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			DuPont™ Zonyl® Fluoroadditives for Coatings Technical informaTion Zonyl® Fluorosurfactants Zonyl® fluorosurfactants, are a unique and useful formulation tool for paints, adhesives, inks, and other coatings.
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			RECOMMENDED SIZING CHART FOR LIMITED-USE …

			www2.dupont.com
			NOMEX ® onlybyDuPont 90 100 115 125 140 150 160 180 200 220 230 240 280 (41) (45) (52) (57) (64) (68) (73) (82) (91) (100)(104) (109) (127) Weight in Pounds (kilograms)
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			M-Bus Universal bus for gauging probes and measuring instruments Metro
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			Fisher FIELDVUE DVC6200 Digital Valve Controller - Emerson
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			Instruction Manual D103605X012 Introduction October 2018 5 Specifications WARNING Refer to table 1‐2 for specifications. Incorrect configuration of a positioning instrument could result in the malfunction of
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			NI 9401 Datasheet - National Instruments

			www.ni.com
			DATASHEET NI 9401 8 DIO, 5 V/TTL, Bidirectional, 100 ns • DSUB connectivity • CompactDAQ counter compatibility • 60 VDC , CAT I, channel-to-earth isolation

			   Datasheet, National, Instruments, National instruments

		

	


                
                
	
				
					

		
			NI cRIO-9063 Specifications - National Instruments

			www.ni.com
			Software requirements Application software LabVIEW LabVIEW 2014 SP1 or later, LabVIEW Real-Time Module 2014 SP1 or later, LabVIEW FPGA Module 2014 SP1 or later2 Driver software NI-RIO Device Drivers 14.5 or later

			   National, Instruments, National instruments
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			12/17/07 ZP 450™ User Guide 980546-003 B Preface This section provides you with contact information, document structure and organization, and
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			2-Port USB 3.0 Hub Reference Design - TI.com
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			c53 2.2uf 0402 u22 lm3674 sot_23_5 vin 1 gnd 2 en 3 fb 4 sw 5 board_5v c54 15pf 0402 r31 10k 0402 c55 10uf 0603 l3 2.2uh@1.3a ind_1008 r33 200k 0402 r32 237k 0402 board_5v board_1p1v
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			Zimmer NexGen LCCK - Hip | Knee | Shoulder

			www.zimmer.com
			SECTION1 SECTION1 4 5 Establi Tial Patform Establi Tial Patform • Fasten the appropriate Tibial Cutting Guide (wedge or block) to the bone securely with two
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