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Electrical Safety Checklist - Duke University



Electrical Safety Policy Self Audit Checklist Revised: 04/2008. Where applicable, the correct answer for all questions is YES. NO answers require corrective action. I. Questions for ALL Department work areas: YES NO N/A. 1. Are all extension cords & equipment cords run so as to prevent damage to the cord insulation? 2. Are all extension cords & equipment cords placed in such a manner as to minimize the risk of tripping over the cord? 3. Do extension cords remain in use for less than 30 days? 4. Are all extension cords purchased or in use of the three wire type with a minimum wire size of 14 AWG? (16 AWG is not acceptable.). 5. Do all power strips purchased or in use shall have a cord 6 feet or less in length, a 15 amp circuit breaker/ fuse, and a surge protector? 6. Is plugging extension cords or power strips into one another so as to increase their length or capacity prohibited?

1. Are insulating equipment (gloves, mats, etc.) inspected for damage before each day’s use and after any incident that could be suspected of having caused damage? 2. Are insulating gloves air tested before each day’s use and after any incident that could be suspected of having caused damage? 3.
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    	Transcription of Electrical Safety Checklist - Duke University


        
    	1 Electrical Safety Policy Self Audit Checklist Revised: 04/2008. Where applicable, the correct answer for all questions is YES. NO answers require corrective action. I. Questions for ALL Department work areas: YES NO N/A. 1. Are all extension cords & equipment cords run so as to prevent damage to the cord insulation? 2. Are all extension cords & equipment cords placed in such a manner as to minimize the risk of tripping over the cord? 3. Do extension cords remain in use for less than 30 days? 4. Are all extension cords purchased or in use of the three wire type with a minimum wire size of 14 AWG? (16 AWG is not acceptable.). 5. Do all power strips purchased or in use shall have a cord 6 feet or less in length, a 15 amp circuit breaker/ fuse, and a surge protector? 6. Is plugging extension cords or power strips into one another so as to increase their length or capacity prohibited?
2 7. Is the purchase or use of cube taps prohibited? 8. Is the use of adapters that eliminate the equipment ground (3 prong to 2 prong adapters) prohibited? 9. Do all Electrical panels have a clear area at least 36 inches by 36 inches, centered on the panel, in front? 10. Are the faceplates on switches and receptacles present and do they completely cover the switch/ receptacle wiring? 11. Are receptacles in the employee bathrooms protected by a GFCI? 12. Do all employees know how to contact maintenance for their location? 13. Have all employees taken Basic Electrical Safety for Office Employees? II. Additional Questions for MAINTENANCE/ CONSTRUCTION Departments: YES NO N/A. 1. Do employees inspect their power tools, extension cords, and portable GFCIs (worn insulation, bent/ missing pins, etc.) before use? Page 1. 2. Are all employees involved in maintenance, remodeling, or repair of buildings, structures, or equipment or similar construction like activities provided ground fault circuit interrupter (GFCI) protection while using equipment powered from 125 volt, single phase, 15, 20, or 30 ampere receptacles?
3 3. Do extension cords purchased for maintenance or construction use have ground fault circuit interrupter (GFCI) protection integrated into the design? 4. Do 15 & 20 amp receptacles on rooftops and in outdoor areas have GFCI protection? 5. Have all employees taken Basic Electrical Safety for Maintenance Employees? 6. Have employees who work on high voltage systems or who are at risk of exposure to arc flash been trained on work practices and do they have appropriate Electrical Safety equipment & PPE for their work? III. Additional Questions for HIGH VOLTAGE/ Electrical Shops: 1. Are insulating equipment ( gloves , mats, etc.) inspected for damage before each day's use and after any incident that could be suspected of having caused damage? 2. Are insulating gloves air tested before each day's use and after any incident that could be suspected of having caused damage?
4 3. Are insulating equipment stored in such a location and in such a manner as to protect it from light, temperature extremes, excessive humidity, ozone, and other injurious substances and conditions? 4. Have rubber insulating gloves been electrically tested within the past 6. months? 5. Have rubber insulating sleeves been electrically tested within the past 12 months? 6. Have rubber insulating blankets been electrically tested within the past 12 months? Page 2.
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			LIFT TRUCK SAFETY POLICY - Duke University

			www.safety.duke.edu
			Powered Industrial Truck/ Lift Truck Duke owned/leased industrial vehicle used for materials handling that is powered by an electric motor or internal combustion engine. Material handling machines include, but are not limited to, fork lifts, tow motors, lift

			   Policy, Industrial, Safety, Tlif, Powered, Truck, Powered industrial truck, Lift truck safety policy

		

	

	
				
					

		
			Powered Industrial Truck Safety Guide - Duke University

			www.safety.duke.edu
			Maintain the Powered Industrial Truck Safety Policy and monitor compliance. Provide training to all new PIT Operators, periodic evaluations of experienced PIT Operators, and re-training in accordance with OSHA regulations.

			   Industrial, Safety, Operator, Powered, Truck, Powered industrial truck safety

		

	

	
				
					

		
			Lift Decision Guide generic - Duke University

			www.safety.duke.edu
			Patient Lift Equipment/Device Decision Guide • Use a lift for transfers between beds, chair, wheelchair, stretcher, and bedside commode, as well as picking up fallen patients. • Plastic Liners are used for lateral transfers & moving patients up in the bed. • If the patient’s weight exceeds the capacity of the lift equipment available, order bariatric equipment.

			   Guide, Patients, Tlif, Decision, Generic, Decision guide, Patient lifts, Lift decision guide generic

		

	


                
                
	
				
					

		
			Duke University Hospital Duke University Police Department ...

			www.safety.duke.edu
			EOC walkthrough surveys Security Officer day & night checks ... The Project Manager must coordinate with the Facilities Planning, Design and Construction Office to ascertain credentials for long- ... Plain language alerts serve to notify DUPD and hospital staff of an infant or child

			   Language, Design, Facilities

		

	

	
				
					

		
			Adult Bedside Mobility Assessment Tool (BMAT) for Nurses ...

			www.safety.duke.edu
			Assess patient’s balance, stability, and safety awareness. Always default to the safest patient handling equipment if there is any doubt in patient’s ability to perform task. ... Loop, Repositioning Slings lbs 273/455 kg Loop, Limb 154 lbs/ 70 kg . Loop, Sling lbs/ 273 kg. Author ...

			   Loops, Safety

		

	

	
				
					

		
			Personal Protective Equipment (PPE) Hazard Assessment ...

			www.safety.duke.edu
			Jun 28, 2019 · The PPE Hazard Assessment can be conducted for an area, a job category or for an individual by selecting and filling in the appropriate box. The assigned evaluator shall include their name, department/division being assessed, and the date. ... Dust/flying debris (grinding, chipping, sanding, etc.) 7. Fall (slip/trip, scaffolds, elevated work) 8 ...

			   Assessment, Dust

		

	


                
                
	
				
					

		
			A Guide to OSHA Excavations Standard

			www.safety.duke.edu
			The OSHA standard applies to all open excavations made in the earth’s surface, which includes trenches. According to the OSHA construction safety and health standards, 1926.650(b), a trench is referred to as a narrow excavation made

			   Guide, Standards, Safety, Osha, Excavations, Guide to osha excavations standard

		

	

	
				
					

		
			Personal Protective Equipment Policy

			www.safety.duke.edu
			• Conduct PPE Hazard Assessments that identify when, where and what PPE is required. • Provide appropriate personal protective equipment and training to employees exposed to hazards requiring PPE. • Post areas requiring PPE with appropriate caution signs. These areas include eye, face, head, hearing, and hand protection areas.

			   Assessment

		

	

	
				
					

		
			Document ID:1069 Revision Number: 3 Status: Review ...

			www.safety.duke.edu
			I. Introduction, Mission Statement, and Scope ... diagnostic computed tomography (CT), positron emission tomography (PET), magnetic resonance imaging (MRI), and nuclear medicine (NM) images produced. The hospital identifies how often these activities should be conducted.

			   Introduction, Tomography, Computed, Computed tomography

		

	


                
                
	
				
					

		
			Post Exposure Evaluation and Follow-Up Procedures

			www.safety.duke.edu
			Post Exposure Evaluation and Follow-Up Procedures . HEPATITIS B VACCINATION . Employees who fall under this standard are required by the institution to have a placement health review at Employee Occupational Health and Wellness (EOHW). At the time of the health review, the employee will be provided with

			   Evaluation, Employee, Procedures, Post, Follow, Exposure, Post exposure evaluation and follow up procedures
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			QUICK CARD TM

			www.osha.gov
			• Gloves should fit snugly. • Workers should wear the right gloves for the job (examples: heavy-duty rubber gloves for concrete work; welding gloves for welding; insulated gloves and sleeves when exposed to electrical hazards). Head Protection • Wear hard hats where there is a potential for objects

			   Sleeve, Gloves, Gloves and sleeves

		

	

	
				
					

		
			Personal Protective Equipment (PPE)

			www.umces.edu
			HAND & ARM PROTECTION: Leather gloves and long sleeves and long pants should be donned when doing hot work. Special electrician’s gloves shall be worn when working with 600 volts or above. Workers must be trained in the appropriate use of these gloves. HPL personnel are not permitted to work with any voltage over 460.

			   Sleeve, Gloves

		

	

	
				
					

		
			1.WN GO 2. MASK OR RESPIRATOR 3. GOGGLES OR FACE …

			www.cdc.gov
			1. GOWN AND GLOVES • Gown front and sleeves and the outside of gloves are contaminated! • If your hands get contaminated during gown or glove removal, immediately wash your hands or use an alcohol-based hand sanitizer • Grasp the gown in the front and pull away from your body so that the ties break, touching outside of gown only with gloved

			   Sleeve, Gloves, And sleeve

		

	


                
                
	
				
					

		
			Sulphuric Acid SDS - Teck Resources

			www.teck.com
			Personal Precautions: Acid resistant protective clothing and gloves. Sleeves and pant legs should be worn outside, not tucked into gloves and rubber boots. Use close-fitting safety goggles or a combination of safety goggles and a face shield where splashing is a possibility. Respiratory protection equipment should be worn where exposure to ...

			   Sleeve, Gloves

		

	

	
				
					

		
			Chemotherapy and Other Hazardous Drugs Safe Use Guidelines

			ehs.washington.edu
			Gloves must be protective from any solvents used, in addition to the chemo/hazardous drug. ... Wear a protective gown or equivalent that is lint-free, non-permeable with a solid front, long sleeves, and tight-fitting elastic or knit cuffs. Wear long pants or long skirt, and fully closed shoes. 7. Wear safety glasses with side shields or goggles

			   Sleeve, Gloves, Chemotherapy

		

	

	
				
					

		
			Preventing cuts and lacerations - Ohio

			www.bwc.ohio.gov
			O Wear proper safety gear; eyewear, gloves, sleeves. O Use the proper tool for the job. O Inspect tools prior to use. O Keep work area clear. O Keep tool under control at all times. O Keep the item you are cutting secured; don’t hold work in hand while cutting. O Use a sharp blade; a dull blade requires greater force, increasing potential ...

			   Ohio, Sleeve, Gloves

		

	


                
                
	
				
					

		
			Sequence for Donning and Removing Personal Protective …

			www.cdc.gov
			Discard gloves in waste container . 2. GOGGLES OR FACE SHIELD Outside of goggles or face shield is contaminated! To remove, handle by head band or ear pieces Place in designated receptacle for reprocessing or in waste container . 3. GOWN Gown front and sleeves are contaminated! Unfasten ties

			   Personal, Protective, Sleeve, Gloves, Removing, Donning, And sleeve, Donning and removing personal protective

		

	

	
				
					

		
			Working Safely Near Overhead Power Lines

			www.osha.gov
			• Wear personal protective equipment, such as rubber insulating gloves and insulating sleeves, and industrial protective helmets. For more information on recognizing hazards from energized power lines, visit OSHA’s Electrical Safety and Health Topics page. OSHA videos on electrocutions in construction show how to work

			   Power, Line, Working, Sleeve, Gloves, Earn, Overhead, Safely, Working safely near overhead power lines
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