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ENGINE: OTHER: HD465-7R - Komatsu Ltd.



gross HORSEPOWER551 kW 739 HPNET HORSEPOWER533 kW715 HPMAXIMUM GVW99680 kg 219,760 lbMachine shown may include optional EQUIPMENT FOR BASE MACHINEOPTIONAL EQUIPMENTCAB: Air conditioner Heater and defroster Operator seat, air suspension type Radio, AM/FM with cassette Sunvisor, additional Power window (RH)BODY: Body liners Platform guard, right hand side Rock body Upper side extension, 200 mm8" Without body heating (with muffler)LIGHTING SYSTEM: Back work lights, left and right sides Fog lights Yellow beaconSAFETY: Antilock Brake System (ABS) Automatic Spin Regulator (ASR) Automatic supplementary steering Rear view camera and monitorARRANGEMENT: Batteries for cold area arrangement Cold area arrangement Sandy and dusty area arrangementOTHER: Auto-greasing system engine coolant heater engine oil pan heater engine side cover engine underguard Fire extinguisher Fuel quick charge Payload meter Muffler (no body heating type) Radiator shutter, canvas type Spare parts for first service Three-mode hydropneumatic suspension Tool kit Transmission underguard Vandalism protection Vehicle Health Monitoring System(VHMS) VHMS with satellite communication kitTIRES: R35 engine : Automatic Idling Setting System (AISS) Alternator, 90A/24V Batteries, 2 x 12V/200Ah engine , Komatsu SAA6D170E-5 Mode selection system Starting motor, 2 x kWCAB: Ashtray Cigar

GROSS HORSEPOWER 551 kW 739 HP NET HORSEPOWER 533 kW715 HP MAXIMUM GVW 99680 kg 219,760 lb Machine shown may include optional equipment. HD 465 STANDARD EQUIPMENT FOR BASE MACHINE
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    	Transcription of ENGINE: OTHER: HD465-7R - Komatsu Ltd.


        
    	1 gross HORSEPOWER551 kW 739 HPNET HORSEPOWER533 kW715 HPMAXIMUM GVW99680 kg 219,760 lbMachine shown may include optional EQUIPMENT FOR BASE MACHINEOPTIONAL EQUIPMENTCAB: Air conditioner Heater and defroster Operator seat, air suspension type Radio, AM/FM with cassette Sunvisor, additional Power window (RH)BODY: Body liners Platform guard, right hand side Rock body Upper side extension, 200 mm8" Without body heating (with muffler)LIGHTING SYSTEM: Back work lights, left and right sides Fog lights Yellow beaconSAFETY: Antilock Brake System (ABS) Automatic Spin Regulator (ASR) Automatic supplementary steering Rear view camera and monitorARRANGEMENT: Batteries for cold area arrangement Cold area arrangement Sandy and dusty area arrangementOTHER: Auto-greasing system engine coolant heater engine oil pan heater engine side cover engine underguard Fire extinguisher Fuel quick charge Payload meter Muffler (no body heating type) Radiator shutter, canvas type Spare parts for first service Three-mode hydropneumatic suspension Tool kit Transmission underguard Vandalism protection Vehicle Health Monitoring System(VHMS) VHMS with satellite communication kitTIRES: R35 engine : Automatic Idling Setting System (AISS) Alternator, 90A/24V Batteries, 2 x 12V/200Ah engine , Komatsu SAA6D170E-5 Mode selection system Starting motor, 2 x kWCAB.
2 Ashtray Cigarette lighter Cup holder Electronic dump control system Electronic maintenance display/monitoring system Operator seat, reclining, suspension typewith retractable 78 mm3" width seat belt Passenger seat with retractable seat belt Power window (LH) ROPS cab with FOPS, sound suppression type Space for lunch box Steering wheel, tilt and telescopic Sunvisor Laminated glass, front Two doors, left and right Windshield washer and wiper(with intermittent feature)LIGHTING SYSTEM: Back-up light Hazard lights Headlights with dimmer switch Indicator, stop and tail lightsGUARD AND COVERS: Exhaust thermal guard Fire protective covers Drive shaft guard (front and rear)SAFETY EQUIPMENT: Alarm, backup Automatic Retard Speed Control (ARSC) Coolant temperature alarm and light Front brake cut-off system Hand rails for platform Horn, electric Ladders, left and right hand sides Overrun warning system Rearview mirrors and under view mirrors Supplementary steeringOTHER: Centralized greasing Electric circuit breaker, 24V Mud guardsBODY: Body exhaust heating Cab guard, left side Spill guard, 150mm6"TIRES: in Japan 200905 AD (05)CEN00178-01 Materials and specifications are subject to change without noticeis a trademark of Komatsu Ltd.
3 JapanStandard equipment may vary for each country, and this specification sheet may contain attachments and optional equipmentthat are not available in your area. Please consult your Komatsu distributor for detailed TRUCKHD465-7 ROFF-HIGHWAYTRUCK32 gross HORSEPOWER551 kW739 HP @ 2000 rpmNET HORSEPOWER533 kW715 HP @ 2000 rpmMAXIMUM GVW99680 kg219,760 lbMachine shown may include optional Features High performance Komatsu SAA6D170E-5 engineNet horsepower 533kW715HP Mode selection system(Variable horsepower control in Economy mode) Automatic Idling Setting System (AISS) Automatic Retard Speed Control (ARSC) 7-speed, fully automatic K-ATOMiCS transmission Fully hydraulic controlled wet multiple-disc brakesand retarderRetarder absorbing capacity (Continuous descent)785kW1,052HP Long wheelbase and wide tread Large high strength bodyHeaped capacity Small turning radius 11 Paylord Meter (PLM) (Option)
4 Harmony with Environment Low operation noise Lead-free radiator Brake cooling oil recovery tankOperator Environment Wide, spacious cab with excellent visibility Ergonomically designed cab Easy-to-see instrument panel Ideal driving position settings K-ATOMiCS with Skip-shift function Hydropneumatic suspension Built-in ROPS/FOPS cab Viscous cab mounts Electric body dump control Supplementary steering and secondary brake Three-mode hydropneumatic suspension (Automatic suspension) (Option)Reliability Features Komatsu components High-rigidity frame Rigorous dump body design Reliable hydraulic system Flat face-to-face O-ring seals Sealed DT connectors Antilock Brake System (ABS) (Option) Automatic Spin Regulator (ASR) (Option) Pedal-operated secondary brakeEasy Maintenance Advanced monitoring system Wet multiple-disc brakes and fullyhydraulic controlled braking system Extended oil change interval Centralized arrangement of filters Disc wheels (Flange type rims) Electric circuit breaker Centralized greasing points Vehicle Health Monitoring System (VHMS) (Option)5HM350-1 ARTICULATED DUMP TRUCK4 PRODUCTIVITYFEATURESHD465-7 ROFF-HIGHWAY TRUCKHD465-7 ROFF-HIGHWAYTRUCKA utomatic Idling Setting System (AISS)This system facilitates quick engine warm-up and cab cool-ing/warming.
5 When setting the system ON, engine idlespeed is kept at 945 rpm when coolant temper-ature is 50 C122 F or lower. Speed automati-cally returns to 750 rpm when coolant tempera-ture reaches 50 C122 hydraulic controlled wet multiple-discbrakes and retarderWet multiple-disc brakes ensures highly reliable and stablebrake performance. The large-capacity, continuouslycooled, wet multiple-disc brakes also function as a highlyresponsive retarder which gives the operator greater confidence at higher speeds when travelling downhill. Retarder Absorbing Capacity (continuous descent):785 kW1,052 HP Brake Surface Area (rear):64,230 cm29,956 in2 Automatic Retard Speed Control (ARSC)ARSC allows the operator to simply set the downhill travelspeed and go down slopes at a constant speed. As aresult, the operator can concentrate on steering. The speedcan be set at increments of 1 MPH per click ( 5 MPH of setting speed adjustment) to match theoptimum speed for the slope.
6 Also, since the retarder cooling oil temperature is always monitored, the speed isautomatically technologyGo down slope at constant speed AUTO RETARDSPEED CONTROLP ayload Meter (PLM) (Option)PLM allows the production volume and the working condi-tions on the dump truck to be analyzed and controlleddirectly via a personal computer. And also the loadage isindicated with the outside lamp. The system can store up to2900 working turning radiusThe MacPherson strut type front suspension has a specialA-frame between each wheeland the main frame. Thewider space createdbetween the front wheelsand the main frameincreases the turningangle of the wheels. Thelarger this turning angle,the smaller the turningradius of the 27'11"A-frame7-speed, fully automatic K-ATOMiCS transmissionThe K-ATOMiCS ( Komatsu Advanced Transmission withOptimum Modulation ControlSystem) automaticallyselects the optimum gearaccording to vehicle speed, engine speed and the shiftposition you ve chosen.
7 Theresult: the best gear for anydriving ( Komatsu Advanced Transmission withOptimum Modulation Control System) High performance Komatsu SAA6D170E-5 enginePowerful turbocharged and air-to-air aftercooled KomatsuSAA6D170E-5 engine provides 533 kW715 HP (Net). Thisengine realizes high power in low fuel consumption withCommon Rail Injection system (CRI), and thus it delivershigher travel speeds with high horsepower . Also high torqueat low speed, impressive acceleration, and low fuel con-sumption ensure maximum develops and produces all major components,such as engines, electronics and hydraulic components, in this Komatsu Technology, and adding customer feedback, Komatsu is achieving great advancements in achieve both high levels of productivity and economicalperformance, Komatsu has developed the main compo-nents with a total control result is a new generation of high performance andenvironment friendly selection systemThe system allows selection of the appropriate modebetween two modes <Power mode > or <Economy mode>according to each working condition.
8 The mode is easilyselected with a switch in the operator s modeGreat productivity can be attained by taking full advantageof high output power. It is appropriate for job sites wherelarger production uphill-hauling is mode (Variable horsepower control)The engine power automatically changes depending onloaded or unloaded conditions always to use an optimumspeed gear. It is appropriate for light work on flat wheelbase and wide treadWith an extra-long wheelbase, a wide tread and an excep-tionally low center of gravity, the HD465-7R hauls the loadat higher speed for greater productivity, and delivers superi-or driving comfort over rough bodyA wide target area makes for easy loading with minimal soilspillage and more efficient V-shape design also increases structural strength, andprovides excellent load TRUCKHD465-7 ROFF-HIGHWAYTRUCK6 Wide, spacious cab with excellent visibilityWide windows in the front, side and back, plus plenty ofspace in the richly upholstered interior, provide quiet, com-fortable environment from which to see and control everyaspect of operation.
9 Front under view mirrors and sideunder view mirrors have been added to improve designed cabThe ergonomically designed operator's compartment makesit very easy and comfortable for the operator to use all thecontrols. The result is more confident operation and instrument panelThe instrument panel makes it easy to monitor criticalmachine functions. In addition, a caution light warns theoperator of any problems that may occur. Problems arerecorded in the monitor and indicated as service makes the machine user friendly and easy to driving position settingsThe 5-way adjustable operator seat and the tilt-telescopicsteering column provide an optimum driving posture, forincreased driving comfort and more control over machineoperation. The suspension seat dampens vibrations transmit-ted from the machine and reduces operator fatigue as wellas holding the operator securely to assure confident " width seat belt is provided as standard body dump controlThe low effort lever makes positioning sensor is installed for dump body control which significant-ly reduces the shock made by thelowering of the dump with "Skip-shift" functionAn electronically controlled valve is provided for each clutchpack in the transmission for independent clutch engage-ment/disengagement.
10 It enables an ideal change in clutchmodulation pressure and torque cut-off timing in response totravel conditions. This system and newly added skip-shift function ensure smooth shifting and responsive suspension for all terrainsThe hydropneumatic suspension assures a comfortable ride even overrough terrain and ensures maximumproductivity and operator cab mountsViscous mounts reduce the noisetransmitted to the cab and achieve aquiet 77 dB(A) noise ROPS/FOPS cabThese structures con-form to ISO3471 ROPS standard, and ISO 3449 FOPS steering and secondary brakeSupplementary steering and secondary brakes are : ISO 5010, SAE J1511 Brakes: ISO 3450 Three-mode hydropneumatic suspension (Auto-suspension) (Option)Suspension mode is automatically switched to one of threestages (soft, medium and hard) according to load and operating conditions, for a more comfortable and stable ride."Skip-shift" function Optimum travel speed automatically selected in response toangle of frequen-cy of downshiftand smootheroperation are F4 F1F4F4 F3F3 F2F2 F1 ConventionalSkip-shiftMachine shown may include optional gasOilRELIABILITY FEATURESEASYMAINTENANCEHD465-7 ROFF-HIGHWAY TRUCKHD465-7 ROFF-HIGHWAYTRUCK98 Wet multiple-disc brakes and fully hydraulic con-trolled braking systems realize lower maintenancecosts and higher reliability.
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			930E 4SE Spec Sheet

			www.komatsu.com
			930E-4SE MAXIMUM GVW 505755 kg 1,115,000 lb GROSS HORSEPOWER 2611 kW 3,500 HP E LECTRIC D RIVE T R UCK Photo may include optional equipment. 930E

			   Sheet, Spec, 930e 4se spec sheet, 930e

		

	

	
				
					

		
			3 WA430-5 - Komatsu Ltd.

			www.komatsu.com
			Photo may include optional equipment. WA430-5 HORSEPOWER Gross: 174 kW234 HP / 2000 rpm Net: 162 kW217 HP / 2000 rpm OPERATING WEIGHT 18340 – 18555 kg

			   Wa430 5, Wa430

		

	

	
				
					

		
			D65EX-16 D65PX-16 D65WX 65 - Komatsu Ltd.

			www.komatsu.com
			HORSEPOWER Gross: 155 kW207 HP @ 1950 rpm Net: 153 kW205 HP @ 1950 rpm OPERATING WEIGHT D65EX-16 19510 kg43,010 lb D65PX-16 20990 kg46,270 lb D65WX-16 20360 kg44,880 lb

			   D65wx, D65ex 16 d65px 16 d65wx 65, D65ex, D65px

		

	


                
                
	
				
					

		
			GROSS HORSEPOWER 254 kW NET HORSEPOWER …

			www.komatsu.com
			GROSS HORSEPOWER 254 kW 340 HP NET HORSEPOWER 246 kW329 HP MAXIMUM GVW 51420 kg 113,360 lb Photo may include optional equipment. HM300-2 A RT ICULATED D UMP

			   Horsepower 254 kw net horsepower, Horsepower

		

	

	
				
					

		
			OTHER EQUIPMENT: 220 PC220-8M0 …

			www.komatsu.com
			WALK-AROUND Low Fuel Consumption by Total Control of the Engine, Hydraulic and Electronic System 2 3 HYDRAULIC EXCAVATOR PC220/220LC-8M0 Low Emission Engine Low Operation Noise

			

		

	

	
				
					

		
			930E-4 AESS743 00.qxd (Page 2) - Komatsu Ltd.

			www.komatsu.com
			STANDARD EQUIPMENT • Air cleaners, Donaldson SRG • Alternator (24 volt/140A) • Auto lubrication system w/ground level fill & level indicator • Batteries–4 x 8D (1450 CCA’s)

			   Pages, Page 2, 4 aess743 00, Aess743

		

	


                
                
	
				
					

		
			PC78US - Komatsu Ltd.

			www.komatsu.com
			6 7 WORKING ENVIRONMENT PC78US-8 Safety Features Automatic Air Conditioner Automatic air conditioner is utilized. The bi-level control function keeps …

			   Pc78us

		

	

	
				
					

		
			WA430 mm - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WA430-6 WHEEL LOADER WA430-6 W HEEL L OADER 3 2 Increased Reliability Reliable Komatsu designed …

			   Wa430, Wa430 mm

		

	

	
				
					

		
			D275AX - Komatsu Ltd.

			www.komatsu.com
			5 Power Train Electronic Control System Smooth and soft operation D275AX-5E0 utilizes a newly designed power train electronic control system.The controller registers the amount of operator

			   D275ax

		

	


                
                
	
				
					

		
			WA600 - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WHEEL LOADER WA600-6 3 2 Increased Reliability Reliable Komatsu designed and manufactured components Sturdy …

			   Wa600
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			GROSS HORSEPOWER 551 kW NET HORSEPOWER …

			www.komatsu.com
			GROSS HORSEPOWER 551 kW 739 HP NET HORSEPOWER 533 kW715 HP MAXIMUM GVW 110180 kg 242,900 lb Photo may include optional equipment. HD605-7E0www.Komatsu.com Printed in Japan 200603 IP.P.AD

			   Gross, Horsepower, Net horsepower, Gross horsepower 551 kw, Gross horsepower 551 kw net horsepower
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GROSS HORSEPOWER 551 kW NET HORSEPOWER, GROSS HORSEPOWER 551 kW, NET HORSEPOWER
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