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Engine-related - Komatsu Ltd.



Major equipment Options Mast : Standard : Option engine & power train related 2-stage free view mast DX50 Series Extra fuel filters The mast enables a wide view with DX50. engine Diesel Pre-cleaner excellent forward visibility. Wet disc brake . Upward exhaust muffler 2-stage full free view mast EPA Tier 3/EU Stage IIIA compliant Diesel engine . Automatic transmission This is ideal for sites with height Electronic engine control system limitations, where the large free lift Steering knob synchronizer . Engine-related Heavy duty High Pressure Common Rail system is required.

• Six-step reclining backrest • 170 mm slide distance backward and forward • Seat cushion adjustment dial • The retractable seat belt A double action
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    	Transcription of Engine-related - Komatsu Ltd.


        
    	1 Major equipment Options Mast : Standard : Option engine & power train related 2-stage free view mast DX50 Series Extra fuel filters The mast enables a wide view with DX50. engine Diesel Pre-cleaner excellent forward visibility. Wet disc brake . Upward exhaust muffler 2-stage full free view mast EPA Tier 3/EU Stage IIIA compliant Diesel engine . Automatic transmission This is ideal for sites with height Electronic engine control system limitations, where the large free lift Steering knob synchronizer . Engine-related Heavy duty High Pressure Common Rail system is required.
2 Function New combustion system . Air to air charge air cooling system 3-stage full free view mast Overheat prevention function . Exterior The mast extends in three stages Canvas cabin and high level loading is easily Auto engine warm-up function . Steel cabin performed. Auto air pre-heat function . Heater Series Large capacity radiator Air-conditioner Dual floating structure Tilt cylinder boots Attachments / / ton Traveling- related New operator's seat with suspension Tiltable steering column Power steering cylinder boots Side shifter Electric forward/reverse lever Fuel cap with key DIESEL FORKLIFT TRUCKS.
3 Combination switch (turn signal light & light switch) . The fork may be shifted sideways Front glass with wiper together with its backrest, both to Indicator auto-return mechanism . Fire extinguisher the right and to the left. EPA Tier 3 / EU Stage IIIA Emission Compliant Wide slip-resistant step . Rear under mirror Paper binder at engine hood Fork positioner Meter panel The operator is able to adjust the Hourmeter (6-digit) Electrical equipment fork spread width from the Meters engine cooling water temperature gauge Headlights, 2-stage (High-Low) operator's seat.
4 Torque converter oil temperature gauge Mast mount type head lights Fork positioner with side Fuel gauge Rear working light shifter Lifting interlock lamp Yellow strobe light The combination of fork positioner Charge warning lamp and side shifter. Neutral indicator Meters & gauges Indicators Fork positioner with side shift Failure indicator Speedmeter with alarm engine failure indicator . function Mast tilt angle gauge This attachment is a fork positioner Air cleaner element warning lamp . which has a simultaneous fork Cooling water level warning lamp.
5 Tyre- related movement function to act as a side Glow indicator shifter. Elastic cushion tyre ( & ton). Large capacity alternator . Hinged fork Electric components Quick auto glow system . Neutral start function The fork tilts up/down using its Auto fuse hinge as a fulcrum. Low maintenance battery Bale clamp engine key stop function This attachment is recommended Halogen headlight for handling packed pulp or raw Rear combination light cotton. The bale is efficiently held Back-up buzzer from both sides by the bale clamps.
6 Operator Presence Sensing system . Sedimenter with priming pump . Cyclone air cleaner (double element) . Parking brake with release button .. Mechanism Fully hydrostatic power steering Steering knob synchronizer function . Non-asbestos parking brake linings . Key-off lift lock . Floor mat . Assist grip . Overhead guard with front/rear conduits . Rearview mirrors (pair) . Full shield solid-state engine hood . Easy-removable floor panel . Exterior Easy-removable radiator cover . engine hood lock . Radiator reservoir tank.
7 Jacking points . Printed in Japan 1012-2-01shi Form No. BR-DX50emi-002 Materials and specifications are subject to change without notice is a trademark of Komatsu Ltd. Japan "Reducing Total Operating Costs" with The Advanced Technology Offers Reduced CO2 Emissions Komatsu . ONLY. Komatsu Innovative Technologies The new DX50 Series feature the SAA4D95LE-5-A engine in combination with Komatsu 's efficient hydraulic system. This arrangement enables a reduction in annual CO2 emissions by about tons. An Advanced Diesel engine Conforms to the Latest Emission Regulations Low fuel consumption and low environmental impact are enabled by The fusion of advanced engines and Komatsu 's unique hydraulic system enables elimination of excess combustion and the use of the combined technologies of the high pressure common rail system, electronic control system, the new DX50 Series to achieve a significant reduction in the total operation costs and facilitates superior work performance.
8 Our innovative machines challenge the conventional concept of the forklift. Annual CO2 emissions new combustion system and air to air charge air cooling system. About tons reduction EPA Tier 3 / EU Stage IIIA Emission Compliant Komatsu 's Hydraulic System and the NEW Diesel engine Reduce the Fuel Consumption Komatsu . ONLY. CO2 CO2. In order to minimize the engine load, the new DX50 Komatsu 's Latest Hydraulic System Contributes 35,500 kg-CO2 28,400 kg-CO2. Series adopts the Komatsu 's latest hydraulic system. The compact engine features superior Low Fuel Consumption performance and achieves up to 20% less fuel The Hydraulic As the load is changes, engine speed automatically detected the engine andcontrol RPMs only thepump appropriate detects the engine consumption.
9 Amount revs. andofcontrols oil is supplied the oil via feeda to variable reducedisplacement pump. the load on the ThisThis engine . system hydraulic system SAA4D95LE-5-A. eliminates the loss of hydraulic oil and reduces the engine load. offers optimized balancing of traveling and loading work, making it ideal for forklift Previous NEW DX50 Displacement: operations that often put complex demands on the engine such as starting/acceleration while performing lift operations. Diesel engine FD70-10 3,260 cm3. Rated Output: Optimally controlled hydraulic oil results in; Komatsu tested data, comparison with FD70-8 model.
10 KW @ 2,250 min-1. Fuel Consumption Optimized balancing of traveling and loading work The CO2 emission coefficient is given in the Common Guidelines of the Japanese METI and MLIT (April 2006). The results may vary depending on conditions. Maximum Torque: Achieved compact liter engine equip 343 Nm @ 1,600 min-1. Max. 20% saving Accelerating Lightly Loaded Variable displacement pump engine RPM Control engine sensing valve pump Power Supply to Traction Hydraulic Optimized Oil Feed oil tank Variable Lifting Power Supply to Hydraulics displacement pump Previous NEW DX50.
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			GROSS HORSEPOWER 254 kW NET HORSEPOWER …

			www.komatsu.com
			GROSS HORSEPOWER 254 kW 340 HP NET HORSEPOWER 246 kW329 HP MAXIMUM GVW 51420 kg 113,360 lb Photo may include optional equipment. HM300-2 A RT ICULATED D UMP

			   Horsepower 254 kw net horsepower, Horsepower

		

	

	
				
					

		
			D275AX - Komatsu Ltd.

			www.komatsu.com
			5 Power Train Electronic Control System Smooth and soft operation D275AX-5E0 utilizes a newly designed power train electronic control system.The controller registers the amount of operator

			   D275ax

		

	

	
				
					

		
			930E 4SE Spec Sheet

			www.komatsu.com
			930E-4SE MAXIMUM GVW 505755 kg 1,115,000 lb GROSS HORSEPOWER 2611 kW 3,500 HP E LECTRIC D RIVE T R UCK Photo may include optional equipment. 930E

			   Sheet, Spec, 930e 4se spec sheet, 930e

		

	


                
                
	
				
					

		
			3 WA430-5 - Komatsu Ltd.

			www.komatsu.com
			Photo may include optional equipment. WA430-5 HORSEPOWER Gross: 174 kW234 HP / 2000 rpm Net: 162 kW217 HP / 2000 rpm OPERATING WEIGHT 18340 – 18555 kg

			   Wa430 5, Wa430

		

	

	
				
					

		
			D65EX-16 D65PX-16 D65WX 65 - Komatsu Ltd.

			www.komatsu.com
			HORSEPOWER Gross: 155 kW207 HP @ 1950 rpm Net: 153 kW205 HP @ 1950 rpm OPERATING WEIGHT D65EX-16 19510 kg43,010 lb D65PX-16 20990 kg46,270 lb D65WX-16 20360 kg44,880 lb

			   D65wx, D65ex 16 d65px 16 d65wx 65, D65ex, D65px

		

	

	
				
					

		
			OTHER EQUIPMENT: 220 PC220-8M0 …

			www.komatsu.com
			WALK-AROUND Low Fuel Consumption by Total Control of the Engine, Hydraulic and Electronic System 2 3 HYDRAULIC EXCAVATOR PC220/220LC-8M0 Low Emission Engine Low Operation Noise

			

		

	


                
                
	
				
					

		
			930E-4 AESS743 00.qxd (Page 2) - Komatsu Ltd.

			www.komatsu.com
			STANDARD EQUIPMENT • Air cleaners, Donaldson SRG • Alternator (24 volt/140A) • Auto lubrication system w/ground level fill & level indicator • Batteries–4 x 8D (1450 CCA’s)

			   Pages, Page 2, 4 aess743 00, Aess743

		

	

	
				
					

		
			PC78US - Komatsu Ltd.

			www.komatsu.com
			6 7 WORKING ENVIRONMENT PC78US-8 Safety Features Automatic Air Conditioner Automatic air conditioner is utilized. The bi-level control function keeps …

			   Pc78us

		

	

	
				
					

		
			WA430 mm - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WA430-6 WHEEL LOADER WA430-6 W HEEL L OADER 3 2 Increased Reliability Reliable Komatsu designed …

			   Wa430, Wa430 mm

		

	


                
                
	
				
					

		
			WA600 - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WHEEL LOADER WA600-6 3 2 Increased Reliability Reliable Komatsu designed and manufactured components Sturdy …

			   Wa600
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			2200-2400 D SERIES - Load-Lifter

			load-liftermfg.com
			2200-2400 d series • 15–18,000 lbs capacity • heavy duty c-thru roller masts • oil immersed disc brakes • turbo charged engine • full powershift transmission

			   Series, Heavy, Duty, 2004, 2200, Heavy duty, 2200 2400 d series

		

	

	
				
					

		
			Technical Guide - Hyster

			www.hyster.com
			R30XM 3 SPECIFICATIONS Manufacturer HYSTER HYSTER Model Designation R30XM3 R30XM3 Power / Voltage Electric / 24 Volts Electric / …

			   Power

		

	

	
				
					

		
			930E-4 AESS743 00.qxd (Page 2) - Komatsu Ltd.

			www.komatsu.com
			930E-4 ELECTRIC DRIVE TRUCK ELECTRICAL SYSTEM 4 x 8D 1450 CCA, 12 volt, in series/parallel, 220-ampere-hour batteries, bumper-mounted with …

			   Electrical, Pages, Page 2, 4 aess743 00, Aess743

		

	


                
                
	
				
					

		
			Sundancer - Sea Ray

			www.searay.com
			Sundancer 40 2007 HIGHLIGHTS • Standard MerCruiser 8.1 S Horizon engines with 4-year Mercury limited warranty • Standard SmartCraft™ Instrumentation and System View • Optional fiberglass hardtop with full encolsure

			   Sundancer, Sea ray

		

	

	
				
					

		
			SP 3000 Series stockpicker - Tailift; World-Lift

			www.worldwideforklifts.com
			SP 3000 Series Specifications Standard Equipment 1. 24-volt electrical system 2 GE EVT-100 FL transistor control 3. Start up and run time diagnostics

			   Series, Electrical, 3000, Sp 3000 series stockpicker, Stockpicker

		

	

	
				
					

		
			SPECIFICATION - Hanse Yachts

			www.windcrafthanse.com
			All measurements are approximate. Specification and material can be changed without notice. HanseYachts AG I Ladebower Chaussee 11 I D-17493 Greifswald

			   Specification
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