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GENERAL DATA & STANDARD DIMENSIONS …



GENERAL data & STANDARD DIMENSIONSSTANDARD Manufacturer s designationDrive unit Diesel, GasOperator type stand on / driver seatedLoad capacity / rated loadLoad center distanceLoad center distance, center of drive axle to fork faceWheelbaseService weightAxle loading, loaded front / rearAxle loading, unloaded front / rearTire type, P = pneumatic, SE = solid pneu, C = cushion Tire size, front - dual wheelsTire size, rearWheels, number front / rear (x = drive wheels) Tread, front Tread, rearTilt of upright / fork carriage, back / forward, a / bHeight, upright loweredFreeliftLift height Height, upright extendedHeight overhead guard Seat height Coupling heightOverall length Length to face of forks Width Fork DIMENSIONS Fork carriageFork carriage widthGround clearance minimum, loaded Ground clearance center of wheelbase Right Angle Stack (add load length and clearance)Outside turning radiusInside turning radiusTravel speed loaded / unloadedLift speed loaded / unloadedLowering speed loaded / unloadedMax.
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    	Transcription of GENERAL DATA & STANDARD DIMENSIONS …


        
    	1 GENERAL data & STANDARD DIMENSIONSSTANDARD Manufacturer s designationDrive unit Diesel, GasOperator type stand on / driver seatedLoad capacity / rated loadLoad center distanceLoad center distance, center of drive axle to fork faceWheelbaseService weightAxle loading, loaded front / rearAxle loading, unloaded front / rearTire type, P = pneumatic, SE = solid pneu, C = cushion Tire size, front - dual wheelsTire size, rearWheels, number front / rear (x = drive wheels) Tread, front Tread, rearTilt of upright / fork carriage, back / forward, a / bHeight, upright loweredFreeliftLift height Height, upright extendedHeight overhead guard Seat height Coupling heightOverall length Length to face of forks Width Fork DIMENSIONS Fork carriageFork carriage widthGround clearance minimum, loaded Ground clearance center of wheelbase Right Angle Stack (add load length and clearance)Outside turning radiusInside turning radiusTravel speed loaded / unloadedLift speed loaded / unloadedLowering speed loaded / unloadedMax.
2 Drawbar pull loaded / unloaded Max. gradeability loaded / unloaded Service brakeManufacturer / TypeRated output per SAE J1349 Rated speedNo. of cylinders / displacement Operating pressure for attachments Sound level, driver s ear Specifi cationsTiresDimensionsPerformancelbs (kgs)in (mm)in (mm)lbs (kgs)lbs (kgs)lbs (kgs)in (mm)in (mm)degin (mm)in (mm)in (mm)in (mm)in (mm)in (mm)in (mm)in (mm)in (mm)in (mm)in (mm)in (mm)in (mm)in (mm)in (mm)in (mm)in (mm)mph (kph)fpm (m/s)fpm (m/s)lbf (N)%HP / KWrpm / cu in (liters)psi (Bar)dB(A)ClarkC60 DDieseldriver seated13,500 (6000)24 (600) (617) (2250)20,414 (9260)29,312 / 4329 (13,296 / 1964)8928 / 11,485 (4050 / 5210) x 15 - 14 x 15 - 14 PR4X / (1575) (1610)10 (2630) (223) (3300) (4532) (2370) (1320) (475) (4710) (3510) (2125) (60x150x1200)Pin (2125) (200) (230) (5437) (3420) (643) ( )
3 ( ) ( )14,102/13,609 (62,733/60,536) / disc brakesIVECO / N45-MNS99 / 74 23004 / 274 ( )2030 (140)83 ClarkC70 DDieseldriver seated15,500 (7000)24 (600) (617) (2250)21,230 (9630)32,444 / 4217 (14,717 / 1913)8666 / 12,563 (3931 / 5699) x 15 - 14 x 15 - 14 PR4X / (1575) (1610)10 (2630) (223) (3300) (4532) (2370) (1320) (475) (4770) (3570) (2125) (60x150x1200)Pin (2125) (200) (230) (5467) (3450) (643) ( ) ( ) ( )14,197/13,628 (63,154/60,624) / disc brakesIVECO / N45-MNS99 / 7423004 / 274 ( )2030 (140)83 WeightDrive LineUpright TableMaximum Overall Height Overall Height STANDARD Fork Height Lowered Extended Free Lift Tilt Spec in mm in mm in mm in mm B /F C60/70 Diesel / LPG and C75 LPGS tandard 98 (2500) (2228) 143 (3634) (223) 10/15 106 (2700) (2328) 151 (3834) (223) 10/15 118 (3000) (2478) 163 (4134) (223) 10/15 130 (3300) (2628) 175 (4434) (223) 10/15 138 (3500) (2728) 182 (4634) (223) 10/15 146 (3700) (2828) 190 (4834) (223) 10/15 157 (4000) (2978) 202 (5134) (223) 10/10 177 (4500) (3228) 222 (5634) (223) 10/10 197 (5000) (3478) 241 (6134) (223) 10/10 217 (5500)
4 (3728) 261 (6634) (223) 10/10 236 (6000) (3978) 281 (7134) (223) 6/6 252 (6400) (4178) 297 (7534) (223) 6/6C60/70 Diesel / LPG and C75 LPGT riple Stage 152 (3850) (2315) 196 (4980) (1213) 10/10 157 (4000) (2365) 202 (5130) (1263) 10/10 177 (4500) (2533) 222 (5634) (1431) 10/10 193 (4900) (2667) 238 (6036) (1565) 10/10 244 (6200) (3099) 289 (7332) (1997) 6/6 276 (7000) (3365) 320 (8140) (2263) 6/6 315 (8000) (3697) 360 (9140) (2595) 6/6C80 DieselStandard 91 (2300) 88 (2228) 135 (3434) (233) 10/15 98 (2500) 92 (2328) 143 (3634) (233) 10/15 110 (2800) 98 (2478) 155 (3934) (233) 10/15 122 (3100) 103 (2628) 167 (4234) (233) 10/15 130 (3300) 107 (2728) 175 (4434) (233) 10/15 138 (3500) 111 (2828) 182 (4634) (233) 10/15 150 (3800) 117 (2978) 194 (4934) (233) 10/10 169 (4300) 127 (3228) 214 (5434) (233) 10/10 189 (4800) 137 (3478) 234 (5934) (233) 10/10 209 (5300) 147 (3728) 253 (6434) (233) 10/10 228 (5800) 157 (3978) 273 (6934) (233) 10/10 244 (6200) 164 (4178) 289 (7334) (233) 6/6C80 DieselTriple Stage 144 (3650) 91 (2315) 192 (4881) (1213) 10/15 150 (3800) 93 (2365) 198 (5031) (1263) 10/10 169 (4300) 100 (2533) 218 (5535) (1431)
5 10/10 185 (4700) 105 (2667) 234 (5937) (1565) 10/10 236 (6000) 122 (3099) 285 (7233) (1997) 6/6 268 (6800) 132 (3365) 317 (8041) (2263) 6/6 307 (7800) 153 (3887) 356 (9041) (2595) 6/6 Indicates Common Preferred SpecNotesProduction engines and driveline components may vary in output and/or effi ciency by 5%. The performance shown represents nominal values which may be obtained under typical operating conditions of a and Insurance Classifi cationStandard truck meets all applicable mandatory requirements of Part II-ANSI/ITSDF Safety STANDARD for Powered Industrial Trucks and Underwriters Laboratories requirements as to fi re hazard only for D and LP classifi cations.
6 For further information contact a Clark should be aware of, and adhere to, applicable codes and regulations regarding operator training, use, operation and maintenance of powered industrial trucks, including: ANSI/ITSDF NFPA 505, fi re safety STANDARD for powered industrial trucks - type designations, areas of use, maintenance and operation. Occupational Safety and Health Administration (OSHA) regulations that may your authorized CLARK forklift truck dealer for further information including operator training programs and auxiliary visual and audible warning systems, fi re extinguishers, etc., as available for specifi c user applications and cations, equipment, technical data , photos and illustrations are based on information at time of printing and are subject to change without notice.
7 Some products may be shown with optional corresponding data see Specifi cation GEN2 C60/70/75/80 ClarkC80 DDieseldriver seated18,000 (8000)24 (600) (617) (2500)22,839 (10,360)35,249 / 5227 (15,989 / 2371)8893 / 13,946 (4034 / 6326) x 15 - 18 x 15 - 18 PR4X / (1575) (1610)10 (2630) (223) (3300) (4532) (2370) (1320) (475) (5095) (3895) (2125) (70x180x1200)Pin (2125) (200) (230) (5792) (3775) (746) / ( / ) / ( / ) / ( / )14,043/13,525 (62,468/60,164) / disc brakesIVECO / N45-MNS99 / 7423004 / 274 ( )2030 (140)83 ClarkC75 LLPG driver seated16,500 (7500)24 (600) (617) (2250)21,036 (9542)34,107 / 3463 (15,471 / 1571)8629 / 12,407 (3914 / 5628) x 15 - 14 x 15 - 14 PR4X / (1575) (1610)10 (2630) (223) (3300) (4532) (2370) (1320) (475) (4770) (3570) (2125) (60x180x1200)Pin (2125) (200) (230) (5467) (3450) (643) ( / ) / (.)
8 039 / ) ( )13,360 / 5159 (59,428 / 22,948) / disc brakesGM / L Vortec93 / 6924006 / 262 ( )2030 (140)83 ClarkC70 LLPG driver seated15,500 (7000)24 (600) (617) (2250)20,720 (9399)32,280 / 3873 (14,642 / 1757)8501 / 12,200 (3856 / 5543) x 15 - 14 x 15 - 14 PR4X / (1575) (1610)10 (2630) (223) (3300) (4532) (2370) (1320) (475) (4770) (3570) (2125) (60x150x1200)Pin (2125) (200) (230) (5467) (3450) (643) / ( / ) / ( / ) / ( / )14,109 / 5093 (62,762 / 22,653) / disc brakesGM / L Vortec93 / 6924006 / 262 ( )2030 (140)83 ClarkC60 LLPG driver seated13,500 (6000)24 (600) (617) (2250)19,902 (9029)29,147 / 3986 (13,221 / 1808)8765 / 11,140 / 3976 / 5053) x 15 - 14 x 15 - 14 PR4X / (1575) (1610)10 (2630) (223) (3300) (4532) (2370) (1320) (475) (4710) (3510) (2125) (60x150x1200)Pin (2125) (200) (230) (5437) (3420) (643) / ( / ) / ( / ) / ( / )13,448 / 5247 (59,820 / 23,340) / disc brakesGM / L Vortec93 / 6924006 / 262 ( )2030 (140)83
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			SPECIFICATIONS SLT-30/35 SwingMast Lift Truck …

			www.worldwideforklifts.com
			VER Y N ARR O W AISLE FORKLIFT LANDOLL CORPORATION, Drexel Division 1900 North Street z Marysville, KS 66508 Phone: 785-562-5381 z Fax: 785-562-4853 STANDARD FEATURES www.landoll.com

			

		

	

	
				
					

		
			SP 3000 Series stockpicker - Tailift; World-Lift

			www.worldwideforklifts.com
			SP 3000 Series Specifications Standard Equipment 1. 24-volt electrical system 2 GE EVT-100 FL transistor control 3. Start up and run time diagnostics

			   Series, Electrical, 3000, Sp 3000 series stockpicker, Stockpicker

		

	

	
				
					

		
			7-SERIES CUSHION - Forklifts from Worldwide …

			www.worldwideforklifts.com
			E M N Std Tread Width (Front/Rear) in. 31.3/32.7 31.3/32.7 31.3/32.7 35.0/36.0 35.0/36.0 35.8/36.0 35.8/36.0 * Centerline of front axle to front face of forks

			   Form, Series, Worldwide, Forklifts, Cushions, 7 series cushion forklifts from worldwide

		

	


                
                
	
				
					

		
			Moffett M55 4-Way - Tailift; World-Lift

			www.worldwideforklifts.com
			Moffett M55 4-Way www.hiabus.com The MClass In less than a minute the Moffett truck mounted forklift can mount or dismount a truck or …

			   Moffett m55 4 way, Moffett, Dismount

		

	

	
				
					

		
			Nissan H25 Engine - Tailift; World-Lift

			www.worldwideforklifts.com
			Nissan H25 Engine 2.5 Liter for Industria l Applicati on Intermittent output (S AE Gross J1349) 62 Hp/3200 rpm Continuous output (S AE Gross J1349) 56 Hp/3200 rpm

			   Engine, Nissan, Nissan h25 engine

		

	

	
				
					

		
			7FGU/7FDU - Tailift; World-Lift

			www.worldwideforklifts.com
			ator’s manual control and limits the forward angle of the mast, reducing the likelihood of spilling a load or, worse, tipping the forklift forward. ... operability and reliability of a Toyota forklift, you get a comprehensive, value-added package. For more information or the Toyota dealer nearest you, visit www.forklift.toyota.ca.

			   Manual, Forklifts, Toyota, Toyota forklift, 7fgu 7fdu, 7fgu, 7fdu
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			Best Practice Guide - FTC South

			www.ftcsouth.co.nz
			© 2016 FTC South NZ Ltd FORKLIFT SAFETY Page 2

			   Guide, Practices, Best, Best practice guide

		

	

	
				
					

		
			OSHA Requirement for checklists before putting …

			www.keytroller.com
			OSHA Requirements for checklists before putting a forklift into use What does OSHA require regarding forklift checklists? The Occupational …

			   Requirements, Checklist, Before, Osha, Putting, Osha requirement for checklists before putting

		

	

	
				
					

		
			FORK POSITIONERS - Lift Tek

			www.lift-tek.com
			Side-Shifting Fork Positioners Heavy Duty T410Z • T411Z • T411BZ/BZI • T411ZR Premium Quality and Design FORK POSITIONERS 2016

			   Positioner, Fork, Fork positioners

		

	

	
				
					

		
			JLG G12-55A Specifications - One Source Rental

			www.onesourcerental.com
			Model G12-55A TELEHANDLER Performance Rated Capacity At 24 in. (610 mm) load center, 12,000 lb (5,443 kg) Maximum Lift Height 55 ft (16.8 m) Frame Leveling

			   Jlg g12 55a

		

	


    


    Related search queries
Best Practice Guide, OSHA Requirement for checklists before putting, FORK POSITIONERS, JLG G12-55A
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