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GROSS HORSEPOWER 254 kW NET HORSEPOWER …



GROSS HORSEPOWER . 254 kW 340 HP. NET HORSEPOWER . 246 kW 329 HP. MAXIMUM GVW. 51420 kg 113,360 lb HM300-2. ARTICULATED DUMP TRUCK. Photo may include optional equipment. HM300-2 A R T I C U L AT E D D U M P T R U C K. WALK-AROUND. The HM300-2 with new ecot3 engine certified by EPA Tier 3 and EU Stage 3A emissions offers all around maximum productivity with faster travel speed. It features enhanced efficiency while reducing maintenance costs. From rough terrain construction sites to landfills - the HM300-2 has the competitive edge. Tiltable cab can be tilted rearward 32 degrees to provide easy service. Wide, spacious cab with excellent visibility The wide cab offers a comfortable operator and passenger environment Viscous mounts support the cab while absorbing vibrations and noise Low-noise cab through improved sealing with integrated floor Interior noise level 76 dB(A). Additional front under view mirrors provide superior visibility Air suspension seat is standard Power window ( ).
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    	Transcription of GROSS HORSEPOWER 254 kW NET HORSEPOWER …


        
    	1 GROSS HORSEPOWER . 254 kW 340 HP. NET HORSEPOWER . 246 kW 329 HP. MAXIMUM GVW. 51420 kg 113,360 lb HM300-2. ARTICULATED DUMP TRUCK. Photo may include optional equipment. HM300-2 A R T I C U L AT E D D U M P T R U C K. WALK-AROUND. The HM300-2 with new ecot3 engine certified by EPA Tier 3 and EU Stage 3A emissions offers all around maximum productivity with faster travel speed. It features enhanced efficiency while reducing maintenance costs. From rough terrain construction sites to landfills - the HM300-2 has the competitive edge. Tiltable cab can be tilted rearward 32 degrees to provide easy service. Wide, spacious cab with excellent visibility The wide cab offers a comfortable operator and passenger environment Viscous mounts support the cab while absorbing vibrations and noise Low-noise cab through improved sealing with integrated floor Interior noise level 76 dB(A). Additional front under view mirrors provide superior visibility Air suspension seat is standard Power window ( ).
2 High performance and environment-friendly SAA6D125E-5 ecot3 engine GROSS HORSEPOWER 254 kW 340HP. EPA Tier 3 and EU Stage 3A emissions certified Engine power mode selection system realizes both greater productivity and improved fuel economy Higher engine output and torque improve produc- tivity in all applications Fully hydraulic articulated steering Light and easy operation Minimum turning radius m 26'1". 2. ARTICULATED DUMP TRUCK. HM300-2. GROSS HORSEPOWER . 254 kW 340 HP @ 2000 rpm NET HORSEPOWER . 246 kW 329 HP @ 2000 rpm MAXIMUM GVW. Komatsu designed, electronically controlled 51420 kg 113,360 lb transmission for a comfortable ride. F6-R2 counter-shaft type transmission with K-ATOMiCS. (Komatsu Advanced Transmission with Optimum Modulation Control System).Transmission shift hold button optimizes the operator control Easy-to-Load Body Heaped capacity m3 yd3. Low loading height 2790 mm 9'2".
3 High strength body constructed of thick wear-resistant steel having 400 Brinell hardness Hydro-pneumatic Suspension for all terrains. The hydro-pneumatic suspension in both front and rear suspensions assures a comfortable ride even over rough terrain. Photo may include optional equipment. Differential locks provide excellent High capacity, reliable, continuously traction in rough terrain. cooled, wet type multiple-disc brakes and The oil-cooled multiple-disc interaxle lock can retarder be turned on and off during travel. In addition, Fully hydraulic controlled wet multiple-disc brake the limited slip differentials prevent the tires Retarder Absorbing Capacity (continuous descent). on either side from slipping on soft ground for 370 kW 496 HP. maximum traction. 3. HM300-2 A R T I C U L AT E D D U M P T R U C K. PRODUCTIVITY FEATURES. The combination of high travel speeds and an efficient engine with low emissions delivers maximum productivity at the lowest cost.
4 Komatsu Technology Engine Power Mode Selection System The system allows selection of the appropriate mode between two modes <Power mode > or <Economy mode>. according to each working condition. The mode is easily selected with a switch in the operator's cab. Power mode Great productivity can be attained by taking a full advantage of high output power. It is appropriate for job sites where larger production at uphill-hauling is required. Economy mode Engine speeds of the maximum output, downshift, and upshift are set to a lower level. It is appropriate for light work on the flat ground. Komatsu develops and produces all major components, such as engines, electronics and hydraulic components, in house. With this Komatsu Technology, and adding customer feedback, Komatsu is achieving great advancement in technology. To achieve both high levels of productivity and economical performance, Komatsu has developed the main compo- nents with a total control system.
5 The result is a new generation of high performance and environment friendly machines. High Performance Komatsu SAA6D125E-5 Engine Komatsu Designed Electronically Controlled This engine delivers faster acceleration and higher Countershaft Transmission travel speeds with high HORSEPOWER per ton in its class. Advanced technology, such as Common Rail Injection sys- The Komatsu designed Electronically Controlled Transmission tem (CRI), air to air aftercooler, and an efficient turbo-charg- called K-ATOMiCS has been a success in Komatsu's rigid dump er enables the engine is EPA Tier 3 and EU Stage 3A emis- trucks. The electronic clutch modulation system ensures proper sions certified. High torque at low speed, impressive accel- clutch pressure when the clutch is engaged. The total control eration, and low fuel consumption ensure maximum produc- system controls both the engine and transmission by monitoring tivity.
6 The vehicle conditions. This high technology system assures smooth shifts without shock and maximizes power train life. Komatsu Designed Differential Locking Systems The full-time six-wheel drive system reduces slippage. A. wet multiple-disk interaxle clutch also locks the three axles in unison for greater traction. The interaxle lock can be switched on and off while the truck is travelling, thereby boosting productivity. In addition, limited slip differentials prevent the tires on either side from slipping on soft ground. 4. HM300-1. HM300-2. ARTICULATED DUMP TRUCK ARTICULATED DUMP TRUCK. Hydro-pneumatic Suspension Hydro-pneumatic suspension with proven performance in larger articulated and rigid trucks is tailored for use in the HM300. The front axle hydro-pneumatic suspension employs "De Dion" type design, allowing the machine to ride more smoothly over bumps. The rear-axles are mounted on a dynamic equalizer structure equipped with hydro-pneumatic suspension.
7 The entire vehicle's suspension delivers a comfort- able ride and maximizes productivity. Large Capacity Body and Box Section Frame Structure The HM300 has the large heaped capacity of m3 body. The low loading height of 2790 mm 9'2 . enables easy loading. The body is built of high strength wear-resistant steel with a Brinell hardness of 400, and the body shape provides excellent load sta- bility. Rugged enough for the toughest jobs, the HM300's frame is designed using a rigid box structure with connect- ing torque tubes made of high strength low alloy steel. Hydraulically Controlled Wet Multiple-Disc Brakes Articulated Steering and Retarder Fully hydraulic articulated Wet multiple-disc brakes with proven performance in larger steering offers low-effort m 26'1". articulated and rigid trucks are tailored for use in the HM300. operating performance and m 13'2". The large-capacity, continuously cooled,wet-multiple disc maneuverability.
8 A mini- brakes also function as a highly responsive retarder which mum turning radius of only gives the operator greater confidence at higher speeds when m 26'1 provides ability travelling downhill. to work in tight areas. Retarder Absorbing Capacity (continuous descent): 370 kW 496 HP. 5. HM300-2 A R T I C U L AT E D D U M P T R U C K. OPERATOR ENVIRONMENT. Komatsu has developed a state-of-the-art, wide comfortable cab. The low level of vibration and noise ensure maximum productivity from the operator. Low-noise Designed Cab Integrated cab and floor provide airtight cab. Engine room is also sealed. The low noise and sound insulated muffler /exhaust pipe contribute to reducing sound levels. All these together offer a quiet and comfortable operator environment. Wide, Spacious Cab with Excellent Visibility The wide cab provides a comfortable space for the operator and a full size buddy seat.
9 Large electrically operated window and the operator's seat positioned to the left side ensures superior visibility. Ergonomically Designed Cab The ergonomically designed operator's compartment makes it very easy and comfortable for the operator to use all the controls. The result is more confident operation by operators and greater productivity. Easy-to-See Instrument Panel The front under view mirrors are increased to three from one, The instrument panel makes it easy to monitor critical and the rear view mirrors increased to four from two. machine functions. In addition, a caution light warns the Newly employed laminated glass in the windshield assures operator of any problems that may occur. This Komatsu safe operation. In addition, electric heated rear window facili- on-board monitoring system makes the machine very friendly tates defrosting. and easy to service. Steering Wheel and Pedals Low effort pedals reduce operator fatigue when working continuously for long periods.
10 The tiltable, telescoping steering column enables operators to maintain the optimum driving position at all times. Photo may include optional equipment. 6. ARTICULATED DUMP TRUCK. HM300-2. Built-in ROPS/FOPS Cab Air Suspension Seat is Standard These structures conform to ISO 3471-1994 standard. The air suspension, fabric-covered seat which is adjustable to the operator's weight is provided as standard. The air Hydro-pneumatic Suspension for all Terrains suspension seat dampens vibrations transmitted from the The hydro-pneumatic suspension assures a comfortable ride machine and reduces operator fatigue as well as holding the even over rough terrain and ensures maximum productivity operator securely to assure confident operation. and operator confidence. Electric Body Dump Control Lever Viscous Cab Mounts The low effort lever makes dumping easier than ever. Viscous mounts reduce the noise transmitted to the cab and achieve a quiet 76 dB(A) noise level Supplementary Steering and Secondary Brakes Supplementary steering and secondary brakes are standard features.
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			PC78US - Komatsu Ltd.

			www.komatsu.com
			6 7 WORKING ENVIRONMENT PC78US-8 Safety Features Automatic Air Conditioner Automatic air conditioner is utilized. The bi-level control function keeps …

			   Pc78us

		

	

	
				
					

		
			OTHER EQUIPMENT: 220 PC220-8M0 …

			www.komatsu.com
			WALK-AROUND Low Fuel Consumption by Total Control of the Engine, Hydraulic and Electronic System 2 3 HYDRAULIC EXCAVATOR PC220/220LC-8M0 Low Emission Engine Low Operation Noise

			

		

	

	
				
					

		
			930E 4SE Spec Sheet

			www.komatsu.com
			930E-4SE MAXIMUM GVW 505755 kg 1,115,000 lb GROSS HORSEPOWER 2611 kW 3,500 HP E LECTRIC D RIVE T R UCK Photo may include optional equipment. 930E

			   Sheet, Spec, 930e 4se spec sheet, 930e

		

	


                
                
	
				
					

		
			930E-4 AESS743 00.qxd (Page 2) - Komatsu Ltd.

			www.komatsu.com
			STANDARD EQUIPMENT • Air cleaners, Donaldson SRG • Alternator (24 volt/140A) • Auto lubrication system w/ground level fill & level indicator • Batteries–4 x 8D (1450 CCA’s)

			   Pages, Page 2, 4 aess743 00, Aess743

		

	

	
				
					

		
			3 WA430-5 - Komatsu Ltd.

			www.komatsu.com
			Photo may include optional equipment. WA430-5 HORSEPOWER Gross: 174 kW234 HP / 2000 rpm Net: 162 kW217 HP / 2000 rpm OPERATING WEIGHT 18340 – 18555 kg

			   Wa430 5, Wa430

		

	

	
				
					

		
			WA430 mm - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WA430-6 WHEEL LOADER WA430-6 W HEEL L OADER 3 2 Increased Reliability Reliable Komatsu designed …

			   Wa430, Wa430 mm

		

	


                
                
	
				
					

		
			D275AX - Komatsu Ltd.

			www.komatsu.com
			5 Power Train Electronic Control System Smooth and soft operation D275AX-5E0 utilizes a newly designed power train electronic control system.The controller registers the amount of operator

			   D275ax

		

	

	
				
					

		
			D65EX-16 D65PX-16 D65WX 65 - Komatsu Ltd.

			www.komatsu.com
			HORSEPOWER Gross: 155 kW207 HP @ 1950 rpm Net: 153 kW205 HP @ 1950 rpm OPERATING WEIGHT D65EX-16 19510 kg43,010 lb D65PX-16 20990 kg46,270 lb D65WX-16 20360 kg44,880 lb

			   D65wx, D65ex 16 d65px 16 d65wx 65, D65ex, D65px

		

	

	
				
					

		
			WA600 - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WHEEL LOADER WA600-6 3 2 Increased Reliability Reliable Komatsu designed and manufactured components Sturdy …

			   Wa600

		

	


                
                
	
				
					

		
			PC450 PC450LC-8 - Komatsu Ltd.

			www.komatsu.com
			6 WORKING ENVIRONMENT PC450-8 H YDRAULIC E XCAVATOR Low Cab Noise The newly-designed cab is highly rigid and has excellent sound absorption ability. Thorough improvement of noise

			   Noise, Pc450lc 8, Pc450lc
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			AUTOMATIC TRANSMISSION CONNECT MACHINE …

			www.kenvo.com
			•Disconnect the exit line on the transmission cooler • Select suitable adapters for the two disconnected open ends and connect the two long Supply and Drain hoses to …

			   Machine, Automatic, Transmissions, Connect, Automatic transmission connect machine

		

	

	
				
					

		
			Table of Contents - Flo-Dynamics

			www.flodynamics.com
			Introduction Flo-Dynamics® TSD450™. INTRODUCTION . to the TSD450. Congratulations on the purchase of your Flo-Dynamics TSD450 automatic transmission fluid exchanging machine!

			   Machine, Content, Table of contents, Table, Automatic, Transmissions, Automatic transmission

		

	

	
				
					

		
			BorgWarner eGearDrive(for customer) [兼容模式]

			www.evwest.com
			3 • AWD Couplings • Transfer Cases • eGearDrive® Electric Drive Transmissions • eAWD Torque Vectoring • AWD Electronic Controls and Systems Integration

			   Customer, Borgwarner egeardrive, Borgwarner, Egeardrive, For customer

		

	


                
                
	
				
					

		
			CINGO - Merlo

			www.merlo.com
			Cingo performance for everyone. The universal tracked carriers of the Cingo range, equipped with a hydrostatic transmission, are technologically unique, and offer excellent performance on countless applications, especially on sites

			   Transmissions, Cingo

		

	

	
				
					

		
			Advanced Assembly 3-1-05 - Powertow

			www.powertow.com
			Powertow 35/40/KeyEZ/ThundervoltPowertow 35/40/KeyEZ/Thundervolt Z-SWAG D B A C Transmission Shift Rod - Diagram #4 Feed the tagged end of the shift rod down through the plastic keeper (C)on the handle.

			   Advanced, Transmissions, Assembly, Advanced assembly 3 1 05

		

	

	
				
					

		
			The InkBenefit All-In-One you can rely on

			www.topedge.ro
			INKBENEFIT ALL-IN-ONE . BUSINESS INKJET PRINTER. The InkBenefit All-In-One you can rely on. MFC –J2330DW *ISO/IEC 24734 (Laser comparable) **Approx. cartridge yield is declared in accordance with ISO/IEC 24711

			   The inkbenefit all in one you, Inkbenefit
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