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    	1 GSM4K . (4000 Series GSM Audio Intercom). Technical Manual GSM4K EN-UK WE RECOMMEND. This equipment is installed by a Competent Electrician, Security 24/06/16 or Communications Engineer. GSM4K (4000 series GSM audio intercom) Videx . eu rohs DECLARATION OF CONFORMITY. Telit Communications certifies that the GL865-QUAD V3 (Quad Band GSM850/EGSM900/DCS1800/. PCS1900 GPRS Wireless Module) is in conformity with directive 2011 /65/EU of the European Parliament and the Council of 8th June 2011 on the restriction of the use of certain hazardous substances in electrical and electronic equipment. The conformity with the applicable requirements of the directive 2011 /65/.
2 EU has been demonstrated against the following harmonized standard: EN 50581:2012 Technical Documentation for the assessment of electrical and electronic products with respect to the restriction of hazardous substances. WARNING! To comply with FCC RF exposure requirements, a separation distance of 20cm ( ) or more must be maintained between the antenna of this product and all persons. Separate FCC approval for this product is not required as it will be classed as a fixed installation. THIS PRODUCT IS NOT DESIGNED TO BE USED AS AN EMERGENCY CALL POINT. CUSTOMER SUPPORT. Videx Security LTD CE conformity marking indicates that the product respects the requirements of the applicable European Community Directives in force specifically EMC.
3 2004/108/ECC, LVD 2006/95/ECC and CE-MARKING 93/68/ECC. CE marking is Tech Line: 0191 224 3174 applied by the manufacturer (or party delegated to do so by the manufacturer). under their own responsibility. It was created to eliminate obstacles to the Fax: 0191 224 1559 circulation of products in European Union Member States by harmonising Email: different national standards. 2. GSM4K - TECHNICAL MANUAL EN-UK - - 24/06/16. GSM4K (4000 series GSM audio intercom) Videx . CONTENTS. MANUAL 4. SYSTEM 4 - 5. PRECAUTIONARY 6. SYSTEM 7 - 17. GSM PRO 7 - 11. - 12 - 15. 4000 SERIES BACK BOXES & MOUNTING 16 - 17. POWER 17. GSM 17. WIRING 18.
4 CONNECTING TO A GATE CONTROLLER (USING THE OPTO-ISOLATOR PCB).. 19. CONNECTING TO A PUSH TO EXIT BUTTON & THE AUXILIARY 19 - 22. CABLE SIZE 23. INSTALLATION 23. LOCK RELEASE WIRING AND BACK EMF 24. CONNECTION TO MAINS, SAFETY AND GUIDANCE 24 - 25. POWER SUPPLY 25 - 26. PANEL 26. TESTING, POWER UP AND 26 - 27. RESET TO FACTORY 28. 28. PROGRAMMING BY TEXT 28 - 44. SYSTEM 44 - 45. USER 45. UNDERSTANDING THE SIGNAL 46. DIALLING INTO THE GSM INTERCOM FROM ANOTHER 46. RECORD 47. UNDERSTANDING THE 48 - 49. TROUBLE 49 - 50. SOFTWARE 50. ADDITIONAL 51. 51. 3. GSM4K - TECHNICAL MANUAL EN-UK - - 24/06/16. GSM4K (4000 series GSM audio intercom) Videx .
5 MANUAL INTRODUCTION. The information in this manual is intended as an installation and commissioning guide for the 4000 series GSM PRO audio intercom system. This manual should be read carefully before the installation commences. Any damage caused to the equipment due to faulty installation where the information in this manual has not been followed is not the responsibility of Videx Security Ltd. It is recommended that the GSM PRO audio intercom is installed by a competent electrician, Security or communications engineer. Videx run free training courses for engineers who are unfamilier or who have not installed this system before.
6 Technical help is also available on 0191 224 3174 during office hours (8:30am - 5:00pm MON to FRI) or via e-mail: A copy of this Technical Manual can also be downloaded from the Videx website: SYSTEM INTRODUCTION. The system is designed to work on the same technology as mobile phones. It enables a call to be made from an entry point (door, gate etc), to any telephone number (mobile or land line). Up to 50 call buttons can be connected to the door panel, each able to call four telephone numbers (if the first is busy or not answered, the call can be diverted to up to three different numbers). Features of the system include: A dry contact relay output.
7 Two open collector auxiliary outputs. Two auxiliary inputs. A push to exit input. Integrated Proximity Access Control (up to 1000 proximity fobs or cards can be stored, these fobs/cards when presented to the name plate window on the GSM PRO intercom will activate the door/gate relay). Call progress speech annunciation and call progress LED indication. Dial to Open facility (this feature enables up to 1000 stored numbers to dial the GSM PRO intercom, the intercom panel will not answer these calls, but will activate the door/gate relay without being charged for the call). Programmable timeband facility. Micro USB connection (for ease of programming using the GSMSK PC software).
8 Integrated bootloader function (for updating intercom panel firmware via the GSMSK PC software). Event logging system (which can record up to 4000 events). Programming of the telephone numbers and the additional features, including programming key fobs for the integrated proximity access, can be carried out via text messaging (refer to pages 28 to 45) or PC using the GSMSK PC software (refer to the GSMSK PC software manual). A SIM card is required for this product but not supplied. The GSM PRO intercom can only accept a standard size SIM card (refer to SIM card size chart on page 5), both a micro-SIM and nano-SIM are not suitable.
9 It is recommended to choose the SIM card which has the best coverage for the area in which the intercom panel will be installed. Both contract and Pay as you go' SIM cards can be used, however if using a Pay as you go'. we would recommend setting up an automatic top up to avoid running short on credit and losing the use of 4. GSM4K - TECHNICAL MANUAL EN-UK - - 24/06/16. GSM4K (4000 series GSM audio intercom) Videx . the intercom panel. Alternatively if you already have a contract mobile phone it should be possible to get a second SIM card and telephone number on the existing account. For more information contact the SIM card provider or visit their web sites.
10 Standard SIM Micro-SIM Nano-SIM. 25mm 15mm 15mm 12mm . Network Provider Selection It is imperative that for the reliable operation of the system that the best network provider for the area is selected. Problems such as network disconnection can occur if the provider has signal or interference problems for that area. We would recommend using a GSM signal strength meter to survey the intended antenna location. Contact Videx for more information on where to purchase a tester. As an initial check we also recommend visiting the ofcom website and enter the postcode of the intended installation. This will show all transmitters in the area.
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			   2011, Directive, Rohs, Directive 2011

		

	

	
				
					

		
			Tri-rated - H05V2-K / H07V2-K / BS 6231 UL1015 CSA 22.2 ...

			www.elandcables.com
			This cable meets the requirements of the Low Voltage Directive 2014/35/EU and the RoHS Directive 2011/65/EU. RoHS compliance has been tested and confirmed by The Cable Lab® as meeting the requirements of the BSI RoHS Trusted KitemarkTM. RoHS Trusted KITEMARK™ KM …
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