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HOW TO CHOOSE A THIN-SET MORTAR



HOW TO CHOOSE A THIN-SET MORTAR 2011 2/11 NCustomer Support 800-272-8786 Technical Services 800-282-8786 There are various types of THIN-SET mortars formulated to fit specific application needs or requirements. They are categorized as modified and un-modified. A modified THIN-SET MORTAR contains polymers formulated into the dry mix that increase its performance and strength. An un-modified MORTAR is simply a THIN-SET MORTAR that does not contain polymer in the dry mix. Liquid polymer additives are available for un-modified THIN-SET mortars to boost bond strengths, water resistance or flexibility. These liquid additives are used in place of water and should never be diluted, unless otherwise noted on the product mortars Mix with water no additives required Use for installations that require higher bond strengths or flexibility (see list below) Use a specific polymer-modified THIN-SET MORTAR for jobs with special requirements: High traffic areas Crack isolation Commercial jobs requiring quick installation Jobs requiring a medium bed MORTAR natural stone, large format tile, Saltillo paversDRY-SET (UNMODIFIED) mortars Mixed with water for the most basic tile applications Mix with polymer additives such as THIN-SET Admix Concentrate or THIN-SET MORTAR Admix for installations requiring higher bond strengths.

• Mix with polymer additives such as Thin-Set Admix Concentrate or Thin-Set Mortar Admix for installations requiring higher bond strengths. (see list) INSTALLATIONS REQUIRING THE USE OF AN ADDITIVE OR A POLYMER-MODIFIED MORTAR ARE: • To meet ANSI requirements A118.4 or A118.11 • Over exterior-grade plywood • Areas subject to freeze/thaw ...
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    	Transcription of HOW TO CHOOSE A THIN-SET MORTAR


        
    	1 HOW TO CHOOSE A THIN-SET MORTAR 2011 2/11 NCustomer Support 800-272-8786 Technical Services 800-282-8786 There are various types of THIN-SET mortars formulated to fit specific application needs or requirements. They are categorized as modified and un-modified. A modified THIN-SET MORTAR contains polymers formulated into the dry mix that increase its performance and strength. An un-modified MORTAR is simply a THIN-SET MORTAR that does not contain polymer in the dry mix. Liquid polymer additives are available for un-modified THIN-SET mortars to boost bond strengths, water resistance or flexibility. These liquid additives are used in place of water and should never be diluted, unless otherwise noted on the product mortars Mix with water no additives required Use for installations that require higher bond strengths or flexibility (see list below) Use a specific polymer-modified THIN-SET MORTAR for jobs with special requirements: High traffic areas Crack isolation Commercial jobs requiring quick installation Jobs requiring a medium bed MORTAR natural stone, large format tile, Saltillo paversDRY-SET (UNMODIFIED) mortars Mixed with water for the most basic tile applications Mix with polymer additives such as THIN-SET Admix Concentrate or THIN-SET MORTAR Admix for installations requiring higher bond strengths.
2 (see list)INSTALLATIONS REQUIRING THE USE OF AN ADDITIVE OR A POLYMER-MODIFIED MORTAR ARE: To meet ANSI requirements or Over exterior-grade plywood Areas subject to freeze/thaw cycles Over existing ceramic tile Over vinyl flooring, VCT Over cutback adhesives Over plastic laminates Over painted drywall or plaster When adhering WonderBoard panels
 Show more
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			Bottom Mount Refrigerator

			images.thdstatic.com
			Dimensions are for planning purposes only. For complete details, see Installation Instructions packed with product. Specifications subject to change without notice. Ref. W10635370B 2/15 2¹⁄₂" (6.3 cm) ¹⁄₂" (1.25 cm) To ensure proper ventilation for your refrigerator, allow for a ¹⁄₂" (1.25 cm) space on each side and at the top.

			   Installation

		

	

	
				
					

		
			Undercounter Dishwasher

			images.thdstatic.com
			supply line. NOTE: If replacing an existing dishwasher, it is recommended to install a new water line (see the “Tools and Parts” section at the front of the guide for part details) and drain hose (supplied) with the new dishwasher. ELECTRICAL REQUIREMENTS You Must Have: 120-volt, 60 Hz, AC-only, 15- or 20-amp, fused electrical supply

			   Supply, Dishwasher, Undercounter, Undercounter dishwasher

		

	

	
				
					

		
			LAUNDRY ACCESSORY GUIDE

			images.thdstatic.com
			LAUNDRY ACCESSORY GUIDE. This quick reference guide to laundry accessories will help to make sure you have what . you need for a successful installation in just 3 easy steps. ... If your home was built before 1996 and has only a 3-wire connection, purchase a 3-prong dryer power cord. LG recommends a 4-wire connection and a 4-prong dryer power cord.

			   Guide, Home, Laundry, Accessory, Laundry accessory guide

		

	


                
                
	
				
					

		
			Unfinished Cabinetry orders deliver to the store within 3 ...

			images.thdstatic.com
			Take in-stock cabinets home today or order through Express Options®. Express Options orders deliver to the store within 3 weeks; see an Associate or the Special Services Desk to place your order.* Most products are available when ordered through Express Options. In-Stock selection varies by store. Product Selection Unfinished
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			Electric Tankless Water heaters
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			Your new electric tankless water heater features advanced water flow rate and temperature sensors designed to modulate power to the heating elements to maintain a user-selected output water temperature between 80°F (27°C) and 140°F (60°C) (subject to incoming water temperature and power of the selected heaters). ...

			   Electric, Water, Heaters, Tankless, Electric tankless water heaters

		

	

	
				
					

		
			PERFORMANCE tankless electric water heaters offer ...

			images.thdstatic.com
			PERFORMANCE™ tankless electric water heaters RHEEM PART NUMBER GPM RATING OF INSERTS PROVIDED CONNECTION SIZE RTE10001A 1.0, 1.5, 2.0 1/2" NPT RTE10001B 2.0, 3.0, 4.0, 5.0 3/4" NPT Optional Inline Flow Regulator • Enhanced outlet temperature control • Install on the outlet side of the heater • Limit maximum volume to the specified flow

			   Electric, Water, Heaters, Offer, Tankless, Electric tankless water, Tankless electric water heaters offer

		

	


                
                
	
				
					

		
			PRODUCT GUIDE Interior & Exterior Doors (JPG013)
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			Information for Replacement weatherstrip Product Identification Weatherstrip Location Weatherstrip Type Color Amount Needed 1. Determine amount needed by measuring each piece to be replaced. Note the location on the door of each type of weatherstrip. 2. For each type of weatherstrip, add all measurements, then add an additional 10%. 3.

			   Guide, Information, Product, Doors, Exterior, Interior, Product guide interior amp exterior doors, Jpg013

		

	

	
				
					

		
			Heavy Electric Utility Heater Model: EG7500DGP “USER’S ...
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			“USER’S MANUAL AND OPERATING INSTRUCTIONS” MODEL: Before the first use of this heater, please read this USER’S MANUAL very carefully. This USER’S MANUAL has been designed to instruct you as to the proper manner in which to assemble, maintain, store, and most importantly, how to operate the heater in a safe and efficient manner.

			   Manual, Operating, Instructions, S manual and operating instructions

		

	

	
				
					

		
			CONCRETE SUBFLOOR REQUIREMENTS NEW …
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			Approved subfloors include concrete, plywood, OSB, particleboard, chipboard, hardwood (solid, engineered, parquet), tile (ceramic, terrazzo, stone, asbestos, peel and stick), non-cushion sheet vinyl, metal, VCT, DRIcore. Adhered and sound vinyl sheet goods, linoleum and resilient (VCT) tiles: Old vinyl and linoleum tiles or sheet goods normally ...

			   Sheet, Vinyl, Solid, Sheet vinyl

		

	


                
                
	
				
					

		
			Electric Residential Hybrid Water Heater

			images.thdstatic.com
			Electric Residential Hybrid Water Heater The purpose of this manual is twofold: one, to provide the installer with the basic directions and recommendations for the proper installation and adjustment of the water heater; and two, for the owner– operator, to explain the features, operation, safety precautions, maintenance and

			   Electric, Water, Residential, Heaters, Hybrid, Water heaters, Electric residential hybrid water heater
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			Guidance document describing the food categories in Part E ...

			ec.europa.eu
			December 2008 on food additives. The food additives are listed on the basis of the categories of food to which they may be added e.g. fish and fish products, fruit and vegetables, dairy products, confectionery, etc. The list allows easy identification of the additives authorised for use in a certain foodstuff, offering greater transparency.

			   Additives, Of the additives

		

	

	
				
					

		
			2021-09-08-Report on pharmaceutical aspects on impact of ...

			www.ema.europa.eu
			food additives on medicinal products . Executive Summary • Titanium dioxide (TiO: 2 ... • Considering the scale of the use of this excipient, the time and costs involved in the reformulation and the volume of products impacted, it is considered that any requirement

			   Additives

		

	

	
				
					

		
			The Use of Phosphates For Potable Water Treatment

			phosphatesfacts.org
			The Use of Phosphates For Potable Water Treatment The Phosphate Forum of the Americas has prepared this document as an educational ... as additives for potable water treatment. A. Sequestration Sequestration is a chemical combination of …

			   Treatment, Water, Phosphate, Additives, Potable, Phosphates for potable water treatment

		

	

	
				
					

		
			1 Meets the definition of human subjects research.

			grants.nih.gov
			additives. •Testing high doses of environmental contaminant on food taste. Exemption 7 (X7) •Creating a dataset containing identifiers from a previous study to conduct future research .* •Saving blood samples from collaborator’s study for a future research question.* *(Broad consent obtained and limited IRB review conducted.)

			   Human, Exemption, Subject, Additives, Human subjects
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