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Inspiron 11 3000 Series Specifications - Dell



ViewsSpecificationsCopyright 2015 Dell Inc. All rights reserved. This product is protected by and international copyright and intellectual property laws. Dell and the Dell logo are trademarks of Dell Inc. in the United States and/or other jurisdictions. All other marks and names mentioned herein may be trademarks of their respective 12 Rev. A00 Regulatory model: P24T | Type: P24T001 Computer model: Inspiron 11-3162 NOTE: The images in this document may differ from your computer depending on the configuration you SeriesInspiron 111 Headset portConnect a headphone, a microphone, or a headset (headphone and microphone combo).2 USB portConnect peripherals such as storage devices, printers, and so on. Provides data transfer speeds up to 480 slotConnect a security cable to prevent unauthorized movement of your computer.

Resolution (maximum) 1366 x 768 Dimensions: Height 168.50 mm (6.60 in) Width 268.50 mm (10.57 in) Diagonal 294.64 mm (11.60 in) Refresh rate 60 Hz Operating angle 0 degree (closed) to 135 degrees Pixel pitch 0.2265 mm Controls Brightness can be controlled using shortcut keys.
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    	Transcription of Inspiron 11 3000 Series Specifications - Dell


        
    	1 ViewsSpecificationsCopyright 2015 Dell Inc. All rights reserved. This product is protected by and international copyright and intellectual property laws. Dell and the Dell logo are trademarks of Dell Inc. in the United States and/or other jurisdictions. All other marks and names mentioned herein may be trademarks of their respective 12 Rev. A00 Regulatory model: P24T | Type: P24T001 Computer model: Inspiron 11-3162 NOTE: The images in this document may differ from your computer depending on the configuration you SeriesInspiron 111 Headset portConnect a headphone, a microphone, or a headset (headphone and microphone combo).2 USB portConnect peripherals such as storage devices, printers, and so on. Provides data transfer speeds up to 480 slotConnect a security cable to prevent unauthorized movement of your computer.
2 231 ViewsSpecificationsLeftRightBaseDisplayL eft1 Power-adapter portConnect a power adapter to provide power to your computer and charge the portConnect a TV or another HDMI-in enabled device. Provides video and audio portConnect peripherals such as storage devices, printers, and so on. Provides data transfer speeds up to 5 readerReads from and writes to media areaPress to padMove your finger on the touch pad to move the mouse pointer. Tap to areaPress to buttonPress to turn on the computer if it is turned off, in sleep state or in hibernate to put the computer in sleep state if it is turned and hold for 4 seconds to force shut-down the : You can customize the power-button behavior in Power Options. For more information, see Me and My Dell at 1423 ViewsSpecificationsLeftRightBaseDisplayB ase1 CameraAllows you to video chat, capture photos, and record lightTurns on when the camera is in Provides digital sound input for audio recording, voice calls, and so informationMemoryPorts and connectorsDimensions and weightComputer environmentStorageTouch padPower adapterCameraCommunicationsBatteryVideoA udioDisplayMedia-card readerKeyboardDimensions and weightwith eMMCwith Hard mm to mm ( in to in) mm to mm ( in to in)Weight (minimum) kg ( lb) kg ( lb)Width292 mm ( in)292 mm ( in)Depth196 mm ( in)196 mm ( in)NOTE.
3 The weight of your laptop varies depending on the configuration ordered and the manufacturing informationMemoryPorts and connectorsDimensions and weightComputer environmentStorageTouch padPower adapterCameraCommunicationsBatteryVideoA udioDisplayMedia-card readerKeyboardSystem informationComputer modelInspiron 11-3162 Processor Intel Celeron Dual Core Intel Pentium Quad CoreChipsetIntegrated in processorSpecificationsViewsSystem informationMemoryPorts and connectorsDimensions and weightComputer environmentStorageTouch padPower adapterCameraCommunicationsBatteryVideoA udioDisplayMedia-card readerKeyboardMemorySlotOne SODIMM slot (optional)TypeDDR3 LSpeed1600 MHzConfigurations supported2 GB and 4 GBSpecificationsViewsSystem informationMemoryPorts and connectorsDimensions and weightComputer environmentStorageTouch padPower adapterCameraCommunicationsBatteryVideoA udioDisplayMedia-card readerKeyboardPorts and connectorsExternal.
4 USB One USB port One USB portAudio/video One HDMI port One headset port (headphone and microphone combo) card slot for Wi-Fi and Bluetooth combo cardSpecificationsViewsSystem informationMemoryPorts and connectorsDimensions and weightComputer environmentStorageTouch padPower adapterCameraCommunicationsBatteryVideoA udioDisplayMedia-card readerKeyboardCommunicationsWireless with Bluetooth with Bluetooth informationMemoryPorts and connectorsDimensions and weightComputer environmentStorageTouch padPower adapterCameraCommunicationsBatteryVideoA udioDisplayMedia-card readerKeyboardVideoControllerIntel HD GraphicsMemoryShared system memorySpecificationsViewsSystem informationMemoryPorts and connectorsDimensions and weightComputer environmentStorageTouch padPower adapterCameraCommunicationsBatteryVideoA udioDisplayMedia-card
5 ReaderKeyboardAudioControllerRealtek ALC3234 with Waves MaxxAudio ProSpeakersTw oSpeaker output:Average2 WMicrophoneSingle microphoneVolume controlsMedia-control shortcut keysSpecificationsViewsSystem informationMemoryPorts and connectorsDimensions and weightComputer environmentStorageTouch padPower adapterCameraCommunicationsBatteryVideoA udioDisplayMedia-card readerKeyboardStorageInterfaceSATA 6 GbpsHard drive One hard drive One solid-state driveeMMCOne integrated eMMC (embedded MultiMediaCard)NOTE: Depending on the configuration you ordered, your computer supports either hard drive, solid-state drive or informationMemoryPorts and connectorsDimensions and weightComputer environmentStorageTouch padPower adapterCameraCommunicationsBatteryVideoA udioDisplayMedia-card readerKeyboardMedia-card readerTypeOne microSD card slotCards supported Secure Digital (SD) Secure Digital High Capacity (SDHC) SD Extended Capacity (SDXC)SpecificationsViewsSystem informationMemoryPorts and connectorsDimensions and weightComputer environmentStorageTouch padPower adapterCameraCommunicationsBatteryVideoA udioDisplayMedia-card HD WLED Resolution (maximum)1366 x 768 mm ( in) mm ( in) mm ( in)Refresh rate60 HzOperating angle0 degree (closed)
6 To 135 degreesPixel mmControlsBrightness can be controlled using shortcut informationMemoryPorts and connectorsDimensions and weightComputer environmentStorageTouch padPower adapterCameraCommunicationsBatteryVideoA udioDisplayMedia-card readerKeyboardKeyboardTypeChiclet keyboardShortcut keysSome keys on your keyboard have two symbols on them. These keys can be used to type alternate characters or to perform secondary functions. To type the alternate character, press Shift and the desired key. To perform secondary functions, press Fn and the desired : You can change the behavior of the shortcut keys by pressing Fn+Esc or by changing Function Key Behavior in BIOS setup of shortcut keysMute audioDecrease volumeIncrease volumePlay previous track/chapterPlay/PausePlay next track/chapterSwitch to external displaySearchDecrease brightnessIncrease brightnessTurn off/on wirelessToggle Fn-key lockSleepPause/BreakSystem requestOpen application menuToggle scroll lockEndHomePage UpPage DownSpecificationsViewsSystem informationMemoryPorts and connectorsDimensions and weightComputer environmentStorageTouch padPower adapterCameraCommunicationsBatteryVideoA udioDisplayMedia-card readerKeyboardCameraResolution.
7 Still megapixelVideo 1280 x 720 HD at 30 fpsDiagonal viewing angle74 degreesSpecificationsViewsSystem informationMemoryPorts and connectorsDimensions and weightComputer environmentStorageTouch padPower adapterCameraCommunicationsBatteryVideoA udioDisplayMedia-card readerKeyboardTouch padResolution:Horizontal1940 Vertical1040 Dimensions:Width100 mm ( in)Height55 mm ( in)SpecificationsViewsSystem informationMemoryPorts and connectorsDimensions and weightComputer environmentStorageTouch padPower adapterCameraCommunicationsBatteryVideoA udioDisplayMedia-card readerKeyboardBatteryType2-cell prismatic (32 WHr) mm ( in) mm ( in) mm ( in)Weight (maximum) kg ( lb) VDCC harging time when the computer is off (approximate)4 hoursOperating timeVaries depending on operating conditions and can significantly reduce under certain power-intensive span (approximate)300 discharge/charge cyclesTemperature range.
8 Operating0 C to 35 C (32 F to 95 F)Storage 40 C to 65 C ( 40 F to 149 F)Coin-cell batteryCR-2032 SpecificationsViewsSystem informationMemoryPorts and connectorsDimensions and weightComputer environmentStorageTouch padPower adapterCameraCommunicationsBatteryVideoA udioDisplayMedia-card readerKeyboardPower adapterType45 WInput voltage100 VAC 240 VACI nput frequency50 Hz 60 HzInput current (maximum) AOutput current (maximum) ARated output VDCT emperature range:Operating0 C to 40 C (32 F to 104 F)Storage 40 C to 70 C ( 40 F to 158 F)SpecificationsViewsSystem informationMemoryPorts and connectorsDimensions and weightComputer environmentStorageTouch padPower adapterCameraCommunicationsBatteryVideoA udioDisplayMedia-card readerKeyboardComputer environmentAirborne contaminant levelG1 as defined by range0 C to 35 C (32 F to 95 F) 40 C to 65 C ( 40 F to 149 F)Relative humidity (maximum)10% to 90% (non-condensing)0% to 95% (non-condensing)Vibration (maximum) * GRMSS hock (maximum)110 G 160 G Altitude (maximum) m to 3048 m ( 50 ft to 10,000 ft) m to 10,668 m ( 50 ft to 35,000 ft)* Measured using a random vibration spectrum that simulates user environment.
9 Measured using a 2 ms half-sine pulse when the hard drive is in use. Measured using a 2 ms half-sine pulse when the hard-drive head is in parked position.
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			Dell Optimizer Version 2.0 User's Guide

			dl.dell.com
			Oct 10, 2020 · Dell Optimizer is a software application that intelligently optimizes the performance of your system by using artificial intelligence and machine learning. Dell Optimizer dynamically configures your system settings to optimize the performance of your applications.

			   Dell, Optimizers, Dell optimizer

		

	

	
				
					

		
			Dell Docking Station WD19DCS Dual Cable User Guide

			dl.dell.com
			Station WD19DCS to supported Dell systems, the dock button works like your system's power button and you can use it to power on/sleep/force shutdown the system. NOTE: The dock button is not functional when connected to unsupported Dell systems or non-Dell systems. 4. 8 Identifying Parts and Features

			   Dell, Wd19dcs

		

	

	
				
					

		
			Inspiron 15-3505 Laptop Users Guide - Dell

			dl.dell.com
			Views of Inspiron 3505. Right. 1. SD-card slot. Reads from and writes to the SD card. The computer supports the following card types: Secure Digital (SD)

			   Laptop, Inspiron

		

	


                
                
	
				
					

		
			Inspiron 15 7000 Gaming Setup and Specifications

			dl.dell.com
			Inspiron 15 7000 Gaming Setup and Specifications Computer Model: Inspiron 15-7567 Regulatory Model: P65F Regulatory Type: P65F001

			   Inspiron, Inspiron 15

		

	

	
				
					

		
			XPS 13 9310 Re-imaging guide for Windows - Dell

			dl.dell.com
			Expanded compatibility Fixed device issues Support for new features However, if your computer is operating normally and there are no driver issues or updates being prompted by Windows, driver updates may be unnecessary. Updating drivers unnecessarily may create new problems.

			   Compatibility, Windows

		

	

	
				
					

		
			XPS 15 9510 Re-imaging guide for Windows - Dell

			dl.dell.com
			Expanded compatibility Fixed device issues Support for new features However, if your computer is operating normally and there are no driver issues or updates being prompted by Windows, driver updates may be unnecessary. Updating drivers unnecessarily may create new problems.

			   Compatibility, Windows

		

	


                
                
	
				
					

		
			Dell Wyse USB Imaging Tool

			dl.dell.com
			support for Windows 10 Enterprise LTSC 2019 (64-bit) on Wyse 5070 Thin Client, Wyse 5470 Thin Client and Wyse 5470 All-in-One Thin Client. Key features USB Imaging Tool has the following key features: Provision to push an Image from a network.

			   Dell, 7500, Tool, Imaging, Wyse, Wyse 5070, Dell wyse usb imaging tool

		

	

	
				
					

		
			Precision 3560 Setup and Specifications

			dl.dell.com
			S4 (Hibernate) - The computer consumes the least power compared to all other sleep states. The computer is almost at an OFF state, expect for a trickle power. The context data is written to hard drive. S5 (OFF) - The computer is in a shutdown state. 10 Views of Precision 3560

			   Power, Precision

		

	

	
				
					

		
			Dell Precision 5560

			dl.dell.com
			Connect the 8K display directly to a Thunderbolt port on your computer. Power on the display and than turn off the power on the display. Daisy chain two 4K monitor via WD19TB series cannot reach 4K resolution. Question. When two 4K display is connected by Daisy chain via WD19TB series docking station, it cannot reach resolution upto 4K *2 @60 ...

			   Power, Precision

		

	


                
                
	
				
					

		
			Dell EMC OpenManage Enterprise Release Notes

			dl.dell.com
			Oct 01, 2021 · Enterprise's system management and monitoring is best suited for enterprise LANs and is not recommended for usage over WANs. For information about supported browsers, see the OpenManage Enterprise Support Matrix available on the support site. With OpenManage Enterprise, a web-based one‑to‑many systems management application, users can:

			   System, Enterprise, Monitoring
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			Dell Precision Tower 3000 Series 3620 Spec Sheet

			i.dell.com
			DELL PRECISION TOWER 3000 SERIES (3620) Latest technology Featuring a choice of NVIDIA Quadro® or AMD FirePro™ professional graphics card, faster NECC and ECC DDR4 memory and optional Thunderbolt® 2 add-in card to provide you with the performance to make the most of your time. Advanced storage Optional PCIe SSD Storage can be configured via

			   3000

		

	

	
				
					

		
			AS/NZS 3000:2007 Wiring Rules - SAIGlobal

			www.saiglobal.com
			AS/NZS 3000 in electrical installation safety and licensing legislation. Part 1 satisfies the following objectives: • It is generally complete in itself to avoid cross-referencing to Part 2. • It may be called up in regulation as a separate Part or together with Part 2.

			   3000

		

	

	
				
					

		
			PART THREE: ANIMAL REGULATIONS GENERAL PROVISIONS …

			www.sandiegocounty.gov
			3000 PART THREE: ANIMAL REGULATIONS GENERAL PROVISIONS 3000 TITLE AND PURPOSE. ... X X X X (d) Horse keeping (other than Animal Sales and Services: Horse Stable) (see Section 3130) Permitted X 2 horses + 1 horse per …

			   3000, X x x x

		

	


                
                
	
				
					

		
			Quattro Inverter /C harger xxx - 15 kVA Lithium Ion ...

			www.victronenergy.com
			Cont. output power at 25°C (VA) (3) 3000 5000 8000 10000 15000 Cont. output power at 25°C (W) 2400 4000 6400 8000 12000 Cont. output power at 40°C (W) 2200 3700 5500 6500 10000 Cont. output power at 65°C (W) 1700 3000 3600 4500 7000 Peak power (W) …

			   3000

		

	

	
				
					

		
			SAMMY X-PRESS - BuildSite

			www.buildsite.com
			Sammy X-Press It® INSTALLATION TOOL UXPIT for ex tre me or variant roof pitches Pre-Pour Structural Concrete @ 3000 psi Post-Pour Range II LWC≤ 35 PCF (lbs/ ft³) Product Features • The Sammy X-Press expands to provide direct vertical attachment in: - Metal Deck (22-16 gauge) - Z-Purlin (18-16 gauge) • The Sammy X-Press Swivel allows you

			   Srep, 3000, Sammy, Sammy x press

		

	

	
				
					

		
			The Truth About the Billable Hour - Yale Law School

			law.yale.edu
			You will work 47 weeks x 47 And have billed an annual average of 1997 To gain the needed 200+ hours you could add two Saturdays a month If you work 10-5 two Saturdays per month with 1 nonbillable hour you will have 6 billables per day x 2 = 12 x 12 months = 144 For a new total of… 2141 Still Short!

			   Billable
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