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Intergard 263 - AkzoNobel



A two pack, tar free, epoxy tie DESCRIPTIONAs a tie coat between anticorrosives and either antifoulings or cosmetic finishes to ensure maximum system adhesion and performance on outside shell vessel a sealer coat over Tributyltin (TBT) use at Newbuilding, Maintenance & Repair or On Board USESFAJ034-Light Grey, FAJ035-Buff (See Systems and Compatibility section)57% 2% (ISO 3233:1998)100 microns dry (175 microns wet) m /litre at 100 microns dft, allow appropriate loss factorsAirless Spray, Brush, RollerPRODUCT INFORMATIONV olume SolidsTypical Film ThicknessTheoretical CoverageMethod of ApplicationFinish/SheenMattPart B (Curing Agent)FAA262 Mix Ratio4 volume(s) Part A to 1 volume(s) Part BFlash Point (Typical)Part A 45 C; Part B 21 C; Mixed 38 CInduction PeriodNot requiredOvercoating Data - see limitationsSubstrate TemperatureColourDrying Information -5 C5 C25 C35 C Touch Dry [ISO 9117/3:2010]24 hrs12 hrs6 hrs4 hrs Hard Dry [ISO 9117-1:2009]72 hrs24 hrs16 hrs12 hrs Pot Life12 hrs8 hrs6 hrs4 hrsOvercoated By -5 C5 C25 C35 CMinMaxMinMaxMinMaxMinMaxFor Intersmooth 360, 365, 460, 465, 7370HS SPC, 7570 SPC and 7465HS SPC follow the overcoating interval data given for Intersmooth 7460HS Interspeed 6200 and 6400 follow the overcoating interval data given for Intersmooth 7460HS 717 may only be applied over Intergard 263 in 7000 72 hrs14 days24 hrs14 days8 hrs7 days5 hrs7 daysIntercept 8000 LPP 72 hrs14 days24 hrs14 days8 hrs7 days5 hrs7

May 12, 2017 · Spot Repair - The Intertuf 262/Intergard 263 system may be used for the spot repair of existing epoxy, coal tar epoxy, chlorinated rubber, vinyl tar and tar-free vinyl substrates. Feathered overlap areas must be kept to a minimum. Consult International Paint. The Intertuf 262/Intergard 263 system is not suitable for repair of bituminous substrates.
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    	Transcription of Intergard 263 - AkzoNobel


        
    	1 A two pack, tar free, epoxy tie DESCRIPTIONAs a tie coat between anticorrosives and either antifoulings or cosmetic finishes to ensure maximum system adhesion and performance on outside shell vessel a sealer coat over Tributyltin (TBT) use at Newbuilding, Maintenance & Repair or On Board USESFAJ034-Light Grey, FAJ035-Buff (See Systems and Compatibility section)57% 2% (ISO 3233:1998)100 microns dry (175 microns wet) m /litre at 100 microns dft, allow appropriate loss factorsAirless Spray, Brush, RollerPRODUCT INFORMATIONV olume SolidsTypical Film ThicknessTheoretical CoverageMethod of ApplicationFinish/SheenMattPart B (Curing Agent)FAA262 Mix Ratio4 volume(s) Part A to 1 volume(s) Part BFlash Point (Typical)Part A 45 C; Part B 21 C; Mixed 38 CInduction PeriodNot requiredOvercoating Data - see limitationsSubstrate TemperatureColourDrying Information -5 C5 C25 C35 C Touch Dry [ISO 9117/3:2010]24 hrs12 hrs6 hrs4 hrs Hard Dry [ISO 9117-1:2009]72 hrs24 hrs16 hrs12 hrs Pot Life12 hrs8 hrs6 hrs4 hrsOvercoated By -5 C5 C25 C35 CMinMaxMinMaxMinMaxMinMaxFor Intersmooth 360, 365, 460, 465, 7370HS SPC.
2 7570 SPC and 7465HS SPC follow the overcoating interval data given for Intersmooth 7460HS Interspeed 6200 and 6400 follow the overcoating interval data given for Intersmooth 7460HS 717 may only be applied over Intergard 263 in 7000 72 hrs14 days24 hrs14 days8 hrs7 days5 hrs7 daysIntercept 8000 LPP 72 hrs14 days24 hrs14 days8 hrs7 days5 hrs7 daysIntercept 8500 LPP 72 hrs14 days24 hrs8 days5 hrs7 days5 hrs7 daysIntergard 263 - -36 hrs42 days8 hrs28 days5 hrs14 daysIntergard 740 - -36 hrs14 days8 hrs14 days5 hrs14 daysIntersheen 579 72 hrs5 days36 hrs5 days8 hrs5 days5 hrs5 daysIntersleek 717 - -36 hrs ext8 hrs ext5 hrs extIntersmooth 7460HS SPC 72 hrs14 days24 hrs8 days8 hrs5 days5 hrs3 daysIntersmooth 7465Si SPC 72 hrs14 days24 hrs8 days8 hrs5 days5 hrs3 daysIntersmooth 7475Si SPC 72 hrs14 days24 hrs8 days8 hrs5 days5 hrs3 daysInterswift 6800HS 72 hrs7 days24 hrs7 days8 hrs7 days5 hrs7 daysInterswift 6900Si 72 hrs14 days24 hrs8 days8 hrs5 days5 hrs3 daysInterthane 990 72 hrs5 days36 hrs5 days8 hrs5 days5 hrs5 daysIntertuf 203 48 hrs15 days24 hrs15 days8 hrs15 days5 hrs15 daysREGULATORY DATAVOCNote: VOC values are typical and are provided for guidance purposes only.
3 These may be subject to variation depending on factors such as differences in colour and normal manufacturing tolerances. 445 g/lt as supplied (EPA Method 24)306 g/kg of liquid paint as supplied. EU Solvent Emissions Directive (Council Directive 1999/13/EC)420 g/lt Chinese National Standard GB23985 Intergard 263 Epoxy Tie CoatPage 1 of 4 Ref:269 Issue Date:12/05/2017 Marine CoatingsIntergard 263 Epoxy Tie CoatWhen used as part of an approved scheme, this product has the following certification: When tested in accordance with ASTM D5108-96 (modified) Intergard 263 applied at a dry film thickness of 100 microns, forms a barrier to TBT leaching from an underlying TBT antifouling. Long term testing is ongoing. Consult your International paint representative for your International paint representative for the system best suited for the surfaces to be protected. Intergard 263 should only be applied over epoxy anticorrosive primers. The primer to be used will depend upon vessel area and application locations.
4 Typical primers include: Intergard 343 Intershield 300 Intershield 803 Intertuf 262 Intertuf 362 SYSTEMS AND COMPATIBILITYUse in accordance with the standard Worldwide Marine surfaces to be coated should be clean, dry and free from pressure fresh water wash or fresh water wash, as appropriate, and remove all oil or grease, soluble contaminants and other foreign matter in accordance with SSPC-SP1 solvent PREPARATIONSI ntergard 263 should always be applied over a recommended primer coating 263 should be used in accordance with the specification given by International primer surface should be dry and free of all contamination (oil, grease, salt etc.) and overcoated with Intergard 263 within the overcoating intervals specified. Consult the relevant primer data sheet. Consult your International paint representative for specific 2 of 4 Ref:269 Issue Date:12/05/2017 Marine CoatingsIntergard 263 Epoxy Tie CoatMaterial is supplied in 2 containers as a unit. Always mix a complete unit in the proportions supplied.
5 (1) Agitate Base (Part A) with a power agitator.(2) Combine entire contents of Curing Agent (Part B) with Base (Part A) and mix thoroughly with power by brush is recommended for small areas only. Multiple coats may be required to achieve specified film by roller is recommended for small areas only. Multiple coats may be required to achieve specified film GTA220. Thinning is not normally required. Consult the local representative for advice during application in extreme conditions. Do not thin more than allowed by local environmental GTA220/GTA822 or International GTA415In the event welding or flame cutting is performed on metal coated with this product, dust and fumes will be emitted which will require the use of appropriate personal protective equipment and adequate local exhaust ventilation. In North America do so in accordance with instruction in ANSI/ASC "Safety in Welding and Cutting."Tip Range mm (18-26 thou)Total output fluid pressure at spray tip not less than 176 kg/cm (2500 )Application by conventional spray is not SprayConventional SprayBrushRollerThinnerCleanerWeldingWor k Stoppages and Cleanup Do not allow material to remain in hoses, gun or spray equipment.
6 Thoroughly flush all equipment with International GTA220/GTA822 or International GTA415. Once units of paint have been mixed they should not be resealed and it is advised that after prolonged stoppages work recommences with freshly mixed all equipment immediately after use with International GTA220/GTA822 or International GTA415. It is good working practice to periodically flush out spray equipment during the course of the working day. Frequency of cleaning will depend upon amount sprayed, temperature and elapsed time, including any delays. Do not exceed pot life surplus materials and empty containers should be disposed of in accordance with appropriate regional work involving the application and use of this product should be performed in compliance with all relevant national Health, Safety & Environmental standards and regulations. Prior to use, obtain, consult and follow the Material Safety Data Sheet for this product concerning health and safety information.
7 Read and follow all precautionary notices on the Material Safety Data Sheet and container labels. If you do not fully understand these warnings and instructions or if you can not strictly comply with them, do not use this product. Proper ventilation and protective measures must be provided during application and drying to keep solvent vapour concentrations within safe limits and to protect against toxic or oxygen deficient hazards. Take precautions to avoid skin and eye contact (ie. gloves, goggles, face masks, barrier creams etc.) Actual safety measures are dependant on application methods and work CONTACT NUMBERS:USA/Canada - Medical Advisory Number 1-800-854-6813 Europe - Contact (44) 191 4696111. For advice to Doctors & Hospitals only contact (44) 207 6359191 China Contact (86) 532 - Contact Regional OfficeSAFETYPage 3 of 4 Ref:269 Issue Date:12/05/2017 Marine CoatingsIntergard 263 Epoxy Tie CoatSpot Repair - The Intertuf 262/ Intergard 263 system may be used for the spot repair of existing epoxy, coal tar epoxy, chlorinated rubber, vinyl tar and tar-free vinyl substrates.
8 Feathered overlap areas must be kept to a minimum. Consult International paint . The Intertuf 262/ Intergard 263 system is not suitable for repair of bituminous - Intertuf 262/ Intergard 263 may be used for the upgrade of existing epoxy, coal tar epoxy and chlorinated rubber substrates. Consult International not suitable for upgrading:- vinyl tar, tar-free vinyl, 263 may be applied at substrate temperatures down to -15 C. Before applications are made below -5 C consult your local IP representative for further detail of application procedure. Overcoating information is given for guidance only and is subject to regional variation depending upon local climate and environmental conditions. Consult your local International paint representative for specific application in Korea (including extended intervals with Interthane 989), consult your International paint in good weather. Temperature of the surface to be coated must be at least 3 C above the dew point. For optimum application properties bring the material to 21-27 C, unless specifically instructed otherwise, prior to mixing and application.
9 Unmixed material (in closed containers) should be maintained in protected storage in accordance with information given in the STORAGE Section of this data sheet. Technical and application data herein is for the purpose of establishing a general guideline of the coating application procedures. Test performance results were obtained in a controlled laboratory environment and International paint makes no claim that the exhibited published test results, or any other tests, accurately represent results found in all field environments. As application, environmental and design factors can vary significantly, due care should be exercised in the selection, verification of performance and use of the SIZEUnit SizePart APart BVolPackVolPackFor availability of other unit sizes consult International Paint20 lt16 lt20 lt4 lt5 lt5 US gal4 US gal5 US gal1 US gal1 US galUNIT SHIPPING WEIGHT(TYPICAL)Unit SizeUnit Weight20 Kg5 US lbShelf Life12 months at 25 C. Subject to re-inspection thereafter.
10 Store in dry, shaded conditions away from sources of heat and is not available in North America Other colours may be available in specific countries, consult International AVAILABILITYThe information in this data sheet is not intended to be exhaustive; any person using the product for any purpose other than that specifically recommended in this data sheet without first obtaining written confirmation from us as to the suitability of the product for the intended purpose does so at their own risk. All advice given or statements made about the product (whether in this data sheet or otherwise) is correct to the best of our knowledge but we have no control over the quality or the condition of the substrate or the many factors affecting the use and application of the product. Therefore, unless we specifically agree in writing to do so, we do not accept any liability at all for the performance of the product or for (subject to the maximum extent permitted by law) any loss or damage arising out of the use of the product.
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			Intergard 740 - AkzoNobel

			marinecoatings.brand.akzonobel.com
			Nov 23, 2015 · Consult your International Paint representative for the system best suited for the surfaces to be protected. SYSTEMS AND COMPATIBILITY ... .Areas of breakdown, damage etc., should be prepared to the specified standard (e.g. Sa2½ (ISO 8501-1:2007) and primed prior to the application of Intergard 740 ... For use in Marine situations in North ...

			   Area, Marines, Protected

		

	

	
				
					

		
			Interlac 665 - AkzoNobel

			marinecoatings.brand.akzonobel.com
			Nov 13, 2015 · Marine Coatings. Interlac 665 Alkyd Finish Interlac 665 is not suitable for use on immersed areas. Overcoating information is given for guidance only and is subject to regional variation depending upon local climate and environmental conditions. Consult your local International Paint representative for specific recommendations.

			   Coating

		

	

	
				
					

		
			Interzinc 22 - AkzoNobel

			marinecoatings.brand.akzonobel.com
			Sep 02, 2016 · Interzinc 22, the surface should be reblasted to the specified visual standard. Surface defects revealed by the blast cleaning process, should be ground, filled, or treated in the appropriate manner. A surface profile of 40-75 microns is recommended. Consult your International Paint representative for specific recommendations. NOTE

			   Interzinc

		

	


                
                
	
				
					

		
			Interbond 201 - AkzoNobel

			marinecoatings.brand.akzonobel.com
			Nov 06, 2017 · 24 hrs 28 days 18 hrs 28 days 6 hrs 28 days 4 hrs 15 days ... emitted which will require the use of appropriate personal protective equipment and adequate local exhaust ventilation. In North America do so in accordance with instruction in ANSI/ASC Z49.1 "Safety in Welding and ... Safety & Environmental standards and regulations. Prior to use ...

			   Regulations, Personal

		

	

	
				
					

		
			Interseal 670HS - AkzoNobel

			marinecoatings.brand.akzonobel.com
			Nov 13, 2017 · Prior to use, obtain, consult and follow the Material Safety Data Sheet for this product concerning health and safety information. Read and follow all precautionary notices on the Material Safety Data Sheet and ... Vol Pack Vol Pack ... Low Temperature - Global Epoxy Primer Interseal 0 13/11/2017 Interseal 670HS Interseal 670HS - Low ...

			   Sheet, Data, Safety, Material, Material safety data sheet

		

	

	
				
					

		
			Interthane 990 - AkzoNobel

			marinecoatings.brand.akzonobel.com
			May 25, 2016 · relevant national Health, Safety & Environmental standards and regulations. Prior to use, obtain, consult and follow the Material Safety Data Sheet for this product concerning health and safety information. Read and follow all precautionary notices on the Material Safety Data Sheet and container labels.

			   Sheet, Data, Safety, Material, Material safety data sheet

		

	


                
                
	
				
					

		
			Intertherm 50 - AkzoNobel

			marinecoatings.brand.akzonobel.com
			Feb 04, 2015 · For use at Newbuilding, Maintenance & Repair or On Board Maintenance. INTENDED USES HTA097-Aluminium, HTA099-Black 45% (ISO 3233:1998) 25 microns dry (56 microns wet) 18 m²/litre at 25 microns dft, allow appropriate loss factors Airless Spray, Brush, Conventional Spray, Roller PRODUCT INFORMATION Volume Solids Typical Film Thickness ...

			   Information, Maintenance, Intertherm, Intertherm 50

		

	

	
				
					

		
			Intergard 269 - AkzoNobel

			marinecoatings.brand.akzonobel.com
			Mar 11, 2016 · 20 lt 16 lt 20 lt 4 lt 5 lt 5 US gal 4 US gal 5 US gal 1 US gal 1 US gal UNIT SHIPPING WEIGHT (TYPICAL) Unit Size Unit Weight 20 lt 32.9 Kg 5 US gal 68.4 lb Shelf Life 12 months minimum at 25°C. Subject to re-inspection thereafter. Store in dry, shaded conditions away from sources of heat and ignition. STORAGE EGA042-Light Grey available in ...

			

		

	

	
				
					

		
			Intershield 300 - AkzoNobel

			marinecoatings.brand.akzonobel.com
			Dec 04, 2015 · For use in Marine situations in North America, the following surface preparation standards can be used: SSPC-SP10 in place of Sa2½ (ISO 8501-1:2007) SSPC-SP6 in place of Sa2 (ISO 8501-1:2007) SSPC-SP11 in place of Pt3 (JSRA SPSS:1984) Page 2 of 4 Ref:223 Issue Date:04/12/2015 Marine Coatings

			   Standards, Coating, Sspc

		

	


                
                
	
				
					

		
			Intergard 821 - AkzoNobel

			marinecoatings.brand.akzonobel.com
			Dec 04, 2015 · contaminants and other foreign matter in accordance with SSPC-SP1 solvent cleaning. SURFACE PREPARATIONS ANODE SHIELDS NEWBUILDING/MAJOR REFURBISHMENT Where necessary, remove weld spatter and smooth weld seams and sharp edges. Abrasive blast clean to Sa2½ (ISO 8501-1:2007). If oxidation has occurred between …

			   Cleaning, Solvents, Sspc, Sspc sp1 solvent cleaning
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			Current Active Standards - Society for Protective Coatings

			www.sspc.org
			SSPC-Paint 16 : Coal Tar Epoxy Polyamide, Black or Dark Red . November 2006, ed. rev. June 2015 SSPC-Paint 20 Zinc -Rich Coating (Type I – Inorganic, and Type II- Organic) December 2019 SSPC-Paint 23 Latex Primer for Steel Surfaces March 2013 SSPC-Paint 24 : Latex Exterior Finish Coat for Steel Surfaces, Performance-Based October 2016

			   Paint, Cola, Coal tar

		

	

	
				
					

		
			Ship Painting: Current Practice and Systems in Europe

			www.paintsquare.com
			two-component epoxy or coal tar epoxy. Polyurethane/coal tar com-binations, which cure at lower tem-peratures than epoxy/coal tar, can PCE September 1998 27 tant roles. Many countries now regulate coating materials that adversely affect human health or pollute the environment, and more legislation can be expected in the future. For shipbuilding ...

			   System, Practices, Current, Ship, Painting, Cola, Coal tar, Ship painting, Current practice and systems

		

	

	
				
					

		
			DNVGL-CG-0288 Corrosion protection of ships

			rules.dnv.com
			epoxy coal tar (coal tar epoxy) epoxy mixed with coal tar, constituting a part of the binder in paints or coatings for marine use. Chemical curing is accomplished by means of a hardener, as for pure epoxy. The tar component acts as pigment and influences the flexibility and water resistance of the cured coating film. Due

			   Cola, Coal tar

		

	


                
                
	
				
					

		
			CORROSION CONTROL Methods of combating corrosion ...

			www.kau.edu.sa
			marine and industrial atmosphere, a paint containing epoxy resin (water resistant) is suitable. ii. Lacquers: A lacquer consists of a thermoplastic polymer dissolved in an organic solvent. Lacquers can be used to line steel tanks holding corrosive chemicals such as acids. iii.Coal tar Coal tar is a brown or black liquid of extremely high viscosity.

			   Paint, Cola, Coal tar coal tar

		

	

	
				
					

		
			SCHEDULE OF RATES - Kar

			www.waterresources.kar.nic.in
			coat of zinc rich epoxy primer and four coats of cold applied coal tar epoxy paint etc., complete as per specifications and approved drawings with all leads and lifts. DATA: Embedded parts for radial gate consist of sill beam / wall plates / anchor girders / yoke girders / tie flats / trunnion supports etc., with all accessories.

			   Paint, Cola, Coal tar

		

	

	
				
					

		
			SURFACE PREPARATION AND PAINTING STRUCTURAL STEEL …

			dot.state.mn.us
			spirits, naphtha, coal tar solvents, alcohols, ethers, mixed alcoholic-ether compounds, petroleum fractions and many others. Many solvents give off toxic fumes and require adequate ventilation and other precautions during their use. The manufacturer's …

			   Painting, Cola, Coal tar

		

	


                
                
	
				
					

		
			INTRODUCTION TO PAINTS AND COATINGS

			www.wbdg.org
			Introduction to Paints & Coatings Paint can be defined as a mixture or dispersion of opaque pigments or powders in a liquid or vehicle. Coatings include other materials that can be considered paint-like in their use such as varnishes and inorganic binders. Modern classifications of paints: • Architectural/Trade Sales - commonly recognized latex and alkyd paints sold in

			   Introduction, Coating, Paint, Introduction to paints and coatings

		

	

	
				
					

		
			Paint Formulation and Process. How Paint is made?

			www.entrepreneurindia.co
			Asphalt and Coal-tar Paint Wall Primer and Sealers Wall finish Coats Enamel Undercoaters Enamel Finish Coats Varnishes www.entrepreneurindia.co. Floor Paints and Enamels Miscellaneous 29. Water and Emulsion Paints 30. Aminoplast Resins Chemistry and Composition Commercial Practice and Composition Functional Use and Mechanism

			   Paint, Cola, Coal tar paint

		

	

	
				
					

		
			Epoxy Coatings Guide - Sherwin-Williams

			industrial.sherwin-williams.com
			Epoxy coatings are generally packaged in two parts that are mixed prior to application. The two parts consist of 1) an epoxy resin which is cross-linked with 2) a co-reactant or hardener.
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Paint, Coal tar, Ship Painting: Current Practice and Systems, Coal tar Coal tar, PAINTING, INTRODUCTION TO PAINTS AND COATINGS, Coal-tar Paint
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