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Jefferson Electric Buck-Boost Transformers




Such overcurrent device shall be rated or set at not more than 125 percent of the rated full-load input current of the autotransformer. Where this calculation does not correspond to a standard rating of a fuse or nonadjustable circuit breaker and the rated input current is 9 amperes or more, the next higher standard rating described in 240.6 shall
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			Wera Insulated Screwdrivers - AutomationDirect

			cdn.automationdirect.com
			Insulated Screwdrivers As with all other Wera tools, safety is a top priority for series 100 VDE screwdrivers. The quality of the blades exceeds current standards with respect

			   Wear, Insulated, Screwdriver, Wera insulated screwdrivers

		

	

	
				
					

		
			For the latest prices, please check …

			cdn.automationdirect.com
			C-Series Pneumatic Cylinders 2 inch Bore ... See end of C-Series cylinder section for additional accessory ... The NITRA Pneumatics C-Series compact cylinders includes

			   Series, Compact, Cylinder, Inch, Pneumatic, Boer, Series pneumatic cylinders 2 inch bore, Series cylinder, Series compact

		

	

	
				
					

		
			For the latest prices, please check …

			cdn.automationdirect.com
			See end of C-Series cylinder section for additional accessory ... The NITRA Pneumatics C-Series compact cylinders ... guide bushing and Buna-N o-ring piston and rod ...

			   Guide, Series, Compact, Cylinder, Series cylinder, Series compact

		

	


                
                
	
				
					

		
			Using the C-more USB Programming Cable

			cdn.automationdirect.com
			Using the C-more Programming Software EA9-PGMSW for project development, the touch panel can be connected to a PC (personal computer) in one of several ways: • Connect a USB Programming Cable such as (USB-CBL-AB15) from a USB port type A on the PC to

			   More, Using, Using the c more

		

	

	
				
					

		
			Fuji Miniature DIN Super Timers - AutomationDirect

			cdn.automationdirect.com
			Fuji Miniature DIN Super Timers ... Control Dimensions (timer and socket assembly) tREL-63 Relays and Timers 1-800-633-0405 For latest prices, ...

			   Control, Early, Super, Miniature, Fuji, Timer, Relays and timers, Fuji miniature din super timers

		

	

	
				
					

		
			Socomec Disconnect Switches - AutomationDirect

			cdn.automationdirect.com
			FUSERBLOC UL 98 Fusible Disconnect Switches Flange Handles Part Number Description Switch Body Rating (A) Handle Color Handle Type NEMA/ UL Type Price

			   Switch, Switches, Disconnect, Socomec, Socomec disconnect switches

		

	


                
                
	
				
					

		
			For the latest prices, please check AutomationDirect.com ...

			cdn.automationdirect.com
			Pneumatic Directional Control – Manual Valves B S R A P Toggle Style Hand Lever Valve Specifications Model AVS-527D1-HL AVS-537D2-HL Price $16.50 $23.50 Weight (lbs) 0.4 0.6 Valve …

			   Manual, Control, Valves, Pneumatic, Directional, Pneumatic directional control manual valves

		

	

	
				
					

		
			Industrial Use Data Cables - AutomationDirect

			cdn.automationdirect.com
			RS-232/422 and RS-485 Data Cables Industrial Use Data Cables Electrically radiated noise frequently present in factory floor environments can interfere with device-to-device communication

			   Industrial, Data, Cable, Industrial use data cables

		

	

	
				
					

		
			Wera Bit Drivers and Screwdriver Bits - AutomationDirect

			cdn.automationdirect.com
			Screwdrivers Extra Durable (Black Point) The Wera Black Point tip and a refined hardening process guarantee a long service life and increased corrosion

			   Drivers, Bits, Wear, Screwdriver, Wera bit drivers and screwdriver bits

		

	


                
                
	
				
					

		
			RTD Temperature Probes Company Systems Programmable …

			cdn.automationdirect.com
			† 4-wire, 100 ohm platinum RTD sensing element † DIN EN 60751, Class A TCR 0.00385 ohm/ohm/C † 10 mm probe diamter made of durable 316 stainless steel † Measuring temperature range of -40 to 302°F (-40 to 150°C) † Probe lengths of 160 mm, 260 mm, 360 mm, and 560 mm † 4-pin M12 plug

			   Platinum, 100 ohm platinum rtd
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			Components and Methods for Current Measurement

			www.vishay.com
			Fig. 1 - Ideal current transformer circuit Fig. 2 - Current transformer loss components Rogowski Coil The Rogowski coil (Fig. 3) is similar to a current transformer in that a voltage is induced into a secondary coil that is propo rtiona l to the …

			   Current, Transformers, Current transformer

		

	

	
				
					

		
			ENC28J60 Data Sheet - Microchip Technology

			ww1.microchip.com
			Oct 26, 2012 · Note 1: Pins have a maximum current capacity of 8 mA. 2: Pins have a maximum current capacity of 4 mA. 3: Pins are 5V tolerant. 4: Pins have an internal weak pull-up to V DD. 5: Pins have a maximum current capacity of 12 mA. TRANSFORMER MCU TX/RX Buffer MAC PHY LEDA LEDB SI SO SCK INT SDO SDI SCK INTX ENC28J60 TPIN+/-TPOUT+/ …

			   Current, Transformers

		

	

	
				
					

		
			Foundation Cooling and Gas/Electric, 15-25 Tons, 60 Hz - …

			www.trane.com
			† 5kA SCCR (Short Circuit Current Rating) † 5 year Limited Compressor Warranty † 5 year Limited Heat Exchanger (15–17½ ton); 1 Year on 20 and 25 Tons † 1 year Limited Parts Warranty † Belt Drive Motors † Cleanable Condensate Drain Pan † Colored and Numbered Wiring † Convertible Airflow (dedicated downflow only on high gas ...

			   Foundations, Electric, Current, Cooling, Foundation cooling and gas electric
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