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KALMAR LIFTING AND DUMPING 5th WHEELS …



KALMAR LIFTING AND DUMPING 5th WHEELS . MORE WORK IN LESS TIME. Trailer LIFTING KALMAR LIFTING 5th WHEELS Improve Productivity by Times The KALMAR LIFTING 5th wheel is designed to make trailer spotting much more efficient by saving time, labor and improving safety. The cranking of the landing gear is eliminated so the KALMAR LIFTING 5th wheel can do more work in less time and reduce operator fatigue. By serving as a trailer spotter and over the road delivery vehicle, It speeds up trailer movement operations by making handling more efficient and flexible. It can also serve as a transport vehicle to various plant locations. Three of our LIFTING 5th wheel models permit converted tractors to do double duty by spotting trailers and hauling over the road.

Kalmar Lifting 5th Wheels Improve Productivity by 2.5 Times The Kalmar Lifting 5th Wheel is designed to make trailer spotting much more efficient by saving time,
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    	Transcription of KALMAR LIFTING AND DUMPING 5th WHEELS …


        
    	1 KALMAR LIFTING AND DUMPING 5th WHEELS . MORE WORK IN LESS TIME. Trailer LIFTING KALMAR LIFTING 5th WHEELS Improve Productivity by Times The KALMAR LIFTING 5th wheel is designed to make trailer spotting much more efficient by saving time, labor and improving safety. The cranking of the landing gear is eliminated so the KALMAR LIFTING 5th wheel can do more work in less time and reduce operator fatigue. By serving as a trailer spotter and over the road delivery vehicle, It speeds up trailer movement operations by making handling more efficient and flexible. It can also serve as a transport vehicle to various plant locations. Three of our LIFTING 5th wheel models permit converted tractors to do double duty by spotting trailers and hauling over the road.
2 After reviewing this brochure, please fill out the selection guide summary included. Then, your knowledgeable representative will analyze your operation to see which KALMAR product is right for you. KALMAR has over 45 years of designing and manufacturing LIFTING 5th WHEELS , so we truly are dedicated to making things easier for you. The KALMAR LIFTING 5th wheel provides a simple, cost effective way to convert standard road tractors into hard working yard tractors with on-road capabilities. It can provide improved safety and less operator fatigue to move many trailers from one location to another as with just-in-time manufacturing. LIFTING maximum height 18 lift with full oscillation Full down position horizontal position of 13 available to clear ramps Selection Guide LIFTING 5th WHEELS for Trailer Spotting The selection of a LIFTING 5th wheel for trailer spotting is based on six main factors: 1.
3 Type of application: For example yard spotting, marine dock spotting, JIT transport, off road, public road use, or trailer DUMPING . 2. Gross weight: This includes the weight of the trailer plus load. As shown in the tables, KALMAR LIFTING 5th WHEELS are available for handling loads (gross capacity, meaning trailer and contents). from 60,000 lbs. to 120,000 lbs. It can transport, locate and dump trailers and containers. 3. LIFTING height: Landing gear in a normally extended position must be lifted high enough to clear any anticipated obstructions. Most applications require a 13 to 14-inch lift. This will clear obstructions in most normal spotting areas. For use on ramps, KALMAR offers the Bartlett M95 or W-18.
4 4. Installed down height: This is the height (from ground) of the 5th wheel plate in down position when installed on a tractor. It determines whether an installed 5th wheel will be low enough to couple with your lowest trailers and your tallest legal height trailers and still be under 13' 6 . First, determine whether a KALMAR 5th wheel will be low enough to fit your lowest kingpin height. Determine installed height as follows: a. Refer to Table l, item l on table and drawings. This is the down height of the 5th wheel itself before installation. b. Determine installed down height by adding 5th wheel down height dimension l to the height of your tractor frame (top of frame to ground); measure tractor frame without a load.
5 C. Determine the uncoupled height of your trailer king pin plate (measure from bottom of plate to ground on your lowest trailer). Keep in mind the legal height limit of 13' 6 . Choose a LIFTING 5th wheel that will have a down height closest to your trailer king pin plate height. The 5th wheel installed down height should not exceed 3 inches above the trailer king pin plate height. In any case, proper pick-up ramps must be installed. Keep in mind that 5th wheel height also determines legal road height of the tractor/trailer 5. Trailer king pin setting: This is the distance from trailer king pin to trailer front (including refrigeration unit). This, and tractor , determines whether there is adequate clearance from the back of the cab to the front of the trailer.
6 As with any 5th wheel , adequate space is necessary for clearing trailer corners when turning. Regardless of 5th wheel model, base your selection on the trailer having the longest king pin setting (and refrigeration unit). 6. Tractor dimension and capacity: Be sure you select a tractor with the proper gross weight capacity and dimension. KALMAR LIFTING 5th WHEELS can refers to the area on top of the tractor frame measuring from the last above-frame obstructions ( transmission mount) behind the improve your trailer spotting cab to the center of the single or tandem axles an area that must be clear for mounting the 5th wheel . The must also provide productivity by times adequate clearance between the back of the cab and the front of the trailer.
7 See No. 5, trailer king pin setting. When you choose a KALMAR LIFTING 5th wheel our global expertise goes to work for you. We want to make things easier for you, so here are the specifications to help you determine which KALMAR LIFTING 5th wheel best meets your needs. These models are suitable for most applications. All of these models are mounted on top of the truck frame. Please read the footnotes before ordering. B B B. C D. A A C D A C D. E E. E F G F G F G. H H H. K K K. P I J I J I J. Q N P P. Q N N Q. L M R L M R L M R. Bartlett M62, M63, M92 Twin Cylinder Bartlett M85, M60, M61, Single Cylinder Bartlett M95, Single Cylinder Bartlett Bartlett Bartlett Bartlett Bartlett Bartlett Bartlett Models and Specifications M85 M92 M95 M60HD-14 M61HD-14T M62HD-14T M63HD-14T.
8 METRIC METRIC METRIC METRIC METRIC METRIC METRIC. Gross Weight Capacity2 (Lbs., Kg.) 60,000 27,216 90,000 41,000 60,000 27,216 60,000 27,216 70,000 31,752 100,000 45,360 120,000 54,432. Minimum Tractor (inches, mm) 72 1829 72 1829 84 2134 72 1829 72 1829 72 1829 72 1829. LIFTING Height4 (inches, mm) 13 330 13 330 470 14 356 14 356 14 356 14 356. Down Height5 (inches, mm) 216 216 241 260 260 260 260. Dimensions (inches, mm). A. Width 34 864 34 864 34 864 34 864 34 864 34 864 34 864. B. Length 2143 2197 2680 2191 2191 88 2235 88 2235. C. Cyl. Bore Diameter 7 178 7 178 7 178 7 178 8 203 7 178 8 203. D. Cyl. 197 197 197 197 222 197 222. E. Cyl. Center to Frame 17 432 235 17 432 17 432 17 432 8 203 8 203.
9 F. Frame Front to King Pin, Down Pos. 1175 52 1320 1632 47 1194 47 1194 1333 1333. G. Travel Back, Up Pos. 6 152 6 152 11 280 165 165 165 165. H. LIFTING Height4 13 330 13 330 470 14 356 14 356 14 356 14 356. I. Down Height5 216 216 241 260 260 260 260. J. Frame Height 99 99 99 143 143 143 143. K. Cyl. Front Below Frame 61 57 57 .38 10 .88 22 .38 10 .88 22. L. Cyl. to Frame Front 8 203 235 8 203 8 203 8 203 238 238. M. Cyl. Barrel Length 562 572 648 572 572 572 572. N. Cyl. Port Block Length 70 70 70 70 70 70 70. P. Cyl. Rear Below Frame 57 2 51 2 51 .75 19 32 .75 19 32. Q. Port Block Below Frame 114 4 102 108 86 95 86 95. R. King Pin to Cyl. Barrel 495 20 508 867 20 508 20 508 20 508 20 508.
10 Dry Weight (Lbs., Kg.) 1325 601 1400 636 1400 636 1325 601 1325 601 1475 670 1475 670. Footnotes 1. Top-Frame Mounted models fit most tractors. 2. Gross weight refers to trailer and contents. 3. refers to distance from last above-frame obstruction ( transmission mount) behind tractor cab to center of single or tandem axles. figures based on 36-inch king pin setting. Most models fit single and tandem tractors. 4. LIFTING height refers to distance from down height to maximum raised height. 5. Down height refers to distance from top of tractor frame to top of 5th wheel plate when unit is in the down position. 6. Shaft extension adds 1/4 inch to each side. Road Kit: Standard on most models.
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			Ottawa 4X2 DOT/EPA Certified Standard …

			www.yardtruck.com
			HYDRAULIC SYSTEM • 16 gallon tank with sight glass • 10 GPM pump • 5” hydraulic lift cylinders • Hydraulic system fittings with “O” Ring • Boom lift 17” BRAKES
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			Ottawa 4x2 Off Road Standard Specifications - Yard …

			www.yardtruck.com
			4X2 YARD TRACTOR STANDARD FEATURES • Cummins Tier 3 QSB6.7-160 HP @2200 RPM, 540-lb/ft torque @1500 RPM Electronic-CAC with primary fuel filter • Allison 3000RDS Transmission (3 speed)

			   Standards, Road, Specification, 4x2 off road standard specifications
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			1 Back Safety Proper Lifting Coversheet

			www.euramaxsafety.com
			WEEKLY SAFETY MEETING All Euramax Subsidiaries Leaders Guide Page 1 BACK SAFETY / PROPER LIFTING EURAMAX PROCEDURE REFERENCE: H-1.0 Lifting …

			   Safety, Back, Lifting, Proper, Back safety proper lifting

		

	

	
				
					

		
			Patient handling, including lifting, transferring, and ...

			www.safety.rochester.edu
			12 APPENDIX B Patient Care Lifting Guidelines Patient handling, including lifting, transferring, and repositioning, is covered by SMH Policy 10.22 Minimal Lift for Patient Handling, which can be found at:

			   Patients, Handling, Including, Lifting, Patient handling, Including lifting, Transferring

		

	

	
				
					

		
			Offshore containers and associated lifting sets

			www.dnv271containers.com
			BRITISH STANDARD BS EN 12079-3:2006 Offshore containers and associated lifting sets Part 3: Periodic inspection, examination and testing The European Standard EN 12079-3:2006 has the status of a

			   Container, Associated, Lifting, Offshore, Sets, Offshore containers and associated lifting sets

		

	


                
                
	
				
					

		
			Lifting and Moving Equipment Section I. Lifting …

			www.logbuilding.org
			FM 5-125 CHAPTER 5 Lifting and Moving Equipment Section I. Lifting Equipment Equipment used for lifting includes ginincludes pole, brave, and jinniwink der-

			   Section, Moving, Equipment, Lifting, Lifting and moving equipment section i

		

	

	
				
					

		
			LIFTING PIN aNCHoR LIFTING SySTEM - Box Culvert

			www.boxculvert.com
			LIFTING PIN aNCHoR LIFTING SySTEM supplying the precast and prestressed concrete industry since 1972 • Economical and Versatile System • …

			   System, Lifting, Anchor, Lifting pin anchor lifting system

		

	

	
				
					

		
			Lifting/Blocking/Clamping - monarchparts.com

			www.monarchparts.com
			2635247 11-1 Lifting/Blocking/Clamping Hoists Hoists 1U-7485 Heavy-Duty Mobile Lifting Crane, 1996 kg (4,400 lb) Warranty: Six Months • Versatile features and rugged construction of OTC heavy-duty crane let you

			   Lifting, Blocking, Clamping, Lifting blocking clamping

		

	


                
                
	
				
					

		
			MK6 1NE STEEL HANDLING SHOES - DCP

			www.dcpuk.com
			handling shoes auger cleaners push pull piling system vibractioness extractor excavator mounted vibrators shackle pile capping sheet pile hammers threaders

			   Shoes
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