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MorphoAccess SigMA Lite Series - IDEMIA



High capacity30,000 templates, 250,000 IDs in authorized user list, 1 Million logs Tough designIP65 rated and vandal resistant (IK08)FlexibilityProx , iClass or MIFARE / desfire /NFC contactless card reader as an option World s #1 fingerprint technology inside1:10,000 user identification in 1 secondAnti-fraud featuresFake finger detection, duress finger, timed anti-pass backSlim and powerful fingerprint access terminalsEmbedded WEb sErvErMorphoAccess SigMALite Seriesby iDEMiAConnected ObjectsMORPHOACCESS SigMA LiTE Series by iDEMiAThe SigMA family welcomes new members!Engineered with the same attention to detail and performance as their predecessor, the MorphoAccess SigMA Lite terminals by IDEMIA are specifically designed to equip narrow mounting surfaces, such as glass/aluminum door mullions, turnstiles, or server rack two designs and multiple card reader options, there are a variety of models to address the widest range of deployment scenarios, both indoors and s #1 fingerprint technology inside Morpho fingerprint technology ranked #1 by NIST for accuracy Up to 10,000

Prox®, iClass® or MIFARE®/DESFire®/ NFC contactless card reader as an option World’s #1 fingerprint technology inside 1:10,000 user identification in 1 second Anti-fraud features Fake finger detection, duress finger, timed anti-pass back Slim and powerful fingerprint access terminals Embedded W E b s E v E r MorphoAccess® SigMA Lite ...
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    	Transcription of MorphoAccess SigMA Lite Series - IDEMIA


        
    	1 High capacity30,000 templates, 250,000 IDs in authorized user list, 1 Million logs Tough designIP65 rated and vandal resistant (IK08)FlexibilityProx , iClass or MIFARE / desfire /NFC contactless card reader as an option World s #1 fingerprint technology inside1:10,000 user identification in 1 secondAnti-fraud featuresFake finger detection, duress finger, timed anti-pass backSlim and powerful fingerprint access terminalsEmbedded WEb sErvErMorphoAccess SigMALite Seriesby iDEMiAConnected ObjectsMORPHOACCESS SigMA LiTE Series by iDEMiAThe SigMA family welcomes new members!Engineered with the same attention to detail and performance as their predecessor, the MorphoAccess SigMA Lite terminals by IDEMIA are specifically designed to equip narrow mounting surfaces, such as glass/aluminum door mullions, turnstiles, or server rack two designs and multiple card reader options, there are a variety of models to address the widest range of deployment scenarios, both indoors and s #1 fingerprint technology inside Morpho fingerprint technology ranked #1 by NIST for accuracy Up to 10,000 users (30,000 templates) in 1:N identification mode 1.
2 10,000 user matching in 1 second Accuracy maintained regardless of number of users in database FBI PIV IQS certified optical sensorFull set of card reader options Prox iClass MIFARE /MIFARE Plus/ desfire /NFC(1)MA SigMA LiteWith blue/green/red LED indicator and buzzerAdjustable attachment to axis or to either side of axis60 mm ( )built for the real WorldTOUgH DESigN(2)EASy iNSTALLATiON AND MAiNTENANCECOMPATibLE WiTH ExiSTiNg iNSTALLATiONS Using MorphoManager by IDEMIA or MIK SDK on a Morpho network Using SecureAdmin application or SecureSDK on a Bioscrypt network(1) NFC support depends on the smartphone model used with the MA SigMA Lite/Lite+ device(2) IK08 rating is not available for MA SigMA Lite+ designMA SigMA Lite+With QVGA color touchscreen and buzzerAnti-fraud features Fake finger detection Duress finger Timed anti-pass back function(4) Banned/authorized user listsEnhanced interactivity on MA SigMA Lite+ touchscreen Time & Attendance In & Out function keys User ID, PIN and BioPIN(3) management Intuitive icons and live messagesMORPHOACCESS SigMA LiTE Series by iDEMiA148 mm ( )60 mm ( )= thE RIGht CoMBINAtIoNEmbedded web serverEnables on-device enrollment, terminal configuration and transaction log retrievalUse with any oS (Apple ioS, Android, Windows)Use with any device (PC, laptop, tablet, smartphone) Use with any web browser (Google Chrome, Mozilla Firefox, Safari, Internet Explorer)(3)
3 Alternate password solution instead of fingerprints(4) Prevents repeated authorizations by the same user, within a configurable time periodAll rights reserved. Specifications and information subject to change without notice. the products described in this document are subject to continuous development and improvement. All trademarks and service marks referred to herein, whether registered or not in specific countries, are the property of their respective specifications(1) NFC support depends on the smartphone model used with the MA SigMA Lite/Lite+ device(2) IK08 rating is not available for MA SigMA Lite+ design CPU: ARM Cortex -A9 core 1 GHz Linux Operating System FBI PIV IQS certified optical fingerprint sensor Contactless reader options: Prox , iClass , MIFARE /MIFARE Plus/ desfire /NFC(1) Network/Communication: - Ethernet, RS485, USB - Wi-Fi option Power supply: - 12V-24V DC - Power over Ethernet (PoE), compatible with PoE+ switches Internal storage capacity.
4 512MB Flash, 512MB RAM - 500 user records, extendable to 3,000 or 10,000 with license (*3 templates each, including 1 duress) - 250,000 IDs in authorized user list - 1 Million transaction logs Inputs/outputs: Wiegand In & Out (customizable up to 512 bits), OSDP, Door Relay, 2 General Purpose Inputs (including Door monitoring), 2 General Purpose Outputs Tamper switches Operating conditions: - Temperature: -20 C to 55 C (-4 F to 131 F) - Humidity: 10% to 80% (non condensing) Ingress protection: IP65 Mechanical impact protection: IK08(2) HxWxD = 156*68*62 mm ( * * inches) Weight: 280 grams EMC/Safety standards: - CE, CB, FCC, BIS - UL294 (for indoor use only) RoHS, REACh and WEEE compliantthE SigMA FAMIL yGoogle Chrome logo: Copyright Google/Chromium Project contributors - Mozilla Firefox logo 2013 by Sean Martell for Mozilla - Safari oSX yosemite logo by Apple Inc.
5 - Internet Explorer 10 logo by Microsoft Copyright 2019 All rights reserved. IDEMIA | EN - 01/19 | Photos: IDEMIA
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			MIFARE DESFire EV2 contactless multi-application IC

			www.nxp.com
			MIFARE DESFire EV2 contactless IC (MF3D(H)x2) is the latest addition to the MIFARE DESFire product family introducing new features along with enhanced performance for best user experience. The MIFARE DESFire EV2 is Common Criteria EAL5+ security certified which is the same security certification level as demanded for smart card IC
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			UniFi Access Datasheet - Ubiquiti

			dl.ubnt.com
			MIFARE DESFire EV1/EV2. 6 S P E C I F I C A T I O N S UA-Lite Dimensions 94.91 x 40.00 x 31.10 mm (3.74 x 1.57 x 1.22") Weight 65 g (2.29 oz) Mounting Options Wall-Mount Networking Interface 10/100 Mbps Ethernet Max. Power Consumption 6W Power Method 802.3af PoE IP Rating IP54 Button (1) Reset
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			Interphonie IP - CASTEL

			www.castel.fr
			> Portiers avec lecteur de contrôle d’accès Mifare, Desfire, Bluetooth... Solution conforme à la « loi accessibilité aux personnes handicapées » > Caméra vidéo couleur grand angle > Pictogrammes PHMR visualisables avec leds de couleur (ou directement sur écran suivant les modèles) > Messages sonores de tranquillisation

			   Desfire, Interphonie ip, Interphonie

		

	


                
                
	
				
					

		
			iCLASS Readers - HID Global

			www.hidglobal.com
			(MIFARE®/ DESFire®), the reader can be configured to output 26-bit, 32-bit (MSB), 32-bit (LSB), 34-bit, 40-bit or 56-bit Wiegand formats based on the CSN (card serial number). Options - Colors - Black or Gray Key Management - Standard or Elite Selectable Output Type (for MIFARE cards) Termination Options - 18" Pigtail or

			   Global, Reader, Hid global, Cisal, Desfire, Iclass readers

		

	

	
				
					

		
			multiCLASS SE Readers - HID Global

			www.hidglobal.com
			DESFire EV1 credentials. HID Global’s iCLASS SE® platform goes beyond the traditional smart card model to offer a secure, standards-based and flexible platform that has become the new benchmark for highly adaptable, interoperable and secure access control solutions. multiCLASS SE® readers simplify migration

			   Global, Hid global, Desfire

		

	

	
				
					

		
			MIFARE type identification procedure - NXP

			www.nxp.com
			identification. For MIFARE DESFire EV3 and MIFARE Plus EV2, the ATQA and SAK is configurable, so any ISO-conformal values are possible, therefore this cannot be used for type identification anymore. 2.2 Using the ISO activation parameters - not recommended! Note: It is not recommended to use the ISO activation parameters for type identification.

			   Identification, Types, Procedures, Desfire, Mifare, Mifare type identification procedure
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