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    	Transcription of Motor Control Center Aftermarket Buckets


        
    	1 Quick selector reference guide Motor Control Center Aftermarket Buckets 2 EATON Table of contents Series 2100 MCC bucket Motor Control Center (MCC). Aftermarket Buckets Overview Product contact 4. Questions to 5. MCC selection & 6-7. Catalog numbering ( Aftermarket MCC Starter Buckets ).. 8. Aftermarket MCC Starter 9. Catalog numbering ( Aftermarket MCC Feeder Buckets /Units)..10. Common EatonT MCC designs IT. freedom 2100 (F2100)..14. Cutler-HammerT MCC designs freedom F10 9800 WestinghouseT MCC designs Series 2100/5 Type Other manufacturer MCC designs ITE/GouldT (5600 Series)..22. General ElectricT (7700/8000)..23. Allen-BradleyT (Centerline Series K and later)..24. SiemensT/FurnasT (Series 89).
2 25. Square DT (Model 4/ Model 5/ Model 6)..26. MoellerT (Series 90, 100, 170, 200, 3000 and Modan 3000)..27. FPET (5325/5320)..28. Support services MCC Aftermarket selling 29. Product & service 30. MCC 31. EATON 3. Product contact information Call: 1-800-OLD-UNIT (1-800-653-8648). Notes: _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. _____. 4 EATON Questions to ask Step 1. Q What type of MCC do you need? A Please reference photos on page 7. to select correct vintage Q What type of bucket do you require?
3 A Starter unit (go to step 2). Feeder unit (go to step 3). Step 2. Q What type of disconnect do you need? A HMCP/Breaker Fusible Q What type of starter do you require? A FVNR (Full-voltage non-reversing). FVR (Full-voltage reversing). Q What is your starter size? A See chart on page 9 for selection Q What modifications do you need? A See chart on page 11 for common modifications Step 3. Q What type of disconnect do you require? A Circuit breaker Fusible switch Q What amperage do you need? A See catalog numbering on page 10. for available sizes EATON 5. MCC selection & sizes Eaton Motor Control Centers Aftermarket products and services Table for identifying Motor Control Center types MCC Type Type of Starter Type bucket Width Door Page Handle (Inches) Width Number Mechanism (Inches).
4 11-300 Rotary 11-200 Life 15-3/4 20 21. Line Type N. 9800 Rotary and 3 Star 16-1/8 19-3/8 17. unitrol Lever Type W Slider A200 or 11-3/4 13-3/8 20. 11-200. F10 Slider and Citation 14 14-3/4 with 16. unitrol Lever Wireway 19-1/2. without Wireway freedom Slider freedom 13-7/8 15-1/2 15. unitrol Series Series Lever A200 13-3/4 15-5/8 19. 2100/. 5 Star Advantage Lever Advantage 13-3/4 15-5/8 18. freedom Lever freedom 13-3/4 15-5/8 14. 2100 Series IT. MCC Rotary 13-3/4 15-5/8 13. FlashGard Rotary freedom 13-3/4 15-5/8 12. Series Note: See photos on page 7 to identify the vintage. In the event that the nameplate is missing, it is possible to identify the MCC design by the type of handle mechanism, starter type, bucket width and door width.
5 Contact 1-800-OLD-UNIT (1-800-653-8648). 6 EATON MCC type 11-300 9800 unitrol Type W. F10 unitrol freedom unitrol Series 2100/5 Star Advantage freedom 2100 FlashGard MCC. Identification by original handle mechanism freedom 2100, freedom unitrol F10 unitrol Slider Advantage, Series 2100/5 Star F10 unitrol Lever Type W 9800 unitrol 11-300 IT. Handles EATON 7. Catalog numbering system Aftermarket MCC Starter Buckets FZ 206E E A S C12 P57. MCC Type Catalog Codes FZ = freedom 2100. FK = Advantage Control Space Voltage Option Code FS = Series 2100/5 Star FD = freedom unitrol A = 120V S = Standard FR = F10 unitrol B = 208V height FT = Type W C = 240V C = Compact FN = 9800 unitrol D = 380V X = Oversized FJ = 11-300 E = 480V.
6 FM = IT. F = 575V. SZ = FlashGard GD = ITE 5600 Service CPT. GE = GE 7700/8000 Voltage C10 = Separate Source AB = Allen-Bradley A = 120V Control Fuse Centerline B = 208V C12 = 100VA for sz. 1 2. SQ = Square D. C = 240V C13 = 150VA for sz. 3 4. Model 4, 5, 6. D = 380V. SS = Furnas 89. E = 480V Modification Codes F = 575V. Starter Type See Page 11. See tables on Page 9. 8 EATON Aftermarket MCC. Starter types Full-Voltage Non-reversing Combination Starter HMCP Disconnect Maximum Horsepower Starter NEMA HMCP Class Size 208V 240V 380V 480V 600V Size Code 1 .50 .33 1 1 3 Amp 206A. 1 1 1 2 3 3 7 Amp 206B. 1 3 3 5 15 Amp 206C. 1 10 10 15 30 Amp 206D. 2 10 15 25 25 30 50 Amp 206E.
7 3 25 30 50 50 50 100 Amp 206H. 4 40 50 75 100 100 150 Amp 206L. Full-Voltage Reversing Combination Starter HMCP Disconnect Maximum Horsepower Starter NEMA HMCP Class Size 208V 240V 380V 480V 600V Size Code 1 .50 .33 1 1 3 Amp 216A. 1 1 1 2 3 3 7 Amp 216B. 1 3 3 5 15 Amp 216C. 1 10 10 15 30 Amp 216D. 2 10 15 25 25 30 50 Amp 216E. 3 25 30 50 50 50 100 Amp 216H. 4 40 50 75 100 100 150 Amp 216L. Full-Voltage Non-reversing Combination Starter Fusible Disconnect Maximum Horsepower Starter NEMA Fuse Class Size 208V 240V 380V 480V 600V Size Code 1 10 10 15 30 Amp 204D. 2 10 15 25 25 30 50 Amp 204E. 3 25 30 50 50 50 100 Amp 204H. 4 40 50 75 100 100 150 Amp 204L. Full-Voltage Reversing Combination Starter Fusible Disconnect Maximum Horsepower Starter NEMA Fuse Class Size 208V 240V 380V 480V 600V Size Code 1 10 10 15 30 Amp 214D.
8 2 10 15 25 25 30 50 Amp 214E. 3 25 30 50 50 50 100 Amp 214H. 4 40 50 75 100 100 150 Amp 214L. EATON 9. Catalog numbering system Aftermarket MCC Feeder Buckets /Units FZ F 1 D S 12. MCC Type Catalog Codes Trip or Clip FZ = freedom 2100 Unit Type Rating (Right FK = Advantage 1 = Single Feeder) Dual FS = Series 2100/5 Star Unit Only Disconnect FD = freedom unitrol 2 = Dual M = 125. FR = F10 unitrol Disconnect N = 150. FT = Type W P = 175. FN = 9800 unitrol Q = 200A. Trip or Clip FJ = 11-300 Rating (Left R = 225. FM = IT. Feeder) S = 250. SZ = FlashGard T = 300. A = 15. GD = ITE 5600 W = 350. B = 20. GE = GE 7700/8000 X = 400A. C = 25. AB = Allen-Bradley D = 30A Y = 500.
9 Centerline E = 40 Z = 600A. SQ = Square D F = 50. Model 4, 5, 6 G = 60A Unit Size SS = Furnas 89 H = 70 12 = 12 . J = 80. 14 = 14 . Device Type K = 90. 18 = 18 or L = 100A. F = HFD 18-2/3 . J = HJD 24 = 24 . K = HKD 28 = 28 . L = HLD 30 = 30 . Z = Fusible 36 = 36 . Switch 48 = 48 . A Fusible Disconnect Sizes 10 EATON Common modifications Abbreviated list of common modification codes Note: Please contact your local Service Center for all available modifications and to learn which modifications will work for your Aftermarket needs. Modification Option Codes Description B10 Breaker Shunt Trip 120V. B11 Breaker Auxiliary Switch 1NO/1NC. B19 Breaker Auxiliary Switch 2NO/2NC.
10 C10 Control fuse wired for separate source in lieu of CPT. C11 Control fuse/disconnect for separate source in lieu of CPT. C12 CPT 100VA for size 1 and 2 starters, fused C13 CPT 150VA for size 3 and 4 starters, fused C18 Full capacity CPT for size 5 starters, fused M12 Mini Elapsed Time Meter M16 IQ-200 Meter with 3 CTs O19 Overload Relay Heater/Heater Pack O20 C440 Solid-State Overload Relay P10 Red RUN' Light P11 Green STOPPED' Light P15 Red RUN' Push-to-Test Light P16 Green STOPPED' Push-to-Test Light P20 Special Function Light P32 START/STOP' Pushbutton P35 ON/OFF' Pushbutton P36 FORWARD/REVERSE/STOP' Pushbutton P38 FAST/OFF/SLOW' Pushbutton P41 Special Function Pushbutton P50 ON-OFF' Selector Switch P53 START-STOP' Selector Switch P55 FORWARD-REVERSE' Selector Switch P56 Special Function 2-Position Selector Switch P57 HAND-OFF-AUTO' Selector Switch P58 LOCAL-OFF-REMOTE' Selector Switch P59 FAST-OFF-SLOW' Selector
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			For Use with Solenoid Operated Valves Rated to …

			www.eaton.com
			Vickers® Switching Power Plug For Use with Solenoid Operated Valves Rated to 24V DC EHH-AMP-702-A-*-2* Series This switching power plug is essentially a remote con-trolled on/off switch.

			   With, Trade, Valves, Use with solenoid operated valves rated, Solenoid, Operated

		

	

	
				
					

		
			Eaton 5PX UPS user manual

			www.eaton.com
			614-03797-00_EN Page 3 ENGLISH Special Symbols The following are examples of symbols used on the UPS or accessories to alert you to important information:
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			MBP6K208 MBP11K208 Installation and user manual
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			Page 2 SK-90610-Y4_EN Special symbols The following are examples of symbols used on the Hotswap MBP to alert you to important information: RISK OF ELECTRIC SHOCK - Observe the warning associated with the risk of electric shock symbol.
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			Effective October 2013 Technical Data TD150006EN Supersedes June 2013 Power Xpert Multi-Point Meter— high-density metering Introduction Eaton…
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			Parts and Repair Information - Eaton
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			Eaton® Medium Duty Piston Pump Model 70122, 0 -19 cm3/r [0-1.16 in3/r] Displacement Pressure or Pressure-Flow Compensated Piston Pumps Parts and Repair Information January 1998
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			Eaton February, 1997 Hydrostatic Transaxle Repair Information Model 778 Right Angle Transaxle
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			Proportional Pressure Relief Valves - Eaton

			www.eaton.com
			Functional Symbols 4 EATON Vickers Proportional Pressure Relief Valves V-VLPO-MC003-E May 2003 P T X P T 7-pin plug P T 7-pin plug X …
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			Eaton July, 1995 Heavy Duty Hydrostatic Transmissions Ready Mix Concrete Troubleshooting Guide for Eaton Hydrostatic Transmissions used on Concrete Mixers
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			VICKERS Transmissions 19 Series Hydrostatic …

			www.eaton.com
			4 Features, Benefits and Specifications System Components The split-system configuration of Vickers 19 Series transmissions provides optimum application and …

			   Series, Transmissions, Hydrostatic, Vickers transmissions 19 series hydrostatic, Vickers
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