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NI 6521 Specifications



NI 6521 SpecificationsThis document lists Specifications for the NI 6521 device. All Specifications are subject to change without notice. These Specifications are typical at 25 C unless otherwise .. UL listedMaximum working voltageChannel-to-channel .. 150 VChannel-to-earth .. 150 V, Measurement Category IICautionThis module is rated for Measurement Category II and is intended to carry signal voltages no greater than 150 V. This module can withstand up to 1,500 V impulse voltage. Do not use this module for connection to signals or for measurements within Categories III or IV. Do not connect to MAINS supply circuits greater than 150 VAC. Refer to the NI 6520/6521 User Guide for more information about measurement hazardous voltages (> Vpk/60 VDC) are present on any signal, all signals must be considered hazardous.

NI 6521 Specifications 4 ni.com Safety This product meets the requirements of the following standards of safety for electrical equipment for measurement,
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    	Transcription of NI 6521 Specifications


        
    	1 NI 6521 SpecificationsThis document lists Specifications for the NI 6521 device. All Specifications are subject to change without notice. These Specifications are typical at 25 C unless otherwise .. UL listedMaximum working voltageChannel-to-channel .. 150 VChannel-to-earth .. 150 V, Measurement Category IICautionThis module is rated for Measurement Category II and is intended to carry signal voltages no greater than 150 V. This module can withstand up to 1,500 V impulse voltage. Do not use this module for connection to signals or for measurements within Categories III or IV. Do not connect to MAINS supply circuits greater than 150 VAC. Refer to the NI 6520/6521 User Guide for more information about measurement hazardous voltages (> Vpk/60 VDC) are present on any signal, all signals must be considered hazardous.
2 Ensure that external wiring or any circuits connected to the device are properly insulated from human product must be used with special keyed cables and accessories. Refer to the Accessories section of this document and the 37-Pin High-Voltage Accessory Safety Kit Installation Guide shipped with your device for more PCI-6521 must be installed in a PC that adequately grounds the front panel bracket to the chassis of the not remove covers from the PCI-6521. Doing so can result in electrical shock or the PXI-6521 in a PXI chassis with properly installed PXI filler not remove the filler panels from the PXI-6521. Doing so can result in electrical shock or I/ONumber of channels ..16 (eight optically isolated digital input channels and eight non-latching relay output channels)Data , programmed I/OI/O connector.
3 37-pin keyed male D-SUBI solated InputsNumber of input channels ..8 (each bipolar and isolated from other channels)Configuration ..8-channel optically isolated digital inputsInput voltage range .. 30 VDC to 30 VDC, + to ;150 V, channel-to-earth11 The voltage added on + can reach up to 150 VDC. The voltage added on can reach up to 150 VDC. However, the voltage drop from + to should be limited within 30 6521 ..60 VDC continuous1 Channel-to-bus ..150 V continuous2 Channel-to-earth ..150 V continuous3 Digital logic levelsInput current11 V inputs .. mA/channel max30 V inputs .. mA/channel maxPropagation delay ..45 s typElectromechanical Relay OutputsNumber of SPDT, non-latching;5-channel SPST, non-latchingRelay types ..3 non-latching SPDT (Form C),5 non-latching SPST (Form A)Power-on state.
4 De-energized, default; user-programmable to de-energized or energizedNoteThe response time of programmable power-up states is 400 power-off de-energizedCautionThe maximum switching current is limited by the maximum switching power, the maximum voltage, and must not exceed60 W/60 ratingMaximum switching power ..60 W/60 VAMaximum voltage (AC) ..150 VAC, CAT IIMaximum voltage (DC) .. 150 VDC, CAT IIMaximum currentPXI-6521 (per channel) .. 2 A4 PCI-6521 (per channel).. Refer to Figure 1 Figure 1. Maximum Current for Ambient Temperatures 55 CDC path resistanceInitial .. < typEnd of life .. typRelay operate time .. 2 ms typ4ms maxExpected relay lifeMechanical .. 100,000,000 cyclesElectrical30 VDC, 1 ADC resistive .. 500,000 cycles30 VDC, 2 ADC resistive .. 100,000 cycles125 VAC, AAC 300,000 cycles125 VAC, AAC 100,000 cyclesPower V ( 5%).
5 100 mA max5 V ( 5%) .. 300 mA typ,500 mA maxPCI-65215 V ( 5%) .. 400 mA typ,600 mA max1 Verified by 620 Vrms dielectric withstand test, 5 Verified by 1,400 Vrms dielectric withstand test, 5 Verified by 850 Vrms dielectric withstand test, 5 low voltage0 VDC 4 VDCI nput high voltage 11 VDC 30 VDC4 All relay channels external PXI chassis ambient, up to 55 Temperature ( C) Maximum Current (Amps) PC Ambient All Channels National Instruments Corporation3NI 6521 SpecificationsPhysical CharacteristicsPXI-6521 Dimensions .. 16 cm 10 cm( in. in.)Weight .. g ( oz)PCI-6521 Dimensions .. cm cm( in. in.)Weight .. g ( oz)Pin AssignmentsFigure 2. NI 6521 Pin AssignmentsAccessories(PXI-6521 Only) TB-2621, High-VoltageCAT II 150 V 37-Pin Front-MountingPXI Terminal Block.
6 779444-01SH37F-37M-2 37-Pin Female-to-MaleShielded I/O Cable, 2 778621-02 SH37F-37M-1 37-Pin Female-to-MaleShielded I/O Cable, 1 778621-01CB-37F-HVD 37-Pin High-Voltage DINRail Mountable Terminal High-VoltageAccessory Safety Kit ..779445-01TB-37F-37CP 37-PinCrimp and Poke NI 6521 device is intended for indoor use EnvironmentAmbient temperature range ..0 to 55 C(tested in accordance with IEC-60068-2-1 and IEC-60068-2-2)Relative humidity range ..10 to 90%, noncondensing(tested in accordance with IEC-60068-2-56)Altitude ..2,000 m (at 25 C ambient temperature)Pollution EnvironmentAmbient temperature range .. 20 to 70 C(tested in accordance with IEC-60068-2-1 and IEC-60068-2-2)Relative humidity range ..5 to 95%, noncondensing (tested in accordance with IEC-60068-2-56)Shock and Vibration (PXI-6521 Only)Operational g peak, half-sine, 11 ms pulse(tested in accordance with IEC-60068-2-27; test profile developed in accordance with MIL-PRF-28800F)Random vibrationOperating.
7 5 to 500 Hz, grmsNonoperating ..5 to 500 Hz, grmsRandom vibration is tested in accordance with IEC-60068-2-64. The nonoperating test profile exceeds the requirements of MIL-PRF-28800F, Class + + + + + + + + 6521 product meets the requirements of the following standards of safety for electrical equipment for measurement, control, and laboratory use: IEC 61010-1, EN 61010-1 UL 61010-1, CSA 61010-1 NoteFor UL and other safety certifications, refer to the product label or the Online Product Certification CompatibilityThis product meets the requirements of the following EMC standards for electrical equipment for measurement, control, and laboratory use: EN 61326 (IEC 61326): Class A emissions; Basic immunity EN 55011 (CISPR 11): Group 1, Class A emissions AS/NZS CISPR 11: Group 1, Class A emissions FCC 47 CFR Part 15B: Class A emissions ICES-001: Class A emissionsNoteFor the standards applied to assess the EMC of this product, refer to the Online Product Certification EMC compliance, operate this device with shielded ComplianceThis product meets the essential requirements of applicable European Directives as follows: 2006/95/EC; Low-Voltage Directive (safety) 2004/108/EC; Electromagnetic Compatibility Directive (EMC)Online Product CertificationRefer to the product Declaration of Conformity (DoC) for additional regulatory compliance information.
8 To obtain product certifications and the DoC for this product, visit , search by model number or product line, and click the appropriate link in the Certification ManagementNI is committed to designing and manufacturing products in an environmentally responsible manner. NI recognizes that eliminating certain hazardous substances from our products isbeneficial to the environment and to NI additional environmental information, refer to the NI and the Environment Web page at This page contains the environmental regulations and directives with which NI complies, as well as other environmental information not included in this electrical and Electronic Equipment (WEEE)EU CustomersAt the end of the product life cycle, all products must be sent to a WEEE recycling center. For more information about WEEE recycling centers, National Instruments WEEE initiatives, and compliance with WEEE Directive 2002/96/EC on Waste electrical and Electronic Equipment, visit Ё RoHS Ё National Instruments Ё Ё (RoHS)D National InstrumentsЁ RoHS (For information about China RoHS compliance, go to ) National Instruments Corporation5NI 6521 SpecificationsWhere to Go for SupportThe National Instruments Web site is your complete resource for technical support.
9 At you have access to everything from troubleshooting and application development self-help resources to email and phone assistance from NI Application Declaration of Conformity (DoC) is our claim of compliance with the Council of the European Communities using the manufacturer s declaration of conformity. This system affords the user protection for electromagnetic compatibility (EMC) and product safety. You can obtain the DoC for your product by visiting If your product supports calibration, you can obtain the calibration certificate for your product at Instruments corporate headquarters is located at 11500 North Mopac Expressway, Austin, Texas, 78759-3504. National Instruments also has offices located around the world to help address your support needs. For telephone support in the United States, create your service request at and follow the calling instructions or dial 512 795 8248.
10 For telephone support outside the United States, contact your local branch office: Australia 1800 300 800, Austria 43 662 457990-0, Belgium 32 (0) 2 757 0020, Brazil 55 11 3262 3599, Canada 800 433 3488, China 86 21 5050 9800, Czech Republic 420 224 235 774, Denmark 45 45 76 26 00, Finland 358 (0) 9 725 72511, France 01 57 66 24 24, Germany 49 89 7413130, India 91 80 41190000, Israel 972 3 6393737, Italy 39 02 41309277, Japan 0120-527196, Korea 82 02 3451 3400, Lebanon 961 (0) 1 33 28 28, Malaysia 1800 887710, Mexico 01 800 010 0793, Netherlands 31 (0) 348 433 466, New Zealand 0800 553 322, Norway 47 (0) 66 90 76 60, Poland 48 22 328 90 10, Portugal 351 210 311 210, Russia 7 495 783 6851, Singapore 1800 226 5886, Slovenia 386 3 425 42 00, South Africa 27 0 11 805 8197, Spain 34 91 640 0085, Sweden 46 (0)
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			GETTING STARTED GUIDE to ±10 V, 16 Bit, 250 …

			www.ni.com
			Measurement Category I is for measurements performed on circuits not directly connected to the electrical distribution system referred to as MAINS voltage.

			   Guide, Electrical, Measurement, Getting, Started, Getting started guide to

		

	

	
				
					

		
			NI 6509 User Guide and Specifications - National …

			www.ni.com
			USER GUIDE AND SPECIFICATIONS NI 6509 This document contains information about using the NI PCI-6509, NI PXI-6509, and NI PCIe-6509 data acquisition devices with the

			   Guide, User, Specification, National, User guide and specifications

		

	

	
				
					

		
			NI PS-15 Power Supply User Manual and …

			www.ni.com
			©National Instruments Corporation viii NI PS-15 Power Supply User Manual About This Manual The NI PS-15 Power Supply User Manual describes the features and specifications of the NI PS-15 power supply and contains information

			   Manual, Power, Supply, National, Instruments, National instruments, Ps 15 power supply

		

	


                
                
	
				
					

		
			Using Acoustic Beamforming for Pass-By Noise …

			www.ni.com
			Using Acoustic Beamforming . for Pass-By Noise Source Detection . NATIONAL INSTRUMENTS. APPLICATION NOTES. Abstract. This application note discusses a technique known as beamforming for determining noise location of passing

			   Using, National, Instruments, Acoustic, Using acoustic beamforming for pass by, Beamforming, Pass, Using acoustic beamforming, For pass by, National instruments

		

	

	
				
					

		
			NI 6528/6529 User Guide and Specifications - …

			www.ni.com
			NI 6528/6529 User Guide and Specifications 6 ni.com Operate the DIO device only at or below Pollution Degree 2. Pollution is foreign matter in a solid, liquid, or gaseous state that can reduce dielectric

			   Guide, States, User, Specification, Solid, User guide and specifications

		

	

	
				
					

		
			PXIe-5820 Getting Started Guide - National …

			www.ni.com
			Electromagnetic Compatibility Guidelines This product was tested and complies with the regulatory requirements and limits for electromagnetic compatibility (EMC) stated in the product specifications.

			   Guide, Product, National, Getting, Started, Getting started guide

		

	


                
                
	
				
					

		
			DEVICE SPECIFICATIONS NI 6722/6723

			www.ni.com
			DEVICE SPECIFICATIONS NI 6722/6723 This document lists the specifications for the NI 6722/6723 analog output devices. The following specifications are typical at 25°C unless otherwise noted.

			   Devices, Specification, Device specifications ni 6722 6723, 6722, 6723

		

	

	
				
					

		
			NI cRIO-9030 Specifications - National Instruments

			www.ni.com
			SPECIFICATIONS NI cRIO-9030 Embedded CompactRIO Controller with Real-Time Processor and Reconfigurable FPGA This document lists the specifications for the National Instruments cRIO-9030.

			   Specification, National, Instruments, National instruments

		

	

	
				
					

		
			NI cDAQ -9191

			www.ni.com
			Digital output sample clock frequency Streaming from application memory System-dependent Regeneration from FIFO 0 MHz to 10 MHz Finite 0 MHz to 10 MHz

			   System

		

	


                
                
	
				
					

		
			NI PXIe-1435 User Guide and Specifications - …

			www.ni.com
			NI PXIe-1435 User Guide and Specifications The NI PXIe-1435 (NI 1435) is a PXI Express (PXIe) image acquisition device that supports Base, Medium, Full, and Extended Full configuration Camera Link cameras and supports Power over Camera

			   Guide, User, Specification, 5413, 1435 user guide and specifications
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			Improving Your EHS Efforts – Moving Beyond …

			www.dioshday.com
			Improving Your EHS Efforts – Moving Beyond OSHA Compliance Mark Briggs, CSP . Mark@SafetyManagementResources.Com. 217 840 0235

			   Your, Compliance, Improving, Moving, Beyond, Efforts, Osha, Improving your ehs efforts moving beyond osha compliance, Improving your ehs efforts moving beyond

		

	

	
				
					

		
			PMO Best Practices - IT Process Architects & …

			paeglobal.com
			IT © 2010, T. K. Gaughan, PMP – IT Process Architects & Engineers Global Services, LLC 1 The Project Management Office (PMO) Best Practices and Processes

			   Practices, Best, Engineer, Best practices, Pmo best practices

		

	

	
				
					

		
			Closing the Gap - Intertek

			www.intertek.com
			For more information about Intertek’s Testing and Certification capabilities, please contact Intertek at 1-800-WORLDLAB, email icenter@intertek.com , or visit our website at www.intertek.com .

			   Information, Closing, Intertek, Closing the gap

		

	


                
                
	
				
					

		
			Facilities Management Policy and Procedures - …

			www.processdox.com
			Facilities Management Policy and Procedures Initial Draft This document contains trade secrets and proprietary information belonging to <company name> International.

			   Information, Document

		

	

	
				
					

		
			ANNEXURE N DEPARTMENT OF WATER AND …

			www.dpsa.gov.za
			39 the closing date, please accept that your application was unsuccessful. Preference will be given to previously disadvantage groups. Successful applicants will be

			

		

	

	
				
					

		
			NI PXIe-7820R Specifications - National Instruments

			www.ni.com
			SPECIFICATIONS NI PXIe-7820R R Series for PXI Express Digital RIO with Kintex-7 160T FPGA Français Deutsch 日本語 한국어 简体中文 ni.com/manuals

			   Specification, National, Instruments, National instruments, Ipex, Ni pxie 7820r specifications, 7820r, Specifications ni pxie 7820r

		

	


                
                
	
				
					

		
			BIGEN AFRICA CORPORATE PROFILE >> Page 1 …

			www.spiraleye.com
			BIGEN AFRICA CORPORATE PROFILE >> Page 5 Areas of Specification Engineering • Management Consulting • Project Finance • Infrastructure Development

			   Corporate, Profile, Africa, Pages, Begin, Bigen africa corporate profile gt gt page

		

	

	
				
					

		
			ANNEXURE 2: TETA 2016/17 Scarce and Critical …

			www.teta.org.za
			ANNEXURE 2: TETA 2016/17 Scarce and Critical skills in short supply for industries that participated in the SSP workshops 1. AEROSPACE NO UNIT …

			

		

	


    


    Related search queries
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