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OTHER EQUIPMENT: 220 PC220-8M0 …



PC. STANDARD EQUIPMENT. ENGINE: GUARDS AND COVERS: OTHER EQUIPMENT: Automatic engine warm-up system Dry type air cleaner, double element Engine, Komatsu SAA6D107E-1. Fan guard structure Track guiding guard, center section Counterweight Electric horn Rear reflector 220. PC220-8M0 . Engine overheat prevention system UNDERCARRIAGE: Slip-resistant plates Radiator and oil cooler dust proof net Hydraulic track adjusters (Each side) Travel alarm Suction fan Track roller HORSEPOWER. PC220-8M0 , 8 each side PC220LC-8M0. ELECTRICAL SYSTEM: PC220LC-8M0, 10 each side Gross: 129 kW 173 HP / 2000 min-1. Alternator, 24 V/35 A Track shoe Net: 123 kW 164 HP / 2000 min-1. Auto-decelerator PC220-8M0 , 600 mm triple grouser Batteries, 2 X 12 V/110 Ah PC220LC-8M0, 700 mm triple grouser OPERATING WEIGHT. Starting motor, 24 kW PC220-8M0 : 23200 23700 kg Working light, 2 (Boom and RH) OPERATOR ENVIRONMENT: PC220LC-8M0: 24300 24900 kg Equipment management monitoring HYDRAULIC SYSTEM: system BUCKET CAPACITY.

WALK-AROUND Low Fuel Consumption by Total Control of the Engine, Hydraulic and Electronic System 2 3 HYDRAULIC EXCAVATOR PC220/220LC-8M0 Low Emission Engine Low Operation Noise
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    	Transcription of OTHER EQUIPMENT: 220 PC220-8M0 …


        
    	1 PC. STANDARD EQUIPMENT. ENGINE: GUARDS AND COVERS: OTHER EQUIPMENT: Automatic engine warm-up system Dry type air cleaner, double element Engine, Komatsu SAA6D107E-1. Fan guard structure Track guiding guard, center section Counterweight Electric horn Rear reflector 220. PC220-8M0 . Engine overheat prevention system UNDERCARRIAGE: Slip-resistant plates Radiator and oil cooler dust proof net Hydraulic track adjusters (Each side) Travel alarm Suction fan Track roller HORSEPOWER. PC220-8M0 , 8 each side PC220LC-8M0. ELECTRICAL SYSTEM: PC220LC-8M0, 10 each side Gross: 129 kW 173 HP / 2000 min-1. Alternator, 24 V/35 A Track shoe Net: 123 kW 164 HP / 2000 min-1. Auto-decelerator PC220-8M0 , 600 mm triple grouser Batteries, 2 X 12 V/110 Ah PC220LC-8M0, 700 mm triple grouser OPERATING WEIGHT. Starting motor, 24 kW PC220-8M0 : 23200 23700 kg Working light, 2 (Boom and RH) OPERATOR ENVIRONMENT: PC220LC-8M0: 24300 24900 kg Equipment management monitoring HYDRAULIC SYSTEM: system BUCKET CAPACITY.
2 Boom holding valve Large multi-lingual high resolution LCD m3. Power maximizing system monitor Pressure Proportional Control (PPC) Rear view mirrors (RH, LH, rear, sidewise). hydraulic control system ROPS cab (ISO 12117-2). Working mode selection system OPTIONAL EQUIPMENT. ENGINE: UNDERCARRIAGE: Heater with defroster Additional filter system for poor-quality Shoes, triple grouser shoes Rear view monitor system fuel (Water separator) PC220-8M0 700 mm, 800 mm Seat belt, retractable Air pre-cleaner PC220LC-8M0 600 mm, 800 mm, 900 mm Seat, suspension Large capacity fuel pre-filter Track frame undercover Track roller guards (Full length) WORK EQUIPMENT: ELECTRICAL SYSTEM: Arms Alternator, 24 V/60 A OPERATOR ENVIRONMENT: 2000 mm arm assembly Batteries, large capacity A/C with defroster 2500 mm arm assembly Working lights Bolt-on top guard, OPG top guard level 2 3045 mm arm assembly 2 on cab (ISO 10262) Boom 1 on counterweight Cab accessories 5850 mm Rain visor HYDRAULIC SYSTEM: Sun visor Long lubricating intervals for work Cab front guard equipment bushing (500 hours) Full height guard, OPG level 1.
3 Service valve (ISO 10262). Full height guard, OPG level 2. (ISO 10262). Half height guard Printed in Japan 201605 CEN00499-05 Materials and specifications are subject to change without notice. is a trademark of Komatsu Ltd. Japan. Photos may include optional equipment. HYDR AULIC EXCAVATOR PC220/220LC-8M0. WALK-AROUND. PRODUCTIVITY, ECOLOGY & ECONOMY. Low Fuel Consumption by Total Control of the Engine, Hydraulic and Electronic System Low Emission Engine Low Operation Noise COMFORT & SAFETY. Large Comfortable Cab ROPS Cab (ISO 12117-2). Rear View Monitor System (Optional). * Information and Communication Technology ICT* & KOMTRAX. Large Multi-lingual High Resolution Liquid Crystal Display (LCD) Monitor Equipment Management Monitoring System KOMTRAX. MAINTENANCE & RELIABILITY. Easy Maintenance High Rigidity Work Equipment PC220-8M0 PC220LC-8M0. HORSEPOWER Gross: 129 kW 173 HP / 2000 min 129 kW 173 HP / 2000 min-1.
4 -1. Net: 123 kW 164 HP / 2000 min-1 123 kW 164 HP / 2000 min-1. OPERATING WEIGHT 23200 23700 kg 24300 24900 kg BUCKET CAPACITY m 3. m3. 2 3. HYDR AULIC EXCAVATOR PC220/220LC-8M0. WALK-AROUND. PRODUCTIVITY, ECOLOGY & ECONOMY. Low Fuel Consumption by Total Control of the Engine, Hydraulic and Electronic System Low Emission Engine Low Operation Noise COMFORT & SAFETY. Large Comfortable Cab ROPS Cab (ISO 12117-2). Rear View Monitor System (Optional). * Information and Communication Technology ICT* & KOMTRAX. Large Multi-lingual High Resolution Liquid Crystal Display (LCD) Monitor Equipment Management Monitoring System KOMTRAX. MAINTENANCE & RELIABILITY. Easy Maintenance High Rigidity Work Equipment PC220-8M0 PC220LC-8M0. HORSEPOWER Gross: 129 kW 173 HP / 2000 min 129 kW 173 HP / 2000 min-1. -1. Net: 123 kW 164 HP / 2000 min-1 123 kW 164 HP / 2000 min-1. OPERATING WEIGHT 23200 23700 kg 24300 24900 kg BUCKET CAPACITY m 3.
5 M3. 2 3. HYDR AULIC EXCAVATOR PC220/220LC-8M0. PRODUCTIVITY, ECOLOGY & ECONOMY. TOTAL VEHICLE CONTROL. Low Fuel Consumption Low Emission Engine Working Modes Selectable 7-inch LCD color monitor The newly-developed Komatsu Komatsu SAA6D107E-1 reduced The PC220-8M0 excavator is equipped with six working SAA6D107E-1 engine enables NOx Hydraulic control valve flow NOx emission by 29% modes (P, E, L, B, ATT/P and ATT/E mode). Each mode is divide/merge control with emissions to be significantly reduced electromagnetic proportional compared with the designed to match engine speed and pump output to the control with the accurate multi-staged fuel PC220-7. This en- application. This provides the flexibility to match equipment injection by the engine controller. It gine is EPA Tier performance to the job at hand. Hydraulic system improves total engine durability using controller 3 and EU Stage 3A Working Mode Application Advantage the high-pressure fuel injection system emissions equivalent.
6 Maximum production/power developed specifically for construction P Power mode Fast cycle times machinery. This excavator significantly Good cycle times reduces hourly fuel consumption using E Economy mode Better fuel economy the highly-efficient matching techniques Suitable attachment speed of the engine and hydraulic unit and Low Operation Noise Lifting capacity is increased L Lifting mode also provides features that promote 7% by raising hydraulic pres- sure. energy-saving operations such as the E Enables a low noise operation using the low-noise engine and methods to cut noise at source. Optimum engine rpm, mode and ECO gauge. B Breaker mode hydraulic flow Low-noise muffler Fuel consumption Attachment Optimum engine rpm, Optimal arrangement ATT/P hydraulic flow, 2way Power mode 5% reduced of sound absorbing Power mode materials Optimum engine rpm, Attachment ATT/E hydraulic flow, 2way Economy mode Vs.
7 PC220-8 Electronic control Economy mode Based on typical work pattern collected via KOMTRAX. unit for engine Main pump Fuel consumption varies depending on job conditions. Two pump independent control Work priority Engine Reduced fan speed P P mode Heavy duty High Pressure Electronically controlled Fuel priority Large capacity radiator Common Rail (HPCR) system V shape type fin common rail type engine E E mode Multi-staged injection Low-noise shroud Highly rigid cylinder block L L mode B B mode Work priority ATT/P ATT/P mode Komatsu Technology Fuel priority ATT/E ATT/E mode Idling Caution Komatsu develops and produces all major components, such as engines, To prevent unnecessary electronics and hydraulic components, fuel consumption, an Large Digging Force in house. With this Komatsu Technol- idling caution is displayed ogy and adding customer feedback, on the monitor, if the When press the left knob switch which is called the one-touch Komatsu is achieving great advance- engine idles for 5 minutes power max.
8 Switch and when it is kept pressed, this function ments in technology. To achieve both or more. temporarily increases digging force for seconds of opera- high levels of productivity and eco- tion. nomical performance, Komatsu has Maximum arm crowd force (ISO 6015): developed the main components with a ECO Gauge that Assists total control system. The result is a new Energy-saving Operations 121 kN ( t) 129 kN ( t) 7 % UP. (with Power Max.). generation of high performance and Equipped with the ECO gauge that can be recognized at a Maximum bucket digging force (ISO 6015): environment- glance on the right of the multi-function color monitor for envi- 159 kN ( t) 172 kN ( t). friendly exca- 8 % UP. ronment-friendly energy- (with Power Max.). vators. saving operations. Allows Measured with Power Max. function, 3045 mm arm and ISO 6015 rating. focus on operation in the green range with reduced CO 2 emissions and ef- ficient fuel consumption.
9 One-touch power max. switch ECO gauge 4 5. HYDR AULIC EXCAVATOR PC220/220LC-8M0. PRODUCTIVITY, ECOLOGY & ECONOMY. TOTAL VEHICLE CONTROL. Low Fuel Consumption Low Emission Engine Working Modes Selectable 7-inch LCD color monitor The newly-developed Komatsu Komatsu SAA6D107E-1 reduced The PC220-8M0 excavator is equipped with six working SAA6D107E-1 engine enables NOx Hydraulic control valve flow NOx emission by 29% modes (P, E, L, B, ATT/P and ATT/E mode). Each mode is divide/merge control with emissions to be significantly reduced electromagnetic proportional compared with the designed to match engine speed and pump output to the control with the accurate multi-staged fuel PC220-7. This en- application. This provides the flexibility to match equipment injection by the engine controller. It gine is EPA Tier performance to the job at hand. Hydraulic system improves total engine durability using controller 3 and EU Stage 3A Working Mode Application Advantage the high-pressure fuel injection system emissions equivalent.
10 Maximum production/power developed specifically for construction P Power mode Fast cycle times machinery. This excavator significantly Good cycle times reduces hourly fuel consumption using E Economy mode Better fuel economy the highly-efficient matching techniques Suitable attachment speed of the engine and hydraulic unit and Low Operation Noise Lifting capacity is increased L Lifting mode also provides features that promote 7% by raising hydraulic pres- sure. energy-saving operations such as the E Enables a low noise operation using the low-noise engine and methods to cut noise at source. Optimum engine rpm, mode and ECO gauge. B Breaker mode hydraulic flow Low-noise muffler Fuel consumption Attachment Optimum engine rpm, Optimal arrangement ATT/P hydraulic flow, 2way Power mode 5% reduced of sound absorbing Power mode materials Optimum engine rpm, Attachment ATT/E hydraulic flow, 2way Economy mode Vs.
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			930E 4SE Spec Sheet

			www.komatsu.com
			930E-4SE MAXIMUM GVW 505755 kg 1,115,000 lb GROSS HORSEPOWER 2611 kW 3,500 HP E LECTRIC D RIVE T R UCK Photo may include optional equipment. 930E

			   Sheet, Spec, 930e 4se spec sheet, 930e

		

	

	
				
					

		
			930E-4 AESS743 00.qxd (Page 2) - Komatsu Ltd.

			www.komatsu.com
			STANDARD EQUIPMENT • Air cleaners, Donaldson SRG • Alternator (24 volt/140A) • Auto lubrication system w/ground level fill & level indicator • Batteries–4 x 8D (1450 CCA’s)

			   Pages, Page 2, 4 aess743 00, Aess743

		

	

	
				
					

		
			PC78US - Komatsu Ltd.

			www.komatsu.com
			6 7 WORKING ENVIRONMENT PC78US-8 Safety Features Automatic Air Conditioner Automatic air conditioner is utilized. The bi-level control function keeps …

			   Pc78us

		

	


                
                
	
				
					

		
			GROSS HORSEPOWER 254 kW NET HORSEPOWER …

			www.komatsu.com
			GROSS HORSEPOWER 254 kW 340 HP NET HORSEPOWER 246 kW329 HP MAXIMUM GVW 51420 kg 113,360 lb Photo may include optional equipment. HM300-2 A RT ICULATED D UMP

			   Horsepower 254 kw net horsepower, Horsepower

		

	

	
				
					

		
			3 WA430-5 - Komatsu Ltd.

			www.komatsu.com
			Photo may include optional equipment. WA430-5 HORSEPOWER Gross: 174 kW234 HP / 2000 rpm Net: 162 kW217 HP / 2000 rpm OPERATING WEIGHT 18340 – 18555 kg

			   Wa430 5, Wa430

		

	

	
				
					

		
			WA430 mm - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WA430-6 WHEEL LOADER WA430-6 W HEEL L OADER 3 2 Increased Reliability Reliable Komatsu designed …

			   Wa430, Wa430 mm

		

	


                
                
	
				
					

		
			D275AX - Komatsu Ltd.

			www.komatsu.com
			5 Power Train Electronic Control System Smooth and soft operation D275AX-5E0 utilizes a newly designed power train electronic control system.The controller registers the amount of operator

			   D275ax

		

	

	
				
					

		
			D65EX-16 D65PX-16 D65WX 65 - Komatsu Ltd.

			www.komatsu.com
			HORSEPOWER Gross: 155 kW207 HP @ 1950 rpm Net: 153 kW205 HP @ 1950 rpm OPERATING WEIGHT D65EX-16 19510 kg43,010 lb D65PX-16 20990 kg46,270 lb D65WX-16 20360 kg44,880 lb

			   D65wx, D65ex 16 d65px 16 d65wx 65, D65ex, D65px

		

	

	
				
					

		
			WA600 - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WHEEL LOADER WA600-6 3 2 Increased Reliability Reliable Komatsu designed and manufactured components Sturdy …

			   Wa600

		

	


                
                
	
				
					

		
			PC450 PC450LC-8 - Komatsu Ltd.

			www.komatsu.com
			6 WORKING ENVIRONMENT PC450-8 H YDRAULIC E XCAVATOR Low Cab Noise The newly-designed cab is highly rigid and has excellent sound absorption ability. Thorough improvement of noise

			   Noise, Pc450lc 8, Pc450lc
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			建設機械への ICT 応用 - komatsu.co.jp

			www.komatsu.co.jp
			2010 vol. 56 no.163 建設機械へのict応用 ― 3 ― 2．遠隔機械稼動管理システム「komtrax®」 komtrax®は，すでに様々な場所・メディアで紹介さ

			   Komtrax

		

	

	
				
					

		
			44 D37PX D61PXI - komatsu-rental.co.jp

			www.komatsu-rental.co.jp
			d37pxi・ d61pxi ブルドーザ 仕様 単位は国際単位系によるsi単位表示。[ ]内の非si単位は参考値です。 仕様 単位
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