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Owner's Manual and Instructions Tradesman Kerosene Heaters MODELS OUTPUT (BTUH) FUEL. CP125AK 125,000. CP170AK 170,000 1-K. Kerosene CP210AK 210,000. Certification by: Congratulations! You have purchased the finest kerosene portable forced air construction heater available. your new White heater incorporates the benefits from the most experienced manufacturer of heating products using state-of-the-art technology. We, at White, thank you for your confidence in our products and welcome any suggestions or comments you may us, toll-free, at (800) 345-7200. ATTENTION ALL USERS. This heater has been tested and evaluated by International in accordance with the requirements of Standard ANSI , CAN/CSA and CSA. - 1967 and is listed and approved as a Kerosene forced-air construction heater with application for the temporary heating of buildings under construction, alteration, or repair.

Not for home or recreational vehicle use. Installation of this heater in a home or recreational ... This manual will instruct you in the operation and care of your unit. Have your qualified installer review this manual ... Amp Draw Length x Width x Height 1-K, Kerosene 125,000 170,000 210,000 520 CFM 600 CFM 650 CFM
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    	1 Owner's Manual and Instructions Tradesman Kerosene Heaters MODELS OUTPUT (BTUH) FUEL. CP125AK 125,000. CP170AK 170,000 1-K. Kerosene CP210AK 210,000. Certification by: Congratulations! You have purchased the finest kerosene portable forced air construction heater available. your new White heater incorporates the benefits from the most experienced manufacturer of heating products using state-of-the-art technology. We, at White, thank you for your confidence in our products and welcome any suggestions or comments you may us, toll-free, at (800) 345-7200. ATTENTION ALL USERS. This heater has been tested and evaluated by International in accordance with the requirements of Standard ANSI , CAN/CSA and CSA. - 1967 and is listed and approved as a Kerosene forced-air construction heater with application for the temporary heating of buildings under construction, alteration, or repair.
2 If you are considering using this product for any application other than its intended use, then please contact the White Co., Inc. 150-26902. GENERAL HAZARD WARNING. Failure to comply with the precautions and Instructions provided with this heater, can result in: Death Serious bodily injury or burns Property damage or loss from fire or explosion Asphyxiation due to lack of adequate air supply or carbon monoxide poisoning Electrical shock Read this Owner's Manual before installing or using this product. Only properly-trained service people should repair or install this heater. Save this Owner's Manual for future use and reference. Owner's Manuals and replacement labels are available at no charge. For assistance, contact White at 800- 345-7200.
3 WARNING WARNING. Fire and Explosion Hazard Fire and Explosion Hazard Not for home or recreational vehicle use. Keep solid combustibles a safe distance away from Installation of this heater in a home or recreational the heater. vehicle may result in a fire or explosion. Solid combustibles include wood, paper, or plastic Fire or explosions can cause property damage or loss products, building materials and dust. of life. Do not use the heater in spaces which contain or may contain volatile or airborne combustibles. Volatile or airborne combustibles include gasoline, FOR your SAFETY solvents, paint thinner, dust particles or unknown Do not store or use gasoline or other flammable vapors chemicals. and liquids in the vicinity of this or any other appliance.
4 Failure to follow these Instructions may result in a fire or explosion. Fire or explosions can lead to property damage, personal injury or loss of life. 2. Table of Contents SECTION PAGE. General Information ..3. Heater Specifications ..4. Safety Information Hazard Definitions ..5. General Safety Information ..5. Installation & Assembly Heater Specifications ..7. Assembly ..8. Operation Overview of Heater Design ..9. The Safety System ..9. Fuel Specifications ..9. Fueling your Heater ..10. To Start Heater ..10. To Shutdown Heater ..10. To Restart Heater ..10. Extra Electrical Outlet ..10. Longterm Storage of your Heater ..11. Maintenance Fuel Tank ..12. Air Input Filter ..12. Air Output /Lint Filter ..12.
5 Fan Blades ..12. Nozzle ..13. Spark Plug ..14. Photocell ..14. Fuel Filter ..15. Pump Pressure Adjustment ..15. Replacing Fuse ..16. Wiring Diagram ..17. Troubleshooting ..18. Parts Identification Parts Schematic (CP125AK & CP170AK) ..19. Parts List (CP125AK & CP170AK) ..20. Parts Schematic (CP210AK) ..21. Parts List (CP210AK) ..22. Parts Schematic (Handles/Wheels) ..23. Warranty Information ..24. General Information This Owner's Manual includes all options and accessories The installation, repair, and servicing of the heater commonly used on this heater. requires continuing expert training and knowledge of kerosene heaters and should not be attempted by anyone When calling for technical service assistance, or for other who is not so qualified.
6 Specific information, always have model number, configuration number and serial number available. This Contact your local White distributor or the White information is contained on the dataplate. Co., Inc. for assistance, or if you have any questions about the use of the equipment or its application. This Manual will instruct you in the operation and care of your unit. Have your qualified installer review this Manual The White Co., Inc. has a policy of continuous product with you so that you fully understand the heater and how it improvement. It reser ves the right to change functions. specifications and design without notice. 3. Heater Specifications Model SPECIFICATIONS CP125AK CP170AK CP210AK. Fuel Type 1-K, Kerosene 125,000 170,000 210,000.
7 Max Input (BTUH). Ventilation Air Required to Support Combustion 520 CFM 600 CFM 650 CFM. Pump Pressure (PSIG) Fuel Consumption per Hour (gal) .95 Motor Characteristics Ball Bearing 1/5HP 3455 RPM 1/4HP 3430 RPM 1/3HP 3380 RPM. Electrical Supply (Voltz/Hz/Phase). 120/60/1. Amp Draw CONTINUOUS OPERATION. Length x Width x Height 37 1/2 x 22 13/32 x 24 29/32 43 1/2 x 23 29/32 x 26 19/32 . Minumum Safe Top 4 ft. Distances From Sides 4 ft. Nearest Back 4 ft. Combustible Blower Outlet 8 ft. Materials Bulk Fuel Storage Container 25 ft. Net Weight (lbs.) 52 56 62. Shipping Weight (lbs.) 58 65 69. Minimum Ambient Temperature -20oF. in which Heater may be used 4. Safety Information HAZARD DEFINITIONS. DANGER. Indicates an imminently hazardous situation which, if not avoided WILL result in death or serious injury.
8 WARNING. Indicates a potentially hazardous situation which, if not avoided, COULD result in death or serious injury. CAUTION. Indicates a potentially hazardous situation which, if not avoided, MAY result in minor or moderate injury. GENERAL SAFETY INFORMATION. WARNING. Before using this heater, please read this USER'S. Manual very carefully. This USER'S Manual has been designed to instruct you as to the proper manner in which to assemble, maintain, store, and most importantly, how to operate the heater in a safe and efficient manner. WARNING. Never leave the heater unattended while burning! DANGER. Improper use of this heater can result in serious injury or death from burns, fire, explosion, electrical shock, and/or carbon monoxide poisoning.
9 5. GENERAL SAFETY INFORMATION (cont.). WARNING WARNING. Risk of CO Poisoning! Risk of Burns/Fire/Explosion! Use this heater only in well ventilation areas. Provide proper Keep all combustible materials away from this heater. ventilation. See heater specifications (page 4). Minimum Clearances Outlet 8 feet (250 cm). Never use this heater in living or sleeping areas. Sides, Top and Rear 4 feet (125 cm). NEVER use fuels such as gasoline, benzene, paint thinners, Carbon Monoxide Poisoning: Early signs of carbon or other oil compounds in this heater monoxide poisoning resemble flu-like symptoms such as (RISK OF FIRE OR EXPLOSION). headaches, dizziness, and/or nausea. If you have these NEVER use this heater where flammable vapors may be symptoms, your heater may not be working properly.
10 Present. NEVER refill the heater's fuel tank while heater is operating Get fresh air at once! Have the heater serviced. or still hot. This heater is EXTREMELY HOT while in People with breathing problems should consult a physician operation. before using the heater. NEVER block air inlet (rear) or air outlet (front) of heater. NEVER use duct work in front or at rear of heater. NEVER move or handle heater while still hot. NEVER transport heater with fuel in its tank. When used with optional thermostat or if equipped with a thermostat, the heater may start at any time. WARNING ALWAYS locate heater on a stable and level surface. Risk of Electric Shock! Use 1-K kerosene in this heater. #1 fuel oil is a suitable Use only the electrical power (voltage and frequency) substitute.
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			GULF STREAM COACH MOTOR HOME OWNER’S MANUAL

			www.gulfstreamcoach.com
			your packet regularly as this information provides important care, instructions, maintenance, travel preparation and warranty information. It will make your travels in your new GULF STREAM much more pleasurable and save time in the long haul. Happy traveling and good camping! Sincerely, GULF STREAM COACH, INC. PO Box 1005 Nappanee, Indiana 46550
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