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PC450 PC450LC-8 - Komatsu Ltd.



Photo may include optional : 270 kW 362 HP / 1900 min-1 Net: 257 kW 345 HP / 1900 min-1 OPERATING WEIGHTPC450-8: 43400 43820 kg PC450LC-8 : 44400 44850 kg HYDRAULIC EX C AVATO R2 Easy Maintenance Long replacement interval of engine oil,engine oil filter, hydraulic oil andhydraulic filter. Equipped with fuel pre-filter as standard(With water separator) Side-by-side radiator and oil cooler configuration enables independent removaland installation of those two components. Easy access to engine oil filter and fueldrain valve Large fuel tank capacity High pressure in-line filterSee page 9. High Production and Low Fuel ConsumptionHigh power, working performance andfuel efficiency improve production andfuel costs. Excellent Machine Stability Large counterweight offers superiormachine stability and balance. Large Digging Force Pressing the Power Max.

6 WORKING ENVIRONMENT PC450-8 H YDRAULIC E XCAVATOR Low Cab Noise The newly-designed cab is highly rigid and has excellent sound absorption ability. Thorough improvement of noise
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    	Transcription of PC450 PC450LC-8 - Komatsu Ltd.


        
    	1 Photo may include optional : 270 kW 362 HP / 1900 min-1 Net: 257 kW 345 HP / 1900 min-1 OPERATING WEIGHTPC450-8: 43400 43820 kg PC450LC-8 : 44400 44850 kg HYDRAULIC EX C AVATO R2 Easy Maintenance Long replacement interval of engine oil,engine oil filter, hydraulic oil andhydraulic filter. Equipped with fuel pre-filter as standard(With water separator) Side-by-side radiator and oil cooler configuration enables independent removaland installation of those two components. Easy access to engine oil filter and fueldrain valve Large fuel tank capacity High pressure in-line filterSee page 9. High Production and Low Fuel ConsumptionHigh power, working performance andfuel efficiency improve production andfuel costs. Excellent Machine Stability Large counterweight offers superiormachine stability and balance. Large Digging Force Pressing the Power Max.
2 Function button temporarily increases the digging force 7%. Two-mode Settings for Boom Switch selection allows either powerfuldigging or smooth boom page FeaturesWALK-AROUNDHYDRAULIC EXCAVATORPC450-8 Quarry BucketHeavy-duty ArmHeavy-duty BoomSafety Design ROPS cab (ISO 12117-2) Slip-resistant plates for safe work on machine Rear view monitor system for easy checking behind the machine (Optional)See page Liquid Crystal Display(LCD) Monitor Easy-to-see and use 7" large multi-function color monitor Can be displayed in 12 languages forglobal support. Equipped with the Equipment Management Monitoring page may include optional and Economy Features Low emission engineA powerful turbocharged and air to air aftercooled Komatsu SAA6D125E-5engine provides 257 kW 345 HP. This engine is EPA Tier 3 and EU Stage 3 Aemissions certified, without sacrificing power or machine productivity.
3 Economy mode saves fuel consumption. Low operation noise See pages 4 and EXCAVATORL arge Comfortable Cab Low- noise cab Low vibration with cab damper mounting Highly pressurized cab with optional air conditioner (A/C) Operator seat and console with armrest that enables operations in the appropriate operational page : 270 kW 362 HP / 1900 min-1 Net: 257 kW 345 HP / 1900 min-1 OPERATING WEIGHTPC450-8: 43400 43820 kg PC450LC-8 : 44400 44850 kg BUCKET m3 Variable Track Gauge (Optional) Greatly increases lateral stability Compliant with transportation regulationsSee page Cab StrengthenedRevolving Framewith Deck GuardFull Roller Guards and Double-flange Track RollersPC450-84 PRODUCTIVITY & ECOLOGYFEATURESE nvironment-friendly Clean EngineThe PC450 -8 gets its exceptional power and work capacityfrom a Komatsu SAA6D125E-5 engine.
4 Output is 257 kW345 HP, providing increased hydraulic power and improvedfuel efficiency. Komatsu SAA6D125E-5 engine is EPATier 3 and EU Stage 3A emissions certified with NOx emis-sion reduced by 40%. The SAA6D125E-5 engine adopts theelectronically controlled heavy duty High Pressure CommonRail (HPCR) fuel injection system and cooled EGR systemwith electronically controlled bypass-assist type Operation NoiseEnables a low noise operation using the low- noise engineand methods to cut noise at source. Ambient noise meetsthe EU Stage 2 noise Machine StabilityLarge counterweight offers superior machine stability and control unit for engineHydraulic system controllerHydraulic control valveMain pumpEngineHeavy duty High Pressure Common Rail (HPCR) systemElectronically controlled cooledEGR systemSeven-inch Liquid Crystal Display (LCD) Komatsu TechnologyKomatsu develops and produces all majorcomponents, such as engines, electronicsand hydraulic components, in house.
5 Withthis Komatsu Technology and adding cus-tomer feedback, Komatsu is achieving greatadvancements in technology. To achieveboth high levels of productivity and economi-cal performance, Komatsu has developed themain components with a total control result is a new generation of high perfor-mance and environment friendly EXCAVATORPC450-85 Large Digging ForceWith the one-touch Power Max. function digging force hasbeen further increased. ( seconds of operation)Maximum arm crowd force (ISO 6015):218 kN ( )233 kN ( )(With Power Max.)Maximum bucket digging force (ISO 6015):259 kN ( )278 kN ( )(With Power Max.)Measured with Power Max function, 3380 mm arm and ISO 6015 rating7%UP7%UPHYDRAULIC EXCAVATORW orking Modes SelectableTwo established work modes are further mode Power orwork priority mode haslow fuel consumption,but fast equipmentspeed and maximumproduction and powerare mode Economy orfuel priority mode further reduces fuelconsumption, butmaintains the P-mode-like working equipment speed for lightduty can select Power or Economy modes using a one-touchoperation on the monitor panel depending on priorityE modeWork priorityP modeIdling Caution To prevent unnecessaryfuel consumption, an idlingcaution is displayed on themonitor.
6 If the engine idlesfor 5 minutes or Gauge that Assists Energy-saving Operations Equipped with the ECO gauge that can be recognized at aglance on the right of the multi-function color monitor forenvironment-friendlyenergy-saving opera-tions. Allows focus onoperation in the greenrange with reduced CO2emissions and efficientfuel gaugeSmooth Loading OperationTwo return hoses improvehydraulic performance. In the armout function, a portion of the oil isreturned directly to the tank providing smooth floats upward, reducing lifting of machine front. This facilitates gathering blasted rockand scraping down pushing force isincreased, ditch digging and boxdigging operation on hardground are Settings for BoomSmooth mode provides easy operation for gathering blastedrock or scraping down operation. When maximum diggingforce is needed, switch to Power mode for more modePower modeReturn hosesVariable Track Gauge (Optional) Lateral stability is significantly improved when operatingwith the gauge extended.
7 Lateral stability is increased by 30% (Compared with thefixed gauge version). With trackframes retracted, overall width complies withmany local transportation ENVIRONMENTHYDRAULIC EXCAVATORPC450-8 Low Cab noise The newly-designed cab is highly rigidand has excellent sound absorptionability. Thorough improvement of noisesource reduction and use of low noiseengine, hydraulic equipment, and airconditioner allows this machine togenerate a low level of Vibration with Cab DamperMountingPC450-8 uses viscous damper mount-ing for cab that incorporates longerstroke and the addition of a new cab damper mounting combined with high rigidity deck aidsvibration reduction at operator Newly-designed CabNewly-designed wide spacious cabincludes seat with reclining seat height and longitudinal incli-nation are easily adjusted using a pull-up lever.
8 You can set the appropriateoperational posture of armrest togetherwith the console. Reclining the seatfurther enables you to place it into thefully flat state with the CabOptional air conditioner, air filter and ahigher internal air pressure (+ mmAq) prevent external dust from enter-ing the A/C (Optional)Enables youto easily andprecisely setcab atmos-phere withthe instru-ments on the large LCD. The bi-levelcontrol function keeps the operator'shead and feet cool and warm respec-tively. This improved air flow functionkeeps the inside of the cab comfort-able throughout the year. Defrosterfunction keeps front glass oilSpringThermal and Fan GuardsThermal and fan guards areplaced around high-temperature parts of theengine and fan EXCAVATORLock LeverLocks the hydraulicpressure to preventunintentional move-ment. Neutral startfunction allowsmachine to be startedonly in lock FeaturesSlip-resistantPlatesHighly durable slip-resistant plates maintain superiortraction performancefor the long Cab The machine is equipped with a ROPS cab that conforms toISO 12117-2 for excavators as standard equipment.
9 TheROPS cab has high shock-absorption performance, featuringexcellent durability and impact strength. It also satisfies therequirements of OPG top guard level 1 (ISO 10262) forfalling objects. Combined with the retractable seat belt, TheROPS cab protects the operator in case of tipping over andagainst falling Room PartitionPump/engine roompartition prevents oilfrom spraying ontothe engine if ahydraulic hoseshould Serrated StepsLarge Handrail8 Large LCD Color MonitorWorking ModeApplicationAdvantagePower mode Maximum production/powerP Fast cycle timeEEconomy mode Excellent fuel economyLLifting mode Hydraulic pressure isincreased by 7%BBreaker Optimum engine rpm,operationhydraulic flowATTA ttachment Optimum engine rpm,modehydraulic flow, 2 wayMode SelectionThe multi-function color monitor has Power mode, Economymode, Lifting mode, Breaker mode and Attachment ModeWhen the Lifting mode is selected.
10 Lifting capacity isincreased 7% by raising hydraulic oil temperature gaugeFuel gaugeECO gaugeFunction switches menuAuto-deceleratorWorking mode Travel speedEngine water temperature gaugeAuto-deceleratorWorking mode selectorTraveling selectorBuzzer cancelWiperWindshield washerIndicatorsBasic operation switchesBasic operationswitchesA/C operationswitchesFunction switches81234567561234 Large Multi-lingual LCD Monitor A large user-friendly color monitorenables safe, accurate and smooth screen visibility is achieved bythe use of LCD that can easily be read atvarious angles and lighting and easy to operate keys facilitate multi-functionoperations. Displays data in 12 languagesto globally support operators around Management Monitoring SystemMonitor functionController monitors engine oillevel, coolant temperature, bat-tery charge and air clogging,etc.
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			OTHER EQUIPMENT: 220 PC220-8M0 …

			www.komatsu.com
			WALK-AROUND Low Fuel Consumption by Total Control of the Engine, Hydraulic and Electronic System 2 3 HYDRAULIC EXCAVATOR PC220/220LC-8M0 Low Emission Engine Low Operation Noise

			

		

	

	
				
					

		
			930E 4SE Spec Sheet

			www.komatsu.com
			930E-4SE MAXIMUM GVW 505755 kg 1,115,000 lb GROSS HORSEPOWER 2611 kW 3,500 HP E LECTRIC D RIVE T R UCK Photo may include optional equipment. 930E

			   Sheet, Spec, 930e 4se spec sheet, 930e

		

	

	
				
					

		
			930E-4 AESS743 00.qxd (Page 2) - Komatsu Ltd.

			www.komatsu.com
			STANDARD EQUIPMENT • Air cleaners, Donaldson SRG • Alternator (24 volt/140A) • Auto lubrication system w/ground level fill & level indicator • Batteries–4 x 8D (1450 CCA’s)

			   Pages, Page 2, 4 aess743 00, Aess743

		

	


                
                
	
				
					

		
			PC78US - Komatsu Ltd.

			www.komatsu.com
			6 7 WORKING ENVIRONMENT PC78US-8 Safety Features Automatic Air Conditioner Automatic air conditioner is utilized. The bi-level control function keeps …

			   Pc78us

		

	

	
				
					

		
			GROSS HORSEPOWER 254 kW NET HORSEPOWER …

			www.komatsu.com
			GROSS HORSEPOWER 254 kW 340 HP NET HORSEPOWER 246 kW329 HP MAXIMUM GVW 51420 kg 113,360 lb Photo may include optional equipment. HM300-2 A RT ICULATED D UMP

			   Horsepower 254 kw net horsepower, Horsepower

		

	

	
				
					

		
			3 WA430-5 - Komatsu Ltd.

			www.komatsu.com
			Photo may include optional equipment. WA430-5 HORSEPOWER Gross: 174 kW234 HP / 2000 rpm Net: 162 kW217 HP / 2000 rpm OPERATING WEIGHT 18340 – 18555 kg

			   Wa430 5, Wa430

		

	


                
                
	
				
					

		
			WA430 mm - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WA430-6 WHEEL LOADER WA430-6 W HEEL L OADER 3 2 Increased Reliability Reliable Komatsu designed …

			   Wa430, Wa430 mm

		

	

	
				
					

		
			D275AX - Komatsu Ltd.

			www.komatsu.com
			5 Power Train Electronic Control System Smooth and soft operation D275AX-5E0 utilizes a newly designed power train electronic control system.The controller registers the amount of operator

			   D275ax

		

	

	
				
					

		
			D65EX-16 D65PX-16 D65WX 65 - Komatsu Ltd.

			www.komatsu.com
			HORSEPOWER Gross: 155 kW207 HP @ 1950 rpm Net: 153 kW205 HP @ 1950 rpm OPERATING WEIGHT D65EX-16 19510 kg43,010 lb D65PX-16 20990 kg46,270 lb D65WX-16 20360 kg44,880 lb

			   D65wx, D65ex 16 d65px 16 d65wx 65, D65ex, D65px

		

	


                
                
	
				
					

		
			WA600 - Komatsu Ltd.

			www.komatsu.com
			W ALK-A ROUND WHEEL LOADER WA600-6 3 2 Increased Reliability Reliable Komatsu designed and manufactured components Sturdy …

			   Wa600
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			HOW TO SELECT A LOW NOISE FAN - Moore Fans

			www.moorefans.com
			HOW TO SELECT A LOW NOISE FAN The total sound power produced by the fan can be calculated by the empirical formula below. The formula yields the Sound Power Level (PWL) in decibels.

			   Noise, Select, How to select a low noise fan

		

	

	
				
					

		
			HVAC Control & Balancing Dampers - Greenheck Fan

			www.greenheck.com
			4 Linkage Greenheck control dampers have blade linkages concealed in the frame to prevent additional pressure drop and unwanted noise. The linkage is

			   Control, Noise, Hvac, Greenheck, Dampers, Balancing, Hvac control amp balancing dampers, Greenheck fan

		

	

	
				
					

		
			Fans & Blowers Technical Data - NIDEC SERVO

			www.nidec-servo.com
			www.nidec-servo.com 2008/2009 Fans&Blowers Axial Centrifugal Silent Axial Centrifugal Option DCfans ACfans 4. Fan and blower selection The required airflow and ventilating resistance of equipment must be

			   Data, Technical, Blower, Fans, Fans amp blowers technical data

		

	


                
                
	
				
					

		
			Indoor Air Handling Units - Greenheck Fan

			www.greenheck.com
			3 fi Low-Profile — Every model has been designed as a space saving alternative to other products on the market. The height of each unit will be …

			   Greenheck, Greenheck fan

		

	

	
				
					

		
			centrifugal fan - wesellfans.com

			www.wesellfans.com
			Type a. Types of Centrifugal Fans Impeller Design Efficiency is less than airfoil and backward-curved bladed fans. Usually fabricated of lightweight and low cost construction.
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HOW TO SELECT A LOW NOISE FAN, HVAC Control & Balancing Dampers, Greenheck Fan, Greenheck, Noise, Fans & Blowers Technical Data
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