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PESD5V0S1UA; PESD12VS1UA Unidirectional ESD …




Product data sheet Rev. 01 — 9 February 2009 9 of 14 Nexperia PESD5V0S1UA; PESD12VS1UA Unidirectional ESD protection for transient voltage suppression 8. Application information PESD5V0S1UA and PESD12VS1UA are designed for the protection of one unidirectional data or signal line from the damage caused by ESD and transient overvoltage.
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			AEC-Q101 qualified • 1 kV ESD protected 3. Applications ...

			assets.nexperia.com
			PMV130ENEA 40 V, N-channel Trench MOSFET 5 July 2018 Product data sheet 1. General description ... • 1 kV ESD protected • AEC-Q101 qualified 3. Applications • Relay driver • High-speed line driver ... Fig. 15.Gate charge waveform definitions aaa-011953 VSD (V) 0 0.4 0.8 1.2 2 1 3 4 IS (A) 0 Tj = 150 °C

			   Protected, Kv esd protected, Pmv130enea

		

	

	
				
					

		
			MMBT3904 NPN switching transistor - Nexperia

			assets.nexperia.com
			DATA SHEET Product data sheet Supersedes data of 2002 Oct 04 2004 Feb 03 DISCRETE SEMICONDUCTORS MMBT3904 NPN switching transistor …

			   Switching, Transistor, Mmbt3904, Mmbt3904 npn switching transistor

		

	

	
				
					

		
			74HC541; 74HCT541 Octal buffer/line driver; 3-state

			assets.nexperia.com
			1. General description The 74HC541; 74HCT541 is an octal non-inverting buffer/line driver with 3-state outputs. The device features two output enables (OE1 and OE2).

			   Drivers, Line, Buffer, Lacto, Octal buffer line driver, Buffer line driver

		

	


                
                
	
				
					

		
			PMDT290UCE 20 / 20 V, 800 / 550 mA N/P-channel Trench …

			assets.nexperia.com
			PMDT290UCE All information provided in this document is subject to legal disclaimers. 2 J 0 8;*+ Product data sheet Rev. 1 — 6 October 2011 2 of 20

			

		

	

	
				
					

		
			PMDT290UNE 20 V, 800 mA dual N-channel Trench MOSFET

			assets.nexperia.com
			20 V, 800 mA dual N-channel Trench MOSFET Rev. 1 — 13 September 2011 Product data sheet Symbol Parameter Conditions Min Typ Max Unit ... (j-sp) thermal resistance from junction to solder point--115K/W Per device Rth(j-a) thermal resistance from junction to ambient in free air [1] - - 250 K/W.

			

		

	

	
				
					

		
			BZT52H series Single Zener diodes in a SOD123F …

			assets.nexperia.com
			1. Product profile 1.1 General description General-purpose Zener diodes in a SOD123F small and flat lead Surface-Mounted Device (SMD) plastic package.

			   Diode, Zener, Zener diodes in a sod123f, Sod123f

		

	


                
                
	
				
					

		
			N-channel 60 V, 4.6 mΩ - Nexperia

			assets.nexperia.com
			1. Product profile 1.1 General description Standard level N-channel MOSFET in a TO-220 package qualified to 175 °C. This product is designed and qualified for use in a wide range of industrial, communications and

			   Channel, N channel 60 v, N channel

		

	

	
				
					

		
			PDTB113ZT PNP 500 mA, 50 V resistor-equipped transistor ...

			assets.nexperia.com
			1. Product profile 1.1 General description 500 mA PNP Resistor-Equipped Transistor (RET) in a small SOT23 (TO-236AB) Surface-Mounted Device (SMD) plastic package.

			   Surfaces, Transistor, Resistor, Equipped, Resistor equipped transistor

		

	

	
				
					

		
			74HC4017; 74HCT4017 Johnson decade counter with 10 …

			assets.nexperia.com
			The 74HC4017; 74HCT4017 is a 5-stage Johnson decade counter with 10 decoded outputs (Q0 to Q9), an output from the most significant flip-flop (Q5-9), two clock inputs (CP0 and CP1) and an overriding asynchronous master reset input (MR).

			   With, Decade, Output, Johnson, Counter, Decoded, Johnson decade counter with 10, Johnson decade counter with 10 decoded outputs

		

	


                
                
	
				
					

		
			PSSI2021SAY Constant current source in SOT353 package

			assets.nexperia.com
			LED driver Figure 5 shows a typical application circuit for an LED driver. The constant current ensures a constant LED brightness. Switching the current ON/OFF The output can be switched ON and OFF by connecting a resistor-equipped transistor (RET, e.g. PDTC124XU) as shown in Figure 6.

			   Constant, Drivers, Current, Led driver, Constant current, Constant led
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			27 V ESD Protection Diode

			www.onsemi.com
			The NUP2105L provides a surge protection solution for CAN data communication lines. The NUP2105L is a dual bidirectional surge protection device in a compact SOT−23 package. This device is based on Zener technology that optimizes the active area of a PN junction to provide robust protection against transient EMI surge voltage and ESD.

			   Data, Protection, Transient

		

	

	
				
					

		
			SRV05-4 ESD Protection Diode Array - ON Semiconductor

			www.onsemi.com
			The SRV05−4MR6 is able to protect up to four data lines against transient overvoltage conditions by driving them to a fixed reference point for clamping purposes. The steering diodes will be forward biased whenever the voltage on the protected line exceeds the reference voltage (Vf or VCC + Vf). The diodes will force the transient current to ...

			   Data, Protection, Line, Transient

		

	

	
				
					

		
			Solid-State Relays Data Sheet - Opto 22

			documents.opto22.com
			DATA SHEET Form 0859-220114 SOLID-STATE RELAYS Features Rugged, epoxy encapsulation construction ... DC Control, Transient Proof 480D15-12 480 VAC, 15 Amp, DC Control, Transient Proof 480D25-12 480 VAC, 25 Amp, DC Control, Transient Proof ... Transient-proof models offer self protection for noisy electrical environments. Z Series SSRs

			   Data, Protection, Transient

		

	


                
                
	
				
					

		
			Automotive Circuit Protection using Littelfuse Automotive ...

			m.littelfuse.com
			Load dump protection requires high energy TVS diodes in the 12 and 24 volt system. For more information on load dump protection, visit Littelfuse.com. The automotive market has major two standards that outline protection against transient surges: JASO and ISO7637-2 (Surge) test for the Japanese, American, and international markets.

			   Protection, Transient

		

	

	
				
					

		
			2. Features and benefits PRTR5V0U2X

			assets.nexperia.com
			Handling data rates up to 480 Mbit/s, USB 2.0 interfaces require ESD protection devices with an extremely low line capacitance in order to avoid signal distortion. With a capacitance of only 1 pF, the device offers IEC 61000-4-2, level 4 compliant ESD protection.

			   Data, Protection, Line

		

	

	
				
					

		
			Signal and Power Isolated RS-485 Transceiver with ±15 kV ...

			www.analog.com
			ADM2587E data rate: 500 kbps . 5 V or 3.3 V operation . Connect up to 256 nodes on one bus . Open- and short-circuit, fail-safe receiver inputs . High common-mode transient immunity: >25 kV/ µs . Thermal shutdown protection . Safety and regulatory approvals . UL recognition: 2500 V rms for 1 minute per UL 1577 . VDE Certificates of Conformity

			   Data, Protection, Transient

		

	


                
                
	
				
					

		
			6.5 V, 500 mA, Ultralow Noise, High PSRR, Fast Transient ...

			www.analog.com
			rejection and low noise, and achieves excellent line and load transient response with just a small 4.7 µF ceramic output capacitor. Load transient response is typically 1.5 μs for a 1 mA to 500 Figure mA load step. The . ADM7170. is available in 17 fixed output voltage options. The following voltages are available from stock: 1.3 V, 1.8 V,

			   Line, Transient

		

	

	
				
					

		
			Triennial Analysis of SCRs 2011-2014 - Pathways to harm ...

			assets.publishing.service.gov.uk
			2.5.1 Child protection plans 46 2.5.2 Legal status of the child 47 2.5.3 Social care Involvement – a wider analysis 48 2.5.4 Setting SCR data in the context of wider child protection activity 51 Chapter 3: The nature of the death or serious harm 54 3.1 Child maltreatment fatalities 54 3.1.1 Fatal physical abuse 55

			   Analysis, Data, Protection, Triennial, Triennial analysis of

		

	

	
				
					

		
			MATERIAL SAFETY DATA SHEET

			www.pg.com
			when used in accordance with proper safety practices and normal handling procedures. Data supplied is for use only in connection with occupational safety and health. The information contained herein has been compiled from sources considered by Procter & Gamble to be dependable and is accurate to the best of the Company’s knowledge.

			   Data, Procter amp gamble, Procter, Gamble
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