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			Rockchip RK3288 Datasheet

			opensource.rock-chips.com
			Special 2D hardware engine with MMU will maximize display performance and provide very smoothly operation. RK3288 has high-performance dual …
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			NI 6361 Device Specifications - National Instruments

			www.ni.com
			Source level AI <0..15> ±Full scale APFI 0 ±10 V Resolution 16 bits Modes Analog edge triggering, analog edge triggering with hysteresis, and analog window triggering Bandwidth (-3 dB) AI <0..15> 3.4 MHz APFI 0 3.9 MHz Accuracy ±1% of range APFI 0 characteristics Input impedance 10 kΩ Coupling DC Protection, power on ±30 V Protection ...

			   Devices, Specification, Course, Impedance, Device specifications

		

	

	
				
					

		
			1 MSPS, 12-Bit Impedance Converter, Network Analyzer Data ...

			www.analog.com
			AD5933 is a high precision impedance converter system solution that combines an on-board frequency generator with a 12-bit, 1 MSPS, analog-to-digital converter (ADC). The frequency generator allows an external complex impedance to be excited with a known frequency. The response signal from the impedance is sampled by the on-board ADC and a discrete

			   Converter, Analog, Digital, Impedance, Digital to analog converter

		

	

	
				
					

		
			2N3906 General Purpose Transistors - ON Semiconductor

			www.onsemi.com
			SOURCE RESISTANCE = 200 IC = 0.5 mA SOURCE RESISTANCE = 2.0 k IC = 100 A SOURCE RESISTANCE = 2.0 k IC = 50 A h PARAMETERS (VCE = −10 Vdc, f = 1.0 kHz, TA = 25°C) Figure 9. Current Gain IC, COLLECTOR CURRENT (mA) 70 100 200 300 50 Figure 10. Output Admittance IC, COLLECTOR CURRENT (mA) h , DC CURRENT GAIN h , OUTPUT …
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			RTL-SDR Blog V3 Datasheet

			www.rtl-sdr.com
			• ADC: RTL2832U 8-bits • Frequency Range: 500 kHz – 1766 MHz (500 kHz – 24 MHz in direct sampling mode) • Typical Input Impedance: 50 Ohms • Typical Current Draw: 270 – 280 mA Required Computing Hardware Same requirements as a regular RTL-SDR. Compatible with Windows XP and above (SDR# requires Win 7 or newer), Linux, MacOS and ...
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			Low-Power Linear Active Thermistor ICs - Microchip Technology

			ww1.microchip.com
			2005-2016 Microchip Technology Inc. DS20001942G-page 3 MCP9700/9700A and MCP9701/9701A Output Current I OUT —— 100 µA Output Impedance Z OUT —20 — IOUT = 100 µA, f = 500 Hz Output Load Regulation VOUT/ IOUT —1 — TA = 0°C to +70°C IOUT = 100 µA Turn-On Time tON — 800 — µs Typical Load Capacitance CLOAD — — 1000 pF Note 4 …
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			Single-Lead, Heart Rate Monitor Front End Data Sheet AD8232

			www.analog.com
			ultralow power analog-to-digital converter (ADC) or an embedded microcontroller to acquire the output signal easily. The . AD8232. can implement a two-pole high-pass filter for eliminating motion artifacts and the electrode half -cell potential. This filter is tightly coupled with the instrumentation architec-

			   Converter, Analog, Digital, Digital to analog converter

		

	


                
                
	
				
					

		
			Si4730/31/34/35-D60 Data Sheet - Silicon Labs

			www.skyworksinc.com
			ADC Si473x-D60 DSP DAC LOUT ROUT AFC GPO/DCLK LDO VA 2.7~5.5 V (QFN) 2.0~5.5 V (SSOP) RDS (Si4731/ 35) AMI VD 1.62 - 3.6 V SEN CONTROL INTERFACE SCLK LNA AGC LNA AGC GND ADC Mux Mux DAC LOW-IF SDIO RST DIGITAL AUDIO DFS DOUT RCLK AM / LW ANT RFGND FMI FM / SW ANT + This product, its features, and/or its architecture is …

			

		

	

	
				
					

		
			NI 6229 Device Specifications - National Instruments

			www.ni.com
			ADC resolution 16 bits DNL No missing codes guaranteed INL Refer to the AI Absolute Accuracy section Sample rate Single channel maximum 250 kS/s Multichannel maximum (aggregate) 250 kS/s Minimum No minimum Timing accuracy 50 ppm of sample rate Timing resolution 50 ns Input coupling DC Input range ±0.2 V, ±1 V, ±5 V, ±10 V

			

		

	

	
				
					

		
			P2N2222A Amplifier Transistors - ON Semiconductor

			www.onsemi.com
			to−92 (to−226) case 29−11 issue am date 09 mar 2007 styles on page 2 notes: 1. dimensioning and tolerancing per ansi y14.5m, 1982. 2. controlling dimension: inch.
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