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    	Transcription of Safety Data Sheet - Hoshizaki America, Inc.


        
    	1 Safety data Sheet dupont suva 404A refrigerant Version Revision Date 03/13/2015 Ref. 130000000494 1 / 14 This SDS adheres to the standards and regulatory requirements of the United States and may not meet the regulatory requirements in other countries. SECTION 1. PRODUCT AND COMPANY IDENTIFICATION Product name : dupont suva 404A refrigerant Tradename/Synonym : suva HP62 404A Product Grade/Type : ASHRAE refrigerant number designation: R-404A Product Use : refrigerant , For professional users only.
2 Restrictions on use : Do not use product for anything outside of the above specified uses Manufacturer/Supplier : dupont 1007 Market Street Wilmington, DE 19898 United States of America Product Information : +1-800-441-7515 (outside the +1-302-774-1000) Medical Emergency : 1-800-441-3637 (outside the 1-302-774-1139) Transport Emergency : CHEMTREC: +1-800-424-9300 (outside the +1-703-527-3887) SECTION 2. HAZARDS IDENTIFICATION Product hazard category Gases under pressure Liquefied gas Safety data Sheet dupont suva 404A refrigerant Version Revision Date 03/13/2015 Ref.
3 130000000494 2 / 14 Label content Pictogram : Signal word : Warning Hazardous warnings : Contains gas under pressure; may explode if heated. Hazardous prevention measures : Protect from sunlight. Store in a well-ventilated place. Other hazards Misuse or intentional inhalation abuse may lead to death without warning. Vapours are heavier than air and can cause suffocation by reducing oxygen available for breathing. Rapid evaporation of the liquid may cause frostbite. SECTION 3.
4 COMPOSITION/INFORMATION ON INGREDIENTS Component CAS-No. Concentration 1,1,1-Trifluoroethane (HFC-143a) 420-46-2 52 % Pentafluoroethane (HFC-125) 354-33-6 44 % 1,1,1,2-Tetrafluoroethane (HFC- 134a ) 811-97-2 4 % Safety data Sheet dupont suva 404A refrigerant Version Revision Date 03/13/2015 Ref. 130000000494 3 / 14 SECTION 4. FIRST AID MEASURES General advice : Never give anything by mouth to an unconscious person. When symptoms persist or in all cases of doubt seek medical advice.
5 Inhalation : Remove from exposure, lie down. Artificial respiration and/or oxygen may be necessary. Call a physician. Skin contact : Flush area with lukewarm water. Do not use hot water. If frostbite has occurred, call a physician. Eye contact : In case of contact, immediately flush eyes with plenty of water for at least 15 minutes. Call a physician. Ingestion : Is not considered a potential route of exposure. Most important symptoms/effects, acute and delayed : Misuse or intentional inhalation abuse may cause death without warning symptoms, due to cardiac effects. Other symptoms potentially related to misuse or inhalation abuse are: Anaesthetic effects Light-headedness dizziness, confusion, incoordination, drowsiness, or unconsciousness irregular heartbeat with a strange sensation in the chest, heart thumping, apprehension, feeling of fainting, dizziness or weakness Protection of first-aiders : If potential for exposure exists refer to Section 8 for specific personal protective equipment.
6 Notes to physician : Because of possible disturbances of cardiac rhythm, catecholamine drugs, such as epinephrine, that may be used in situations of emergency life support should be used with special caution. SECTION 5. FIREFIGHTING MEASURES Suitable extinguishing media : As appropriate for combustibles in area. Extinguishant for other burning material in area is sufficient to stop burning. Unsuitable extinguishing media : No applicable data available.
7 Safety data Sheet dupont suva 404A refrigerant Version Revision Date 03/13/2015 Ref. 130000000494 4 / 14 Specific hazards : Cylinders are equipped with pressure and temperature relief devices, but may still rupture under fire conditions. Decomposition may occur. Contact of welding or soldering torch flame with high concentrations of refrigerant can result in visible changes in the size and colour of the torch flame. This flame effect will only occur in concentrations of product well above the recommended exposure limit. Therefore stop all work and ventilate to disperse refrigerant vapors from the work area before using any open flames.
8 This substance is not flammable in air at temperatures up to 100 deg. C (212 deg. F) at atmospheric pressure. However, mixtures of this substance with high concentrations of air at elevated pressure and/or temperature can become combustible in the presence of an ignition source. This substance can also become combustible in an oxygen enriched environment (oxygen concentrations greater than that in air). Whether a mixture containing this substance and air, or this substance in an oxygen enriched atmosphere become combustible depends on the inter-relationship of 1) the temperature 2) the pressure, and 3) the proportion of oxygen in the mixture.
9 In general, this substance should not be allowed to exist with air above atmospheric pressure or at high temperatures; or in an oxygen enriched environment. For example this substance should NOT be mixed with air under pressure for leak testing or other purposes. Experimental data have also been reported which indicate combustibility of this substance in the presence of certain concentrations of chlorine. Special protective equipment for firefighters : In the event of fire, wear self-contained breathing apparatus. Use personal protective equipment. Wear neoprene gloves during cleaning up work after a fire. Further information : Use water spray or fog to protect the fire fighters and to cool container.
10 Self-contained breathing apparatus (SCBA) is required if containers rupture and contents are released under fire conditions. Water runoff should be contained and neutralized prior to release. Cool containers/tanks with water spray. SECTION 6. ACCIDENTAL RELEASE MEASURES NOTE: Review FIRE FIGHTING MEASURES and HANDLING (PERSONNEL) sections before proceeding with clean-up. Use appropriate PERSONAL PROTECTIVE EQUIPMENT during clean-up. Safeguards (Personnel) : Ventilate area, especially low or enclosed places where heavy vapours might collect.
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			TECH - SPEC’S Technician’s Pocket Guide

			plus.hoshizakiamerica.com
			M- Modular S- Stackable B - Self contained with bin CONDENSER STYLE A - Air cooled W - Water cooled R - Remote air cooled GENERATION Model designation F= R404A refrigerant unit H= R404A and rounded front SPECIAL MODEL DESIGNATION C- Cubelet E - European 50- 50 HZ. The model number, serial number, electrical specifications and refrigerant data ...
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			HOSHIZAKI TECHNICAL SUPPORT TECH -TIPS _____ Rodd Burger Hoshizaki Americ a, Inc. Volume 207
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			10 MINUTE CHECKOUT PROCEDURES - Hoshizaki America, Inc.
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			10 MINUTE CHECKOUT PROCEDURES Basic Check Out Procedure for E & H Boards The 10 minute checkout procedure is a sequence check that can be used at unit startup or for system diagnosis.
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			August 29, 2018 - plus.hoshizakiamerica.com

			plus.hoshizakiamerica.com
			618 Highway 74 South, Peachtree City, Georgia 30269 Phone 770.487.2331 www.hoshizakiamerica.com . August 29, 2018 . Subject: California Law – Proposition 65 Warning Label (Prop65) California Proposition 65 (the Safe Drinking Water and Toxic Enforcement Act of 1986)
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			AS-1 Safety of DuPont™ Suva Refrigerants - Dansuk

			www.dansuk.com.tr
			Safety of DuPont™ Suva ... DuPont brand names for HFC-134a refrigerant, which is a primary replacement for CFC-12. Suva ...

			   Safety, Dupont, Suva, Refrigerant, 134a, Safety of dupont suva refrigerants, 134a refrigerant

		

	

	
				
					

		
			Technical Information DuPont Suva - Altair …
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			Technical Information DuPont™ Suva ... HFC-134a with a ... relative to the Coefficient of Performance of the original charge of Suva ® 407C. **Refrigerant cooling ...

			   Information, Technical, Dupont, Suva, Refrigerant, 134a, Technical information dupont suva, Technical information dupont
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			Material Safety Data Sheet DuPont ™ SUVA ... Product name : DuPont ™ SUVA ® 407C refrigerant ... (HFC-134a) 811-97-2 52 %
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			Material Safety Data Sheet DuPont ™ SUVA ... DuPont ™ SUVA ® 404A refrigerant ... (HFC-134a) 811-97-2 4 % SECTION 4.
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			Safety Data Sheet - sds.fmpco.com

			sds.fmpco.com
			Safety Data Sheet DuPont™ Suva® 134a Auto Version 2.1 Revision Date 04/02/2015 Ref. 130000024024 ... HFC-134a Product Use : Refrigerant, For professional users only.

			   Sheet, Data, Safety, Dupont, Suva, Refrigerant, Safety data sheet, 134a, Safety data sheet dupont
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			Tables of the thermodynamic properties of DuPont ... (800) 235-SUVA www.suva.dupont.com ... Thermodynamic Properties of DuPont(tm) Freon(R) 22 (R-22) Refrigerant, SI ...
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			Material Safety Data Sheet DuPont ... DuPont ™ DYMEL ® 134a propellant ... welding or soldering torch flame with high concentrations of refrigerant can
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			SAFETY DATA SHEET according to EC directive 2001/58/EC DuPont™ SUVA® 123 Refrigerant Version 2.1 Revision Date 12.04.2006 …
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			Material Safety Data Sheet MSDS: R-404A Refrigerant Blend Page 1 of 8 ... HP62, R404A, Forane™ 404A, DuPont™ SUVA® 404A, Genetron® 404A
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			REFRIGERANTS HFC-134a - AllChemi

			www.allchemi.com
			Technical Information T-134a—SI f Thermodynamic Properties of HFC-134a (1,1,1,2-tetrafluoroethane) Du Pont Product Names: SUVA 134a Refrigerant …
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