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securing on heavy goods vehicles - HSE: Information about ...




• Load spillage in the carriageway (loads such as loose aggregate may not cause significant issues for cars but could cause a cyclist or fall or skid, motorcyclist to resulting in an incident) • Obstruction in the carriageway (following vehicles may take avoiding action and suffer secondary impacts with other vehicles)
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			INDG422 - Thorough examination of lifting equipment

			www.hse.gov.uk
			Health and Safety Executive inspection under PUWER will be limited to the non-lifting parts such as the brakes, lights, and fall-over protection; the maintenance of both the lifting and non-lifting parts of the truck will be

			   Fall

		

	

	
				
					

		
			The Crop Definitions List - Health and Safety …

			www.hse.gov.uk
			Revised November 2017 1 The Crop Definitions List The Crop Definitions List replaces the Crop Hierarchy. It provides consistent terminology for the …

			   Definition, Lists, Corps, The crop definitions list, The crop definitions list the crop definitions list

		

	

	
				
					

		
			Examples of good practice identified during KP3 …

			www.hse.gov.uk
			Examples of good practice identified during KP3 inspections This list of Good Practices has been derived from KP3 Inspection reports. Companies might regard some of the examples as normal practice.

			   Good, Practices, Example, During, Inspection, Examples of good practice identified during kp3, Identified, Examples of good practice identified during kp3 inspections

		

	


                
                
	
				
					

		
			Health and safety regulation a short guide HSC13

			www.hse.gov.uk
			Health and Safety Executive How regulations apply Some regulations apply across all companies, such as the Manual Handling Regulations which apply wherever things are moved by hand or bodily force, and

			   Regulations

		

	

	
				
					

		
			Pressure systems at work: A brief guide to safety …

			www.hse.gov.uk
			Page 1 of 5 Health and Safety Executive Pressure systems A brief guide to safety Introduction If pressure equipment fails in use, it can …

			   Introduction, System, Pressure, Pressure systems

		

	

	
				
					

		
			Radiation protection supervisors

			www.hse.gov.uk
			Introduction This HSE information sheet is aimed at radiation employers, radiation protection advisers (RPA), radiation protection supervisors (RPS), safety representatives and

			   Protection, Supervisor, Radiation, Radiation protection supervisors

		

	


                
                
	
				
					

		
			Health and Safety Executive The SACGM …

			www.hse.gov.uk
			Heading/title Health and Safety Executive The SACGM Compendium of guidance Part 3: Containment and control of activities involving

			   Safety, Executive, Safety executive the sacgm, Sacgm, Safety executive the sacgm compendium of, Compendium

		

	

	
				
					

		
			Working aloneHealth and safety guidance on the …

			www.hse.gov.uk
			Health and Safety Executive Working alone: Health and safety guidance on the risks of lone working Page 2 of 5 As mobile workers working away from their fixed base

			   Guidance, Working, Working alone, Alone

		

	

	
				
					

		
			Introduction What is hand-arm vibration?

			www.hse.gov.uk
			Page 1 of 6 Health and Safety Executive Hand-arm vibration at work A brief guide Introduction This leaflet explains what you, as an employer, may …

			

		

	


                
                
	
				
					

		
			HSES LAND USE PLANNING METHODOLOGY - …

			www.hse.gov.uk
			HSES LAND USE PLANNING METHODOLOGY. Contents . Introduction. ackground to HSEs involvement in land use planning. The principles behind HSEs land use planning methodology

			   Methodology
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			Minimum carriageway width - Nottinghamshire

			www.nottinghamshire.gov.uk
			A 9.0m minimum carriageway width will be required on bus routes where only a single point of access is available usually into a brownfield site (two points of access should be provided on a greenfield site) from higher category roads. The internal layout should form a loop(s) at which point the carriageway may reduce as above.

			   Carriageway

		

	

	
				
					

		
			LONDON CCLING DESIGN STANDARDS - Transport for London

			content.tfl.gov.uk
			on carriageway rather than take fragmented routes with built-in delay. Uncomfortable transitions between on-and off-carriageway facilities are best avoided, particularly at locations where conflict with other road users is more likely. 1 - Safety 2 - Directness 3 - Comfort [Chapter 1] …

			   Carriageway

		

	

	
				
					

		
			CHAPTER 8 ROAD MARKINGS & SIGNS - Land Transport …

			www.lta.gov.sg
			These white lines are used to indicate the edge of the carriageway adjacent to along expressways. It is also known as speed change lane marking. auxillary lanes eg. exclusive right/left turn lanes at acceleration / deceleration lanes These white lines are used to indicate the edge of the carriageway adjacent to lane ahead.

			   Carriageway

		

	


                
                
	
				
					

		
			Quick Guide Duct laying - Openreach

			www.openreach.com
			Carriageway Road Crossings Where our duct crosses a carriageway, adjoining kerbs must be temporarily marked to note positions. Openreach duct must be laid on an outer edge of the service trench to enable box building. A draw rope will be inserted through the duct and secured to the marker posts at both ends of the crossing. The appropriate Plug ...

			   Carriageway

		

	

	
				
					

		
			The UK standards for roundabouts and mini roundabouts

			www.lags.corep.it
			On urban single carriageway roads, the levels of two-way AADT flow and non-motorised user demand affect provision as follows: • flows of up to 8,000 vehicles per day (vpd) allow cyclists to mix with traffic and only informal crossings are required for pedestrians

			   Carriageway

		

	

	
				
					

		
			7. Road Markings

			assets.gov.ie
			snow, leaves or debris on the carriageway. Their conspicuity is impaired when wet or dirty and their durability depends largely on their exposure to traffic wear. Nevertheless, they serve a very important function in conveying to drivers information and requirements which might not otherwise be possible by the use of upright signs.

			   Carriageway

		

	


                
                
	
				
					

		
			Guidelines for PlanninG and desiGn of roundabouts

			law.resource.org
			6.1 Central Island and Circulatory Carriageway 12 6.2 Positioning of Central Island 14 6.3 Entry and Exit Design 14 6.4 Splitter/Channelizing Islands 16 6.5 Entry Flaring 17 6.6 Entry Angle 18 6.7 Weaving Width in Rotary 19 6.8 Design Speed 20 6.9 Design Vehicle 21 6.10 Path Alignment 22 6.11 Sight Distance 22
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			Ligh t signals c ontrolling tr affic - GOV.UK

			assets.publishing.service.gov.uk
			carriageway RED AND AMBER also means ‘Stop’. Do not pass through or start until GREEN shows GREEN means you may go on if the way is clear. Take special care if you intend to turn left or right and give way to pedestrians who are crossing AMBER means ‘Stop’ at the stop line. You may go on only if the AMBER appears after you have

			   Carriageway

		

	

	
				
					

		
			Openreach Quick Guide Duct Laying - Power and Cables

			www.powerandcables.com
			Duct beneath a carriageway crossing must be laid at a depth of mm from the coer of the inal surface leels. nd for engineering reasons ational oint tilities Group G it must be separated from other serices laid in parallel by mm to permit us to install underground joint boes without the need for bends. able marker no. is needed at the site entrance

			   Power, Cable, Carriageway, Power and cables
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