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Small Specalog for Cat 303 CR Mini Excavators AEHQ8350-00



Cat . 303 CR. Mini excavator Features: The Cat 303 CR Mini excavator delivers power and performance SAFETY ON THE JOB SITE. in a compact size to help you work in a wide range of applications. Your safety is our top priority. The Cat mini excavator is designed to help keep you safe on the job. Courtesy work lights and a fluorescent ALL DAY COMFORT retractable seat belt are just a couple of the safety features we've built Choose either a canopy or a sealed and pressurized cab which can be into the machine. equipped with air conditioning, adjustable wrist rests, and a suspension seat option to help keep you working comfortably all day long. SIMPLE SERVICE FOR LESS DOWNTIME. Maintenance is quick and easy on the Cat mini excavator . Routine EASY TO OPERATE check points are easy to access at ground level through the side Controls are easy to use and the intuitive Next Generation LCD monitor doors.

303 CR Mini Excavator Weight Increase from Minimum Configuration Cab 115 kg 254 lb Counterweight (light) 100 kg 221 lb ... 16 Boom Swing Right 870 mm (34.3 in) 870 mm (34.3 in) 17 Boom Swing Left 640 mm (25.2 in) ... Minimum Configuration Lift Point Radius – 2 m (6.6 ft) Lift Point Radius – 3 m (9.8 ft) Lift Point Radius (Maximum) ...
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    	1 Cat . 303 CR. Mini excavator Features: The Cat 303 CR Mini excavator delivers power and performance SAFETY ON THE JOB SITE. in a compact size to help you work in a wide range of applications. Your safety is our top priority. The Cat mini excavator is designed to help keep you safe on the job. Courtesy work lights and a fluorescent ALL DAY COMFORT retractable seat belt are just a couple of the safety features we've built Choose either a canopy or a sealed and pressurized cab which can be into the machine. equipped with air conditioning, adjustable wrist rests, and a suspension seat option to help keep you working comfortably all day long. SIMPLE SERVICE FOR LESS DOWNTIME. Maintenance is quick and easy on the Cat mini excavator . Routine EASY TO OPERATE check points are easy to access at ground level through the side Controls are easy to use and the intuitive Next Generation LCD monitor doors.
2 The unique tilt up cab or canopy lets you reach additional provides easy to read machine information. An advanced touchscreen service areas when needed. monitor can also be equipped. LOWER OPERATING COSTS. STICK STEER TRAVEL MODE Equipped with features such as auto idle, auto engine shutdown, Moving around the job site is even easier with the Cat Stick Steer and efficient hydraulics with a variable displacement pump, the option. Easily switch from traditional travel controls with levers and Cat mini excavator was designed with reducing your operating pedals to joystick controls to move the machine and to operate the costs in mind. blade. The benefit of less effort and improved control is in your hands! UNMATCHED DEALER SUPPORT. BIG PERFORMANCE IN A COMPACT DESIGN Your Cat dealer is here to help you reach your business goals. Strong lift and dig performance helps you get the job done faster.
3 From providing equipment solutions to operator training to service The compact radius design lets you access and work in the tightest needs and beyond, your Cat dealer is ready to help. areas. Dozer float allows for easy clean up. Specifications Engine Weights Engine Model Turbo minimum Operating Weight with Canopy* 3025 kg 6,670 lb Net Power @ 2,400 rpm Maximum Operating Weight with Canopy** 3425 kg 7,552 lb ISO 9249, 80/1269/EEC kW hp minimum Operating Weight with Cab* 3140 kg 6,924 lb Gross Power @ 2,400 rpm Maximum Operating Weight with Cab** 3545 kg 7,817 lb SAE J1995:2014 kW hp EU: CE Plate Weight with Canopy** 3080 kg 6,791 lb Bore mm in EU: CE Plate Weight with Cab** 3180 kg 7,012 lb Stroke mm in ** minimum Weight is based on fixed rubber tracks, operator, full fuel Displacement L in3 tank, standard stick, blade, bucket and no extra counterweight.
4 Meets EPA Tier 4 Final and EU Stage V emission standards. ** Maximum Weight is based on steel tracks, operator, full fuel tank, Net power advertised is the power available at the flywheel when long stick, blade, bucket and extra counterweight. the engine is at rated speed and rated power when the engine ** CE Plate Weight is based on the most common EU configuration. is installed with the factory configured fan, air intake system, Includes 75 kg (165 lb) operator and full fuel tank and excludes bucket. exhaust system, and alternator with a minimum alternator load. 303 CR Mini excavator Weight Increase from minimum Configuration Sound Cab 115 kg 254 lb Operator Sound Pressure 78 dB(A). Counterweight (light) 100 kg 221 lb (ISO 6396:2008). Counterweight (extra) 250 kg 551 lb Average Exterior Sound Pressure 94 dB(A). Long Stick 25 kg 55 lb (ISO 6395:2008).
5 Steel Tracks 125 kg 276 lb European Union Directive 2000/14/EC . Travel System 7 8. Travel Speed High km/h mph Travel Speed Low km/h mph 20. Maximum Traction Force High Speed kN 3,305 lbf 5. Maximum Traction Force Low Speed kN 7,059 lbf 6. 12. Ground Pressure minimum Weight kPa psi 11. Ground Pressure Maximum Weight kPa psi 9 13. 10 21 14. Gradeability (maximum) 30 degrees 15. 2. 1. Service Refill Capacities 16. Cooling System L gal 19. 17. Engine Oil L gal 3 18. 4. Fuel Tank L gal Dimensions Hydraulic Tank L gal Hydraulic System L gal Standard Stick Long Stick 1 Dig Depth 2650 mm ( in) 2950 mm ( in). Hydraulic System 2 Vertical Wall 1820 mm ( in) 2070 mm ( in). Load Sensing Hydraulics with Variable Displacement Piston Pump 3 Maximum Reach 4830 mm ( in) 5110 mm ( in). Pump Flow @ 2,400 rpm 100 L/min 26 gal/min at Ground Level Operating Pressure Equipment 245 bar 3,553 psi 4 Maximum Reach 4980 mm ( in) 5240 mm ( in).
6 Operating Pressure Travel 245 bar 3,553 psi 5 Maximum Dig Height 4510 mm ( in) 4650 mm ( in). Operating Pressure swing 176 bar 2,553 psi 6 Maximum Dump Clearance 3170 mm ( in) 3310 mm ( in). Auxiliary Circuit Primary 7 Boom in Reach 1750 mm ( in) 1910 mm ( in). Flow* 65 L/min 17 gal/min 8 Tail swing Pressure* 245 bar 3,553 psi Auxiliary Circuit Secondary without Counterweight 775 mm ( in) 775 mm ( in). Flow* 25 L/min gal/min with Counterweight (light) 845 mm ( in) 845 mm ( in). Pressure* 245 bar 3,553 psi with Counterweight (extra) 890 mm ( in) 890 mm ( in). Digging Force Stick (standard) kN 3,732 lbf 9 Maximum Blade Height 385 mm ( in) 385 mm ( in). Digging Force Stick (long) kN 3,327 lbf 10 Maximum Blade Depth 535 mm ( in) 535 mm ( in). Digging Force Bucket kN 6,385 lbf 11 Boom Height in 1600 mm ( in) 1920 mm ( in). Shipping Position * Flow and pressure are not combinable.
7 Under load, as flow rises pressure goes down. 12 Overall Shipping Height 2480 mm ( in) 2480 mm ( in). 13 swing Bearing Height 570 mm ( in) 570 mm ( in). swing System 14 Overall Undercarriage Length 2070 mm ( in) 2070 mm ( in). Machine swing Speed rpm 15 Overall Shipping Length 4510 mm ( in) 4560 mm ( in). Boom swing Left 75 Degrees 16 Boom swing Right 870 mm ( in) 870 mm ( in). Boom swing Right 50 Degrees 17 Boom swing Left 640 mm ( in) 640 mm ( in). 18 Track Belt/Shoe Width 300 mm ( in) 300 mm ( in). Blade 19 Track Width 1550 mm ( in) 1550 mm ( in). Width 1550 mm in 20 Ground Clearance 310 mm ( in) 310 mm ( in). Height 350 mm in 21 Stick Length 1260 mm ( in) 1560 mm ( in). Certification Cab and Canopy Overall Shipping Length depends on blade position during shipment. Roll Over Protective Structure (ROPS) ISO 12117-2:2008. Tip Over Protective Structure (TOPS) ISO 12117:1997.
8 Top Guard ISO 10262:1998 (Level I). 2. 303 CR Mini excavator Cab Lift Capacities Lift Point radius 2 m ( ft) Lift Point radius 3 m ( ft) Lift Point radius (Maximum). minimum Configuration Over Front Over Front Over Front m Lift Point Height Blade Down Blade Up Over Side Blade Down Blade Up Over Side Blade Down Blade Up Over Side (ft). kg *792 630 548 *848 441 385 Standard Stick 3m (lb) (*1,746) (1,389) (1,208) (*1,870) (972) (849) ( ). ( ft) kg *741 376 327 Long Stick (lb) (*1,634) (829) (721) ( ). kg *998 601 520 *864 349 303 Standard Stick 2m (lb) (*2,200) (1,325) (1,146) (*1,905) (769) (668) ( ). ( ft) kg *839 604 522 *767 304 263 Long Stick (lb) (*1,850) (1,332) (1,151) (*1,691) (670) (580) ( ). kg *1352 553 475 *903 321 278 Standard Stick 1m (lb) (*2,981) (1,219) (1,047) (*1,991) (708) (613) ( ). ( ft) kg *1227 549 470 *808 281 242 Long Stick (lb) (*2,705) (1,210) (1,036) (*1,781) (619) (534) ( ).
9 Kg *1280 1003 823 *1522 525 448 *955 335 289 Standard Stick 0m (lb) (*2,822) (2,211) (1,814) (*3,355) (1,157) (988) (*2,105) (739) (637) ( ). (0 ft) kg *1277 974 795 *1480 511 433 *862 290 249 Long Stick (lb) (*2,815) (2,147) (1,753) (*3,263) (1,127) (955) (*1,900) (639) (546) ( ). minimum Weight includes cab, rubber tracks, no extra counterweight, operator, full fuel tank and blade. Lift Capacities Lift Point radius 2 m ( ft) Lift Point radius 3 m ( ft) Lift Point radius (Maximum). Maximum Configuration Over Front Over Front Over Front m Lift Point Height Blade Down Blade Up Over Side Blade Down Blade Up Over Side Blade Down Blade Up Over Side (ft). kg *792 *792 647 *848 573 464 Standard Stick 3m (lb) (*1,746) (*1,746) (1,426) (*1,870) (1,263) (1,023) ( ). ( ft) kg *741 495 399 Long Stick (lb) (*1,634) (1,091) (880) ( ). kg *998 773 620 *864 461 372 Standard Stick 2m (lb) (*2,200) (1,704) (1,367) (*1,905) (1,016) (820) ( ).
10 ( ft) kg *839 776 622 *767 408 328 Long Stick (lb) (*1,850) (1,711) (1,371) (*1,691) (899) (723) ( ). kg *1352 725 576 *903 429 345 Standard Stick 1m (lb) (*2,981) (1,598) (1,270) (*1,991) (946) (761) ( ). ( ft) kg *1227 721 571 *808 381 304 Long Stick (lb) (*2,705) (1,590) (1,259) (*1,781) (840) (670) ( ). kg *1280 *1280 990 *1522 697 549 *955 449 360 Standard Stick 0m (lb) (*2,822) (*2,822) (2,183) (*3,355) (1,537) (1,210) (*2,105) (990) (794) ( ). (0 ft) kg *1277 *1277 962 *1480 683 535 *862 395 314 Long Stick (lb) (*2,815) (*2,815) (2,121) (*3,263) (1,506) (1,179) (*1,900) (871) (692) ( ). Maximum Weight includes cab, steel tracks, extra counterweight, operator, full fuel tank and blade. Canopy Lift Capacities Lift Point radius 2 m ( ft) Lift Point radius 3 m ( ft) Lift Point radius (Maximum). minimum Configuration Over Front Over Front Over Front m Lift Point Height Blade Down Blade Up Over Side Blade Down Blade Up Over Side Blade Down Blade Up Over Side (ft).
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			Transmission/Drive Train Oil (TDTO)—PEHP7506-07

			www.petersoncat.com
			Lubricant Recommendations. Unique formula for improved life and performance ... for the industry, an acceptable level for use in Cat transmissions and final drives. But Cat TDTO is the only transmission oil required to exceed this minimum standard. Cat TDTO TO–4

			   Acceptable, Lubricants

		

	

	
				
					

		
			Cat Ultra 5Moly Grease - NEHP6010-01

			www.petersoncat.com
			Cat Dealers define world-class product support. We offer you the right parts and service solutions, when and where you need them. The Cat Dealer network of highly

			   Ultra, Grease, Cat ultra 5moly grease, 5moly

		

	

	
				
					

		
			Extended Life Coolant (ELC)—PEHP4036-03 - …

			www.petersoncat.com
			PREVENTIVE MAINTENANCE PRODUCTS Mixing Cat ELC with other antifreeze/coolants While Cat ELC is compatible with conven-tional antifreeze…

			   Life, Coolant, Extended, Antifreeze, Extended life coolant

		

	


                
                
	
				
					

		
			Cat SYNTHETIC GO - Caterpillar Equipment Dealer

			www.petersoncat.com
			Cat ® SYNTHETIC GO Caterpillar.The difference counts.™ Cat® Dealers define world-class product support. We offer you the right parts and service solutions, when and where

			   Services, Synthetic, Caterpillar, Cat synthetic go, 174 synthetic go caterpillar

		

	

	
				
					

		
			Extended Life Coolant (ELC)—PEHP4036-03

			www.petersoncat.com
			silicate antifreeze/coolant, first clean your system with Cat Cooling System Cleaner 6V4511 or 4C4611 or a similar commercial cleaner at the change interval. After draining the cleaner, flush the system thoroughly with water three times to remove the cleaning agent. It is imperative to remove all the cleaning agent from the system.

			   Coolant, Antifreeze

		

	

	
				
					

		
			Hydraulic Oil (HYDO) - Peterson Cat

			www.petersoncat.com
			of this service publication is available at www.CAT.com. Simply choose these selections:Products/ Parts and Service/ Fluids/ Machine Lubricant Recommendations. Typical Characteristics* SAE Crankcase Viscosity 10W 30 Color, ASTM (ASTM D1500)** 1 2 Gravity, API @ 16°C (ASTM D287) 29.5 27.1 Vickers Vane Pump Test (35VQ25) Pass Pass

			   Services, Evans, Vickers, Vickers vane
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