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SP 3000 Series stockpicker - Tailift; World-Lift



CSP 3000 Seriesstockpickerspecifications79"121187 "103"2"24"7. 5"36"5"6" x "1310"6"1513" x "7"2" "1824 30"adjustable40"4"Poly Wheels " x 2" when is less than + 4" x 2" when is greater than + "14LC4" x 2"4"17171818171924"27"CSP 3000 Seriesstockpicker1 ManufacturerCrown Equipment CorporationCrown Equipment CorporationCrown Equipment CorporationCrown Equipment Corporation12 ModelSP 3010-30SP 3015-30SP 3020-30SP 3040-3023 Load Capacity*lbSee ChartSee ChartSee ChartSee Chart34 Load CenterPlatform face to load CGin2424242445 PowerElectricVolts2424242456 Operator TypeStand-up RiderStockpickerStockpickerStockpickerSt ockpicker67 Tire TypeLoad/DrivePoly/PolyPoly/PolyPoly/Pol yPoly/Poly78 Wheels (x = driven)Load/Drive4/1x4/1x4/1x4/1x810 Lift HeightinSee Chart**See Chart**See ChartSee Chart1013 Head x W x T in36 x 4 x 236 x 4 x 236 x 4 x 236 x 4 x 214 Optional Lengthsin30, 39, 42, 45, 48, 54, 60, 72, 8430, 39, 42, 45, 48, 54, 60, 72, 8430, 39, 42, 45, 48, 54, 60, 72, 8430, 39, 42, 45, 48, 54, 60, 72, 8415 WheelbaseTL/TTin52/5152/5152/5152/511516 Turning RadiusTL/TTin69/6869/6869/6869/681620 Speed TravelEmpty/LoadedmphSee ChartSee ChartSee ChartSee Chart2021 Speed Lift TLEmpty/Loadedfpm45/2845/2845/28 Low, 80/46 High45/28 Low, 80/46 High21TT

SP 3000 Series Specifications Standard Equipment 1. 24-volt electrical system 2 GE EVT-100 FL transistor control 3. Start up and run time diagnostics
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    	Transcription of SP 3000 Series stockpicker - Tailift; World-Lift


        
    	1 CSP 3000 Seriesstockpickerspecifications79"121187 "103"2"24"7. 5"36"5"6" x "1310"6"1513" x "7"2" "1824 30"adjustable40"4"Poly Wheels " x 2" when is less than + 4" x 2" when is greater than + "14LC4" x 2"4"17171818171924"27"CSP 3000 Seriesstockpicker1 ManufacturerCrown Equipment CorporationCrown Equipment CorporationCrown Equipment CorporationCrown Equipment Corporation12 ModelSP 3010-30SP 3015-30SP 3020-30SP 3040-3023 Load Capacity*lbSee ChartSee ChartSee ChartSee Chart34 Load CenterPlatform face to load CGin2424242445 PowerElectricVolts2424242456 Operator TypeStand-up RiderStockpickerStockpickerStockpickerSt ockpicker67 Tire TypeLoad/DrivePoly/PolyPoly/PolyPoly/Pol yPoly/Poly78 Wheels (x = driven)Load/Drive4/1x4/1x4/1x4/1x810 Lift HeightinSee Chart**See Chart**See ChartSee Chart1013 Head x W x T in36 x 4 x 236 x 4 x 236 x 4 x 236 x 4 x 214 Optional Lengthsin30, 39, 42, 45, 48, 54, 60, 72, 8430, 39, 42, 45, 48, 54, 60, 72, 8430, 39, 42, 45, 48, 54, 60, 72, 8430, 39, 42, 45, 48, 54, 60, 72, 8415 WheelbaseTL/TTin52/5152/5152/5152/511516 Turning RadiusTL/TTin69/6869/6869/6869/681620 Speed TravelEmpty/LoadedmphSee ChartSee ChartSee ChartSee Chart2021 Speed Lift TLEmpty/Loadedfpm45/2845/2845/28 Low, 80/46 High45/28 Low, 80/46 High21TT Empty/Loadedfpm40/2640/2640/26 Low, 71/43 High40/26 Low, 71/43 High22 Speed LowerTLEmpty/Loaded fpm40/3840/3840/38 Low, 80/75 High40/38 Low, 80/75 High22 TTEmpty/Loaded fpm40/3840/3840/38 Low, 80/75 High40/38 Low.
2 80/75 High23 BatteryTypeLead AcidLead AcidLead AcidLead Acid23 Min Weight/Max Amp1520/10851520/10851520/10851520/1085 Max Battery x x 31 x x 31 x x 31 x x 31 high24 Traction Motor60 Min Heightin13614817219421419521024027629431 23303483663 Load Capacity SP 3010lb30003000300030003000300030003000na nananananaSP 3015lb30003000300030003000300030003000na nananananaSP 3020lb3000300030003000300030003000300020 00na1500nananaSP 3040lb3000300030003000300030003000300025 0023502200200019001750 Free Liftin3 66663 8 203238 44 5662 6811 Collapsed Heightin22323525928130128329832836438240 041843645418 Straddle Widthin424242424242424248545456606019 Operator Compartment Widthin424242424242424248545454606017 Aisle Guide Wheel Range to to to to to to to to to to to to to to Weight without Batterylb5183524853775666579557535846607 26293 66196623 690770537483 General InformationDimensionsPerformance* Contact factory.
3 Capacity may be subject to derating,depending upon lifting height, load center and fork length.**Not available above 240" lifting heights. BatteryMast In .5" increments. SP 3020 as shown, SP 3040 is 6381 lb. SP 3020 as shown, SP 3040 is 6711 3000 SeriesSpecificationsSP 3000 SeriesSpecificationsStandard Equipment1. 24-volt electrical system2GE EVT-100 FL transistorcontrol3. Start up and run timediagnostics4 Programmable performance features5. Information Display Panel inoperator platform6. Elapsed time counter7. Battery discharge indicator with lift interrupt8. Drive tire direction indicator9. Hour meters for key on, traction, lift and steer motors10. " battery compartment11. 350 amp battery connector12. " diameter battery compartment rollers13. Top battery access for service14. Color-coded wiring15. Key switch16. Horn17.
4 Strobe light18. Electronic on-demand powersteering19. Emergency power cut-out20. Hinged side gate with power disconnect21. Upper elevation travel22. Elevated Braking System (EBS) with low profile brake pedal23. 6" diameter tandem load wheels24. Lift off left and right side steelbattery covers25. Adjustable battery retainer26. Hinged, lift off steel power unit doors27. Cushioned floorboard28. Soft urethane twist grip with cam grip 29. 10 degree angled steer wheel with soft feel spinner30. Clear visibility platformwindow31. Clear visibility mast design32. Storage compartment33. Operator belt andlanyard34. Pallet clampOptional Equipment1. Wire guidance2. Aisle guide wheels for rail guidance3. Motor brush wear indicators and motor temperature indi-cators (Only available onSP 3015 and SP 3040)4. Battery retainer interlock switch5.
5 Work lights, dome light and two-speed fan6. Spotlights7. Flashing amber light8. Fork raise and/or lower cut-out with or without override9. Zone select key switch10. 48", 54" and 60" wide oper-ator platforms11. Corrosion conditioning12. Freezer conditioning13. Wire mesh screen. (Standardwith freezer conditioning)14. Retractable tether15. Load wheel and drive tire compounds16. 30" lanyard boom17. Special paint18. Fire extinguisherHuman FactorThe operator area is designed formaximum visibility and stabilityfor increased operator confi-dence and comfort. The operator platform features alarge window, (1088 sq in), for excellent visibility. A Crown-designed clear-visibility mast affords the platform window oneforward and two peripheral win-dows for maximum visibility evenwhen the platform is clear-visibility mast, with fullfree lift, extends the platform window above the mast chan-nels for unobstructed visibilitywhen raised.
6 A low profile power unit, lowplacement of the lower crossbrace and an outer C-channel rail assembly also contribute to excellent soft urethane twist grip issolidly mounted to the truckconsole to provide excellent stability for the operator duringtravel, plugging and for lift/lower, horn andemergency disconnect are con-veniently located for efficient operation and minimal operatorfatigue. The steering wheel is angled at 10 and recessed tomaximize the work area and reduce steer effort. The steeringwheel and spinner knob are covered with soft urethane to reduce grip force and insulateagainst vibration. Control loca-tion keeps the operator s pos-ture neutral at all times. Theplatform cushion absorbs shockand vibration. The brake pedalhas a low profile design andwhen engaged is flush with theplatform cushion for maximumcomfort. Heavy-duty side gates,with two horizontal and one ver-tical support rails, communicatesecurity to the operator.
7 Cut-outswitches disengage truck opera-tion when side gates are raisedfor maximum safety. Two worklights, two dome lights and atwo-speed fan are optional. Power-on key prevents unau-thorized operation of the truck;start position initializes truck self-test . The new InformationDisplay Panel provides concise,clear feedback for the operatorduring truck operation. Travel Speeds - Models 3010, 3015, 3020, 3040 Lift HeightSteered Wheel < 10 Steered Wheel 10 (inches)Travel Speed (mph)BrakeTravel Speed (mph)BrakeEmpty/ NoteSP 3000 SeriesTechnical InformationNote: Steering is automatically limited to within 10 straight travel above 180".New Bremen, Ohio 45869 USAP hone: 419/629-2311 Fax: 419 2002 Crown Equipment CorporationAll rights reserved. Unauthorized copying, in whole or in part, without the express written permission of Crown is InnovativeElectronicsEnvironmentally hardened heavyduty 24-volt electrical system.
8 Anintelligent, networked ControlSystem is used to provide realtime truck control, display, diag-nostics and calibration. A distribu-tion panel provides a centrallocation for troubleshooting, re-duces wiring requirements, andenables future options to beadded easily. The Control Systemcan be accessed by the ServiceTerminal to provide calibration oftruck parameters and optionalfeatures set-up. The Control Sys-tem is also used to extract servicediagnostic and managementdata. The link-up port is conven-iently located on the platform andis easily accessible without re-moval of covers for Crown Program AnalysisCartridge (PAC) works in conjunc-tion with the Service Terminal andensures users simple, fast pro-gram upgrade of Display PanelThe Information Display Paneltravels with the operator at alltimes. Features include audibleand visual prompts for the opera-tor, steer wheel direction indicator,battery fuel gauge with lift inter-rupt, wire guidance status lights,hour meters for all motors, elapsedtime counter, optional battery retainer interlock light, optionalbrush wear indicators and motortemperature indicators and op-tional fork height zone select control.
9 The Service Terminal also pro-vides extensive service historyinformation as well as real time electrical system diagnostics andfault isolation information for HydraulicsHeavy duty Series wound pumpmotors and gear pumps are as-sembled into an integral unit. Optional high speed lift version isavailable. Crown-manufacturedsolenoid type manifolds with built-in checks and relief lowering speed is regu-lated by a pressure compensatingflow control valve. Velocity fusesare used in all cylinders to stoplowering should lowering speedexceed a pre-set value due to aline rupture. A hydraulic accumulator is used to cushionraise and lower functions. Manuallowering control on manifold blockallows lowering of platform fromground level. Oil reservoir is de-signed with a 100 mesh screen atthe fill location, a suction strainer,spin-on type 10 micron return linefilter and a magnetic drain Crown Mast AssemblyHigh visibility two- and three-stage masts feature nested raildesign with lift cylinders posi-tioned behind mast rails.
10 Threestage mast has a low center posi-tion cylinder for free lift. Improvedmast cable life due to larger, 5"diameter pulleys. Routing of hos-ing and cables optimizes visibilitythrough mast. Built-in sensorsdetect chain slack and shut downprimary lower function. Exclusivespring-loaded staging bumpersvirtually eliminate platform impactas platform stages. Negative raildrop allows shimming of mastrollers without major Low ProfilePower UnitPower unit is fabricated fromheavy gauge steel. Lower skirt " steel that runs 9" high forcomponent protection. Ruggedsteel doors suspended on heavyduty pin hinges cover power unitcomponentry. Doors swing widefor open access. Doors can alsobe lifted off for unrestricted ser-vice access. Door bolts have ex-clusive convex design that mateswith concave door holes for fastre-installation of door bolts. Bat-tery side covers are all steel.
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			SPECIFICATIONS SLT-30/35 SwingMast Lift Truck …

			www.worldwideforklifts.com
			VER Y N ARR O W AISLE FORKLIFT LANDOLL CORPORATION, Drexel Division 1900 North Street z Marysville, KS 66508 Phone: 785-562-5381 z Fax: 785-562-4853 STANDARD FEATURES www.landoll.com

			

		

	

	
				
					

		
			GENERAL DATA & STANDARD DIMENSIONS …

			www.worldwideforklifts.com
			general data & standard dimensions standard specifications 1.1 1.2 1.3 1.4 1.5 1.6 1.8 1.9 2.1 2.2 2.3 3.1 3.2 3.3 3.5 3.6 3.7 4.1 4.2 4.3 4.4 4.5 4.7 4.8 4.12 4.19 4.20

			   Standards, Data, Specification, Dimensions, Data amp standard dimensions, Data amp standard dimensions standard specifications

		

	

	
				
					

		
			7-SERIES CUSHION - Forklifts from Worldwide …

			www.worldwideforklifts.com
			E M N Std Tread Width (Front/Rear) in. 31.3/32.7 31.3/32.7 31.3/32.7 35.0/36.0 35.0/36.0 35.8/36.0 35.8/36.0 * Centerline of front axle to front face of forks

			   Form, Series, Worldwide, Forklifts, Cushions, 7 series cushion forklifts from worldwide

		

	


                
                
	
				
					

		
			Moffett M55 4-Way - Tailift; World-Lift

			www.worldwideforklifts.com
			Moffett M55 4-Way www.hiabus.com The MClass In less than a minute the Moffett truck mounted forklift can mount or dismount a truck or …

			   Moffett m55 4 way, Moffett, Dismount

		

	

	
				
					

		
			Nissan H25 Engine - Tailift; World-Lift

			www.worldwideforklifts.com
			Nissan H25 Engine 2.5 Liter for Industria l Applicati on Intermittent output (S AE Gross J1349) 62 Hp/3200 rpm Continuous output (S AE Gross J1349) 56 Hp/3200 rpm

			   Engine, Nissan, Nissan h25 engine

		

	

	
				
					

		
			7FGU/7FDU - Tailift; World-Lift

			www.worldwideforklifts.com
			ator’s manual control and limits the forward angle of the mast, reducing the likelihood of spilling a load or, worse, tipping the forklift forward. ... operability and reliability of a Toyota forklift, you get a comprehensive, value-added package. For more information or the Toyota dealer nearest you, visit www.forklift.toyota.ca.

			   Manual, Forklifts, Toyota, Toyota forklift, 7fgu 7fdu, 7fgu, 7fdu
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			2200-2400 D SERIES - Load-Lifter

			load-liftermfg.com
			2200-2400 d series • 15–18,000 lbs capacity • heavy duty c-thru roller masts • oil immersed disc brakes • turbo charged engine • full powershift transmission

			   Series, Heavy, Duty, 2004, 2200, Heavy duty, 2200 2400 d series

		

	

	
				
					

		
			Technical Guide - Hyster

			www.hyster.com
			R30XM 3 SPECIFICATIONS Manufacturer HYSTER HYSTER Model Designation R30XM3 R30XM3 Power / Voltage Electric / 24 Volts Electric / …

			   Power

		

	

	
				
					

		
			Engine-related - Komatsu Ltd.

			www.komatsu.com
			• Six-step reclining backrest • 170 mm slide distance backward and forward • Seat cushion adjustment dial • The retractable seat belt A double action

			   Related, Engine, Retractable, Engine related

		

	


                
                
	
				
					

		
			930E-4 AESS743 00.qxd (Page 2) - Komatsu Ltd.

			www.komatsu.com
			930E-4 ELECTRIC DRIVE TRUCK ELECTRICAL SYSTEM 4 x 8D 1450 CCA, 12 volt, in series/parallel, 220-ampere-hour batteries, bumper-mounted with …

			   Electrical, Pages, Page 2, 4 aess743 00, Aess743

		

	

	
				
					

		
			Sundancer - Sea Ray

			www.searay.com
			Sundancer 40 2007 HIGHLIGHTS • Standard MerCruiser 8.1 S Horizon engines with 4-year Mercury limited warranty • Standard SmartCraft™ Instrumentation and System View • Optional fiberglass hardtop with full encolsure

			   Sundancer, Sea ray

		

	

	
				
					

		
			SPECIFICATION - Hanse Yachts

			www.windcrafthanse.com
			All measurements are approximate. Specification and material can be changed without notice. HanseYachts AG I Ladebower Chaussee 11 I D-17493 Greifswald

			   Specification
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2200-2400 d series, Heavy duty, Power, Engine-related, Retractable, 4 AESS743 00.qxd Page 2, ELECTRICAL, Sundancer, Sea Ray, Specification
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