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Specalog for 330C L Hydraulic Excavator, …



EngineEngine ModelCAT C9 Flywheel Power184 kW247 hpOperating Weight 35 100 kg77,400 lb330C LHydraulic Excavator2330C L Hydraulic ExcavatorIncreased work tool options, improvedcycle times, and ease of operation leadto increased productivity and loweroperating Customer SupportYour Cat dealer offers a wide rangeof services that can be set up under acustomer support agreement when youpurchase your equipment. The dealerwill help you choose a plan that cancover everything from machine andattachment selection to 11 Booms and SticksBuilt for good performance and longservice life, Caterpillar booms andsticks are large, welded, box-sectionstructures with thick, multi-platefabrications to resist high offers various frontcombinations to meet various 6 StructuresRugged Caterpillar undercarriagedesign and proven structuralmanufacturing techniques assureoutstanding durability in the 5 Engine and HydraulicsNew to the 330c L, the Cat C9 enginecombines with proven hydraulics togive the 330c L consistently highpower and control in the field.

2 330C L Hydraulic Excavator Increased work tool options, improved cycle times, and ease of operation lead to increased productivity and lower operating costs.
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    	Transcription of Specalog for 330C L Hydraulic Excavator, …


        
    	1 EngineEngine ModelCAT C9 Flywheel Power184 kW247 hpOperating Weight 35 100 kg77,400 lb330C LHydraulic Excavator2330C L Hydraulic ExcavatorIncreased work tool options, improvedcycle times, and ease of operation leadto increased productivity and loweroperating Customer SupportYour Cat dealer offers a wide rangeof services that can be set up under acustomer support agreement when youpurchase your equipment. The dealerwill help you choose a plan that cancover everything from machine andattachment selection to 11 Booms and SticksBuilt for good performance and longservice life, Caterpillar booms andsticks are large, welded, box-sectionstructures with thick, multi-platefabrications to resist high offers various frontcombinations to meet various 6 StructuresRugged Caterpillar undercarriagedesign and proven structuralmanufacturing techniques assureoutstanding durability in the 5 Engine and HydraulicsNew to the 330c L, the Cat C9 enginecombines with proven hydraulics togive the 330c L consistently highpower and control in the field.
2 Pg. 4 New Feature3 ServiceabilityLonger service intervals and easiermaintenance results in better machineavailability and lower owning andoperating 10 Work Tools AttachmentsThe Tool Control System of the330C L allows the Hydraulic systemto effectively handle hydromechanicaltools. Tool settings can be programmedand selected from the monitor. pg. 8 Operator StationThe 330c L operator work station isquiet with ergonomic control placementand convenient adjustments, low leverand pedal effort, ergonomic seat designand highly efficient ventilation. pg. 7 cylinder turbochargedengine built for power, reliability,economy and low emissions willkeep the machine up and Engine Speed two-stage, one-touch controlmaximizes fuel efficiency and reducessound Sound, Low C9design improves operator comfortby reducing sound and Fuel HEUI fuelsystem provides improved emissions tomeet EPA Tier 2 regulations and lowerfuel Cross Sensing productivity with fasterimplement speeds and quicker, strongerpivot Swing swing controlcushions swing start and stop for betterimplement Cylinder Hydraulic cylinder snubbers atthe rod-end of the boom cylinders andboth ends of the stick cylinders cushionshocks and increases cylinder life,keeping the machine working Hydraulic systemoffers precise control to the 330c L,reducing operator fatigue, improvingoperator effectiveness and efficiency.
3 Which ultimately translates intoenhanced and Stick Regeneration and stick regeneration circuitincreases efficiency and reduces cycletimes for higher productivity and loweroperating and HydraulicsCat C9 engine and hydraulics give the 330c L exceptional power, efficiency andcontrollability unmatched in the industry for consistently high performance in to 95% of thestructural welds on a CaterpillarExcavator are completed by welds achieve up to threetimes the penetration of manual Design and Track Roller , box-section carbody providesexcellent resistance to torsional track roller frames arepress-formed, pentagonal units to deliverexceptional strength and service main frame isdesigned for maximum durabilityand efficient use of Catundercarriage absorbs stressesand provides excellent and andlubricated carrier rollers, idlers,and heavy duty track rollers provideexcellent service life, to keep themachine in the field Lubricated GreaseLubricated Track provides long trackpin and bushing wear, and quiet long (L)undercarriage maximizes stabilityand lift capacity.
4 This long, wide andsturdy undercarriage offers a verystable work L structural components and undercarriage are the backbone of themachine s reach boom featuresan optimum design that maximizesdigging envelopes with two stick Excavation massexcavation boom maximizesproductivity. The mass versionoffers significantly higher diggingforces and allows use of larger Stick providesthe capacity for excellent reach anddepth in trenching and generalconstruction of high-tensilestrength steel and designed with thesame application needs in mind as , with the added capability ofincreased reach and Stick is suitedto high-capacity and high-digging forcebuckets used in trenching, excavation,and other general construction has been designed with reach anddepth for good truck loading and SticksBuilt for performance and long service life, Caterpillar booms and sticks are large, welded,box-section structures with thick, multi-plate fabrications in high-stress 330c L operatorwork station is quiet with ergonomiccontrol placement and convenientadjustments, low lever and pedal effort,ergonomic seat design and highlyefficient cablayout emphasizes simplicity and easeof use.
5 Right-hand wall and consoleprovide easy access to all switches,dials and consoles featuresimplicity and functionality. Bothconsoles have attached Climate climate control adjuststemperature and flow and determineswhich air outlet is best in each Cab Door uppercab door window slides open, providingextra ventilation and allowingcommunication with people large polycarbonate skylightdelivers excellent natural lighting andgood ventilation. Standard slidingsunshade protects the operator fromdirect variety of cabattachments for additional functionality,comfort and security are upper front windshieldopens, closes and stores below the roofabove the operator. Grips on the mid-lower part of the front windshield makeopening , compact monitorenhances viewing while displaying avariety of easy to read and understandlanguage-based StationRedesigned interior layout maximizes operator space and provides exceptional Power (HDP) to improve breakout force andmachine cycle times, the Heavy DutyPower Bucket (HDP) compliments theGeneral Purpose, Heavy Duty, andHeavy Duty Rock bucket Purpose (GP) Purpose Buckets are bestfor digging in soft to hard ground withlow to moderately abrasive Cleaning (DC) wideshallow buckets are best for bankforming, ditch cleaning, and Rock (HDR) Rock Buckets performbest when digging fragmented rock,frozen ground, caliche, and highlyabrasive (HD)
6 Are for digging in moderate tohard material and feature large groundengaging tools, thick cutting edges andthick bottom and side wear plates toimprove performance in Grabber Plus CouplerQuick Pin Grabber Plusand the Dedicated Hydraulic QuickCoupler enhances machine versatilityby enabling the rapid change over ofa wide range of work tools in the offerings of work tools help optimize machine Tools AttachmentsHeavy-Duty Power Bucket the optional tool controlsystem, up to five different tool settingsmay be pre-programmed and selectedfrom the electronic controller throughthe from a variety ofwork tools such as hammers, shears,compactors, thumbs, rotators, grapplesor crushers. Ask your Cat dealer forinformation on attachments or Control optional toolcontrol system maximizes work toolproductivity by configuring hydraulicflow, pressure, and operator controlsto match a specific work tool. Systemversatility enables a wide range of toolsto be used. Factory installed combinedfunction, hammer and thumb circuitsare available as Service Lservice and maintenance intervalshave been extended to reduce machineservice time and increase left rearservice door allows easy access to theengine radiator.
7 A reserve tank anddrain cock are attached to the radiatorfor simplified Filter air filterfeatures a double-element constructionfor superior cleaning the air cleaner plugs, a warningis displayed on the monitor screeninside the Level design andlayout of the 330c L was made with theservice technician in mind. Many servicelocations are easily accessible at groundlevel allowing critical maintenance toget done quickly and service dooron the right side of the upper structureallows ground-level access to the pumpand pilot Hydraulic returnfilter, a capsule filter, is situated outsidethe Hydraulic tank. This filter preventscontaminants from entering the systemwhen Hydraulic oil is changed andkeeps the operation and 330c Lis equipped with S O SSMsampling portsand Hydraulic test ports for thehydraulic system, engine oil and forcoolant. A test connection for theElectronic Technician (ET) servicetool is located behind the Punched Star punched-star plate covers topof storage box and upper structure toprevent slipping during plate can be removed for radiator fan iscompletely enclosed by fine wiremesh, reducing the risk of an concentrated remotegreasing block on the boom deliversgrease to hard-to-reach service and maintenance features save you time and detailed comparisonsof the machines you are consideringbefore you buy.
8 What are the jobrequirements? What production isneeded? What is the true cost of lostproduction? Your Cat dealer can giveyou precise answers to these operatingtechniques can boost your Cat dealer has training literatureand other ideas to help you Link 330c L comesfrom the factory ready for easy ProductLink option programsguarantee the cost of repairs up programs such as ScheduledOil Sampling and Technical Analysishelp you avoid unscheduled , rebuild or replace?Your Cat dealer can help you evaluatethe cost involved so you can make theright will find nearlyall parts at our dealer parts dealers utilize a worldwide computernetwork to find in-stock parts tominimize machine down money with Customer SupportCat dealer services help you operate longer with lower L Hydraulic ExcavatorspecificationsHydraulic SystemMain Implement System 280 L/min74 gal/minMaximum Flow (2x)Max. pressure Implements34 300 kPa4,974 psi(Full Time)Max. pressure Travel34 300 kPa4,974 psiMax.
9 Pressure Swing27 900 kPa4,046 psiPilot System Maximum flow37 L/min10 gal/minPilot System 4120 kPa597 psiMaximum pressureBoom Cylinder Bore150 inBoom Cylinder Stroke1440 mm57 inStick Cylinder Bore170 inStick Cylinder Stroke1738 mm68 inD Family Bucket Cylinder Bore150 inD Family Bucket Cylinder Stroke1156 mm46 inE Family Bucket Cylinder Bore160 inE Family Bucket Cylinder Stroke1356 mm53 inDriveMaximum Drawbar Pull294 kN66,094 lbMaximum Travel Speed5 mphSwing MechanismSwing Speed10 rpmSwing Torque108 kN m79,657 lb ftTrackStandard w/Long Undercarriage 850 mm34 inTriple GrouserOptional Heavy Duty 850 mm34 inTriple GrouserOptional Triple Grouser750 mm30 inEngineEngine ModelCAT C9 Flywheel Power184 kW247 hpISO 9249184 kW247 hpSAE J1349182 kW244 hpEEC 80/1269184 kW247 hpBore112 inStroke149 L537 in3 WeightsOperating Weight 35 100 kg77,400 lbLong Undercarriage m (21 ft 4 in) boom, m (12 ft 10 in) stick, m3( yd3),1246 mm (48 in) HDP bucket, and 850 mm (34 in) track Refill CapacitiesFuel Tank Capacity618 L163 galCooling System38 L10 galEngine Oil36 galSwing Drive19 L5 galFinal Drive (each)15 L4 galHydraulic System (including tank)410 L108 galHydraulic Tank175 L46 galSound PerformancePerformanceANSI/SAE J1166 Sound level of 74 dBAStandardsBrakesSAE J1026 APR90 Cab/FOGSSAE J1356 FEB88 ISO 1026213330C L Hydraulic ExcavatorspecificationsDimensionsAll dimensions are OptionsReach Reach Mass m (21'4") m (21'4") m (20'3")Stick m (12'10") m (10'6") (8'4")1 Shipping height3630 mm (11'11")3350 mm (11'0")3490 mm (11'5")2 Shipping length11 190 mm (36'9")11 140 mm (36'7")10 840 mm (35'7")3 Tail swing radius3500 mm (11'6")3500 mm (11'6")3500 mm (11'6")4 Length to centers of rollers4040 mm (13'3")4040 mm (13'3")4040 mm (13'3")5 Track length5020 mm (16'6")5020 mm (16'6")
10 5020 mm (16'6")6 Ground clearance510 mm (1'8")510 mm (1'8")510 mm (1'8")7 Track gauge2590 mm (8'6")2590 mm (8'6")2590 mm (8'6")8 Shipping width with 850 mm (34") Shoes3440 mm (11'3")3440 mm (11'3")3440 mm (11'3")Operating Weight750 mm (30") Shoes34 382 kg (75,800 lb)34 252 kg (75,513 lb)34 462 kg (75,976 lb)850 mm (34") Shoes35 108 kg (77,400 lb)34 978 kg (77,113 lb)35 188 kg (77,576 lb)* shipping height increases to 3700 mm (12'2") with medium pressure and/or drain auxiliary L6871254314330C L Hydraulic ExcavatorspecificationsReach BoomReach BoomMass m (21'4") m (21'4") m (20'3")Stick (12'10") (10'6") (8'4") m3( yd3) m3( yd3) m3( yd3)1 Maximum Reach at Ground m (38'2") m (35'10") m (33'6")2 Maximum Digging m (26'7") m (24'3") m (21'8")3 Minimum Loading m (6'7") m (8'11") m (9'9")4 Maximum Loading m (25'1") m (23'7") m (21'11")5 Maximum Vertical Wall Digging m (24'1") m (21'4") m (19'2")6 Maximum Cutting m (35'6") m (33'11") m (33'4")7 Maximum Depth Cut for 2440 mm (8') m (25'5") m (23'1") m (20'4")Level Bottom Working RangesMajor ComponentWeightsBooms: including lines, boom cylinders,stick cylinders and left side lightkglbReach38808550 Mass39508700 Sticks.
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			Mini Hydraulic Excavator - MacAllister Rentals

			www.macallisterrentals.com
			2 304C CR Mini Hydraulic Excavator Engineered by Caterpillar® to deliver high levels of productivity, versatility and serviceability. Powerful performance levels in a compact

			   Hydraulic, Mini, Excavator, Mini hydraulic excavator

		

	

	
				
					

		
			216B/226B Skid Steer Loaders - MacAllister Rentals

			www.macallisterrentals.com
			2 216B/226B Skid Steer Loaders This high performance, compact machine delivers exceptional versatility, flotation, traction and stability over a wide range of terrains.

			   High, Disk, Loaders, Esters, 216b 226b skid steer loaders, 216b, 226b

		

	

	
				
					

		
			CB34 CB34XW - MacAllister Rentals

			www.macallisterrentals.com
			CB34 CB34XW Utility Compactor CC34 Utility Combi Compactor CB34 CB34 XW CC34 Cat® C2.2 Diesel Engine Gross Power (SAEJ1995) @2400 rpm 34.1 kW (46 hp) Net Power (ISO9249) @2400 rpm) 33 kW (45 hp)

			   Cb34 cb34xw, Cb34, Cb34xw, Cb34 cb34 xw

		

	


                
                
	
				
					

		
			AEHQ5987-02, 279C, 289C, 299C Compact Track …

			www.macallisterrentals.com
			279C, 289C, ® 299C Compact Track Loaders 279C 289C 299C Cat® C3.4 DIT Diesel Engine Net Power (SAE J1349) 61 kW (82 hp) 61 kW (82 hp) 67 kW (90 hp) Weights Operating Weight 4487 kg (9,892 lb) 4702 kg (10,365 lb) 4867 kg (10,730 lb)

			   Compact, Track, Loaders, 289c, 279c, 299c compact track, 299c, 174 299c compact track loaders

		

	

	
				
					

		
			Mini Hydraulic Excavators - MacAllister Rentals

			www.macallisterrentals.com
			Engine Model Mitsubishi S3Q2 Rated net power 22 kW 30 hp (ISO 9249) Weights Operating weight 3435 kg 7,575 lb with canopy Operating weight 3555 kg 7,835 lb

			   Operating, Hydraulic, Mini, Excavator, Mini hydraulic excavator

		

	

	
				
					

		
			Specalog for 315C/315C L Hydraulic Excavator, …

			www.macallisterrentals.com
			2 315C/315C L Hydraulic Excavator Improved performance and rugged durability combine to maximize productivity. Increased horsepower, better controllability,

			   Hydraulic, Excavator, 315c 315c l hydraulic excavator, 315c

		

	


                
                
	
				
					

		
			Specalog for 325C L Hydraulic Excavator, …

			www.macallisterrentals.com
			2 325C L Hydraulic Excavator The C Series incorporates innovations for improved performance and versatility. Increased work tool options, new powerful

			   Hydraulic, Excavator, 35c2, For 325c l hydraulic excavator

		

	

	
				
					

		
			Specalog for D5K Track-Type Tractor, AEHQ5890-01

			www.macallisterrentals.com
			The Cat® D5K Track-Type Tractor delivers superior performance and comfort while reducing your operating costs. The large spacious cab provides a comfortable work area. Intuitive seat-mounted controls are easy

			   Types, Mounted, Track, Tractors, D5k track type tractor

		

	

	
				
					

		
			SJ7127 RT SJ7135 RT ROUGH TERRAIN SCISSOR LIFTS

			www.macallisterrentals.com
			Skyjack’s Rough Terrain Scissor Lifts combine solid and powerful design elements to meet the demands of any job site environment. All models are equipped with

			   Tlif, Terrain, Rough, Scissor, Rough terrain scissor lifts

		

	


                
                
	
				
					

		
			BROCE BROOM HYDROSTATIC DRIVE …

			www.macallisterrentals.com
			EASY TO OPERATE WITH CONTROLS AT OPERATOR’S STATION The Broce Curb Sweeper is a special option available on all 4-wheel model Broce Brooms. This …

			   Drive, Hydrostatic, Becor, Bromo, Broce broom hydrostatic drive
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			Berco Products Line GB 2 4-06-2008 14:28 Page 1 …

			www.msttracks.com
			3 THE WIDEST CHOICE OF UNDERCARRIAGE COMPONENTS AND SYSTEMS FOR TRACK TYPE MACHINES TRACK SHOES • More than 70 different profiles • Hot rolled, cast and hot forged shoes

			   Component, Undercarriage, Undercarriage components

		

	

	
				
					

		
			UNDERCARRIAGE COMPONENTS FOR …

			www.group-itm.com
			A Titan International Inc. Brand ITM is a worldwide leader specialising in the design, development and manufacture of undercarriage components and systems for earthmoving, construction,

			   Component, Undercarriage, Undercarriage components for, Undercarriage components

		

	

	
				
					

		
			UNDERCARRIAGE - ITM

			www.group-itm.com
			5 Through the extensive expertise in the design and manufacture of undercarriage components and complete undercarriages, and the usage of the most advanced technologies, ITM develops innovative, reliable and

			   Component, Undercarriage, Undercarriage components

		

	


                
                
	
				
					

		
			DKB765 7/12/06 2:24 PM Page 1 UNDERCARRIAGE

			www.deere.com
			Approximately 20 percent of your crawler’s purchase price is for undercarriage. More importantly, nearly 50 percent of your mainte-nance costs will go into maintaining it.

			   Pages, 24 pm page 1 undercarriage, Undercarriage

		

	

	
				
					

		
			UNDERCARRIAGE HANDBOOK - West-Trak New …

			www.west-trak.co.nz
			Helping You get the Most from Your Undercarriage UNDERCARRIAGE HANDBOOK 0800 654 323 www.west-trak.co.nz

			   Handbook, Undercarriage, Undercarriage handbook, Undercarriage undercarriage handbook

		

	

	
				
					

		
			TH E I N N OVATO R - focusonaggregates.com

			www.focusonaggregates.com
			Technical Specifications Thor Global Enterprises Ltd. 839 Westport Crescent Mississauga, Ontario Canada L5T 1E7 TEL: 905-564-0440 FAX: 905-564-9602

			

		

	


                
                
	
				
					

		
			Build It Right! Build It With Parts! - HeavyQuip - …

			www.heavyquip.com
			HEAVY EQUIPMENT PARTS & SERVICE WWW. .COM Toll Free 877-871-8787 Featuring ITR Quality Products Build It Right! Build It With Parts!

			   With, Part, Rights, Build, Build it right, Build it with parts

		

	

	
				
					

		
			D275AX - Komatsu Ltd.

			www.komatsu.com
			5 Power Train Electronic Control System Smooth and soft operation D275AX-5E0 utilizes a newly designed power train electronic control system.The controller registers the amount of operator

			   D275ax

		

	


    


    Related search queries
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