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SPMAR637T Spektrum AR637T AS3X and SAFE 6 CH Receiver



SPMAR637T . Spektrum AR637T as3x and safe . 6 CH Receiver EN. NOTICE. All instructions, warranties and other collateral documents are subject to change at the sole discretion of Horizon Hobby, LLC. For up-to-date product literature, visit or and click on the support or resources tab for this product. Meaning of Special Language The following terms are used throughout the product literature to indicate various levels of potential harm when operating this product: WARNING: Procedures, which if not properly followed, create the probability of property damage, collateral damage, and serious injury OR create a high probability of superficial injury. CAUTION: Procedures, which if not properly followed, create the probability of physical property damage AND a possibility of serious injury. NOTICE: Procedures, which if not properly followed, create a possibility of physical property damage AND a little or no possibility of injury.

will automatically detect when a Smart compatible ESC is connected. ESCs with Smart and IC series connectors can also pass along battery data from compatible Spektrum Smart batteries. Spektrum Avian™ ESCs are compatible with the AR637T receiver for Smart Technology features. For Smart to function you must have a Smart ESC paired with a Smart
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    	1 SPMAR637T . Spektrum AR637T as3x and safe . 6 CH Receiver EN. NOTICE. All instructions, warranties and other collateral documents are subject to change at the sole discretion of Horizon Hobby, LLC. For up-to-date product literature, visit or and click on the support or resources tab for this product. Meaning of Special Language The following terms are used throughout the product literature to indicate various levels of potential harm when operating this product: WARNING: Procedures, which if not properly followed, create the probability of property damage, collateral damage, and serious injury OR create a high probability of superficial injury. CAUTION: Procedures, which if not properly followed, create the probability of physical property damage AND a possibility of serious injury. NOTICE: Procedures, which if not properly followed, create a possibility of physical property damage AND a little or no possibility of injury.
2 ARNING: Read the ENTIRE instruction manual to become familiar W. with the features of the product before operating. Failure to operate the product correctly can result in damage to the product, personal property and cause serious injury. This is a sophisticated hobby product. It must be operated with caution and common sense and requires some basic mechanical ability. Failure to operate this Product in a safe and responsible manner could result in injury or damage to the product or other property. This product is not intended for use by children without direct adult supervision. Do not attempt disassembly, use with incompatible components or alter product in any way without the approval of Horizon Hobby, LLC. This manual contains instructions for safety, operation and maintenance. It is essential to read and follow all the instruc- tions and warnings in the manual, prior to assembly, setup or use, in order to operate correctly and avoid damage or serious injury.
3 Age Recommendation: Not for children under 14 years. This is not a toy. WARNING AGAINST COUNTERFEIT PRODUCTS. Always purchase from a Horizon Hobby, LLC authorized dealer to ensure authentic high-quality Spektrum product. Horizon Hobby, LLC disclaims all support and warranty with regards, but not limited to, compatibility and performance of counterfeit products or products claiming compatibility with DSM or Spektrum technology. NOTICE: This product is only intended for use with unmanned, hobby-grade, remote-controlled vehicles and aircraft. Horizon Hobby disclaims all liability outside of the intended purpose and will not provide warranty service related thereto. WARRANTY REGISTRATION. Visit today to register your product. 2. EN. AR637T as3x and safe Telemetry Receiver The Spektrum AR637T Receiver is full range with telemetry, and is compatible with all Spektrum .
4 DSM2 and DSMX technology transmitters. Perform the setup for the AR637T . Receiver through a compatible Spektrum Transmitter with Forward Programming. The Spektrum PC Programmer can be used for firmware updates. Table of Contents AR637T as3x and safe Telemetry Table of Smart Installing the AR637T Transmitter and Receiver Failsafe ..6. Initial Basic as3x as3x Reaction AR637T Receiver - safe Advanced safe (Self Leveling) Flying Other Settings (Forward Programming)..14. Channel Flight Range Receiver Power System Optional Troubleshooting Guide Troubleshooting 1-YEAR LIMITED Warranty and Service Contact Compliance Information for the European IC IMPORTANT: The AR637T Receiver only uses forward programming for the configuration, do not use the as3x menu in the main transmitter menu. WARNING: If equipped, the propeller should not be installed on the motor during the setup procedure.
5 Only install the propeller once the throttle has been confirmed to operate correctly and the failsafe has been set. As an additional safety feature, we recommend the throttle cut is enabled. Throttle cut should be engaged any time the aircraft is powered on and not in operation. The motor will not rotate when throttle cut is in the ON position. 3. EN. Specifications AR637T . Type DSM2/DSMX 6 CH as3x Telemetry Receiver Application Air Channels 6. Receivers 1. Remote Receiver SRXL2 Remote Receiver Optional (not included) [SPM9747, SPM4651T]. Modulation DSM2/DSMX. Telemetry Integrated Bind Method Bind Button, Bind Plug Failsafe Yes Band Dimensions (LxWxH) x x Weight 12g Input Voltage 9V. Resolution 2048. Antenna Length 155mm and 186mm Bind Button SRXL2 Port XBUS Port Voltage Sensor Port Smart Port Smart Throttle With Smart Technology the normal servo connector delivers the throttle signal to the ESC, plus the ESC can send telemetry data like voltage and current back to the Receiver .
6 The AR637T Receiver throttle port (Channel 1 port only). will automatically detect when a Smart compatible ESC is connected. ESCs with Smart and IC series connectors can also pass along battery data from compatible Spektrum Smart batteries. Spektrum Avian ESCs are compatible with the AR637T Receiver for Smart Technology features. For Smart to function you must have a Smart ESC paired with a Smart telemetry Receiver , and a Spektrum DSMX transmitter with telemetry. An update for your transmitter may be required for Smart features. See com to register and update your transmitter. If a standard ESC or servo is plugged into the throttle port on the AR637T . Receiver , the throttle port will operate normally (PWM signal) like any conventional RC system. 4. EN. Telemetry The AR637T features full range telemetry and will provide Receiver battery voltage, flight log data, and variometer* and altitude* data without any additional sensors.
7 Additional telemetry devices such as voltage sensors can be connected to the volt port, and XBus telemetry sensors can be connected through the XBus connector. Every XBus telemetry device has two XBus ports, and XBus telemetry sensors can be connected in a daisy chain in any order. *TIP: AR637TA receivers included with BNF models do not have a built-in pressure sensor for altitude and vertical speed data (variometer). measurements. If you want to add altitude and variometer to an AR637TA, an external sensor (SPMA9589) can be connected to the XBus system. The AR637T is not compatible with the Spektrum Temperature Sensor (SPMA9571). See for more information about telemetry accesories Installing the AR637T Receiver 1. Mount the Receiver using double-sided servo tape. The Receiver may be mounted upright, upside down or on its side, but it should be square with the fuselage in its mounting position.
8 The Receiver cannot be mounted at an odd angle. TIP: For safe setups, install the Receiver as close to the center of gravity of the aircraft as practical. 2. Connect the servos to their respective ports on the Receiver using the chart below. CAUTION: Incorrect installation of the Receiver could cause a crash. Always perform a control surface check and as3x control surface response test before flying a new setup, or after any setup changes. DEFAULT CHANNEL ASSIGNMENTS. AR637T Port Assignments Bind/Prog/SRXL2= Bind, Aux Device Support, Program 1 Throttle (Smart Throttle). 2 Aileron 3 Elevator 4 Rudder 5 Gear 6 Aux 1. IMPORTANT: When using Y-harness or servo extensions with Spektrum equipment, do not use reversing harnesses. Using reversing Y-harnesses or servo extensions may cause servos to operate erratically or not function at all.
9 5. EN. ANTENNA INSTALLATION. The AR637T Receiver has coaxial style antennas. We recommend installing the antennas oriented Active portion 90 from each other and as far as possible from of antenna metal, batteries, carbon fiber or fuel tanks to maximize signal reception performance. NOTICE: Do not cut, kink, or modify the antennas. Damage to the coaxial portion of an antenna will reduce the performance of the antenna. Shortening or cutting off the 31mm tip will reduce the range. Transmitter and Receiver Binding Programming the AR637T Receiver requires a Spektrum DSM2 /DSMX . compatible transmitter with Forward Programming. Binding The AR637T Receiver must be bound to your transmitter before it will operate. Binding is the process of teaching the Receiver the specific code of the transmitter so it will only connect to that specific transmitter.
10 1. Connect the optional SRXL2 remote Receiver (SPM9747) if desired and any telemetry sensors to the main Receiver . 2. Push and hold the bind button on the Receiver while turning the Receiver on. Release the bind button once the orange LED starts to flash continuously, indicating the Receiver is in bind mode. TIP: It is still possible to use a bind plug in the bind port if desired. This can come in handy if the Receiver needs to be mounted in a location that is difficult to access, in which case a servo extension may be used for binding. If using a bind plug, remove after binding to prevent the system from entering bind mode the next time the power is turned on. 3. Put your transmitter in bind mode. 4. The bind process is complete when the orange LED on the Receiver is solid. Failsafe In the unlikely event the radio link is lost during use, the Receiver will enable the selected failsafe mode.
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			SAITO FG-33R3 - Horizon Hobby

			www.horizonhobby.com
			-1- Thanks for buying SAITO FG-33R3 4-stroke gas-engine exclusively for model airplanes. In order to avoid misuse, please be sure to read well this instruc-
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			Prophet™ Precept™ 80W LCD AC/DC Multi-Chemistry Battery Charger InstructIon Manual | BedIenungsanleItung | Manuel d’utIlIsatIon | Manuale dI IstruzIonI (dYnc2015)
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			Brushless Motor/ESC Combos KXSS0500 - Horizon …
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			Brushless Motor/ESC Combos Instruction Manual • Bedienungsanleitung • Manuel d’utilisation • Manuale di Istruzioni KXSS0500 KXSS0501 Thank you for purchasing the Kinexis™ sensorless brushless motor. Kinexis brushless motors are high-torque motors designed for bashing and sport racing applications.
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			Christen Eagle II 90 ARF - Horizon Hobby

			www.horizonhobby.com
			2 Hangar 9 Christen Eagle II 90 ARF WARNING: Read the ENTIRE instruction manual to become familiar with the features of the product before operating. Failure to operate the product correctly can result in damage to the product, personal property and cause serious injury.

			   Hobby, Horizons, Eagle, Christen, Christen eagle ii 90 arf, Horizon hobby

		

	

	
				
					

		
			E777 E735 E999 Evolution Radial Glow Engines

			www.horizonhobby.com
			The total draw on 7 glow plugs at 2.2–2.7 amps per plug is 15.4–18.9 amps. With a 7800–9600mAh battery pack, you can expect about 30 minutes of ‘on-time’. Once the engine is broken in, you will likely find that the engine idles and runs very well without an on-board battery.
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			HARRIER 3D - Horizon Hobby

			www.horizonhobby.com
			HARRIER 3D Instruction Manual 2 INTRODUCTION Thank you for choosing the Harrier 3D ARTF by SEAGULL MODELS. The Harrier 3D was designed with the intermediate/advanced sport flyer in mind.
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			54253.1 EFL8750 1.2m AT-6 PNP BNF Basic Manual Update

			www.horizonhobby.com
			EN 6 AT-6 Battery Installation and ESC Arming Battery Selection The E-fl ite® 2200mAh 11.1V 3S 30C Li-Po battery (EFLB22003S30) is recommended. Refer to …
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			2 SPEKTRUM DX5C • TRANSMITTER INSTRUCTION MANUAL EN WARNING: Read the ENTIRE instruction manual to become familiar with the features of the product before operating. Failure to operate the product correctly can result in damage to the product, personal property and cause serious injury. This is a sophisticated hobby product.
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			Determine a Model’s Power Requirements - Horizon Hobby

			www.horizonhobby.com
			Determine a Model’s Power Requirements: 1. Power can be measured in watts. For example: 1 horsepower = 746 watts 2. You determine watts by multiplying ‘volts’ times ‘amps’.
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			AR410 User Guide AR410 Bedienungsanleitung Guide de L ...
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			EN 3 AR410 4-Channel Telemetry Receiver The Spektrum™ AR410 receiver is a full range telemetry receiver featuring DSM® technology and is compatible with all
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			Global supply chain: automotive recalls and counterfeit airbags Healthcare: EMRs, insurance claims, genome research Airlines: registration, re- booking, vouchers, loyalty Tokenized economy: Tech Coworking space 1 token = 1 seat Payment channels: Starbucks or …
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			Social media scams - Consumers International

			www.consumersinternational.org
			then turn out to be counterfeit (e.g. fake clothing or gift vouchers) or poor quality (e.g. faulty or substandard). In some cases, goods simply never arrive. • Investment scam - fraudsters advertise a ‘too good to be true’ investment opportunity, sometimes using news stories and advertisements that appear to be from genuine sources ...
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