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Technical Guide - Hyster



Technical Guide Counterbalanced OrderPicker R30XM3 DIMENSIONS. DIM Description Value in. (mm). F Hood Height (1270). G Bumper Height (76). X H Stabilizer Height ( ). J Bumper to Drive Axle (236). W K Height of Battery Rollers (182). L Base Arm Clearance (52). M Height to Top Of Base Arms (129). N Wheelbase (1450). T S O Frame Length (1856). P Head Length (1863). Q Lowered Fork Height (76). R Floor Step Height (228). S Floor to Top of Overhead Guard (2042). T Floor to Underside of Overhead Guard (1978). U Handrail Height (Fixed / Retractable) / (990 / 995). U V Platform Side Opening (Fixed Rail) (392). F W Platform Depth (Inside) (595). X Platform Depth (Overall) (702). V. Q R. G H. K L M. J N. O. P. E. C DIM Description Value in. (mm). A Frame Width (1016). A B D B Fork Spread to (530 to 711).

R30XM 3 SPECIFICATIONS Manufacturer HYSTER HYSTER Model Designation R30XM3 R30XM3 Power / Voltage Electric / 24 Volts Electric / …
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    	Transcription of Technical Guide - Hyster


        
    	1 Technical Guide Counterbalanced OrderPicker R30XM3 DIMENSIONS. DIM Description Value in. (mm). F Hood Height (1270). G Bumper Height (76). X H Stabilizer Height ( ). J Bumper to Drive Axle (236). W K Height of Battery Rollers (182). L Base Arm Clearance (52). M Height to Top Of Base Arms (129). N Wheelbase (1450). T S O Frame Length (1856). P Head Length (1863). Q Lowered Fork Height (76). R Floor Step Height (228). S Floor to Top of Overhead Guard (2042). T Floor to Underside of Overhead Guard (1978). U Handrail Height (Fixed / Retractable) / (990 / 995). U V Platform Side Opening (Fixed Rail) (392). F W Platform Depth (Inside) (595). X Platform Depth (Overall) (702). V. Q R. G H. K L M. J N. O. P. E. C DIM Description Value in. (mm). A Frame Width (1016). A B D B Fork Spread to (530 to 711).
2 C Platform Width (1022). Overall Width (w/o Guide Rollers) (1035) / (1227). D. Overall Width (with Guide Rollers) (1227) / (1397). E Turning Radius* (1719). *Turning Radius is the same with or without Guide rollers 2. R30XM3 SPECIFICATIONS. 1 Manufacturer Hyster Hyster . 2 Model Designation R30XM3 R30XM3. 3 power / Voltage Electric / 24 Volts Electric / 36 Volts GENERAL. 4 Operation Type Stand-up Stand-up 5 Rated Capacity lb. (kg) 3000 (1361) 3000. 6 Load Center in. (mm) 24 (609) 24 (609). 7 Tire Type, front / rear load / drive Poly / Poly Poly / Poly 8 Wheels (X=driven) front / rear 4 / (1X) 4 / (1X). 9 Mast 3-Stage (TOF) in. (mm) See Mast Chart See Mast Chart 10 Operator Clearance Height in. (mm) (1978) (1978). 11 Forks, Width / Thickness in. (mm) 4 / (102 / 46) 4 / (102 / 46). 12 Fork Spread, Inside to Inside Minimum / Maximum in.
3 (mm) 13 / 20 (330 / 508) 13 / 20 (330 / 508). 13 Fork Spread, Outside to Outside Minimum / Maximum in. (mm) 21 / 28 (533 / 710) 21 / 28 (533 / 710). 14 Top of Fork, Mast Lowered in. (mm) 3 (76) 3 (76). DIMENSIONS. 15 Head Length, length to face of operator deck 3-Stage in. (mm) (1863) (1863). 16 Base Width 41" / width across Guide rollers in. (mm) / (1035 / 1227) / (1035 / 1227). 17 Base Width 48" / width across Guide rollers in. (mm) / 55 (1227 / 1397) / 55 (1227/1397). 18 Height, Standard 3 Stage Mast Lowered in. (mm) 89 (2261) 89 (2261). 19 Operator Platform Size Width / Depth in. (mm) 40 / (1016 / 698) 40 / (1022 / 698). 20 Turning Radius, minimum outside in. (mm) (1719) (1719). 21 Stacking Aisle, Zero Clearance 3-Stage Mast in. (mm) (3116) (3116). 22 Inersecting Aisle, equal aisles 40" W x 48" L pallet Standard Mast in.
4 (mm) (1780) (1780). 23 Stability, Comply with ANSI? YES YES. PERFORM. 24 Travel Speed* NL / RL mph (km/h) / ( / ) / ( / ). 25 Lift Speed NL / RL ft/min See Performance Chart See Performance Chart 26 Lower Speed NL / RL ft/min See Performance Chart See Performance Chart 27 Truck Weight Without Battery NL lb. (kg) 3845 (1744) 3845 (1744). WT. 28 Axle Loading - Drive Static with Max. Wt. Battery NL / RL lb. (kg) 3338 / 2321 (1514 / 1053) 3338 / 2321 (1514 / 1053). 29 Axle Loading - Load Wheels Static with Max. Wt. Battery NL / RL lb. (kg) 2407 / 6422 (1092 / 2913) 2407 / 6422 (1092 / 2913). 30 Tire Size, Drive in. (mm) 12 / (305 / 140) 12 / (305 / 140). WHEELS/TIRES. 31 Tire Size, Loadwheel in. (mm) / (127 / 76) / (127 / 76). 32 Wheelbase in. (mm) (1450) (1450). 33 Ground Clearance No load , lowest point in.
5 (mm) (14) (14). 34 Ground Clearance No load , center wheelbase in. (mm) (47) (47). 35 Brakes, Method of Control Service / Parking Foot Foot 36 Brakes, Method of Operation Service / Parking Spring Applied / Electric Released Spring Applied / Electric Released 37 Battery Type Lead Acid Lead Acid ELECTRIC. 38 Volts 24 36. 39 Minimum Weight lb. (kg) 1600 (726) 1600 (726). 40 Traction Motor Control Method AC Transistor AC Transistor 41 Pump Motor Control Method Contactor Contactor 42 Number of Travel Speeds Infinitely Variable Infinitely Variable Right Angle Stack and Equal Intersecting Aisle dimensions provided with a 40 wide x 48 long pallet load, allowing zero clearance. *Speeds are the same in either direction, with or without rated load. Steer angle <10 degrees. CERTIFICATION: These Hyster lift trucks meet design specifications of Part II ANSI , as required by OSHA Section (a)(2) and also comply with Part III ANSI in effect at time of manufacture.
6 Certification of compliance with the applicable ANSI standards appears on the lift truck. Performance specifications are for a truck equipped as described under Standard Equipment on this Technical Guide . Performance specifications are affected by the condition of the vehicle and how it is equipped, as well as by the nature, condition of the operating area, proper service and maintenance of the vehicle. If these specifications are critical, the proposed application should be discussed with your dealer. Note: Speed limits are for trucks Battery Specifications Travel Speeds (24V & 36V) at operating temperature with fully Battery Dimensions charged battery. Speeds are the Capacity Steer Angle Steer Angle same in either direction, with or Weight Fork Height Number Cell Plates 6 Hr Rate X Y Z <10 >10 without rated load.
7 In (mm). of Cells Size per Cell (Width) (Length) (Height) mph (kph) mph (kph). amp hr (kwh) in. (mm) in. (mm) in. (mm) lb. (kg) For lift heights between . 0 (0) ( ) ( ) (610 mm) and (5385 mm), 12 125 17 1000 ( ) (969) (342) (776) 1818 (825) 24 (610) ( ) ( ) traction speed is reduced when 12 140 17 1120 ( ) (969) (342) (776) 1851 (840) steering angle exceeds 10 . 60 (1524) ( ) ( ). 12 155 17 1240 ( ) (969) (342) (776) 1860 (844) 116 (2946) ( ) ( ) * Travel above (5385 mm). 18 125 11 625 ( ) (967) (339) (776) 1800 (816) fork height requires a High 150 (3810) ( ) ( ) level traction option. Capacity 18 140 11 700 ( ) (967) (339) (776) 1849 (839) 195 (4953) ( ) ( ) reduction required. 18 155 11 775 ( ) (967) (339) (776) 1859 (843) 212 (5385) ( ) ( ) Contact your local dealer for Battery Compartment Length is measured from front to rear.
8 Battery Compartment Width is measured across truck. >212 (5385) No Travel* No Travel* additional information. SB350 Amp Red Connector, Cable Poition B, Cable Length 16 (405mm). Maximum Cable Guage 1/0 AWG. Battery with lid will NOT fit in battery compartment. Battery Weight Range 1600 - 1900 lbs. Amp Hour Capacity Min / Max - 24 volt truck 960 / 1240. 36 volt truck 600 / 775. 3. Standard Features and Options STANDARD EQUIPMENT OPTIONAL EQUIPMENT. 195 MFH / 89 OALH 3-Stage Anti-Rattle Mast 36 Volt Electrical System Wide X Deep Operator Platform 175 Amp Gray, Position B - 16 Lead Length x x ' Standard Taper Pin Type Forks Battery Spacer Group x Black Polyurethane Drive Tire Battery Stand x Articulating Tandem - High Load Compound Load Wheel Battery Puller L x W x H Battery Compartment AC Transistorized Hydraulic Control 24 Volt AC Electrical System UL Classification Type EE.
9 Standard Application / Environmental Construction Application / Environmental Construction 41 Outside Dimension (Base Width) Basearms Cooler/Freezer Package - Operating Temperatures: 0 F to +120 F. UL Classification Type E SubZERO Freezer Package - Operating Temperatures Range: -20 to Key Switch Start +120 F. Return to Center Steering 48 Outside Dimension (Base Width) Basearms Ergonomically Advanced Multi-Function Control Handle with Rotational Operator Platform Adjustment and Single Speed Lift/Lower Deep x 48 Wide Electric Park Brake - Automatically Engaged / Foot Released Deep x 54 Wide Heavy Duty Pallet Clamp - Automatically Engaged / Foot Released Deep x 60 Wide AC Transistor Control Safety Glass Shield AC Traction Motor Fixed Hoop Side Rails Single Hydraulic Pump and Motor 6 Vertical Adjustable Operator Console Controller Area Network (CANbus) Communications Retractable Operator Tether with Full Body Harness or Medium Body Belt On Demand Electric power Steering Heavy Duty Automatic Pallet Clamp with opening range from 1/2 to 6.
10 AC Steer Motor Keyless - Toggle switch Auto Deceleration System (ADS ) with Regenerative Braking Various Mast Options Available Graphic LCD Multi-Function Smart Display with Back Lighting Various Fork Options Available - 36 -78 Long Standard Taper Pin Type Hour Meters; Truck, Traction and Hoist Pump Forks Bar Graphic Battery Discharge Indicator Lift Limit without Push Button Override Low Battery Lift Interrupt Lift Limit with Push Button Override Performance Mode Selection and Indication Lowering Limit With Push Button Override LED Status Indicators with Symbols High Level Traction above 212 with Restricted Steer 4 Operator Selectable, Programmable Performance Modes Drive Tire User Passwords and Operator Logs with History Polyurethane - Red Diagonal Grooved (92 Durometer) Press-on Steer Wheel Angle Graphic Indication Polyurethane - Cream Vulkollan (94 Durometer)
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			Sit-Down, Counterbalanced IC, Pneumatic Tire Line …

			www.hyster.com
			Heavy-duty Drive Axle The full floating design of the planetary drive axle lets the axle housing, not the shafts, carry the weight of the load, enhancing dependability

			   Tier, Pneumatic, Down, Sit down, Counterbalanced ic, Counterbalanced, Pneumatic tire

		

	

	
				
					

		
			Sit-Down, Counterbalanced IC, Cushion Tire Line ...  …

			www.hyster.com
			6 ADVANCED DEPENDABILITY Decrease Downtime By Up To 30% Approximately 70% of industrial lift truck downtime results from problems with the powertrain, brakes, electrical system, cooling

			   Industrial, Tier, Down, Cushions, Sit down, Counterbalanced ic, Counterbalanced, Cushion tire

		

	

	
				
					

		
			N30-45ZR /ZDR SERIES N30-40ZRS /ZDRS SERIES - …

			www.hyster.com
			n30-45zr 2/zdr 2 series n30-40zrs 2/zdrs 2 series narrow aisle, single & double reach, ac powered forklift www.hyster.com

			   Series, Series n30 40zrs, 40zrs

		

	


                
                
	
				
					

		
			H30-40FT SERIES TECHNICAL GUIDE - Hyster

			www.hyster.com
			H30-40FT SPECIFICATIONS NOTE: Above specifications, unless otherwise listed, are for a standard truck without optional equipment. Right Angle Stack and Equal Intersecting Aisle are calculated using a 40” wide pallet.

			   Guide, Technical, Truck, Technical guide

		

	

	
				
					

		
			S30-40FT SERIES TECHNICAL GUIDE - Hyster

			www.hyster.com
			Above specifications, unless otherwise listed, are for a standard truck without optional equipment. Right Angle Stack and Equal Intersecting Aisle are calculated using a …

			   Guide, Series, Technical, Truck, S30 40ft series technical guide, 40ft

		

	

	
				
					

		
			H135-155FT SERIES - Hyster

			www.hyster.com
			4 ADVANCED DEPENDABILITY INDUSTRIAL STRENGTH ELECTRONICS • CANbus communications network reduces wiring complexity, providing superior dependability.

			   Series, Industrial, H135 155ft series, H135, 155ft

		

	


                
                
	
				
					

		
			H40-70FT SERIES TECHNICAL GUIDE

			www.hyster.com
			4 H60-70FT SPECIFICATIONS RL = Rated Load NL = No Load NOTE: Above specifications, unless otherwise listed, are for a standard …

			   Guide, Series, Specification, Technical, H40 70ft series technical guide, 70ft

		

	

	
				
					

		
			S40-70FT SERIES TECHNICAL GUIDE - Hyster

			www.hyster.com
			2 S40-70FT DIMENSIONS Circled dimensions correspond to the line numbers on the tabulated chart inside the Technical Guide. Dimensions are in inches (millimeters).

			   Guide, Technical, Technical guide

		

	

	
				
					

		
			Technical Guide - Hyster

			www.hyster.com
			For 90 degree Stacking Aisle add outside turning radius , plus dimension , plus load length. t) D 2 2 D 2: D 2) D 2) D 2) D 2) D 2) D 2) D) D 2) D 2) 16

			   Guide, Technical, Technical guide hyster, Hyster

		

	


                
                
	
				
					

		
			QUALITY PARTS - Hyster

			www.hyster.com
			THE COST AND CONSEQUENCES OF NON-HYSTER APPROVED PARTS QUALITY PARTS COULD BE HIGH. Sure, a will-fit part might look the same. But has it been tested in real-world conditions on the Hyster ® model on which it will be installed?

			   Quality, Part, Quality parts
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			2200-2400 D SERIES - Load-Lifter

			load-liftermfg.com
			2200-2400 d series • 15–18,000 lbs capacity • heavy duty c-thru roller masts • oil immersed disc brakes • turbo charged engine • full powershift transmission

			   Series, Heavy, Duty, 2004, 2200, Heavy duty, 2200 2400 d series

		

	

	
				
					

		
			Engine-related - Komatsu Ltd.

			www.komatsu.com
			• Six-step reclining backrest • 170 mm slide distance backward and forward • Seat cushion adjustment dial • The retractable seat belt A double action

			   Related, Engine, Retractable, Engine related

		

	

	
				
					

		
			930E-4 AESS743 00.qxd (Page 2) - Komatsu Ltd.

			www.komatsu.com
			930E-4 ELECTRIC DRIVE TRUCK ELECTRICAL SYSTEM 4 x 8D 1450 CCA, 12 volt, in series/parallel, 220-ampere-hour batteries, bumper-mounted with …

			   Electrical, Pages, Page 2, 4 aess743 00, Aess743

		

	


                
                
	
				
					

		
			Sundancer - Sea Ray

			www.searay.com
			Sundancer 40 2007 HIGHLIGHTS • Standard MerCruiser 8.1 S Horizon engines with 4-year Mercury limited warranty • Standard SmartCraft™ Instrumentation and System View • Optional fiberglass hardtop with full encolsure

			   Sundancer, Sea ray

		

	

	
				
					

		
			SP 3000 Series stockpicker - Tailift; World-Lift

			www.worldwideforklifts.com
			SP 3000 Series Specifications Standard Equipment 1. 24-volt electrical system 2 GE EVT-100 FL transistor control 3. Start up and run time diagnostics

			   Series, Electrical, 3000, Sp 3000 series stockpicker, Stockpicker

		

	

	
				
					

		
			SPECIFICATION - Hanse Yachts

			www.windcrafthanse.com
			All measurements are approximate. Specification and material can be changed without notice. HanseYachts AG I Ladebower Chaussee 11 I D-17493 Greifswald

			   Specification
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